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INTRODUCTION. 

In preparing a piece of work for letting, the duties of 
the Engineer are manifold. He must first of all have a 
clear conception of the thing to be done, and must give 
graphical expression to this idea, both by drawings and 
writing. It then becomes necessary to inform ^imself as 
to the probable cost of the proposed work, and if within 
reasonable limits, and he desire to let it, he must next 
notify contractors, and others, by such public announce- 
ments as will reach the largest number of reliable parties. 

It is thus seen that the preparation of the drawings, esti- 
mates, specifications and advertisements are all duties 
of the Engineer, which he has heretofore been allowed to 
learn as necessity required, and often on the spur of the 
moment. But his duties do not end here ; to insure the 
rapid and faithful execution of the work, he generally 
prepares the form of bid, with certain " instructions to 
bidders," giving restrictions with which they must comply 
to render their bids valid, and finally, to adopt a form of 
agreement which shall be approved by both parties to the 
contract. 

The duties of the contractor are simply to examine 
drawings and specifications, or the site of the work, 
present his bid, and, if successful, sign the contract and 
furnish the required securities. The construction of the 
work is foreign to the object of this book. These six 
steps are developed more fully in the corresponding 
chapters which follow. 




In the course of their professional career, Engineen 
are frequently called upon to prepare papers connected 
with the letting of work by contract. Often devoid of 
instruction, without experience and with no works of 
reference at hand, it frequently happens that their efforts 
result in inconvenience and loss. Essential points arel 
aometimes overlooked, and too great confidence is 
posed in the good intentions of the parties. To aid in pre- 1 
venting such unfortunate results and to meet an acknowl- 
edged want in our schools tor Engineers., the author haail 
been induced to prepare this monograph on ENfiiNEEK^ ( 
iNG Specifications and Contracts, and has aimed to- I 
make it equally useful as a text book and work of refer- J 
ence. An effort has been made to present clearly all the,] 
essential elements connected with the letting of work byi 
contract. 

The several operations required have been systematic- 
ally arranged, and the principles involved stated in their 
proper connections, and illustrated by a few typical forms 
carefully selected from the most reliable authorities. 

To accomplish this object most effectively the entir* 
operation has been divided into its six elements, as given-J 
under the headings to the several chapters. 

It is not intended to make this work an exhaustive^ 
compendium of every possible form and condition, butJ 
to exhibit in the most concise manner the governinj^J 



principles in all operations between two or more parties. 
Hence a careful analj^sis of the several cases pivsented 
has been made, showing the items and essentials which 
should enter into ordinary contracts with the manner of 
uniting them to form a complete instrument. This analy- 
sis is rendered more apparent by the use of marginal ref- 
erences throughout the work and by a series of questions 
on the contents of each chapter. 

Considerable difficulty was experienced in preparing 
the Code of Artisans" Rules for measuring work, since the 
little that exists in print on that subject is in such foi 
as not to be generally applicable. The rules as givi 
are the result of much corresjwndence and manj' inter- 
views with experts. As prices for labor and materials 
are so variable no efl'ort has been made to prepare lists, 
but an illustration is given of tlieir use in the fifth section 
of the second chapter. For more complete information 
on this subject the inquirer is referred to the third volume 
ofa work published by J. Haviland, ui Fhiladelphiii., 1JS29, 
entitled " The Builders' Assistant, including Tlie House 
Carpenter's Book of Prices and Kules for Measuring and 
Valuing all their difierent kinds of Work," and also to the 
*' Architects' and Builders' Com])anion :" Pliila. 1875, by 
Frank W. Vogdes, Architect. 

In the Engineering Specifications, Chapter III., cited 
an oxaniples, much technical information is given which 
in not to Iw obtained from text Ijuoks. It is therefore re- 
commended that students should read them carefully, and 
for explanations of terms refer freely to the glossary 
upocially prepared to accompany them. The questions 
"ill be found very useful in a general J 
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To render the instruction as practical anii interesting as 
possible, it has been the custom to require students at 
the University of Pennsylvania to perform all the opera- 
tions for a special piece of work, such as the con- 
structions of the model of a bridge, a tunnel, or other 
object, on a scale of about 1-24. Students should make- 
tbe drawings, estimate quantities, and prepare bills of 
material, specifications, bids, and contracts. The bids 
may then be opened in presence of the section or 
class, and the work awarded to some member, selected 
as foreman to superintend its execution. It is not, how- 
ever, necessary to carry the practice so far as the con- 
siruction of models. Where facilities for such work do 
not exist it is recommended that the students be given 
special problems in constructions, as of a culvert, section 
of railway, either road bed or laying track, bridge or roof 
truBses to make estimates upon and prepare for let- 
ting. Such exercises prove very instructive, and compel 
an active interest in all collateral studies, by developing 
at once tbeir practical applications. In conclusion the 
author gratefully acknowledges the information furnished 
by Genl. A. A. Humphreys, Chief of Engineers, U. S. A.; 
Col. Peter C. Haines, Secretary U. S. Light House Board; 
Genl. Wm. P. Raynolds, U.S. E. Engineer, Fourth Light 
District; Richd. K. Betz and Jno. McClure, members of 
Carpenters' Company of Phila. and professional measur- 
ers; Messrs, Wilson Bros, & Co., Engineers and Archi- 
tects; Hazel Wilson, C. E. Ciiief Eng. Penna. E. R.; Henry 
S. Drinker, E. M.; Saml. L. Smedley, Esq. Chief Engineer: 
and Surveyor, of Phila.; Rudolph Hering, C. E. Assist. 

Jas. G, Hill, Supervising Architect, Washington; Wm. J. 

Twining, Maj. of Engineers, and many others ; with such ] 
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works of reference as Haswell. Trautwine, Spon, Mol* 
worth. Hurst, Vogdes, and other hand books ; .TohnsoQ'i 
Universal Cyclopedia, Parson's Laws of Business, Vogdea' 
Mensuration, Tracy's Commercial Arithmetic, Robertson's 
Engineering Notes, Col. Lee's Tables, &c. 

L. M. a 

University of Pbnna. 

TowNE Scientific School 
October 15th, 1877. 



PREFACE TO SECOND EDITION. 



In submitting this Second Edition of his work to the p; 
fession, the author desires to acknowledge with thanks the 
many expressions of approbation that have been called forth 
by the first, and to state tliat he has carefully revised the en- 
tire work and added in Appendices A and B some new mat- 
ter, which it is hoped will be found useful. 

With these addenda and improvements this edition is 
offered to Engineers and Students — in the belief that the de- 
mand, which has established beyond a doubt the need of such 
a work in the past, will be continued, and even increased in 
the future. L. M. H, 

Univbbsitv ok Penna., 
Phila., Jan. S, I3St. 



I 



PREFACE TO EIGHTH EDITION. 
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In submitting the Eighth Edition to hia patrons, the 
author has merely to express his thanks for the continued 
appreciation of and demand for this pioneer work, and regrets 
that his professional engagements have not permitted its e 
largement. 

I'lHu/r.hia, Feb., V-i^J. 



CHAPTER I. 



The Drawings. 

Drawing is the art of representing graphically, Drawing defined, 
objects or ideals, as they exist or appear to exist. 

The representation of objects as they exist, Oassification. 
showing their forms, sizes and positions, is included in those sub- 
divisions of the art known as Orthographic ProjectionSy Isometri- 
cdl Perspective y and Shades and Shadows, The representation of 
objects as they appear to exist is known as Scenogtaphic Prcjec^ 
tiaUy Linear or Aerial Perspective. 

To draw correctly, therefore, involves a thorough vaiue of Detcnp- 
knowledge of Descriptive Geometry with its appli- s^y. ^^^ ** * 
cations to the Arts and Manufactures. Its study should be in- 
sisted upon in all Technical Schools, as in addition to its direct 
use, it is particularly valuable in developing the inventive and 
perceptive feculties, which of all others are most useful to the 
practical engineer. 

All objects possess two general characteristics — Form and coibr. 
fonn and color ; but the color, which serves merely to ^w^ 
variety and expression to the object, is limited by Form, the cWcf 
and contained within the form. It is to the latter \^^!^ 
therefore to which our chief care and attention should be di- 
rected in all drawings. 

Form is an universal language, and hence the ne- ^^ ^^ ^^^ 
cessity of resorting so largely to it in the repre- ""i^ers^. 
sentation of all tangible and visible objects. It avoids much 
ambiguity and a multiplicity of words, and is intended in the 
drawing to be a representation in miniature of the idea or thing 
to be delineated. 

The scale is the expression of the ratio of the Scaie defined. 
drawing to the object. 

The value of a drawing depends, therefore^ principally upon 
the accuracy of its outline, which should be made simplicity and ac- 

f 1 '^1^1 curacy of outline, 

on as large a scale as convenient and not be con- required. 
fused by a mass of details. 



To make a complete representation of a solid, at j^^ j, 
least i/iree projections are necessary, the plan ^ eleva- '''"'* 
Hon and section, but frequently many more are required, and in 
complex constructions there should be shown, firstly, the general 
views of the various parts properly assembled as a whole, eilhur 
in linear or isometrical perspective or in projection, and secondly . 
the three or more projections of each of the parts or details, 
usually on a larger scale. To this latter class belong Wnrting drawinci 
ail " working drawings " which are always made to a scale, and 
to prevent any mistake which might arise from errors in the 
drawings, all distances and dimensions should be Di,np„|^,,n, .houid 
carefully written upon the parts to which they i^™"'"^' 
belong. The space intended to be embraced by the figures is 
indicated by dotted arrows extending outward fi-om them, thus: _ 



l< 
i< 



-24' 6"-- 



■>i 



>i 



Should it happen that the dimensions marked do wrimn diracnuoni 
not correspond with the distances given by the i^olf,j,'jJ°JJ^'^ 
scale, and it is impossible to determine from any ''°"'"- 
source which is correct, preference should be given to the nu- 
merals, unless they are manifestly in error, and the work con- 
structed in accordance therewith must be accepted. 

The scale should be so large that the least di- sj1j„|„ ,]„ „[, 
mension may be distinctly represented. It isdesir- llj^i^o "'"""Jj^Sj^g 
able also to construct it upon the same sheet of "'"°'"- 
paper with the drawing, that it may be subjected to the same varia- 
tions from changes of temperature, moisture and other causes, 
and thus t",ie ratio of the two remain constant A detached scale 
upon a piece of paper of the same quality will be found very 
convenient and more accurate than the dividers, ,i^j^, 
which are liable to slip or spring back as well as to ^''^" 
injure the drawing. For small measurements the oibm 

lie is the most accurate. Triangular box-wood sc: 
ful. 

Architecture, Machinery or any Dcci™!an< 
rtisans arc usually represented Jh™ uJd." 
:s, whilst those for the engineer arc eye- 
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THK DRAWniCS. ^^^^^^1 

pressed in the decimal or metric sj-stem. but the rule is not ab- ^^M 
solute, and either may be used. ^^^ 

The vertical and horizontal 'caies are not always vanl.»ib«. 
the same, as it is frequently cjf.rable to iragni'fy S^'^S^ 
the irregularities of surface L'nes as in profiles or longitudinal 
sections of earth, either above or under water, and to represent 
fluctuations of ^-a^ous kinds, as prices of materials, pressures, 
&c. For such purposes "profile" paper, ruled in Dp.aipti„, ^ («- 
various forms is published either in sheets or con- ^f^ 
tinuous rolls. For profiles of eartliworlcs, the ratio of the vertical 
to the horizontal scale is usually as one to one hundred, but may 
be taken at one to fift>- ; one to ten or any other convenient 
fraction. 
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squares, the ratio of the scales being as one to one. It is found 
very convenient for sketching and compuUtions of sections, and 
is frequently bound up in book form for field work. ^^^ 
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THE DRAWINGS, 



printed in pale colors so as not to confuse the eye, and is covered 
by a net-work of full and dotted lines, as per sample ; 








To avoid errors in reading or making drawings, some knowl- 
edge of the effect of light is necessary. It is gen- Ughi. 
erally assumed in linear representations of objects that the par 
allel rays of light enter from the upper left hand DinciionaC 
corner at an angle of 45°, so that all objects which project abovt 
a plane surface will cast shadows upon that plane, whilst all de- 
pressions in the plane will receive shadows from their edges. 
The edges casting the shadows are lines of shade, Ljnt, „( ,hidi da 
and should be drawn heavier than the remaining ^°'- 
lines of the drawing. By carefully observing this Appiicaii™, 
distinction it is possible to determine at a glance whether a por 
tion of a surface projects or recedes, for example; — 




CONVENTIONAL COLORS. 



>ns. ^^^H 
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In the first panel the centre and the borders ai 
raised and in the second depressed, as shown in i!ic sections. ' 

A general law is also deduced from these prlnci- , 
pics, namely, that in draii-'ing projections, the right '*"^' ^"■ 
hand and bottom Hues should he the heavier, and in recesses tht 
left hand and upper lines the heavier. 

To render drawings still further intelligible all j^ion nn, 
sections of solids should be shaded by a series of '■'^'^ic- 
parallel lines called section lines or hatchings, drawn at reguta 
intervals. In curved or irregular surfaces, the effect may be 
shown by parallel lines drawn at irregular intervals. 

To represent timber and metals of various kinds, colors are 
sometimes used with good effect, but they are not coion>— noi gencr. 
generally required, as the specifications should in- »ii7 toi">"^'' 
dicate with sufficient clearness the nature of the materials. 

To secure uniformity in the use of colors when desired/ a 
code is hereto annexed : — 



Conventional Colors. 




DRAWING PAPERS. 

Paper is afso manufactured in continuous rolls of 36, 42, 54 1 

and 59 inches in breadth and of various weights, quahties and j 
colors. The light brown manilla is extensively used for work- 
ing drawings. Hot pressed papers have a smooth „^, ^ 
surface; cold pressed, rough. The latter are gener- '""^ 
ally preferred. 

The drawings to accompany a contract should Requi 
be so full, complete and accurate as to leave noth- uaciB. 
ing to the imagination or discretion of the contractor that may ] 
be shown on paper. All the sheets should be carefully desig- 
nated by letters or numbers for convenience of reference, should 
contain a title, a sca/e, the daie when finished, and name of the ; 
person who may be consulted in cases of doubt or errors, should J 
they arise. 

In addition to the above, maps should always rot map!, 
show a meridian and the magnetic variation when it is possible 
to determine it. These last requirements are frequently over 
looked. 

Every piece of work, however small, should be Ne^jHity for dra--- 
represented by drawings, that the artisan may have '"^*- 
a distinct idea of what is to be done. 

For Government works, the law of 15th July, 1870, is very 
explicit It provides that, 

"Before any new buildings for the use of the United Law requiring 
States are commenced the plans and full tsHmates t^crciar E,'"''A^^^',™"' 
shall be prepared and approved by the Secretary of the "orlt. 
Treasury, the Postmaster General and the Secretary of the Interior; and 
the cost of each building shall not exceed the amount of such estimate."* 

The above law requires not only drawings but complete siimua 
estimates in full, which shall be equal to the cost of ™i"™i 
the proposed structure. It is important therefore that the engineer 
or architect should have sufficient prescience based upon expe- 
rience to include and provide for every item or contingency that 
may arise in the progress of the work, that his estimates may not 
fall short of the actual cost, as is too often the case. The prin- 
cipal items entering into estimates with the manner of working 
them up will be found more fully developed in the succeeding 
chapter. 
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QUESTIONS ON THE FIRST CHAPTER. 

Page I. Define drawing. What are its sub- divisions ? State the gen- 
eral characteristics of all objects. Which b most important ? Why is s^ 
much stress laid upon correct outline ? What is the scale ? 

Page 2. What are the views given in projections? What are working 
drawings ? How are dimensions indicated ? How are the correct dimensions 
determined? How is the scale determined and where should it be placed? 
Why are dividers objectionable? When are decimal and duodecimal 

scales used ? 

« 

Page 3. Why are the vertical and horizontal scales sometimes different ? 
What are profiles ? What are cross sections ? 

Page 5. In what direction is the light supposed to enter? What is the 
distinction between shade and shadow ? 

Page 6. Give the rule for drawing shade lines. What are section lines ? 
When may colors be used ? 

Page 7. What are the requirements in drawings for contract work ? for 
maps? Why are drawings necessary ? What is the U. S. law concevriQ^ 
drawings and estimates ? 



CHAPTER II. 



*^ For which of you intending to build a tower ^ sitteth not doivn first, and counteth 
the cost, whether he have sufficient to finish it. Lest haply, after he hath laid the 
foundation, and is not able to finish it, all that behold it begin to mock him, saying, 
7 his man began to build, and was not able to finish. " — St. Luke xiv : 28, 29, 30. 



Estimates and Measurements. 

That the engineer may be able to present the case properly in 
his adv^ertisements as well as to determine for his Need of a preiimi- 
own guidance in letting, the amount of work to be nary estimate, 
done, it will be necessary for him to prepare from the drawings 
or from surveys approximate estimates of quantities as well as of 
costs. In making up such estimates it must not be forgotten that 
there are other items of expense than mere cost of Elements to be em. 
materials ditid labor. To these must be added the bodied in estimau-s. 
expense of engineering, supcfintendence^ the tools, machinery, in- 
struments, buildings, &c., known as the ^^ plant ^' interest of money 
invested, a fair allowance {ov contractor's profit, wear and tear oi 
tools and machinery, insurance if necessary, and a percentage for 
contingencies y such as damage to property or to the work itself 
from the elements or from accidents. 

Some of these quantities are functions of others which are 
very variable, as prices and animal power, systems of working, 
&c., so that such tables of stati. tics would be an incumbrance to 
this work, especially as they can be so readily referred to in num- 
erous engineering hand-books, but the more constant data used 
in the calculation of quantities will be found serviceable for 
reference in this connection, and are therefore introduced in as 
condensed a form as possible. 



PORUtJL^ FOR COMPlrrlNG 



Section I. 
Fotmults for Computing Lines, Surfaces and Solids. 

Lines. 

Ratio of diagonal to side of square i ■.-\/2 

Side of inscribed square :R:: i 2: i. 

Side of inscribed equilateral triangle: R:: i '3- '■ 

Side of inscribed regular hexagon^R. 

Side of inscribed regular decagon^o.618 R. 

For any part of triangle a:b or c .isin. A: sin B or sin 1 

( A B C^:angles opposite. 

Circle. 

Ratio of circumference to diameter^=3.i4i5926+=^ff4^^- 
Circumference=2 - R.^t D where R=radius, D^^iameter. 

Length of 3sc='' " -, where i?=the number of J^,*'i^ 
8c'— c 
degrees in the arc; or nearly= c being the 

chord of the arc and c' (the chord of half the arc)=|/^* 
sin '. 

Diameter(^2R)=^i^^^^!^^^^^^=3'j^^. Dumcur. 

Ellipse. 



Perimetef=m " v' j4{a^ -\- &'') nearly ; .3 and i5 Lcngih "f Eiiip«. 
being axes, 

Paraiola. 
Length of arc cut off by a double ordinate= LmgihofPemboii 
2i/ya -i-^jr^ , where >'=the ordinate and .listhe abscissa referred 
♦n thfi vertex as an origin, 

//ypfrdt'la. 
■:(l9fl^ + 2i^2)x+isa^2.(ga2_(_2i i,^):^ 
:issa, 2 >-=:double ordinate, l^^^ 
injugate axes respectively. '"'^ 



LlI^JKS, SURFACES AND SOtlbS. XI 

Surfaces. 

h h 

1 Area of Triangle= — where fc=base and fc=height. 

2 Area of Triangle= , a and ^=sides, C Tnangic 

included angle. 

3 Area of Triangle=\/ s{s — a) (s — b)'{s — c)\ a^ ^ and ^=sides, 
5^=their half sum. 

1 Area of Parallelogram==b A, where fc=base, ^=height. 

2 Area of Parallelogram=a b sin C, a and b sides Parallelogram. 
C included angle. 

3 Area of Parallelogram:=2\/ s{s — a) (s — b) {s — c) where c is 
the diagonal joining extremities of a and b and s the half sum. 

1 Area of Trapezium=^—^ — h, b and ^'=parallel Trapezium, 
bases. ^ , 

2 Area of 7rapezium= 1 sin C where ^length of one of 

the oblique sides; and C the angle between it and one of the bases. 

n ^-^ ^2:=length of one side. 
Any Regular Polygon= ^~^-6 

tan ^ ^ ;?=number of sides. 
n 

Area of Circle=-Tz R2^ R=r radius, 7:=:3.i4i6. circle. 

Area of Ellipse=T^ ab\ 2 ^2s=transverse, 2 ^=con- EiUpse 
jugate axis. 

Surface o^ Right Cylinder, excluding bases=2 tt R A Right Cylinder. 

Surface of SpJierC=A^ r R^. Sphere. 

Surface oi Zone of two bases=2 tz R //, A=height. Zone. 

Surface of Zone of one base=~ c'^ where ^x=the chord of the 
arc generating the zone. 

Surface of Right Cone='^^lj /=slant height or Right Cone. 
element. 

Frustrum of Cone=^7: 1' (R+r), /'=slant height Frustrum of Cone. 

Volumes. 

Of any Prism=B k, B==area of base, ^==height. Prism. 
Of a Rectangular Parallelopipedon=aXby,c^= Rect- pamiieiopip- 
product of edges. 

Of a Cube=^a^. Cube. 



11 frORHULi^ t^oR COMPUtlKc!} 

B A 
Of a Pyramid= — , B=base, A=height. Pyrami<L 

Of a Cylinder=n R^ A, A=height Cylinder. 

Of a Cone=^ , A=heighL Conc 

h 
Of a Frustrum of any Cone=- (B+^+|/B/^), B FmstrumofCon*. 

and ^=arcas of bases. 

Of a Frustrum of a Regular Pyramid^ (same as Frustrum of Pyia. 

■ V mid. 

above.) 

Of an Ungula^ when the section passes through unguia. 

the opposite extremities of the bases= — =^- — ^ D h .2618 

where D and ^=diameters of lower and upper bases, /if=height. 

h h 

Of the Wedge or cuneus=(2 /+^)-g-, where /= wedgc 

length of back or base and b its breadth ; ^=the length^ of the 
edge and A=the height. 

Of the Prismoid'^ Pnimoid. 

^=breadth of road bed ; A=perp. depth of cut at higher end ; 
A'=same at lower end ; /=distance between sections and r= 
ratio of height to base of slope. 

Of the Sphere— D^ or ^!^, D=(2 R)= sphere 
diameter. 

Of the Segment of a Sphere - (R^ -f r^ ) A + segment of sphere. 

J TT A •, where R and /'=radii of the bases and A=height. If but 
one base, r becomes zero. 

Of the Sph' rical Pyramtd=^ R s, j=area of Spherical pyramid 
spherical polygon forming the base and R= radius of sphere. 

Of the Spheratd= — ^, a=^he revolving, i the Spheroid. 
fixed axis. 

Of the Frustra of Spheroids, ^^^^ ^^ Sphe- 

(A) When the ends are cut off by planes perpen- '°*^- 

dicular to the axis of rotation=(^2_^^2^ — . ^j^=revolving axis 
r=diameter of either end ; ^=Iength of frustrum. 

* For a much simpler formula recently discovered the student is referred to a work on " Formulae 
fa R. R. Earth Work/' by Davis. For sale by D. Van Nostrand, New Yorl^ 1877. 
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(B) When the sections are made by planes parallel to the axis 
of rotation and to each othei^=(2 a6-\-c-\-d) — ; a and ^ are the 
diameters of the middle and c and d of the end sections. 

B h 
Of the ParcAoloid of Revolutian= — ; B==area of Paiaboioid. 



base, /i5=height. 

Of the Hyperboloid of Revolution {(i-\-K)\{a-\-\K) Hyperboioid. 

Tz R' h 
:: :;r, ^i:=trans. axis of generating hyp; A=height; -^==rad- 

ius and ;r^=required volume. 

Tlie Five Regular Solids. 

Of the Tetraedron .11 785 J »=— 1/2. ^2!^***^'^ 

Of the Hexaedro7t-^=S ^. 
Of the Octaedrom=j^j\^o^ S ^. 
Of the Dodecaedron=y.66'i i S ^. 

Of the Icosaedron=2.i%ij S * where s=length of one edge. 
Of the C/m/A?r -^/«^ DeTh^X 24674 where De Orcuiairring. 
xterior diameter, Th=thickness of ring=(R — r).* 



Section II. 

Standard Units and their Functions. 

In all contracts for quantities of material no ambiguities are 
allowable, but the precise amounts should be clear- j^^^^^ amounts 
ly set forth. There is much room for misunder- »»»<>iiid dc staled, 
standing in the ordinary use of terms, as for instance, a ton may 
be 2240 or 2000 lbs; a perch, 22, 24^ or 25 cub. Ambignkirs. 
ft. ; a month, lunar or calendar ; a year, Julian or Gregorian ; a 
bushel, heaped or struck; a working day, 10 or 8 hours, or "from 
daylight 'till dark," &c. To prevent any uncertainty as to the 
meaning of the terms it is necessary to refer all a wen defined 

. r Mi^ '11. 11 Standard should be 

amounts, if possible, to some invariable standard adopted. 

unit as a lineal, square or cubic yard or foot, a pound or an hour. 



* 'ITir above are the formulae most frequently referred to in mensuration. They are compiled chiefly 
from Col. Lee's Tablc^, Professional Papers No 12, C<>rps of Engineers and \o^des' Mcsuratioo. 
For additional infixmation :iee Trautwine or Haswell's Hand Books. 
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FOREIGN MEASURES. 



There are certain conventional methods of measuring Artisans' 
work requiring allowances to be made for workmans^hip, which 
will be explained hereafter. 

The United States and English measures of u. s. and British 

y,f 1 • T ^ r A^^ i •.• measures of lengtli 

length and weighty of the same denomination are and weight 
practically equal, but there are wide differences between the 
same denominations of liquid and dry measure. 
' The British standard of length, the simple seconds pendulum, 
39.1393 ins. long, having been destroyed by fire in 1834, it was 
found practically impossible to restore it, so that the British yard 
is about 1-14 of an inch in 100 ft. or 3^ ins. in a ^-^^^^^^ ^^^^ 
mile shorter than that of the United States, thus ^*'"' 
accounting for the difference between the British and American 
scientists* estimates of the length of a metre, a degree of longi- 
tude, a nautical mile, &c. 

To convert British linear dimensions into Ameri- ^ , ^ , . 

Kuie for reducing 

can, multiply by T.oooo58,and American into British, **°* '° the other, 
multiply by .999942. 

U. 5. Measures of Length, 
The standard unit is ^^ yard. 

TABLE OF EQUIVALENT LENGTHS. 



Ins." 



Feet (Ft) 



Yards. 
(Yd) 



Poles 
(Ps) 







. 


• • 


12 


Z. 


0-333 


00606 


36 


3- 


I. 


0.1818 


198 


16.5 


5.5 


I. 


7920 


660. 


220. 


40. 


63360 


5280. 


1760. 


320. 


90080 


15840. 


5280. 


960. 



Furlongs. 
(Fs) 



O.001515 
0.004545 
0025 
I. 
8. 
24. 



Statute Miles. 
(M>) 



O.OOOIS939 
0.00056818 

o. 003125 

0.125 

I. 

3- 



Lea^e. 
(L) 



Miscellaneous, 
A point=l-72 of an inch. A line=6 points=3i2- inch. A 

•nch'iS. A hand=4 inches. A Span=9 Miscellaneous equi. 

"1001=6 feet A cable's length= 1 20 ^^^'"'^ °^ **°8^ 
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K Statute or land mile=7^ cables=.867S 5 nautical miles= 
1609.315 metres. 

A geographical or nautical mile or '* knot "= I min. of longi- 
tude on the equator, at the sea level=i.i52664 statute miles= 
1855.11 metres=2028.69 yds.=6o86.07 ft. 

One degree at, the eq.=69. 16 or 60/^ statute miles. 

One minute of latitude at the equator (sea level)=6o46 ft. 

One minute of latitude at the pole (sea level)=6i07 ft, giving 
a mean of 6oj6}4 ft. which is sometimes used. 

The length of a degree of longitude decreases towards the 
poles as the cosine of the latitude and may therefore be found by 
multiplying 69^ by cos L., (or for table of computed values see 
Trautwine p. 75.) 

For land measures the Gunter^s chain 66 ft. long is- generally 
used, consisting of 100 links of 7.92 inches each, but for road, 
railroad and canal surveys the engineers chain of 100 or 50 ft. is 
taken as the unit. The parts of the Gunters chain are, 



TABLE OF SURVEYORS MEASURE. 



Inches. 



Feet. 



Links. 



Poles. 



Chains. 



Furlongs. 



7.92 


0.66 


I. 


0.04 


O.OI 


O.OOI 


198. 


i^5 


25- 


I. 


0.25 


0.025 


792. 


66.0 


100. 


4- 


I. 


O.I 


7920. 


660. 


1000. 


40. 


10. 


I. 


63360. 


5280. 


8000. 


320. 


80. 


8. 



Miles. 



0.000125 
0.003 1 25 
00125 
0.125 



1. 



As the Metric System was legalized by an Act of Congress, 
dated July 28, 1866, as a recognized standard of Metric System 
Weights and Measures in this country, it is thought proper to 
introduce it here, although it has not yet come into general use. 
The metre is the unit. 
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VRKNCH MRASURES OF LENGTH. 



«i..:4iit V viiliiu. 



U^jcim. 


Metre. 


Decam. 


Hectom. 


Kilom. 



My rum. 



. . i ji III II III III. u I m. I. m. 



lo. m>. I too ms. looo. ms. loooo.ms 



.M/"i, M'/^ 



3.93704 


39-3704 


393704 


&:. 


* 


.32«oC7 


3.28087 


32.8oii7 








1.09302 


10.93C2 


109.362 
.062 1 3 


1093.62 
.6213 



10936.2 
6.2134 



Road measuies. 



• Spanish Measures of Length. 

Ill :Vli \K-u the metric system was established in 1856. The 
I iiii a»uic:i are Spanish; the legal unit being the vara of Burgos 
V'"ii iiuhcscr 835.9 m m. The vara in actual use in Amer- 
X I ,^ UiiWuvtn J3.385 in.=847.96 m m.=.84796ms. 

TABLE 01<' EQUIVALENTS. 



I imas. I Polgardas. Sesnias. 




Varas. Estadal. U. S. Inch. 



'Mil 



1 
12 

172S 



I 










6 


I 








12 


2 


I 






36 


6 


3 


I 




144 


^\ 


12 


4 


I 



o 077 

0.927 

5-5^4 
II. 128 

33.3«5 
133540 



1 ^mU:. For fquivalcnt itinerary measures in the principal foreign coun- 
. , 4iHt Lee's Tables, Pages 18 and ig.) 



Two Dimensions. 



Surface Afcasiires, 

'I'he unit {or small areas is a square foot. Superficial units 

The unit for extensive areas is an acre or a square 7niU\ 



FOREIGN MEASURES. 1 7 

Square Measure is composed of the following equivalents : 



TABLE FOR SQUARE MEASURE. 



Sq. ins. 



144. 

1296. 

39204. 

I 5681 60. 

6272640. 



Sq. feet. Sq. Yds. 



Poles. 



Roods. 



Acres. 



Sq. M. 



I. 

9- 
272.25 

10890. 

43560. 



4014489600. 2J878400. 



0. 1 1 1 1 


0.00367 


I. 


0.033058 


30.25 


I. 


I2IO. 


40. 


4840. 


160. 


3097600. 


102400. 



0.0000918 
0.0008265 

0.025 
I. 

4. 

2560. 



0.00002296 
o 0002066 
0.00625 

0.25 
I. 

640. 



I. 



Miscellaneous, 

16 sq, rods or poles=i sq. chain. 2% sq. chains JJ^S!""*"*^"* "^" 
= 1 rood. 10 sq. chains=i acre. 

A Government Section of land is one mile square and contains 
I sq. mile=27,878,400 sq. ft.=(528o)' &c. 

An acre is=to a square whose side is 208.71 ft. long. 

A half acre is=to a square whose side is 147.581 ft. long. 

A quarter acre is=to a square whose side is 104.355 ft. long. 



French Measures of Surface, 



The square metre is the unit. 



TABLE OF FRENCH SURFACE MEASURES. 





1 
Val.in Sq.Metre. 


In U. S. sq. 
ins. 


Sq. ft. 


Sq. Yds. 


Acres. 


Sq. Millimetre. 


.000001 


.001594 


.00001076 


.0000012 




Sq. Centim'»tre. 
Sq. Decimetre. 
Sq. Metre orCen- 


.0001 
01 


.154988 
15.4988 


.00107631 
.10763058 


.0001196 
.0119589 




tare. 
Sq. Decametre 


I. 


1549.88 


10.763058 


1. 1 95895 


.000247 


or are. 
Hectare 
Sq. Kilometre. 
Sq. Myriametre. 


100. 

lOOOO. 

I 00000. 
I 0000000. 


154988. 

.38607sq.m. 
38.607 " 


1076.3058 

107630.58 

10763058. 
1 


119.5895 
1I958.95 
I 195885. 


.024709 
2.47086 
247.086 
24708.6 



B 



i8 
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Spanish Surface Measures, 



The unit is ^<^ fanegadavf\i\(:\i 15=1.5871 acres=o.642s63 
hectare. 

The multiple being 50 fanegadas=l yugacia=79.355 acres. 



Three Dimensions, 



Cubic or Solid Measure. 

The^/^wi/^r^f^w^^ for mineral substances generally J^^; ««"^«''^o>- 
is the cubic yard. 

The units of capacity are : for liquids, the gallon^ and for dry 
measure, the bushel. 

TABLE OF SOLID MEASURE. 



Cub. Ins. 

1 


Cub. Ft. 


1 
Cub. Yds. j Cords. 


I2^»— 1728 
46656 
221 184 


I 

3'— 27 
128 


I 

4 20-27 


I 



Notes, 

I cord of fire wood piled, is 8 ft. long, 4 ft. wide ^^SSSST**^ 
and 4 high making 128 cub. ft. 

I chaldron of coal=57.2S cub. ft.= 36 bushels. 

The U. S. Government Engineers generally esti- JJiitgf* ^«*°*«" 
mate stone by the cord ; sand and earth by the cubic yatd; timber 
by the cubic foot) sawed timber, }oists, planks, scantling, &c., by 
the superficial foot board measure^ b, m. containing 144 cub. in. ; 
and iron by the pound. 

A perch of masonry by quarrymen's measure is JJ^eK*^\Sd*'lSS[I 
''■''' * ^%,.l}i ft. wide and i ft.thick=24j^ cub. «>"•» mw-ure.. 

It is generally taken at 25 cub. ft.; and some- 
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times at 22 as in mason* s measure where it is 163^ ft. long, 16 
ins. wide and 12^' high measured in the wall. 

Stone walls less than i&^ thick are assumed to bJSith^ir"^^'* 
have that breadth in estimating workmanship. To 
avoid any misunderstanding it is betterto express the ^rds"or^^?"^ 
volumes in cubic yards or cords, which are becoming recognized 
standards in contract work instead of in perches as formerly. 



Measures of Capacity. 

Th^ standard units dxe the Winchester bushel 3Xid Units of capadty. 
the wine gallon. 

The bushel is a cylindrical vessel 18^ -ins. in £SS"*"*' ^'^ '"^ 
diameter and 8^' deep, containing 2150.42 cubic inches or 
1.24446 cub. ft. of distilled water, and weighing 543,391.89 stan- 
dard grains or 77.627413 lbs. Avoirdupois. When "heaped" 
the cone must be at least 6" high making the Heaped bushel 
heaped bushel=^\^^ "struck" bushels=5 pks.= 1.555 cub. ft. 

The relations in Dry Measure are, 



TABLE FOR DRY MEASURE. 



Pts. 


Qts. 


Pks 


Bush. 


2.^ 
64- 


I. 

8. 

• 32. 


0.125 
I. 

4. 


0.03015 

0.25 

I. 



The gallon in Dry Meas- 
ure contains i268|^ cub. in., 
but is seldom used. 



The relations in Liquid Measure are, 



TABLE FOR LIQUID MEASURE. 



4 

Gills. 


Pts. 


Qts. 


4. 


I. 




8. 


2. 


I. 


32. 


8. 


4- 


2016. 


504- 


252. 


4032. 


1008. 


504- 


8064. 


2016. 


1008. 



Gal. 


Hhd. 


Pipes. 


Tuiu 


I. 

63. 
126. 

252. 


I. 

2. 

4. 


I. 
2. 
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Notes. 

The gallon contains 231 cub. in. of distilled water ^JSJ^I"**"* "^ *** 
weighing 58,372.2 grains or 8.3389 lbs. avoirdupois. 

In Beer Measure 54 gallons make i hhd. 

A barrel of oil contains 42 gallons. 

In Massachusetts 32 gallons make a bbl. In some States 31}^, 
and in others from 28 to 32. 

A tierce=^2 gallons and two tierces=one punch- '^^ ^^ p""*^** 
eon. 

Apothecaries divide the gallon into 8 pints ; the J^SU^*"** *'""* 
pint into 16 ounces ; the ounce into 8 drams; and the dram in- 
to 60 minims or drops. 



French Measures of Capacity. 
The litre is the unit=6i.oi65 cub. in. 



TABLE OF EQUIVALENIS. 



Names. 



No. of Cubic ft. 
litres. 



Cubic mea- 
sure. 



Dry measure. 



Mvriolitre or De- 




castere. 


10,000 


Kilolitre orStere. 


1000 


Hectolitre or De- 




cistere. 


100 


Decalitre or Cen- 




tistere. 


10 


Litre or cubic 




decimetre. 


I 


Decilitre. 


0.1 


Centilitre. 


.01 


Milliliire or cub. 




centimetre. 


.001 



353-105 
35-3105 



10 cub.metres. 
I " 



3.53105 0.1 



decim. 



. .353105 10 
Cubic ins. 
61.0165 

6.10165 
.610165 locub.centim. 



I 
ai 



« 



« 



283.742 bush. 
1.3078 cub. yds. 

2.83742 bush. 
283742 " 



.061016 I 



« 



.908 quarts 
.1816 pints. 
6.i022cub.ins. 
.01816 pts. 
.61022 cub. in. 

{001 81 6 pts 
0612 cub. in. 



Liquid measure. 



2641.41 gals, 
264.141 •< 

26.414X « 

a.64141 «< 

T. 05656 quarts. 
.84525 gills. 

.084525 « 
.00845 



M 



Spanish Liquid Measures, 

The cantara or arroba is the unit. 

The arroba mayor, for wine=4.079 gals.= 15.44 litres. 
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The arroba menor, for oil=3.i86 gals.=i2.o6 litres. 
The submultiples are, 



Ccpas. Quartillos ^ 
Cuaxtillos. ) 


Azumbre. 


Arroba. 


4 

ia8 


I 

4 

32 

• 


I 
8 


I 



Spanish Dry Measure, 
The fenega, the unit 18=1.5551 bushs.=54.8 litres. 



Ochavillos. 


Racious. 


Qoartillos. 


Medics. 


Almudes. 


Fanegas* 


Cahiz. 


4 


I 












16 


4 


I 


f 








32 


8 


2 


I 








64 


16 


4 


a 


I 






768 


192 


4«. 


24 


12 


I 




9216 


2304 


576 


288 


144 


12 


I 



U. S. bushels. 



0.0081 
0.0324 
0.0648 
0.1296 

I 5551 
18.6612 



Weights. 

The standard unit of weight is the pound avoir- Units of wdght 
dupois ; the only legalized unit is the pound Troy. 

AVOIRDUPOIS WEIGHT. 



Drams. 


Ounces. 


Pounds. 


Quarters. 


Cwt. 


Tons. 


16 
856 

6400 
25600 
51200 


I 

16 

400 

1600 

32000 


0.625 
I. 

25- 
100. ^ 

2000. 


.025 

.04 
I, 

4. 
80. 


.00625 
.01 

•25 
I. 

20. 


.0003125 

.0005 

.0125 

.05 
I 



±2 
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Notes. 

The ton of 2240 lbs. known as the old or long ton oid and new ton. 
is the standard used at the custom houses of the U. S. Govern- 
ment but the short ton is now the one intended unless otherwise 
specified. Iron is sold by the long ton. 

The avoirdupois pounds of Great Britain and the J^J^^ SJ^vSSS*^ 
U. S. are equal to each other and to the weight of 27.7015 cub. 
inches of distilled water at its max. densjty — ^barometer 30 ins. — 
volume (3.0258 ins. ^). 

Troy Weight. 

TABLE OF TROY WEIGHT. 



Grains. 


Pwt. 


Ounce. 


Pound. 


24 
480 

5760 


I 

20 

240 


I 
12 


I 



The pound Troy^ in both the U. S. and Great Pound equivalent 
Britain, is eqyal to the weight x)f 22.7944 cub. inches of distilled 
water — ^barometer 30^^ 

It is used in weighing precious metals. 

Apothecaries Weight. 



TABLE OF APOTHECARIES WEIGHT. 



20 



60 

480 

5760 



Grains. Scruple. 1 Dracm. ' Ounce. 



Pound. 



3 

24 

288 



I 

8 
96 



I 
12 



The apothecary pound is the same as that in Troy Pound equivalent 
weight, the only difference in the ^able being in the subdivisions 
of the unit. 
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French System of Weights 



FKBHCH BQUIVALSNTS OF WEIGHTS. 



Names. 


H0.0I Grammes. 


Weight of what quantity 
of water at max. density. 


Equivalent! in Avoir- 
dupois weight. 


Milligramme. 


001 




•01543316 grains. 










.1543316 '■ 


Decigramme. 


, 


' 


0.1 " centimetre. 


•■5433'6 


Deca grammt. 








.02204737 pounds. 












Kilo " 






I litre. 




Myria " 


















220,4737 


UiUierorToDneau. 


1,000,000 




I cub. metre. 


2204.737 



Spanish Weights. 



The legal umt is the libra of Castile=l,0l43 lbs. Avoirdupois. 
=460 grammes. 



1 


1 

i 


i 


i 


1 


i 
1 


1 


J 


1 


H 


l< 


3' 
i 

9ZI6 
22040. 

SSi6oo 
17632000 


I 

48 

19200 

76800 

1536000 


16 
12B 

64™ 
25600 
512000 


! 
64 
128 


8 

16 

400 

1600 

32000 


5" 
4000 


25 


So 


20 




0.0634 
0.1268 



H 



DIVISIONS OF TiMfi. 



Divisions of Time. 



Seconds. 




I 



60 


I 








1 


3600 


60 


I 








86400 


1440 


24 


I 






604800 


70080 


168 


7 


I 




31557600 


525960 


8766 365X 


52 /rf I 



The Mean Solar or Gregorian year is the interval <s*«feo«an year, 
between two successive passages of the sun over the Vernal equi- 
nox, and is=36sd, 5h, 48m, 49.7sec.=the Civil Year=36s. 242218 
days. The Gregorian Year was instituted by Pope Gregory 
XIII in 1582, and is now the Civil or Legal yc^LV, It contains 
365 days for 3 successive years, and on the 4th, 366, excepting on 
those centennial yGSirs v/hosQ number cannot be exactly divided 
by 400. Thus the error is only I day in 3866 years. The Julian 
year contains 365 J^ days, which is too great by Julian year, 
iim., 10^ seconds, or i day in 120 years. 

The Ci7ww^«^r^rextends through 365 days from Common year, 
midnight December 31, excepting on a leap or bissextile year, 
when there are 366 days. 

A leap year is one whose number is divisible by Leap year. 
4, except those divisible by 100 but not by 400. c.g: 1800. 

A siderial year is the interval between two sue- sideriai year, 
cessive arrivals of the earth at the same point of the celestial 
sphere. The ist point of Aries is usually taken. 

A month is the interval of one lunation or 29 ds., a month. 
12 hs., 44 m., 2.84 sec, or nearly 29^ days, and is called a lunar 
mmihy but for business purposes the calendar months of 28, 29, 
3 J ^nd 31 days are sanctioned by custom. 
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A working day for government employees con- a working day. 
sists of eight hours.* With engineers and f irmers it is fre- 
quently from sunrise until sunset. 

— Revised Statutes, } 3738. June 28, 1868. Eight hours 
shall constitute a .day's work for all laborers, workmen, and 
mechanics who may be employed by or on behalf of the Government of 
the U. S. 

Fourteen days=one ^^ fortnight^ 
Ten years=i decade. 



U.S. "8 hour law." 



Fortnight. 



Miscellaneous Table. 



12 units=i doz. 
12 dozen=i gross. 
12 gross=i great gross. 
20 units=i score. 

24 sheets of paperi=l quire, 
20 quires=i ream. 

2 reams=i bundle. 
5 bundles=i bale. 

25 lbs. of powden=i keg. 
300 lbs. cement=i barrel. 
100 lbs.=i quintal. 



3j^ cub. ft.=3 bush. (struck)= 

I barrel. 
14 lbs. of metal=i stone. 
21^ stones==i pig. 
8 pigs=i fother. 
18 inches=i cubit. 
3odegs.=i Sign of the Zodiac. 
12 Signs=The circle of the 

Zodiac. 
90 degrees=i quadrant. 
60 degrees=i sextant. 



A sheet of ** medium paper" 24x38 doubled Book sizes. foUo, 
once forms a folio ; doubled twice, making four ^*^* 
leaves, a quarto ; doubled thrice, making eight leaves, an octavo ; 
folded into twelve leaves, a i2mo. ; into eighteen leaves, an 
i8mo. ; and into 24 leaves, a 24mo. 



, * The Attorney General decides now (1877) that contracts may be made with laborers, and others 
"^ ten (xo) hours per day, and that if thev elect to work (8) hours mey are to be paid pro rata. 
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Section III. 

Notes on the Measuring of Artisans' Work ajid Materials. 

Lumber is sold by the square foot of surface one Lumber 
inch thick known as board measure {b. m.). One foot b. m. there- 
fore contains 144 cubic inches, which is the unit of umt. 
measure. 

If the material be more or less than an inch thick, find its 
cubic contents in inches and divide by 144. Should Rule for calculating 
any one of the dimensions be expressed in feet «»*»«*• 
divide their product by 12; and any two dimensions expressed 
in feet multiplied by the third in inches will give the contents in 
feet b. m. 

Round timber may be measured either by the Round timber, 
number of lineal feet of a given cross-section the How measuied. 
stick will square ; by the number of cross-ties or fence rails it 
will make ; the number of feet b. m. it will furnish or the amount 
of cord wood that may be cut from it. 

All spruce and white pine spar timbers under 1 1 g inch and 
inches in diameter are called *' inch spars /" those p****- 
over it, ^^ piece spars'' 

For the volume of round timber take the girth at ^^ ^^^ volume o 
the middle, and multiply the square of one-fourth "»""** '*^^- 
of it by the length. If ash or beech, deduct ^ in. from the 
quarter girth before squaring, for the bark, if any ; and from I to 
2 inches for oak, elm, fir, &c., according to thickness. 

Hewn Timber, 

Straight pieces are estimated either by the a7^«- straight piecei. 
ning, superficial or solid foot. 

Keel pieces by the running foot. Keci pieces. 

Wharf and crib timbers are measured on the face wharfandcnb 

or upper side of the log, and sold by the superficial t""^""- 

foot; whilst crooked, curved, and all pieces hewn in^gu,^p,ecc.and 

to a particular shape are sold by the piece. If pur- ^°^*^- 
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chased by the government they are all measured by the solid 
foot, except knccs^ which are bought by the inch ; ^ of the 
sm^tUest girt of the arm in inches is considered the contents of 
the knee in feet. 

Sawed timber=lumber, by the I coo ft. (per M.) 
b. m. 



Sawed timber or 
lumber. 



Carpenters^ and Joiners^ Work.* 

Includes all the woodwork in buildings, which is loosq. h. aticuuit. 
usually mccisured by the square of lOO superficial ft. 

Door and window frames, &c., are measured by p^^ ^^ ^^^^w 
the lineal foot at prices varying with the nature and fra«»«*- 
amount of the work. 

Partitions are measured superficially by the Partitions, 
square, according to actual dimensions. 

In roofs multiply the girth by the length of the Roofe. 
building, both in feet, and reduce the product to squares. 

Doors and outside shutters are estimated by the Dook and shutters, 
square foot and the prices regulated according to thickness, num- 
ber of panels and finish. 

Mouldings and architraves, &c., are estimated for Mouldings, 
by the lineal foot at prices varying according to the width and 
thickness. 

Sash are measured by the light, according to the Sash. 
size of the glass and thickness of sash. 

Weather boardings by the " square " at prices Wcatherboarding. 
varying according to the width of the boards. 

Stairs are measured by the lineal foot and the stairs, 
price graded according to the breadth of the stairway from wall 
to nosing and to the number and height of the risers. 

Handrails are so much per lineal foot, depending Handrails, 
upon the material, size and finish. 

* More than a century ago the Carpenters' Company, of Philadelphia adopted a scale ofprices and 
system of measuring whfch has been the basb of all their measurements to the present time. Every 
detail of a building was carefully analyzed and the price fixed by the quantity of material and amount 
and kind of labor and finish. To adjust this list to the numerous changes produceU by the in^ 
of wood working and other machinery the e>timate is made by actual measurement on the O'" 
and a percentage, previously agreed upon, is then deducted. The code is contained in a I 
which IS a lettre de cachet to all but the master builders, who are members of the Society. 
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Excavators' Work, 



> Eneavndaas, by 1 



Kxcavators' work is estimated by the cubic ynrd, j 
usually i'« sifrt,a.nd the limits of the /f«(/or haul ' 
should be stated. Beyond a certain stipulated length of lead the 
material is paid for both as exoavation and embank- For isng hud^^H 
nient, or an allowance made for each additional lOO it. of had^^f 

Trenches, for the iii-d of a/omidalion are meas- Timch«. '^^| 
ured separate from the general excavation. 

In dredging it is customary to measure the sand, Dredguig. 
mud, gravel, &c., in tlie dump scow by the displacement due to 
the load. For this purpose gauges are attached by an inspector 
who notes the effects of various weights placed in the scow by 
the contractor, and at his e.vpeiise. The cubic contents of the scow 
may also be taken as the measure. 

Rock is computed by the cubic yard. rdcIc woik.. ' 

Clearing and grubbing by the acre; large stumps , 
and snags by the piece, according to size. ' 



Afasons' IVori: 



Masons generally compute the contents of a wal! j,,^^ 
\n perc/u-s oi 22' k. All walls less than 1 6" thick "'=^' 
are considered of that thickness, but if more the excess. 
charged for. Walls having angles are measured on 
the outerside, and for the Wi7/f?-ii7? allowance is made 
for openings ; but in computing the ivorkthe wall is measuretL 
if solid when the openings are less than four feet. 

Columns or blocks of stonf are measured by coim 
the solid foot or piece, but chimney pieces, slabs, riat > 
flags, and other flat work by the square foot. 

Cut stone masonry and coping composed of di- Dii.« 
Mt'iisioH stone is measured before tlv stones are laid. 

Concrete and rubble are usually measured after ^" 
being placed in position- 
Curb stone is measured by the lineal foot, and the cuAi 
corner stones by the piece. 

The most reliable unit for mason'* work is the Dam 
: yard or the cord. 



1 

;:es8.fl^ 
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Rules for Measuring Hammered Granite Stone, adopted 

at Boston^ April, 182^. 

Preamble, — To prevent misunderstanding between stonecutters, masons, 
and their employers, in relation to meat>urement of hammered granite 
stone, it was deemed expedient that a meeting be called of those engaged 
in the business, to endeavor to agree upon some uniform system that shall 
be equally intelligible to all parties ; said meeting was held in March last, 
when a committee of eleven persons was chosen, to take the subject into 
consideration, and report at a subsequent meeting. At a meeting in April, 
said committee reported that they had attended to the duty assigned them, 
and, after mature deliberation, have agreed on the following rules, which, 
if adopted, will, in their opinion, greatly promote the interest as wdl as the 
harmony of all concerned in the business, whether purchaser or vender ; at 
which meeting said rules were adopted by the unanimous vote of all present, 
who then affixed their signatures to the same, since which others have sub- 
scribed their names. 

RULES. 

Section i . Ashlar Stones are to be measured on their fronts, quoin-heads, 
and reveals against doors, windows, and recesses. 

Section 2. Headers or binders, that make the thickness of the wall, are to 
be measured as ashlar-work, adding their beds, or builds. 

Section 3. Double-headed Quoins, not less than nine inches each head, 
are to be measured as ashlar-work, adding their beds or builds. 

Section 4. Window-caps, for ashlar-work, are to be measured on their 
fronts, under sides that show, and reveals. 

Section 3. Window-sills, for ashlar- work, are to be measured on their 
tops and fronts, the whole thickness of their rise, and half their under sides. 

Section 6. Belt Stones, for ashlar or brick- work, from seven to nine inches 
rise, and the usual thickness of ashlar-work, are to be cast at the rate of a 
superficial foot to each foot in length. 

Section 7. Arch Stones, in ashlar-work, are to be measured their extreme 
lengths by their extreme widths, adding the returns and reveals. 

Section 8. Ashlar Stones, for pediments or gable ends of buildings, and 
other similar purposes, are to be measured their extreme lengths by their 
extreme widths. 

Section 9. Plinths are to be measured on all parts that show, and half 
the rough-hammered parts. 

Section 10. Pilasters are to be measured on their fronts, returns, and 
reveals. 

Section 11. Imposts are to be measured on their fronts, ends, and beds, 
or builds. 

Section 12. Posts or Caps are to be measured on four sides, and the 
of caps that show. 
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Section 33. All Stones not included in the foregoing specifications, on 
account of their irregular form or unfrequent use, should be measured as 
nearly as possible according to the rules applying to those which resemble 
them. 

Section 34. Those which differ in all respects must be furnished by the 
piece. 

Section 35. The two foregoing observations apply to Ornamental Work, 
the parts of which are so minute, and generally of such complicated forms, 
that no system of rules sufficiently short and comprehensive can with any 
utility be adopted ; with regard, however, to two or three parts of Orna- 
mental Work, in common use, it may be well to state, that Cornice is usu- 
ally furnished by the lunning foot; Bases, Columns, and Capitals, by the 
piece. 

Section 36, All Circular Work to be charged extra, and the mode of 
measurement should be agreed upon at the time said work is contracted for. 



Bricklayers' Work. 

• 

Bricklayers' work is often measured by the rod, variable units in 
applied only to the surface, the price being regu- "^• 
lated by the thickness. But the dimension of the rod being var- 
iable, as that of 16^ feet square=272^ sq. ft. ; that of 18 ft. sq. 
or 324 sq.ft. ; that of 16^ sq. ft. and that of 63 sq. ft., it is bet- 
ter to adopt the other systems of measuring hy the standard by the 
thousand or by the cubic foot or yard. thousand. 

The dimensions of bricks vary slightly, but a Dimensions of 
cubic foot is assumed to contain twenty bricks ^"*^*'*- 
8}^"x4"x2^ ; a cubic yard, 600; and a perch of 22 feet, 500 
in the wall. 

When brickwork is done by the rod it should be reduced to the 
standard thickness of a brick and a half or "13 inches." 

To find the number of bricks required for a wall ^,. ^^^ ^.^^ rumber 
of given dimensions allow ^ of the volume for of^bncks in any 
niortar and deduct all apertures for doors and win- 
dows. 

Brick work in tunnels and arches is usually meas- Tunnels and arches, 
ured by the cubic yard or perch of 25 feet. 

It is customary to estimate the number of bricks Number of bricks to 
in a wall by allowing a certain number, for each ^^''^ volumes, 
superficial foot, varying with the thickness ; thus a 4" inch w 
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contains 7 bricks per sq- ft. ; a 9 inch wall contains 14 bricks p 

sq. ft; a 13 inch wall contains 21 bricks per sq. ft., &c 

ing by multiples of seven. A square foot of paving takes about 

; bricks. 







Plastering. 

Plastering on Hnnflat is usually measured by the y^^, 
square yard, sometimes by the ' square" of lOO sq. ■"*" 
ft. It is of two kinds, that on laths known as ceiling, criiingMdrad 
and that on walls, as rendering, "■«- 

Cornices, mouldings, &c., are estimated by linear comicHnfte ,wi 
measure, and an additional foot is added for each "•"'f^n'f'-wi 
mitre. When more than 12 inches in girt, the square foot 
taken as the unit. 

Deduction is made for doors and windows, Drfm 

One cent extra is usually allowed for each linral Ej.™ 
foot of corners, and chimney breasts which project less than'-( 
inches are assumed to be of that width in measuring. 

Whitening, coloring or kalsomining are measured Coiwiag, 
in the same way as plastering, 



Painting. 

Painters' work is computed in square yards. Unii=a 

Every part is measured where the color lies, and How™ 

the ineasuring line is forced into all the mouldings and corners. 

It is sometimes computed by the number of pounds of paint 

consumed. 

Double measure is allowed for carved mouldings, AUgwancoi. 
Windows, sash frames, sky lights, Stc, are done PiKuratV. 
by the piece. 

For balustrades take the length of the hand-rail Baiusim. 
^— nne dimension, and twice the height of the balusters uponfl 
•■he girth of the hand-rail for the other, 
lattice work double the area of one TreiiUwork. 
as the measure of both. 
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Glazing, 



Glaziers compute their work by the square foot, Glazing by the sq. 
in which case the sash is included, or by the light, ^ot-o'iisht. 

For circular and oval windows take the extreme circular and oval 
dimensions, and their product will be the area as ^"»<*o^««- 
computed. 



Roofing. 

Slaters and tilers compute the contents of their Aieaofroofe. 
work by multiplying the length of the ridge by the girth or "girt 
from eave to eave. 

In taking the girt for slating the line must be to take the prt for 
extended under the eaves until it meets the wall, slating; for tuing. 
but for tiling it is only brought to the eaves. 

Double measure is allowed for hips, valleys, gut- Extras. . 
ters, &c., and no deductions are made for chimneys, skylights, 
&c., unless expressly stipulated. 

The area may be expressed in sq. yds. or squares. Sq. yds.=:umt. 



>» 



Plumbing. 

Plumbers' work is estimated by the pound or The ib.=unit. 
hundredweight (the number of lbs. being expressed.) 



Paving. 
Pavers' work is done by the square yard. The sq. yd.=umt. 
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Section IV. 



Specific Gravities. 

The Specific jGravity of a body is the ratio of its gpedfic Gmvity 
weight to that of an equivalent volume of distilled <*efi»«<i- 
water at its maximum density and a barometric pressure of 30 
inches. 

If, therefore, the weight of a cubic foot of water, which is lOOO 

ounces, be denoted by w/, and that of an equal volume of the 

W 

body by W, the specific gravity (S. G.) of the latter will be=--^ 

From this equation we have W=ze/ S. G., or the Formula to find the 
weight of a cubic foot of any body expressed in JJie^ific^Gra^ty 
ounces, is therefore 1 000 times its specific gravity; »ndw*wr*a 
also if tlie weight of a cubic foot be known in ounces, the specific 
gravity is found by dividing by 1000. 

It is only necessary, therefore, to find the weight General mie. 
of a volume of water equal to that of the substance whose specific 
gravity is to be determined. This is done by finding the weight 
(W) of the body in air and also (W) its weight in distilled 
water ; the loss (W — W) will be the weight of the displaced 
equal volume of water or w\ Then the weight in air or W di- 
vided by iv' will be the specific gravity as before. 

As some bodies are lighter than water, or soluble in it, it is 
necessary, frequently, to employ an auxiliary solid To find the specific 
whose weights both in air and water are known. Sh^J^thL^ water 
This is attached to the lighter body and the compound weighed 
in air and water. Find the loss in weight of the light body by 
subtracting that of the heavy body from that of the compound^ 
then divide the weight of the light body in air by this difference 
for its specific gravity. 

The specific gravities of two bodies vary as the ^^ ^^^ ^j^^ ^^^ 

• Ui. r 11 C C~7^ ^ JX^cTni gravity of a fluid. 

weights of equal volumes, for b (jr=— and b' (jr'= 

W ^S G W 

< — dividing one by the other we have c7q/^yv^ hence to find the 
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specific gravity of a fluid, weigh a body whose S G is known, 
both in the air and in the fluid. The loss cf weight will be that 
of an equal volume of the fluid, then as the weight of the body 
(W) is to the loss (W), so is the specific gravity of the body to 
that of the fluid. 

The annexed table will be found of value, in connection with 
the formulae of Section I, in enabling the engineer to compute 
ihe weight or volume of various substances. It is arranged 
alphabetically and compiled from numerous authorities,* that it 
may be as complete as possible. The weights are computed 
from the specific gravity by multiplying by looo and dividing by 
i6 to reduce to pounds. 

* Chiefly Brande, Jos. P. Cook, Haswell, Hurst, Molesworlh, Spon and Trautwine. 
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Section V. 



The accompanying estimates for one mile of R.R. super- 
structure, and for an art building, will illustrate briefly the methods 
of working up and presenting the data contained in this chapter : 

Estimate for one mile of Superstructure for the Cincinnati Southern R. R, * 

Iron rail at the present time. 

94.285 tons Iron Rail, @ $52.75, $4,973 54 

360 Joints, @ $1 40 504 00 

60 o Spikes, @ $2 85 per C 171 00 

2640 Cross Ties, 8 ft. x 6 ins. x 8 ins. and 10 ins., @ 40 cents,. . 1,056 00 

Ballasting, I9500 00 

Distribution of Material, 250 00 

Laying Track 400 00 

$8,854 54 
If Steel Rails be used it will require 

83.285 tons, @ $76 75, $6,392 12 

360 Joints, @ 95 cents, 342 00 

And for distributing material , 230 00 

The remaining items being the same as above, give a total of. . .$10,091 12 

The total estimate for cost of track was for 

132 miles Steel Rails, @ $10,091 12, .-.$1,332,027 84 

129 " Iron ** including 25 miles of turnouts, @ 

$8. 854. 54 ^ $1,027,689 66 

Switches and frogs .' 30,000 00 

$3>389,7i7 50 
From which $30,000 were deducted for old rails, leaving.. $3,359,7 17 50 

* From the report of Thos. D. Lovett, Consulting and Principal Eng, Nov. i, 1875, 



EStlMATE FOR AN ART BUILDING. 43 



REVISED DESIGN 



IN COMPETITION FOR PROPOSED 



CENTENNIAL EXHIBITION BUILDING, 



FOR EXPOSITION OF 



INDUSTRY OF ALL NATIONS, 



To BE HELD IN PHILADELPHIA IN 1 8/6. 



John McArthur, Jr., 
Joseph M. Wilson, C. E., 

Architects. 



LIST OF PLANS TO ACCOMPANY REVISED DESIGN.* 

1. South Elevation, Main Building. 

2. Plan ot first floor, Main Building. 

3. Plan of second floor. Main Building. 

4. Plan of basement of Memorial Hall. 

5. Section through Memorial Hall. 

, 6, Section through Temporary Building. 

7. Block Plan. 

8. Supplementary Block Plan. 

9. Plan showing Temporary Buildings removed. 

10, Perspective of Memorial Building. 

1 1. Interior Perspective of Memorial Hall. 
Plans, Elevations, &c., of Preliminary Design. 



' * These plans are omitted, as the elements of the design are sufficiently manifest from die accom- 

I ponying; description. 
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TO THE HONORABLE THE COMMITTEE ON PLANS AND ARCHITECTURE, 
OF THE U. S. CENTENNIAL COMMISSION: 

Gentlemen : — In presenting our modified preliminary plans of the pro- 
posed Centennial Exposition Buildings, for a second and final competition, 
we respectfully call attention to the following essential and consequently 
important considerations : 

1st. Our design can be executed without fail between now and 1876. 

2d. It admits of the most plain and common sense application of the dual 
classification. 

3d. It is built of the ordinary materials — iron, brick and wood — in every 
day use in the United States, and they are used according to the latest and 
most improved methods of construction. 

4th. Both the exterior and the interior effects are more imposing than 
those of any previous Exhibition Building in the world. 

5th. The ordinary rolled sections of wrought iron having been used, and 
the reduplication of parts having been carefully attended to in working up 
the design, the result is that these superb effects can be obtained at the most 
reasonable cost. 

6th. We confidently believe that the Memorial Hall will be found, when 
left standing alone after the Exhibition is over, to be a fair representative of 
the progress which America has made in Engineering and Architecture 
during the past hundred years. We have made the following modifications 
in our design : 

First, we have abandoned altogether the use of galleries Modification of 
for exhibition purposes ; and secondly, we have simplified o"pnal design, 
the construction of the temporary portion of the building; omitting the 
towers and modifying the fronts so as to lessen as far as practicable the cost 
of this part of the structure, consistent with a creditable appearance, and a 
proper adaptation to the purposes in view. The space formerly provided in 
the galleries has been transferred to the first floor, thereby enlarging the 
plan, and in this respect, perhaps, increasing the expense; but there is no 
doubt as to its being a decided improvement for exhibition purposes. In 
order to obtain good views of the scene below, narrow galleries have been 
placed in the Memorial Hall, and in certain parts of the Temporary Build- 
ings ; but they have not been included in what would be denominated the 
exhibition space of the structure. 

The block plan shows the general arrangement of the The block 
building, and its accessories. The portion tinted carmine p'^- 
represents Memorial Hall; and that tinted India ink, is the temporary 
part. 
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GENERAL DESCRIPTION. 

The modified design comprises a central, permanent. Memorial Hall, 
flanked by two equal temporary wings. The Memorial Hall itself forms a 
complete design, either alone or in connection with the temporary parts. 

The Memorial Hall consists of two principal parts cross- Memorial 
ing each other at right angles, forming a nave with transepts, ^^ 
at the intersection of which, in the centre, rises a tower. This is entirely of 
skeleton construction, built of wrought iron, and the lower .^^ ^^ ^ 
portion open, so as to obstruct the view as httle as possible ; 
being formed of sixteen columns, arranged in sets of four each, with those 
of each set braced vertically and laterally, to resist the heaviest winds. The 
exterior portion above the roof of the building is covered with galvanized 
iron on the vertical sides, and slate on the roofs ; and at proper intervals in 
the height, floors are laid to furnish outlooks to visitors ; access being had 
to the same, by convenient stairways and steam elevators, stairwavs and 
Platforms are intended on the ridges of the main roof, ac- s'**™ ckvaturs. 
cessible from the tower. These platforms will not be observed from the 
ground below, and will be found very attractive as promenades. The four 
main fronts of the building are eich designed so as to be finished and com- 
plete in themselves, when the temporary structures are removed. The 
south front, which we consider the main approach, provides South entnnce or 
on the first floor an ample entrance flanked by waiting ""ain approach, 
rooms, both for ladies and gentlemen, with all appropriate conveniences ; 
also, coat room, telegraph ofl&ce, and news stand. A portion of the area 
under the main roof, and not interfering with the classified Restaunmt. 
exhibits, is devoted to restaurant purposes, as also are open corridors or 
porches on the sides. A basement is intended under this front, divided into 
kitchens, pantries, rooms for steam boilers, fuel, cellars, &c^ Kitchen. Pan 
boilers will furnish steam for cooking, for heating the build- tries Steam 
ings when necessary, and for motive power for elevators. 
The kitchens connect with restaurants above by dumb waiters. From the 
first floor, the second floor is reached by wide stairways. It poyer or coacen 
contains a foyer or concert room, retiring rooms, and some ™°°*- 
smaller rooms which may be used by commissioners, or rented to officials 
representing the various countries exhibiting. Such rooms will be found 
very convenient, and can readily be let at remunerative rates. The foyer 
opens on a gallery next to the interior of the building, which GaOeries. 
communicates with open corridor restaurants at the sides, and connects with 
galleries extending around into the transepts, and having stairways in the 
transept towers to the first floor. The foyer communicates in the front of 
the building with an open air promenade over the main carriage porch. 
The north front provides on the first floor, the pro|>er conve- North entrance, 
niences for visitors entering at this end of the building ; and also contains a 
restaurant within the building, and open corridor restaurants at the side. 
Wide stairways conmtiunicate to a large organ and orchestra Orisan. 
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or chorus gallery, from which side galleries run the whole Orchestra gallery, 
length of the nave, and around into the transepts, the same as those from 
the south front. Under this front is a basement or cellar, that may be used 
for the same purposes as that under the south front. There is ample water 
closet accommodation on the first floor of the transept towers. The Memo- 
rial Building being intended to be permanent, there are certain features in 
way of kitchens, cellars, heating apparatus, &c., introduced, not so much on 
account of being required now, as that they will be needed in the future. 

The two equal portions of the temporary building con- Temporary portion 
necting with the permanent building at the transepts, may °^ ^^ bmUhng. 
be said to consist each of a nave, with transepts facing north and south. 
The nave is available directly for exhibition purposes, forming with the tran- 
septs of the Memorial Building, a grand space of 2,040 feet Qrznd space for 
long by 360 feet wide. In the transepts are located offices, cxhibiti^with 
ample waiting rooms, restaurants, &c., as will more fully 
appear on examination of the plans. These departments all require provi- 
sion to be made for them, and we pref^ir placing them in transepts, distinct 
as it were from the exhibits, yet convenient to them, thus allowing us to 
obtain the necessary projections for a fine facade to the elevation, and at 
the same time fully utilizing all of the space. 

The width of the nave, 360 feet, is made up of a centre ^^^^ ^^ j>^^^ 
span of 120 feet, two spans of 72 feet, and four spans of 24 •cpt». 
feet each. Smqll galL*ries have been introduced in the transepts and at the 
ends of the naves, the latter communicating with outside terraces or porti- 
coes, from which fine views can be obtained. The suites of rooms in the 
second floor of transepts, can be made use of for bureaus of foreign com- 
missions, &c. It will be seen by reference to the cross sec- Light, 
tions, that ample light has been obtained for the whole building without re- 
sort to skylights. 

There are certain portions of the temporary buildings contiguous to the 
Memorial Hall, and marked A A, BB, on the block plan, that have been 
taken in our computations of areas, estimates, &c., as temporary, but which 
we would recommend to your committee, if possible, to retain as perma- 
nent, when the temporary buildings are removed. The open corridors or 
porches, AA especially, now intended for restaurant purposes, will be found 
very pleasant adjuncts to the permanent building, and in working up. the 
perspective for this, we have shown them as retained. 

We would call attention to the great number of openings Openings and 
that we have provided for the reception of goods. The *''*'*• 
main entrances are all large and commodious, and all of the first story win- 
dows open to the floor, in the temporary and permanent building, forming 
doors of 10 feet width of openings one occurring on the side of the building 
every 24 feet. These are all available for the reception of goods, and may 
be used or not after the exhibition opens, as may be desired. Levels and 
The level of the floor of the building has been assumed at v^^^- 



S, and of the ground outside the walls, t 
of BelmoQt avenue. This will allow us to i 
temporary tracks at grade, and run them ir 
4 feet below the level of the floor. This i; 
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114, which is about the grade 
OSS Belmont avenue with our 
1 thebuUding Raii^ad mbubh- 
the standard """"i™ 



ight adopted in this country for freight platforms above the rails. It is 
the most convenient for unloading, as it brings the floor of car level with the 
platform of building ; and joist can easily be introduced and floored over a 
few days before ihe exhibition opens, leaving the track below ready for use 
n when the exhibition is over. We have introduced four tracks through 
the whole length of the building, and more can be put in if desired. 

Underneath certain portions of the floor of the temporary storage of empty 
buildings, considerable area occurs, and the idea has been '"'"■ 
suggested of appropriating this to the storage of empty boxes, Sic. It 
luld be very useful for this purpose, except on account of the great risk 
from fire, and for this reason we would not recommend it. ^'^^ f"™ Sre. 

5 a great trouble to exhibitors, and it is absolutely Remnvalof dusL 
necessary to adopt the best means of removing this expeditiously and quietly. 
We know of no better method than that of laying the temporary floors with 
V space between the boards, into which the dust may fall; the same 
s ador.ted in most of the previous exhibitions. This plan is open to the 
objection of allowing articles, carelessly dropped, to fall through and be 
If the floors are laid close, the dust accumulates very rapidly, and 
t be swept up in piles and conveyed away, at considerable trouble, ex- 
ie, and risk of spreading again over the exhibits. The utmost (.are 
ht not prevent a match, for instance, from dropping through one of 
these openings, and the presence of boxes and packing cases below, would 
e the risk of fire immensely. 
Pl.Tn No, 8 shows the system of drainage proposed for Dramagc, 
the building, to connect with a main sewer on Forty-eighth street. It also 
shows the arrangement of water supply, fire plugs, and gas pipes. 
No previous exhibitions have been artificially lighted, or L^„iiu„„„idi 
n at night, on account of the danger from fire. There b^', »nd nlghi 
3 doubt that the receipts would be vastly increased, if 
1 an arrangement were possible. The public in this country are not as 
»ell accustomed to day exhibitions as in Europe ; and our previous expcri 
I all cases has been, that the evening receipts amount to a large pro- 
i of the total. What we propose is, to light the building by brge 
teflectors, such as are used in our railroad depots, suspended from the roof, 
s of lights along the various iron cornices, where necessary, the gas 
Seing ignited by means of electricity, as now in practical use in many 
llaces. Gas itself drops no sparks. By such a method of lighting, the 
■s being far above anything inflammable, the risk of fire would be at a 
minimum. 
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DIMENSIONS. 

The following are the principal dimensions of the build- IMmcnsions. 

ing; 

Memorial Hall. 

Length of nave, exclusive of waiting rooms at ends, 720 feet. 

Length through transepts, 456 

Span, in clear, of nave and transepts, each, 216 






Temporary Building. 

Extreme length of each nave, 884 feet. 

Length through transepts, 700 " 

Total width of nave, 360 " 

" ** transepts, 312 '* 

Extreme total length of whole building, 2, 224 " 

Area available for classified exhibition purposes, 734,400 sq. ft... 16.86 acres 
Portion of Memorial Hall available for unclassified Exhibition 

purposes, 67,392 sq. ft, 1.55 ** 

First floor area for restaurants, not including open air corridors, 

177,808 sq. ft 4.08 " 

Total flrst floor area for exhibition and restaurants, without open 

corridors, 22.49 '* 

Area of open corridors, first floor, 29,400 sq. ft o. 6 *' 

Area for offices, waiting rooms, &c 2. 3 



tt 



Total area first floor, 25,39 '« 

Height of central tower to extreme top of finial 500 feet 

Side of square base of tower, 120 

Height of nave, floor to ridge of roof, 148 



tt 
it 



By way of comparison, in order to obtain an idea of the Comparison with 
dimensions given above, we would stale that the span of other buildings. 
the roof of the Memorial Hall, 216 feet, is 16 feet greater than that of the 
Grand Central Depot in New York City ; that the centre span of the nave 
of the temporary building, viz., 120 feet, is exactly ihe same as that of the 
grand nave at Sydenham Crystal Palace, London, and that the width of the 
square base of tower, 120 feet, is very nearly the same as the outside diame- 
ter of the dome on the Capitol at Washington; the height of this tower, 50c 
feet, being the greatest in the world. 

The extreme height of the dome at Washington is, 287 feet $}4 inches. 

St. Peter's, at Rome, 430 " 

Spire of Friburg Cathedral, 385 " 

Spire of Strasburg, 468 " 

Spire of St. Stephen's, Vienna, 441 

Spire of Town Hall, Brussels, 374 

Spire of Antwerp Cathedral, 406 



it 
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The spires of Cologne Cathedral, when finished, according to the original 
design, will be 5 10 feet high, and the height of tower of the new public 
buildings for the City of Philadelphia, when completed, will be 450 feet 
As it regards the height of the nave of the Memorial Hall, which is 148 feet 
above the floor, we would state that the height of the 

Nave at Strasburg is loi feet. 

* " Cologne Cathedral, 155 " 

" St. Peter's, at Rome, 150 " 

" Bourges, France, 117 " 

" Chartres, 106 " 

We are confident that a far finer and grander effect can be produced by a 
tower as we have designed^il,^ at much less cost than by a dome. The only 
iron dome of any size in existence, with which comparison can be made, is 
that at Washington. This dome having the same diameter at base as our 
tower, and far less height, cost $950,000, exclusive of the base of the old 
dome which extended from the ground to the height of 68 feet. In estima- 
ting for the cost of the tower, we beg to state that we have computed all of 
the material necessary to resist safely the greatest stresses that can come 
upon it, and have made our estimate from the number of pounds weight of 
this material, so that we believe our figures are correct. 
« « « « « , • « 

ESTIMATE IN DETAIL. 

In accordance with the request of the Commission, by their circular of 
October 2d, 1873, we hereby furnish the following itemized statement of the 
•quantities and prices of all the material estimated to be necessary to build 
the structures according to our design as presented- 

In preparing our estimate we have been conscientious, and we feel no 
doubt but that the Commission can have the buildings constructed for the 
amounts we have here stated. Our prices and quantities are full, and it is 
quite probable in working up the finished drawings, that some of the items 
can be reduced both in amount and price. We have been careful not to 
under estimate any portion of the work, but have made it a point in every 
instance to assure ourselves that the figures presented are a maximum. 

Memorial Building. 
Foundations and Stone Walls, 

13,632^ perches masonry, @ $9.00 $167,693 00 

4,000 perches masonry, @ $10,00, 49,000 00 

$207,693 00 

Bricks and Brick Work. 

13,264,257 bricks, @ $35.00 per M 464,249 00 

(The price of brick is made to include a large 
amount of ornamental tile, terra cotta, and stone 
laid with the brick, that could not be separated in 

detail, also colored bricks.) — 

Carried forward $671,942 oe 

D 
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Brought forward $671,942 00 

Dressed Stone, 
78,375 cubic feet, @ $3.00, 235,126 00 

Wrought and Cast Iron Work, 
4 200,000 ]bs. wrought iron roof trusses. 
1,259,250 lbs. wrought iron purlins. 
3,200,000 lbs. wrought iron, main tower. 

300,000 lbs. wrought iron gable ends. 

720,550 lbs. wrought iron, north and south 

fronts and transept towers. 

9,679,800 lbs. wrought iron, @ 10 c, $967,880 00 

Elevators, main tower, 32,000 00 

Stairways, main tower, 86,027 00 

1,720,540 lbs. cast iron, @5c., 86,027 00 

1,010 feet lineal crest railing on roof, @ $7.00, . . 7,070 00 

1,124,877 CO 

Carpenters* Work and Lumber, 
143,143 feet B. M. purlins, sheathing and flooring 
in tower, and flooring in galleries, white pine, 

@ $70,00, $i0f020 00 

807,848 fjet B. M, temporary flooring, part hem- 
lock, @ $50.00, 40,392 00 

1,377 piles, hemlock, (it, $5.00 each, 6,885 00 

Carpenters* work and lumber in north and south 

fronts and transept towers, 216,166 00 

273,463 a) 

' Galvanized Iron Work, 

Tower, $145,000 00 

Gables, 30,000 00 

264 clerestory windows, (^ $60.00 each, 1 5*840 00 

198 dormer windows, @ $50.00 each, 9>9^ 00 

66 main windows, @ $ 1 20.00 each, 7,920 00 

3.360 feet lineal main cornice, @ $5.00 each, 16,800 00 

Finish in north and south fronts, and transept 

towers, windows, cornices, roofs, &c 5 1 ,87 2 00 

277,332 00 

Hardware, 

Hardware, 15,000 00 

Plumbing y Gas Fitting and Drainage. 
7,150 feet lineal 4 inch pipe from roof, @ 60 c, . . $4,290 00 
660 feet lineal 3 inch pipe from corridors, @ 50 c, 330 00 

1,270 feet lineal 12 inch, terra cotta, (7>^ 80 c, 1,016 00 

3,960 feet lineal 4 inch, terra cotta, ((t, 20 c, 792 00 



Carried forward $2,597,740 00 
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Brought forward $2,597,740 oc 

no 4 inch bends, terra cotta, @ 65 c, 75 50 

1 10 4 inch by 12 inch T's, terra cotta, @ $3.00. . 330 co 

22 3 inch by 12 inch T's, terra cotta, @ $3.00,.. 66 00 

723 inch bends, terra cotta, @ 50 c, 1 1 00 

4,200 feet of 12 inch pipe, terra cotta, @ 86 c, . . 3,360 00 

45 water closet containers, $ 14.00, 630 00 

45 water closet basins, @ $5.00, 225 00 

45 6 inch by 8 inch T*s, terra cotta, @ $1.75, ... 7^ 75 

600 feet of 8 inch pipe, terra cotta, @ 45 c, - 270 00 

45 4lb. lead traps, @ $5,005*. X 225 00 

225 feet of }i inch lead su|/bly pipe, @ 50 c, 1 12 50 

6 ^ inch stop and water <i8cks, @ $2.50, 1 5 00 

360 feet of 3 inch iron pressure pipe, @ 70 c, . . . 252 00 

I 3 inch stop cock, - . . . — - - r • - 3° co 

350 feet of 2 inch iron pressure pipe, @ 50 c, . . . 175 00 

6 2 int.h stop cocks, @ $10.00, 6000 

330 feet of I inch extra strong lead pipe, @ 80 c, 264 co 

300 feet of ^ inch extra strong lead pipe, @ 60 c, 180 00 

350 feet of 2 inch lead waste pipe, @ 75 c, 262 50 

6 marble tops, 8 holes each, @ $75.00, 450 co 

50 wash basins, @ $3.50, i 175 00 

50 silver plated basin cocks, @ $6.00, -loooo 

50 silver plated plugs and- washers, $2.00, 100 00 

150 feet of }i inch eilra strong lead pipe, @ 50c., 75 00 

6 J^ inch stop and waste cocks, @ $2.25, 13 50 

4 I inch stop and waste cocks, @ $3.00, 12 00 

250 feet of 2 inch cast iron pipe, @ 50 c, 1 25 00 

5ourinals,wedgewood ware, small pattern,® $7 00 330 00 k 

50 urinal cocks, plated, @ $5.00, 250 00 

1,000 feet of 4 inch pipe, terra cotta, @ 20 c, 200 00 

4 2 inch stop cocks, @ $10, 40 co 

660 feet of 8 inch pipe, terra cotta, @ 45 c, 297 00 

3500 feet of gas pipe, 6 sizes, @ 20 c, 700 00 

48 reflectors, @ $50.00, 2,400 00 

Electrical lighting, 5> 1 50 00 

Draining in of water-closets, urinals and basins,.. 1,387 00 
48 6 light brackets, glass drops, under tower, @ 

$6d.oo, 2,880 00 

Incidentals, 5,045 25 

• 37,000 00 

S/a/e Roofing, 

4»7oi>^ squares slate roofing, @ $12.00, 56,418 00 

Carried forward .^2,691,158 or 
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Brought forward $2,691,158 00 

Galvanized Iron and Tin Roofing. 

271,320 square feet galvanized iron rool^ No. 22, 

@ 25 c, $67,830 00 

1887 square feet tin roofing, @ 1 1 c, 2, 1 70 00 

70,000 00 

Plastering, 

24,000 square yards plastering, @ 50 c, 12,000 00 

Painting and Glazing, 

English ribbed glass X thick is intended in the 

nave and transepts, @ 50 c, per square foot 

set, and first quality American double thick for 

north and south fronts and transept towers. 

ioo,oco square feet of glass, @5oc., $50,000 00 

Painting nave, transepts and main tower, 75»ooo 00 

Painting and glazing north and south fronts, and 

transept towers, 54,042 00 

179,042 00 

Heating and Cooking Apparatus, 

Including 8 boilers 14 feet long, 54 inch diameter, 

50 horse power each, and 125,000 feet steam 

pipe, valves, radiators, &c., complete, 50,000 00 

Incidentals, • 140,000 00 

$3,142,200 00 
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QUESTIONS ON THE SECOND CHAPTER. 

Page 9. Of what use are preliminary estimates ? What are the essen* 
tial elements of all estimates ? 

Page 13. What is a standard unit? What are ambiguities and why 
should they be avoided ? 

Page 14. How do the U. S. and British measures compare ? What is 
the difference between the standard yards ? Give the rule for reducuig one 
to the other. Repeat the table for U. S. linear measure ; also the miscel- 
laneous measures. 

Page 15. What is the difference between a statute and nautical mile ? 
What is the value of a degree of latitude at the eqtiator and the pole ? 
How is the length of a degree of longitude determined for any latitude? 
What units are used in measuring land and for line surveys ? 

Page 1 6, Give the divisions of the metric system for linear measures and 
their equivalent values. Which are the road measures ? What are the 
units for surfaces both in the U. S. and France ? 

Page 17. What are their subdivisions and multiples ? 

Page 18. What are the units for volumes ; how divided ? How do Gov- 
ernment engineers measure stone, sand, earth, timber, &c. ? 

Page 19. What is the difference between the mason's and quarryman's 
perch ? How are walls less than 16^^ thick to be measured ? What are the 
best units ? What are the units of capacity? Give the dimensions of a 
bushel. What is a heaped bushel ; a struck bushel ? State the relations 
in dry measure ; in liquid measure. 

Pages 20 and 21. What are the dimensions of a gallon ? What are the 
divisions of the gallon used by apothecaries ? Name the French measures 
of capacity. What are the Spanish units ? What is the unit of weight ? 
Give the table. 

Pages 22 and 23, How many cubic inches are there in a pound of water? 
Give the table for Troy weight. Apothecaries' weight. What is the French 
system of weights? 

Page 24. How is time divided ? What is the distinction to be made in 
the several years in use ? What is a month ? 

Page 25. What is a working day ? How is the law to be construed ? 

Page 26. How is lumber sold ? Define board measure. How are con- 
tents calculated ? How is round timber measured ? What are inch and 

a 

piece spars ? What allowances are made for bark on round timber ? How 
ve straight pieces, keels, wharf and crib timber, &c., measured ? 
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Page 27. Sawed timber is how sold ? What is the unit in carpenters' 
work ? Give the rules for measuring the several parts of building as stated 
in the context. 

Page 28. Excavators' work is how measured ? What is meant by the 
lead f How are prices adjusted for long hauls ? Bed of foundation is how 
measured? dredging? rock work, clearing and grubbing? What is the 
unit generally used in mason's work ? How are walls measured for material 
and workmanship ? other forms ? What are the most definite units ? 

Page 31. How is bricklayers' work estimated? What is the standard? 
Give the average dimensions of a brick. When measured by the rod what 
is the thickness ? How is the number of bricks in any wall determined * 

Page 32. In plastering how is flat work measured ? cornices, mouldings, 
&c. ? What deductions and extras are allowed ? How is coloring meas- 
ured ? painting ? What allowances are made for piece work, balusters, &c. ? 

Page 33. How is glazing computed ? Roofing is how measured ? What 
extras are allowed ? What is the unit ? Plumbing ? Paving ? 

Page 34. What is specific gravity ? give the formula and general rule. 

How is the specific gravity of a body lighter than water found? that of a 

fluid? 
Page 42. How many spikes, ties and joints are required per mile on the 

C. S. R. R. ? What are the estimates for one mile of iron and of steel 

track, laid? 

Page 44. What were the six ** important considerations " to be provided 
for in the plans for the Art Building, U. S. Centennial Exhibition ? 

Pages 45 et seq. How were the original designs modified ? Describe 
the design for Memorial Hall with its appointments and approaches ; also 
the temporary portions. 

Pages 47 et seq. What is the standard height for freight platforms ? 
What provision was made for storage ? What objection existed ? How 
were the floors to be arranged, and why ? What were the arrangements 
for lighting ? Define transept, nave, finial, clerestory, purlins, sheathing, 
&c. What advantages were claimed by the proposed tower over a dome ? 
What was the estimated cost of the building ? 
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Specifications. 

The Specification is ^zX.part of the contract which specification de- 
shows specifically all those features that cannot be ^*^ 
clearly represented in the drawings ; such as quality and quantity, 
of materials; nature of workmanship and manner of executiug 
the work, with ^.ny general stipulations or instructions that may 
be found necessary or desirable. The greatest care should be 
given to its preparation as it forms the basis of the ^Y^onXA be very 
contractor's offer and is his guide all through the car«^"y p«pared. 
work. Every detail should be clearly and accurately defined 
and nothing should be omitted, nor left to the imagination. A 
memorandum tablet should be constantly used dur- Memorandum 
ing the preparation of the drawings, and every should be kept. 
thought or suggestion carefully noted. 

These points will be sufficiently exemplified by an examina- 
tion of the accompanying forms furnished by reliable anthorities. 

{From the U. S. Corps of Engineers. \ 

For Harbor and River Improvements. 

Specifications 

for the 

Improvement of the Harbor of Cedar Keys, Florida. 

United States Engineers' Office, 
No. 40 Church Street, 
See pages 309, 219, 351. Mobile, Alabama, April 7, 1877. 

Specifications, 

The work to be done consists in either widening the Qj^^cter \t 
channel across the bar at the mouth of the Harbor of Cedar and locality of the 
Keys, Florida, about 5 miles south of Cedar Ke}s; or ^^^'^ * 
widenmg and deepening the channel from the bar to Cedar Keys. 

The uniform depth of water to be attained through this channel is 12 feet 




:d until the appropriation, 
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at mean low water, and the work will be 
Ten Thousand (10,000) Dollars, is exhausted. 

The ordinary rise of the tide is about 1} fi et. TiJei. 

The material to be excavated is sand and mud, intermixed 
with shell, (easily removed by an ordinary dredging ma- rial and dbnncE d 
chinp, ) and will have to be deposited in not less than 6 feet •'""P"* «™«i 
depth of water, at an average distance not exceeding 3 miles. 

The amount of material excavated shall be determined by MswremBii, 
measurement in the scows or barges in which the material is deposited, 
whose capacity shall be ascertained by the engineer in charge, or his agents, 
before the work commences. 

Inspectors of Dredges will be appointed by the P-ngineer in charge, and 
acting under his instructions, shall determine when the scows or barges 
contain "full loads." 

The decision of saicl Inspectors as to the amount of material excavated 
and removed, as well a^ to its location and deposit shall be final, and without 
appeal on the part of the contractors. 

The precise location of work to be done shall be fixed by Method afwarliuii. 
the Eiigineer in charge, or his assistants, plainly marked by stakes or buoys 
furnished by the contractors, who will also provide a suitable boat and men 
to set them, and necessary help for sounding, at their own expense, under 
the direction of the United States Agent in charge. 

Contractors will be held responsible for any Government properly de- 
stroyed by the negligence or carelessness of their empl.iyees or agents. 

Ali excavations below the required depth, orbeyond the lines of the 
channel shall be deducted from the amount returned by the Inspectors ; 
such excess to be determined by examinations made by the Engineer or 
agent in charge at suitable intervals. In the event of a deficiency in depth 
being found and reported to the contraclor, payments shall be suspended 
until the excavation U carried to the required depth by them. 

A. N. DAMRELL, 



Capt; Engrs; U. S. 



i 



The above specifications are accompanied by the advertisement 

(see page209) and "instructions to bidders" (page2i9.) They 

do not exhibit the amount ofmatcrinl to be removed, but this will 

•nd in the advertisement to be 20,000 cubic yards, so that 

'■>rm a necessary part of the papers composing the con- 

the last three paragraphs will be found mentioned 

orecautions necessary to be taken that the work 

'cly done and all fraud prevented. 
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For a Stone Breakwater. 

Seepagesaog, 2x9, 251. SPECIFICATIONS 

For Rip Rap Granite for the Breakwater at Block Island, R. I. 

Rip-rap granite is required to complete the main break- Material, 
water, and build a detached piece about 300 feet long to the northward. It 
is now carried out to fourteen (14) feet of water at mean low water. 
Amount to be expended for granite, about $45,000. Appropriation. 

The work will be built with a width on top of twenty -five Dimensions. 
(25) feet, an J side slopes of about forty-five (45) degrees. It is to be carried 
u|) to about six (6) feet above mean high water. The stone may be thrown 
in from the deck of a vessel with an ordinary spar derrick. No stone shall 
be put in more than fifty feet in advance of the finished portion, and all 
must be completed to the required height before the work will be accepted. 
The granite must be of the best quality as to durability, Nature of Material, 
in blocks averaging not less than one and a half (i>^) tons each. No block 
of less than one-half (^) of a ton will be received. The blocks must be as 
nearly cubical as practicable, the smallest dimension must in no case be less 
than one-third (>^) of the largest. The stone found on Block Island will 
not answer for this part of the work. 

The breakwater is now so far completed as to give shelter in all storms 
except those from the northeast, to vessels drawing twelve (12) feet. The 
inner harbor gives shelter from storms in any direction, and has a depth of 
seven (7) at mean low water. Information. 

The mean rise of the tide is three and one fourth (3X) ^'^^^* 
The proper season for doing this work advantageously is between the ist 
of April and the ist of October, the season of long days and pleasant 
v/eather. The frequent calms at this period prevent sailing vessels from 
itnproving it because of their inability to move. For this reason parties 
bidding must be prepared to use a steam tug for towing their vessels to and 
from the work, and this will be required in the contract. 

The time of beginning this work is on or before May ist, The time. 
1877, and it must be completed on or before November 30th, 1877. 

The monthly rate of progress must from the beginning The monthly rate 
at least, equal the average rate for the whole period in which ^^ progress, 
it is proposed to do the work. 

The price asked for doing this work must be stated by the The price, 
ton of 2,240 pounds of stone placed in the work. 

The vessels to be used by the con.ractor will be loaded by Measurement, 
weighing stone into them at the quarry and putting draught marks on them 
for every five (5) tons, from the smallest to the largest load that they will 
^'Ty* These draught marks will be taken as indicating the load of the 
vessel, if she is in the same condition as to water in the hold, tackle, &c.. 
when gauged^ The gauging of the vessel will be done by the contra- 
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under the direction of an inspector appointed by the Engineer in charge, 
before any stone is delivered. The scales for weighing must be furnished 
by the contractor. 

Any failure to commence work on the day specified, or to Failure to commena 
prosecute it thereafter at the rate and in the manner required, will be con- 
sidered to allow the United States to annul any contract made, and declare 
a forfeiture of all reserved percentage or other dues, or to allow the United 
States, at the option of the Engineer in charge, to carry on the work at the 
expense of the other party to the contract, and to render him and his sure* 
ties liable for any increase of cost over that proposed and agreed upon. 

No transfer of a contract, or of any interest in it made in No transfer 
accordance with bids received under these specifications will be allowed. 

No member of Congress, officer or agent of the Govern- ^^ member of Cor 
ment, nor any person employed in the public service, will «««s 
be permitted to have any share in any contract made to do this work. 

All work done will be subjected to a rigid inspection by inspector 
an Inspector appointed by the Government, and all that does not conform 
to these specifications will be rejected. 

Payments will be made at the end of each month, as the Payments, 
work is accepted, reserving twenty per centum till the whole is completed. 

Proposals and guaranty must be made in duplicate, and Proposals arid 
none will be considered unless upon blanks furnished from ^"^"'n'y- 
this office attached to this advertisement and specifications. 

Further information may.be had by applying in person Further information 
or by letter to this office, where maps of locality may be seen ; but bidders 
are expected to visit the locality and determine evetything themselves, and 
mu '.t include the effect of all contingencies in the proposed price. 

The right to reject any and all bids reserved. Right to reject 

G. K. WARREN, 
Maj, Eng'rs. and Bvt, Maj\ Gen, U, S, A 

Engineer Office, U. S. Army, 

Newport, R. I., February 22d, 1877. 

I 

For Removing Rock. 

Specification 
For Removing the Obstructions in East River and Hell Gate, 

New York. 

Army Building, 
Houston and Green Sts., 
See pages aio, 219, 251 . New York, October 5, 1876. 

The dredging consists of the removal of about 24,000 tons Amount, 
of rock from Hallett's Point Reef. 

Dredging must commence at the outside edge of the reef, Manner of working 
and 26 feet mean low water. The excavation must be carried regularly for- 
ward in such direction as the Engineer in charge shall from time to tim 
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prescribe, so that that depth shall be presented over all the ground dredged. 
All stones weighing more than ten tons will be broken at the expense of the 
Government. 

The dredging will be bid for by the ton measured in the Measured. 
scows ; capacity of each scow to be determined by the Engineer in charge. 

The rock may be either deposited above high water Deposited. 
mark, or at such places upon the river bed as may be selected by the Engi- 
neer in charge. 

In case of any doubt as to the meaning of the specifica- Arbiter. 
tions, the decision of the Engineer in charge shall be considered the correct 
one, and shall be final. 

No proposals will be considered except those coming from Conditions, 
parties proposing to use dredges capable of resisting collisions. 

Payments will be made monthly on certificate of U. S. Payments. 
Inspector, reserving ten pei centum until completion of work. 

The work must be completed by June 30th, 1877. Time of completion. 

JOHN NEWTON, 
Lieut, Col. Engineers, Bvt. Maj\ Gen^l, 



For a Breakwater of Crib- Work. 

Specifications 
For the Extension of Cleveland Breakwater. 

Engineers' Office U. S. A. 
120 Pea;l Street, 
See pages 2xob 219, 251. Buffalo, N. Y., March 26, 1877. 

The cribs, four in number, will be (50) fifty feet in length and (26) twen- 
ty-six feet wide, with a superstructure of (7) feet. They will rest upon a 
foundation of rubble stones, in fragments varying from (50) fifty to (150) 
one hundred and fifty pounds each in weight, forming a layer of (5) five 
feet in thickness and (52) fifty-two feet in width at the top of the bed of the 
lake, which iS about (18) eighteen feet in depth along the line. 

The nibble foundation is the only portion of the work to be put in place 
during the year 1877^ — the cribs may be framed and put together, but will 
not be sunk and filled with stone until the spring of 1 878, so as to allow 
time for the possible settlement of the foundation, upon the amount of 
which the number of courses of crib-work will depend. 

Immediately after the cribs are sunk, they will be protected on each side 
•^y a rip-rap of heavy stones, weighing each not less than one ton, which 
^ be thrown in so as -to accord as nearly as practicable with the " 
orawings, and as directed by the Engineer officer in charge, or bis 
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No superstructure will be put on until aU the cribs are in pl^ 
dciired that the work should be fully completed before the date Umidng ibe 
contract, (September 30th. 1878.) 

The uniinished superstructure of the three cribs sunk in 1876, is also U 
be finished. This may be done during 1877. 

Work must be commenced within thirty days after notification of accept- 
ance of bid, and the whole completed on September 30lh, 1S78. 

Timber and lumber to (5) five feet or more below standard low water, 
must be of good while oj* hard pine or ivhitc ask, distributed as maybe 
directed by the authorized agent of Ihc U. R. Below the level of (5) he 
feet below standard low water it nuay be of white hemlock. All, both above 
and below water, must be of the best quality of its kind, frtre from splits, 
shakes, decay, rotten knots, and all other defects tending to impair durability 
or strength, and must be truly and squarely sawed to full dimensions. 
Timber may be counterhewed if preferred, but truly and squarely, and Id 
full dimensions. 

Iron — Head, nut, screw and washer bolts to be round, of lengths as sp«d- 
fied in bill of material, one and one-fourth {iX) inches diameter; each 
bolt to be made wiih one head, one nut and screw, and to have two washers. 
Heads and nuts to be two and one-quarter {2 '4 ) inches square, and one and 
one-eighth (ija) inches deep. Washers lo be fjur inches (4) square, thriis- 
sixteenths (3-16) of an inch thick, and cut to fit the bolt. Threads to becul 
for a length of three (3) inches, and seven threads to the inch ; all the 
parts to be so made as to assemble truly and accuiately, to be interchange- 
able and to have full bearings. 

Drift bolts to be one (l) inch square and cut to assorted lengths, as speci- 
fied in bills of material. 

Spikes to be ordinary ship spikes of assorted lengths, as specified in bills 
of material. 

All iron material must be of the best quality of wrought iron and of exact 



r spikes failing in driving from any 

■r will be held responsible 

strictly in conformity 



dimensions specified, and any holts 

cause, must be replaced by the contractor tor i 

The contractor for construction of the breaki 
for all material until it is used in the work. 

All work must be done in a workmanlike m 
with the plans and specilications, or such modifications of the 
be made by the Engineer officer in charge, or through his 
his Assistant or Inspector. 

Ci'ibs lo be framed and built in accordance with plans and specifications, 
and to the entire satisfaction of the Engineer ofiicer in charge, to be placed 
and fastened in position a.s required by him, then to be filled with stone, 
Inrekd and covered with superstructure. 

UCture must be well and squarely built and securely bolted, and 
accepted must be filled with stone flush to the decking, and 
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Framing must be done accurately, and care taken in handling framed litn- 
jer not to chip off the edges or split the dovetails. In framing timlier, no 
Blick must be so cut as to fall easily into its place, but on the contrary, eich 
k will be required to be mauled into place, and subject lo the foregoing 
paragraphs. 

To prevent splitting while bolting, timber, plank and joists must be bored 
:o receive the bolts. Boring for bolting will in no case be allowed of the 
same diameter as bolts, but always slightly less. 

Payment will be made monihly on Inspector's returns, retaining ten (lo) 
3cr centum until completion of the contract, 

The iron material must all be delivered before the first (i) of August, 
1877, and will be paid for as soon thereafter as practicable. 

The rubble stone of the foundation will be measured in the scows, if thus 
delivered. If in vessels, the weight and cubic contents will be determined 
n a manner satisfactory to the Engineer officer in charge. 
These specifications will form a part of the contracts. 
Detailed bills of material will be furnished the contractor. 

C. E. BLUNT, 
Lieut. Col. 0/ Engin 



For Iron iMiiding Pier. 

Specifications 

For Iron for Landing Pier near Lewes, Delaware. 

The pile shafts will be of hammered iron, swedged smooth Shafts, 
and true to dimensions. 

The heads of the piles must be faced on the top, and Heads, 
turned on the sides, to fit the caps, as shown on the drawings. 

The necks must be turned on the pile shafts, and the Neck?, 
collars or clamps turned inside, to fit each other, as shown on the drawini 

The foot of the pile shafts to be smooth forged and faced Foot. 
m the bottom, to accurately fit the socket of the screw, which will be c 
IS smooth as possible on the sides, and faced on the bottom lo recei 
the foot. 

The braces will be of rolled iron; the eyes of the tension Bia«5. 
braces will be formed by a turn and weld with a long scarf. 

There will be no welding to form the length of the braces. Wsids. 

Screw-ends to be "up3et,"or fulled on the bars to drawing Socw.cndi 

The threads to be full cut from solid metaL Franklin ilmadi. 
Institute standard. 
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Screws of the turn-buckles must be cut from solid metal, Screws, 
one end with a right, and the other with a left hand thread. 

Bolts must be forged to fit body bound j diameter to be BoUs. 
uniform the entire length ; no enlargement under the head. 

Bolt-holes in braces, lugs and clamps, to be drilled to fit Bolt-holes, 
bod) -bound bolts. 

Forgin gs and rolled iron must be smooth, and without Raws. Forgings. 

Material to be fagoted scrap iron. Material. 

Wrought iron must bear an ultimate tensile strain of Strength. 
60,000 pounds to the square inch of cross section, and a strain oi 24,000 
pounds to the square inch without taking a permanent set. Set. 

The castings must be of tough gray iron, cast in dry sand. Castings, 
sound, true and smooth. 

Cast iron must bear an ultimate tensile strain of 25,000 Strength, 
pounds, and a transverse strain (to the foot length) of 600 pounds to the 
square inch. 

Machine and hand work, and finishing to be without fault. Fnishing and fitting 
All parts belonging on or to others to be put together in shop to insure fits. 

The U. S. Inspector to select such pieces as he wishes for Testing, 
testing. 

Pieces for testing will be cut oil and turned to the required Pieces, 
dimensions, and tested either at the place of manufacture or elsewhere. 

Castings for testing will be run as required by the Inspector. Castings. 

All expense of testing to be borne by the contractors. Eipense. 

Full extra thickness of metal must be provided for all Full metJ 
turning, boring, facing, and finishing required. 

All pieces must be marked with chisel or punch, or with Marking. 
paint, as may be required. 

Access to the work, and works, must be free at all times inspector. 
to the U. S. Inspector. 

Collars, clamps, turn-buckles, bolts and nuts, of propor- Dimensions, 
tionate dimensions. Caps and screws to correspond. 

Rolled Iron — 
Upper cross braces, 24— 14'' ^V^y,2}4^^ diam., 528olbs.(<r, 
Lower '* 24—20' y'' X'^V ** 8400 
Longitudinal** 30-36' lo/^'^Xi'^ ** 19800 
Bands for screws, 15 240 

Hammered Iron — 

Pile shafts, 1 5—1 5—55 'XS^' dinm 1 56000 

Screw-buckles, 54 2652 

Yokes for cross braces, 24 1 200 

Bolts and Nuts, 174 4002 

Cellars and Clamps, 30 6720 

Cast Iron — 

•ws, 15 6300 

^ 9756 



Materia. 1. 
cts. per lb. $ 
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SPECIFICATIONS. 

The contract price will be determined on Ihis total, but the right to vary 
imounts and dimensions is retained by the United States. ThepHces^ir 
pound will not be changed. 

The above pnces are for iron delivered either at the U. S. Place of dciivtiy. 
Landing Pier, or at the Railroad Pier, near Lewes. 

The material for each bay complete (5 piles with braces, Ddivcry. 
screws, &c.) shall be delivered at the same time in order that there may be 
10 interruption in the work of construction ; and in case such interruption 
should occur through non-compliance with this specilication, the contractor 
shall be liable for all loss to the Government accruing therefrom. 

A bay complete shall be delivered not later than June Jth, DtlLvcry. 
and the remaining two not later than August 5th, prox. 

Ail material when ready for delivery shall, previous to inspeciion ai the 
shipment, be inspected at the works by the U. S. Inspector, """*'■ 
and any material rejected by him shaU not again he offered for inspection. 

Upon delivery at Lewes all material will be weighed and inspecUon ^t the 
igain inspected by the Engineer Officer in immediate charge P'"- 
of the work, and if any be then rejected it shall be replaced by the ci 
without expense to the United Slates. 

Ail surfaces of iron work must, subsequent to the inspec- Paini. 
ion at the works, receive two coats of Spanish brown, or brown jinc, ground 
n oil, as may be required, thoroughly put on, at the workshops, and left to 
dry for some days before shipment. 

All bright surfaces to be similarly protected with white Paint. 
lead and tallow, or with white lead and oil. 



Signature,.. 



For removing Snags, &c. 

Specification 

For the Removal of Snags, &c., from the Minnesota River. 



See pi 



u. ! 



■,MlN«.,Jl,^e,,l87^ 

The work will consist of removing snags and boulders Naiureofwoik 
rom the channel, and culling down and removing overhanging trees from 
Ihe banks of the Minnesota River, between St. Peter and Mendota, at such 
points as may be designated by the Engineer Officer or Inspector in charge. 

Trees, snags and boulders must be totally destroyed or placed beyond the 
reach of high water, at places to be designated by the En- Placeofdeposji. 
gineer Officer or Inspector in charge of the work. 

The prices for removing snrigs, boulders and overhanginf: Price. 
trees must include all the labor, machinery, and other appliances necessary 
to do the work. 
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The contractor will not be permitted lo lake any advan- 
tage of an error or omission in the foregoiog speciti cations, as full instruc- 
tions will always be given should such error or omission be discovered. 

The boulders removed will be measured in cubic yards, Memureoieiiti 
after the same are removed and piled. 

* The trees will be cut off at a height no' to exceed one (t) foot from ihe 
ground, and the measurement will be made at the cutting. 
Snags will be measured two (2) feet from the highest root. 
Payments will be made at Ihe end of e.ich month, to in- Piymmu. 
elude the work done on the last Saturday of the same — ten per cent, being 
retained from each payment until the completion of the work. 

The work will commence as soon as the stage of water Workiocomnitnti 
will permit, after the signing of the contract, and n 
due diligence until the funds available ($10,000) are 
not to extend beyond the first day of April, 1878. 

Approximate Quantities to bs Rimoved. 
;a cubic yards Uuulders. 
26 Trees, 36 in. and upwards in diameter. 
75 " 30 in. to 36 in. In diameter. 



47 Snags, 36 in. and upwards in diameter. 





, U. FAROUHAR, 
Maj. cf 



For Canal Locks. 

Specifications 

For the CoNSTRticrroN of Five Canal Locks on the Muscle 

Shoals Casal, Tennessee River. 

U. S. ENCi«Ea«5' OVKici. 

v^, 35T- CHATTANnDGA, TfKM., April iB, 1S77. 

specifications. 

To BIDUERS. 

The locks, for the buil'iing of which bids are invited, are numbers 6, 7, S, 
q and 10 ; but awards wdl only be made for such of these as the prices bid 
t of funds available may warrant. 

chambers are to be about 300 feet lo. g, and 60 feet wide, with 
'om 13 to 20 feel high. 
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The loLk p[C excavations will be about 370 feet long by 80 feet wide, aod 
will be carried down to, ur into solid ruck when required. Concrete floors 
will be used where the rock b found so cracked and unreliable as to render 

Sidt will be received in the two following forms, and not otherwise : 

(a.) For a liiij^le lock, giving its nnmbtT. Each bidder being, of ci 
allowed to bid on as many locks as he chooses ; submitting a complete, dis- 
tinct, itemized propoMl for each. 

(^.) For the -whale work to be let under these specifications; provided at 
least three locks are awarded la the bidder. These bids are 
ized as indicated 011 the annexed " Form of Proposals.'' The contract will 
then be awarded on ihe separate bids or on an aggregate bid, whichever 
will secure the completion of the work at the lowest cost to the United 
States. 

If, under these provisions, it is decided not to award contracts for all the 
locks mentioned, the Government will designate which locks are to be 
omitted. 

It is assumed that every bid is made in the interesi of Ihe bidder, and that 
he expects to make a fair profit on the work. If, therefore, items of any bid 

; manifestly below their actual and necessary cost, it will be attributed 
either to the ignorance of the bidder or a design to gain some unfair advan- 
tage, and such bids will not be accepted. 

Each bidder should state whether he has ever beer, engaged in building 
canal locks, or similar works, or has ever been interested in any contract 
' with the United Si.iies, and if he has been so interested, he will give the 
date and character of the contract. 

Special atteHliou is directed to the Tn^trvctions for bidders, attached here- 
tn. Bids not made iit conformity with these instruclians will not be enter- 
tained. 

These specifications will be attached to, and form part of, the contract. 
BLdilers are advised to read them carefully and to visit the work at Muscle 
shoals. An Assistant Engineer, stationed near Shoal Creek, about 8 miles 
from Florence, Alabama, will be prepared to furnish all necessary informa- 
tion as to the location and surroundings of the work. 
General Conditions. 

The entire work must be executed m accordance with working drawings, 
furbished from time to lime by the Engineer; and all orders and instnic- 
is given by the Engineer, reUiiive to the prosecution of the work or de- 
tails of construction, shall be prompdy and fully complied with by the con- 

The Government reserves the right to make such alterations in the olar.s, 
. location and details of the work as shall seem advantageous ; and it is to be 

distinctly understood that any increase or reduction of quantities, resulling 
^ frim such alterations, is not to be assumed as the b:isis of a claim against 

the Government tor damages or for the loss of proapective profits. 
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The contractor will not be allowed to take advantage of ar.y defect « 

amission, either in the drawings, speciticationa, or instructions given by the 

Engineer. In such cases, or in any doubif'il cak, it is his business to bring 

:ntion of the Engineer, wlio will tnalce all necessary 

iS or explanations. 

AH materials and viorkmaHship must be such as a 
Engineer in charge, and must be carefully examined citl 
a duly authoriied Inspector acting for him. Rejected I 
removed at once from the vicinity of the work ; and n 
made for materials so rejected or disapproved. 

Slant and other malctiiils will be paid for only when permanently placfl 
in their final position in the work, and are then approved and accepted by 
I he Engineer. 

The contractor must protect his work until it is completed and duly ac- 
cepted, and he must repair any damage done to it by freshets, rains or other 
accidents, in such manner as the Engineer may direct, at his own cost. 

Before receiving his final payment he must, unless otherwise directed, »■'■ 
his own cost, remove all unused materials, dams, and other temporary works 
used by him, and leave the work in a neat and orderly condition. 

No convict labor will be allowed on the work, nor will the contvaclors bt 
allowed to interfere with each other, nor to obstruct the roads recjuircd fo' 
the use of other conlractora or of the Engineers ; nor to retain on the wwit 
men who are disorderly, or who attempt deception or evasion in carrying 
out these specifications. 

Work must be begun within thirty (30) days after the exccutioH of eaeft 
contract, and must be coinpletid by June yi, 1878, A fair monthly progrea^ 
must be made. 

Excavation. 

The prices bid for excavation will be estimated per cubic yard, mcnsux-^ 
in position, and must include the clearing and grubbing of the site, buil<l\» 
d.imj, pumping and draining, and the excavation, removal, and dCK 
where directed by the Engineer, of all the materials of whatever f 
nature, that may be encountered in preparing for the foundl 
locks. 

Ty\c excavated materials ti\\\ be deposited whri 
they will be most advantageous to the whole work 
they must be left in regular and evenl/ disirihuii'd 

When materials arc required by the Kn 
hundred feet from the lock pit, an allow;:i 
for each additional hundred feci of haul ," 
this kind will he m.ide where 
(200) feet o( the lock. 

No allowance will be made for excavj 
Umits given by the Engineer. 
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All the excavation will he classified as follows, the Engineer being tlie 
judge as to wtiich class any miierial encountered belongs : 

(a.) Earth Excavation. Thb will include clay, sand, gravel and all 
other earthy materials, (except hard pan, as specified in the following para- 
graph,) and loose stones, not 'larger than one cubic foot each. 

(S.) Hard Pan and Loose Rock. This will includetough, indurated clay, 
hard, tough, cemented gravel; and other earthy materials which, in the 
opinion of the Engineer, require blasting, or at least three times the usual 
amount of picking; boulders containing from one cubic foot to one cubic 
yard, each ; and all slate, shale, slralified limestone and sandstone that, in 
the opinion of the Engineer, can be removed by picking and withoi 
sarily using explosives. As it is not known what quantity, if any, of these 
materials will be encountered, ' ' Hard pan and Loose rock " will not be bid 
for as a separate item, but one-half of the quantity excavated will be paid 
for as "solid rock,'' and one-half as " earth excavation.'' 

(b. ) Solid Rock. This must be such as to require blasting, 
expensive method, to reduce it to masses of less than one cubic yard each, 
that can be handled with a derrick. When the Engineer shall require any 
part of the rock in place to be pointed or axed to true surfaces for face 
work, an allowance will be made of 20 cents per sqjare foot of surface 
dressed, in addition to the contract price, per cubic yard, for the quantity 
of rock actually removed. This provision relates only to cases where, as in 
, lock g. it is proposed to use the rock in position for a part of the side wall 
without masonry facing. In all cases the surface of the rock must be pre- 
pared iit the cost of the contiactor to receive the masonry, being stepped, if 
required, for that purpose. 

(d.) Old Masonry. This will include the removal of such of the old locks 
IS are hereafter designated. In this work blasting will not be allowed, and 
vill not probably be desirable to the contractor. The stones must be 
handled carefully so as not to break or injure them, and such of them as are 
approved by the Engineer will be used in the new locks, an allowance being 
made therefor by the contractor, which must be specified in the bids. 
Ttiese stones must be re-cut if used as "cut-stone." 
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Bidders for Lock No. 6 will bid 

Bidders for Lock No. 7 will bid o) 

Bidders for Lock No. 8 will bid 01 

Bidders for Lock No. lowillbidc 

Certain parts of old locks Nos. 

neer, may be retained for future u: 

in removing the balance of the stor 

'which is disturbed by the contractt 

M 

The masonry will be of four kinds, viz: Cut Stone, Rock Face, RubbU, 
and Concrete, 

The bids must state the price per cubic yard laid, for each clasa, and must 



1 the removal of old lock No 10. 

the removal of old locks Ntis. 1 1 and 1 1. 

the removal of old locks Nos. l+andis. 
1 the removal of oldlocks Nos. 16 and 17. 
4 and 17, to be designated by the Engi- 
e, and such parts must not be disturbed 
designated to be left and 



1 be ri 



thiso 







6S SPECIFICATIONS. 

include all labor, tools, and materials required to quarry, hau) and cut, or 
otherwise prepare the stones and put them ia their final position, and tin 
building in of all iton and wood work that may be lumished by the United 
States for that purpose. 

The lock pits muse be freed from water by the contractor before masonf)' 
of any kind is begun, and any masonry laid in water or submerged before it 
has had time to thoroughly set, sbail be taken down and replaced by the 
cojtractor at hb own cost. 

No cutting, drilling cr hammering of stones will be allowed after they 
have been brought upon Ih* ■oralis and they must be lifted by derricks or 
cranes and lowered into their places without shock to the masonry. Any 
stone whose bond or set is disturbed by a neglect of these precautions, must 
be taken up and re-set at the cost of the contractor. 

Not more than three courses of either wall of a lock must be unfinished 
3t a time ; and the backing must go up with the facing, but never iti ad- 

Evcry surface wh"ch is to come in contact with mortar must be (reed from 
dust and dirt, and thoroughly sprinkledjust before the mortar is applied. 

Every stone, both of the facing and of the backing, must be set or laiJ 
in a full bed ef mortar, and great care must be taken that the vertical joints 
are thoroughly filled with the same, well forced in with ihc trowel. 

All stone used must be quarried without blasting, and must be sound, 
strong and durable, free from seams, scales or earthy matter, and of a kind 
not easily injured by frost or waier. Store quarried alter the tst cf Octo- 
ber will not be placed in the wall before the ist of April following, unless 
by special consent of the Engineer. 

All the iKortar used in these locks will, unless otherwise specially directed 
by the Engijieer, consist of two parts, by measure, of sand and one part ol 
hydraulic cement, with only enough water to form a paste, stiff enough lo 
handle with a trowel. Mortar must be used as soon as it is thoroughly 
mined, and if allowed to set befoie using, it must be thrown away. No 
grouting will be used on the work except by special direction. 

No work involving the use of mortar will be done while the temperature 
is below 35° Fahrenheit. 

It be freshly burned and ground, and equal in all respects 

the best Louisville brands. It should be finely ground, and free from 

t matter, and must set strongly-and firmly. Every barrel 

.vill be tested, and such at, are rejected must be removed at once from iho 

nily of the work. In oider lo avoid deterioration, contractors are advLsed 

J provide cement sheds, and use every precaution lo keep the cement 

lughly dry. No common or fat lime, or cement that lails to pass the 

s to be used in any part of the work. 

The sand must be clean, sharp and free from vegetable matter, atid must 

lod and washed if required by the Engineer. 
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Cutstme, where used as facing , must be laid in re^lar courses, headers 
and stretchers ; no course to have a less rise than (18) inches. Each stone 
to have at least one-fourth (X) niore bed than rise, and a length cot less 
than twice, nor more than four times the rise or thickness of the course. 
The knd must be at least one foot in all cases. 

The holknv quoinsy if required, (it is probable that the gates used wiU be 
such as to dispense with at least one pair of hollow quoins,) must be cut in 
a single stone in each- course, at least (4) feet wide and seven (7) feet long, 
laid alternately as headers and stretchers. Mitre sills will not be built under 
these speci^cations. 

1\it coping stones must be at least three (3) feet wide and five (5) feet 
long, or must have a bed of at least fifteen (15) square feet The thickness 
of the coping must be at least eighteen (18) inches, and each stone must be 
dressed true on all sides but the back, which will simply have a straight line 
"pitched** along its upper edge. 

'^t faces of all cut stone and the top of the coping will be dressed with 
care, either thoroughly axed or bush- hammered to true, even sur&ces, 
with dean angles and perfect edges, and without marking or spalling. The 
cuned surfaces of the hollow quoins must be made particularly smooth and 
true. 

The beds and vertical joints must be pointed down to true planes without 
projections or cavities; the former eighteen (18) inches and the latter ten 
ten (10) inches back from the face, to admit of being set with one-fourth (X) 
inch joints. The remaining parts of these surfaces to be broken or pointed 
off, to admit of joints not more than one ( i ) inch thick. Beds are to be cut 
parallel with the quarry bed, and vertical joints to be perpendicular to the 
beds and to the face of the wall. 

The quantity of cut stone masonry will be computed by allowing two feet 
thickness measured from the face of the wall ; but no constructive measure- 
««/willbe made at corners or openings, or in other words, no part of the 
wall will be measured twice. The coping and hollow quoins will be mea- 
sured as cut stone throughout. 

Rock face masonry will be the same, in all respects, as the cut stone, ex- 
cepting that the face will have a straight line pitched around it, instead of 
being cut to a plane surface. No part of the surface will, however, be 
allowed to project more than one inch from the pitch line, unless authorized 
by the Engineer, for special localities. This class of masonry will be mea- 
sured in the same way as the cut stone. 

RvhbU will be built of stone at least nine (9) inches thick, and each stone 
must have at least one-fourth more bed than rise, and a length not less than 
twice nor more than four times the rise. The coursing may be irregular, 
excepting that when used as backing it must course with the facing, and 
where it is used as facing it must bond with adjoining face work. To accom- 
plish this, stones of a smaller size than those just prescribed maybe intro- 
duced to a Umit^ extent, when authorized by the Engineer. 
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The stones must be broken or poir.tcd down to regular, even surfaces, 
square with each other, to lay wLth joints not more than one inch thick. 

The stones must bond together at least nine (9) inches, and headers al 
least four {4) feet long must be inserted at interv^ils of ten or twelve feet, 
each header falling over the interval between two headers in the course next 

The rubble will be measured in the same way as the cut stone, excepting- 
that the actual thickness of the rubble will be taken, including those por- 
tions of face stones not measured as cut stone or rock face ; but in no case 
shall the thickness ofwall or any other dimensions of the same as measured 
be greater than the dimensions shown by the drawings, even if the contrac- 
tor has exceeded those dimensions. 

Concrete. When concrete is ordered for any part of the work, it must be 
made of three parts, by measure, of coarse gravel, or broken stone, small 
enough to pass through a ring 2% inches in diameter, and one part of the 
mortar already described. 

The stone or gravel must be hard, strong, and free from dust, and must 
be wet or washed before mixing with the mortar, if required by the Engi- 

The ingredients must he thoroughly mixed by hoe and shovel, or by a 
concrete mill, so that every piece of stone or gravel shall be entirely coated 
with the mortar. 

Concrete must be laid as soon as it is thoroughly mixed ; the mass being, 
deposiwd in successive layers not more than six inches thick, and each layer 
being thoroughly rammed before the next one is laid. The concrete must 
be mixed so dry that no signs of water will appear until the ramming is 
nearly completed. 

Concrete will be substituted for rubble b.icking, filling, &c., to the extent 
required by the Engineer, and the quantity of concrete measured, will be 
the actual number of cubic yards, so required and laid. 

Approximate Quantities. 
In Cubic Yards, M,.uHred in Position. 
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It should be disfinetly understood thai these quantities are only approxi- 
mations, some of them being of such a nature as to be impossible t( 
mate with any degree of accuracy until the wirk is in progress. Slight 
changes in the grades, or in the location of the line, which may be made in 
consequence of fa:ls hereafter developed, may cause great v 
quantities herein given. 

W. R. KING, 




For a Dam of Masonry. 

Specifications 

For Dam No. 4, near Cabin Creek, on the Kanawha River. 

SecpagMaii, w9, 3SS.'5'- 

The works consist of a Dam, Abutment, Pier, and the floor of a Naviga- 
tion Pass, adjoining Lock No. 4 of the Kanawha River Improvement, \ 
Cabin Creek, West Virginia ; all of which are shown by the drawings. 

The dam or weir will be of masonry, about 200 feet long, [4 feet high 
from the rock, (which is about 1 1 feet below extreme low water surface of 
the river, ) and 1 6 feet thick at base ; with a batter on the face and rear. 
It will be covered with heavy stone, to which the longitudinal timbers 
shown on the plans will be bolted, and the space between the timbers filled 
with squared, dressed rubble, all to be well dowelled. The abutment will 
be of masonry about 16 feet higher than the dam, about 35 feet long, with 
return walls, securely connected with the bank. Walb will be about four 
and a half (4^ ) feet thick on top, with a batter on the face. They will be 
' coppd with heavy stone, well dowelled. The abutment will De filled with 
solid material, (earth, gravel, &c.), and protected over its entire upper sur- 
face with a heavy paving laid in mortar on a course of concrete. 

The pier, which will separate the dam from the navigation pass, is about 
50 feet long, 10 feet thick, and rises 9 feet higher than the dam. 

The floor ot the navigation pass will be a platform 250 feet long, about 
50 feet wide, and 5 to 6 feet thick. Its upper surface will be about 5 feet 
under water at low stages. It will be composed of a grillaf;e or crib- work 
of limber filled with concrete, covered with a stone pavement in mortar. 
The irain sill and such other parts as the Engitieer may direct, shall oe of 
cut stone. This portion of the work is represented as to its general charac- 
ter only, subject to variation in arrangement of the details of its surface. 

The lock which these works adjoin is already under contract, and in pto- 
cess of constuiction. 

The works will conform to the drawings exhibited, and to such others as 
may be furnished from time to time. 
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The contract will cover the necessary dredging and excavation and other 
preparation of the site, all coffer-dams, pumping and bailing, embankment, 
puddling, masonry and timber work, the grading and protection of the 
bank ; and the entire construction and completion of the work. 

Grubbing and clearing will cover the removal from the site of all trees, 
bushes, stumps and roots, as well .as snags, stumps and roots under water. 

Excavations will include all materials removed from foundations, for chan- 
nels, for coffer-dams, in grading the river bank, and to obtain material for 
embankments. They shall conform to such lines and levels as maybe 
given by the Engineer, and be deposited at such places as he may direct, 
being used as far as possible to make the necessary embankments, The 
contract price will cover the cost of transportation and placing in bank. 
Rock in place or other material so hard that it can best be excavated by^ 
drilling and blasting, and boulders of more than 9 cubic feet shall be classi — 
fied as '* Rock excavation ;" all other material as *' Earth excavation.'' 

Embankments include the filling behind abutments and walls, the grav — 
elling of the dam, and such as may be required to fill out and grade the^ 
river bank. They will be composed of material from the excavations, 01 — 
borrowed at such point as the Engineer may direct. Whenever practicable, 
they will be measured and paid for as excavation onl) ; where this is not^ 
practicable, the materials will be measured in embankment and paid for at 
the price of excavation, without allowance for increase or shrinkage. When- 
placed above water, they shall be carted on, and spread in layers of ten 
inches ; or if carting is impracticable, they must be spread in 6 inch courses 
and well compacted by ramming. Embankments in contact with masonry, 
shall be puddled for such thickness as the Engineer may direct. 

Puddling will be composed of clay, or clay and gravel mixed in nearly 
equal proportions, it shall be spread in eight inch layers, thoroughly wet, 
and cut and worked into a homogeneous water-tight mass. The price to 
be in addition to the excavation price, and the material to be measured in 
the bank. 

Coffer-dams will be built by the contractor subject to the approval of the 
Engineer ; the cost of the same as well as all pumping, bailing, and repairs 
to be covered by the prices for masonry. They will be kept in order and 
kept clean by the contractor, but he may be paid for the removal of material 
deposited in them by floods, at his excavation price per cubic yard, unliss 
due to delay or neglect on his part, of which the Engineer will judge. 

The whole space to be covered by the works will be exca- Foundations, 
vatcd to the solid rock, togetjier with any pits for anchor plates which may 
be required, and any loose or soft rock shall be removed as the Engineer 
may direct. The masonry of the abutment, weir, and pier will be built 
directly upon the rock, which shall first be cut into good horizontal beds for 
the first course of face stone, so that each stone may have a full bearing. 
These stones however may vary in height and be levelled up on top with 
l^rs or by checking. Rubble and concrete backing shall rest on and be 
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I attached lo the sound clean bed rock. The necessary bolts, pKiteSj &c., will 

I be inserted as the work progresses. 

The coping, the rounded corners of the abutment and Masonry, 
aier, the borders of openings in them, and the sills of the 

f will be of cut sioncs. The vertical face on the abutment, the coping and 
ng of the dam, and the lateral faces of the pier will be of dressed rub- 
ble. The face and wings of Ihe abutment, the face of the dam below the 
coping, and the ends of the pier will be of tock faced masonry ; and the 
backing of all walls will be of rough rubble or concrete, as the Engineer 
may direct. 

A!l stone shall be perfectly sound, hard, strong, not affected by frost, free 
from seams or qu.irry scale, and t" ring under the hammer. Stone for cut 
work to be such as con be truly wrought to such Unes and surfaces as may 
be required, whether curved or plane, and all stone for the same class of 
work to be as nearly as practicable of uniform color and appearance. 



Cut stone shall be ii 
have at ieasl one-fourth ii 
and arrangement of cut s 
joints will be dressed with 
on the beds ; the joints t 



s not less than i6 inches high, each s 

ore bed than height. The general dim 

one are shown by the drawings. The beds and 

care, tru*: and out of wind, without slack or viant 

1 he full for 12 inches from the face, to lay with 

ighihs of an inch joint. The face will he cut true and to the proper 

es, with clean, sharp arrises free from spalled places, and formed hy nar- 

V drafts on the beds and joints, as well as on the faues of the stone. The 

gcs of cut stone which adjoin masonry of a rougher class shall have a 

bevel or rustic of one and a quarter inches ; the edges of all grooves and 

recesses to be slightly rounded. Any stone having defects concealed with 

cement or other material shall be rejected on that account alone. 

Coping will be of uniform thickness throughout each course; not less 
:han iS mehes thick, and shall conform to such plan as may be furnished by 
the Engineer. It shall be cut fine on the top and face, and pointed off lo 
good, fair beds and joints, with clean straight arrises around the face, and 
upper surface of the stone, except the upper front edge, which shall be 
rounded to a radius of 2 inches. To be well dowclled with two cast iron 
dowels for each s^onc ; dowels ten inches long with swelled heads, run in 
with Portland cement. 

Dressed rubble to be of squared stone not less than lo inches high, with 
lo bed less than 18 inches, or less than the height of the stone, and the beds 
)f two adjacent stones shall vary in breadth at least six inches. One fifth 
of the face to be headers four feet long or longer. Stones intended lo 
course together shall be of uniform height, to be so arranged where they 
bond with cut stone that the beds of one class shall correspond exactly with 
those of the other, but courses may vary by checking, or by an occasional 
, Icvcler, not less than four inches high, Beds shall he dressed entirely 
through, and every stone shall be set on its best end ; joints to be full for 
fix inches from the face, and all beds and joints to be normal to the face or 
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Is and joints will be poinlsd 
o lay with five-eighths of an inch joints. 
r three-fourths of an inch from the 



nt such angle as may be prescrihed. 
ilown to fair, plane parallel surfaces ti 
The faces shall have no projection « 
JraOs. 

Rock faced masonry shall be similar to the above, but [he face may be left 
rough, but with no projection grt-ater than 3^ inches — each stone to have 
a draft around the face of one and a quarter (iX) inches or to be neatly 
pitched off at an angle of 45 degrees as the Engineermay direct. 

Rough rubble for backing shall be of large, (.lean, well shaped stones, 
hammered to good fair beds so that they will lie solid ; all to be well bonded. 
Cutting or dressing a stone after it has been set is prohibited— except in 
special cases by consent of the Engineer. 

Concrete shall be composed of bioken stone or gravel, which will pass 
through a 2'A inch ring, free from dust and dirt, to be screened if required 
by the Engineer. To be thoroughly mixed, {withthree i6thsof its bulk of 
mortar,) carefully put in place by such process as the Engineer may ap- 
prove, and rammed or pressed into a solid mass. 

Paving will be of hard well shaped stones of even thickness, sixteen inches 
in depth, laid in morlar. 

Slope walls of dry rubble masonry will be made of well shaped stone, 
hammered to fair beds generally iS Inches wide, laid to the proper lints 
and slopes, and at right angles to the .^lope and to reach through the wall 
on a bed of gravel or spalls six inches thick, and shall be finished on top 
with wide stone, jointed. The face to be well wedged and pointed with 
pinners and sp.ills. 

Rip-rap and filling for cribs will be of sound rubble stone as specified 
above, such proportion as the Engineer may require, to measure one and a 
half cubic feet each. Such portion of the gravelling of the dam as the En- 
gineer may direct, shall be made of " rip-rap'' and paid for at rip-rap price. 

Ci-'ment will be of good and uniform quality, setting firmly and strongly, 
but not too quickly ; subject lo the approval of the Engineer, and to con- 
stant inspection. It must be a fine dry powder, free from cinder or other 
inert or injurious substance, and kept under cover in a tight shed or cement 

Sand to be clean, sharp, silicious ; to be screened and washed if required 
by the Engineer. 

Mortar to be composed generally of two parts of sand to one of cement, 
well and thoroughly mixed, and used before it has begun lo stiffen. It must 
not be used on the " second set." For concrete In foundations not exposed 
to running water, the mortar may with the consent of the Engineer have 
two and a half paits of sand to one part of cement. 

stones to be wel! and solidly laid lo the proper lines. Laying nataary. 
beds of mortar, and settled in place with a wooden maul. The 
'■cc stone lo be well filled with the trowel or other tool. Rubble 



nag will also be laid perfecdy solid in full beds of u 
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joints to be well filled with the same ; all space shall be filled with mortar, 
into which spalls and selected pieces of stone shall be driven until the whole 
is full. The use of grout or fluid mortar is prohibited. 

Face stones may with the approval of the Engineer be backed with con- 
crete in layers correspondmg with the courses of stone, rammed solid. 

Proper machinery must be used in handling large stones, and every stone, 
the bond of which is broken, must be taken up and reset. 

The bond of stone will in no case be less than eight inches. 

Face work will be jointed and pointed as the work progresses, with the 
same mortar with which it has been laid, pressed in, and smoothed or burn- 
ished with a proper tool. 

Masonry will not be executed during freezing weather, except by consent 
of the Engineer, who will prescribe what precautions shall be taken to pre- 
vent injury to the work ; and all new and unfinished work shall be properly 
protected by the contractor at his own cost. 

The contractor shall build into the masonry, without extra charge, all the 
iron work and timber, sills, anchors, plates, &c. 

Timber shall be white oak or white pine, or such other as Timber. 
may be approved by the Engineer officer in charge, sound, straight, free 
from shakes, cracks, loose knots or other defects impairing its strength, 
durability, or fitness, and subject to the approval of the Engineer, properly 
sawed or hewed to prescribed dimensions, the surfaces to be fair, and out of 
wind- Where the use of flatted timber (that which is hewed or sawed only 
on two opposite parallel faces,) is permitted by the Engineer, the contractor 
shall be paid for so much only as the log will square. The price of timber 
shall cover the cost of framing and placing of nails, spikes and pins. 

Iron work will be furnished by the United States, and built into the work 
by the contractor without extra charge. 

Earth and rock work will be measured in excavation, and Measurement. 
the price per cubic yard will cover its transportation and placing in embank- 
ment. 

Concrete and rough rubble will be paid for by the cubic yard in place. 

Dressed rubble and rook faced masonry will be measured and paid for by 
the cubic yard for an average thickness of face, to be determined by the 
Engineer, and to which the work in execution must conform. 

Cut stone masonry and coping, will be paid for by the cubic yard, meas* 
ured before the stones are laid. 

Timber and plank by the looo feet, board measure, of the dimensions 

prescribed and furnished. 

The prices for masonry shall cover all coffer-dams, pumping and bailing, 

machinery, &c., as well as drilling and cutting for bolts and dowels, and 

generally the prices bid will cover all expenses incident to the work. 
AU material rejected by the Engineer shall be piled in General conditions. 

sightcear the works, and so remain until the same are completed. 
Within thirty days after the completion of the works, the '-'^"'^ractor 
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or resident 
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shall remove from the site all coffer dams, rubbish, old and unused material, 
and leave the whole in perfect order and condiiion. The slopes of all ex- 
cavations and embankments shall be neaily finished and trimmed to the 
prescribed slopes, the lop and bottom edges correctly lined ofT and defined. 
In their first execution they will be left full, so that there maybe some 
earth to remove in the final dressing. This dressing will be covered by the 
contract price for excavalion and embankment. 

From sunset to sunrise the work shall be lighted in sue 
factory to the Engineer, as to prevent accident to boats nav 
river. This lighting shall be done by the contractor at his o« 
and he shall be liable for any and all damages due to neglect in 

The work will be conducted under the direction of the local 
Engineer, who shall have power to prescribe the order and manner of ex- 
ecuting the same in all its parts ; of inspecting and rejecting materials and 
work which do not conform to the true intent and meaning of the drawings 
and of these specifications ; but the decision of the United States Engineer 
officer in charge of the works shall alone be final and conclusive upon these 
points, and upon all questions arising out of these specifications, and from 
his decision there shall be no appeal. Within one month after the award 
of the confact, the conlraclor must elect a resilience, to which all letters 
and notifications concerning the work may be sent 

The work must be commenced within thirty days after the execution of 
the contract, and completed by or before the 31st day of December, I878. 

Payments will be made monthly, reserving 10 per cent, of Psymtnis, 
all monthly estimates until the completion of the whole work ; and no pay- 
ment will be made for material until it is actually in place in the work and 
has been inspected and accepted. But if the contractor, in judicious prose- 
cution of his work, should prepare non-perishable material in advance of 
the proper time to put it in the work, the Engineer ii* charge may, 
discretion, pay him for such material, after inspecli 
United States, a proportionate part of his contraci 
work, to be deducted from the final estimates when paid. 

Extra work shall be done only upon the written order of the Engineer, 
when time will permit i the quantity and value to be agreed upon in advance 
when practicable, or if impracticable, then immediately thereafter and with- 
in the next 30 days succeeding. 

The right is reserved to make such changes in the plans and specifications 
of this work as the Engineer in charge may think proper, and in case such 
changes shall increase or diminish the expense of doing the work, it shall 
be his duty, with the approval of the Chief of Engineers, to add to, or de- 
duct from the contract prices in proportion to such increase or diminution. 

In the event of the appropriation being exhausted before the completion 
of this work, or for other sufficient c.iuse, the right is reserved to the U. S. 
^-Dgineer in charge to suspend the contraci without liability on the part of 
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the United States, upon giving thirty days notice thereof. In which case all 
the work done and materials furnished will be paid for in full, together v/ith 
the reserved percentage. 

In case this contract should fail or be annulled, all coffer dams and cribs, 
with all their adjuncts, appurtenances and accessories shall thereby become 
the property of the United States ; and any and all materials, tools, ma- 
chinery, boats, tramways, cars, &c. , prepared for or in use in the prosecu- 
tion of the work, together with all leases, rights of way and quarry privi- 
leges, may be purchased by the United States at a valuation to be deter- 
mined by the Engineer. 

It is recommended that each person bidding shajl visit the site, either 
personally or by competent agent, ascertain the character of the river as to 
floods, low water, &c., inspect the style of masonry and other work exe- 
cuted under similar contracts upon other structures of this series, and ob- 
tain the information necessary to enable him to make an intelligent pro- 
posal. Bidders will state whether these recommendations have been com- 
plied with. 

All available information will be given at the office of the Resident En- 
gineer, Charleston, Kanawha County, West Virginia. 

WM. P. CRAIGHILL, 

Major of Engineers, 



U, S, Light-House Board, 

In this department of the Government service the forms are 
all similar and some of them necessarily very prolix. A single 
example will therefore be found sufficient. 

Specifications 
For the Light-House on Southwest Ledge, near New Haven, 

Connecticut, Long Island Sound. 

Office of the Light-Housk Board, 
See pages 211, 927, 254. Washington, D. C, 1875. 

General Description, 

The Light-house is to be built on Southwest Ledge, a rock in Long Island 
Sound, near New Haven, Connecticut. The shoalest point on the rock has 
on it ir^ feet of water at low tide, and drops off in all directions into deep 
water quite rapidly. 

The uneven surface of this rock was leveled with concrete and small 
quarry stones, upon which were placed two annular tiers of dimension stones' 
28 feet in diameter and 3 feet thick. 
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On top ol tliis foundation, which is lo fed bdow niiian high water, was 
5Ct a cast-iron tube 24 feet in diameter, resting on the slone foundntion *i!!i 
a wide bottom flange; it is composed of rings 6 feet high, the lower ring, 
which is surrounded with np-rap, being I X i""^^ thick, the two next are J 
inches thick, and the upper courses are each 1 inch thick. This foundation 
b surrounded by a rip-rap protection of large but irregular blocks of granite. 

The concrete filling of the lube extends solid up to the cellar, which is 16 
feet in diameter and 7 feet hi^h. 

The dwelling, which is to be entirely of iron on ihe outside, will contain, 
in the principal story, a living-room, kitchen, pantry, and a hall, from which 
stairs will communicate to the cellar and the upoer floors. The roof will 
contain two stories, two bed-rooma being on the lower and the oil and walih- 
room on the upper one; above this will be the lantern. 

The iron shell of the house will rest on a frame made of rolled-iron beams, 
which will also support a gallery which is surrounding the entire super- 



i with the shorp will be afforded the kerpers by boats, 
which, when not in use, are hoisted on wrought-iron davits secured to the 
gallery. Access will be given to the light-house by two kdders from the 
water to the gallery, which are to lie made in two hinged sections; the upper 
part to be strongly braced and stationary, while the lower one can be hoisted 
up when not in use. 

The gallery is to be protected by a wrought-iron railing, and two co.il- 
slidca will kad from the same to the ccllnr. The cellar to be lighted by tuo 
windows, in the lop of the caisson. The framework, which carries tin- 
dwelling and ilie gallery, is to be supported on the omside by cast-iron 
brackets, which aie strongly secured lo ihe caisson; the beams lii be bulled 
to iheni, thus securing the superatrnclure lo the foundation. 

The wooden entrance-dour to be made in two folds, swinging outward, 
and will have a transom-light. The stairs are to be inclosed with tongued, 
grooved and headed narrow boards from the first-story floor to 2 feet 8 
inches ibove the second-story floor, where they wil! be cut level and capped, 

The pantry to be fitted up with shelves and drawers for storing provisions 
In the living-room and the kitchen are to be located two stoves, tor heatin;^ 
and cooking purposes; the smoke-pipes lo he double, to prevent accidents 
from fire, and where they pass through the floor an additional ring to be 
provided, thus forming a double air-space between the smoke-pipe and Ilie 
floor and ceiling. Drums to be provided in each of the rooms of the second- 
story for heaimg those apartments. The smoke-pipes to be carried oulsidi; 
of the roof and linished with Emerson ventilator-caps. 

The stairs to be continued from the second-story to the watch-room ; the 

bntcm to be reached by a step-laddei, an iion trap-door being provided in 

! lantern-floor to shut out draughts. A door in the parapet to lead hotr 

lern to the gallery, which is lo be used by the keepers to clean the 

3SS fiom the outside; it is to he protected by a plain wrought-iroTi 




SPECIFICATIONS. 

In the watch-room there is to be the clock apparatus for the fog bell, the 
latter being placed over one of the large dormers which give light to ihi: 
second-story; proper boxes to be provided for the weights of this machinery 
as well as for the weight of the apparatus revolving the lens; both boxes are 
to be carried below the first-story floor, so that the weight c 
the level ol the cellar floor. 

The two floors of the light-house are to be constructed with timber joists 
placed i6 inches apart from centers, the first tier resting on the flanges ol 
the wrought-iron framing-beams, the second tier on the flanges formed at 
the joint of the dwelling castings with the raain-cornice castings. Both ti 
of beams are to be stilTened by rows of cross-bridges. On thpse beams are 
to be laid the floors. The ontside walls of all the rooms and halls are to be 
lined with a double thickness of narrow tongued, grooved and beaded boards, 
with a layer of tarred roofing-paper between them; also the inclin 
roof surfaces; this lining to be nailed to pieces of furring, wedged tightly 
I the ribs of the iron-house inclosure and that of the roofs. The 
ceihngs are to be hned with a single thickness of the same boardmg. 

The cellar and the watch-room windows to have metal sashes ; the windows 
above, and the principal dormers, to have wooden sashes. 

The cellar to cont.iin two water-tanks, into which the i 
:oiiducted. Overflow-pipes lead froni the upper part of the 5 

The lantern lo have an iron parapet lined with wood, 
post 5, and a dome-shaped copper roof, terminating with a ventilator ; 
jjinnacle, which will form a lightning-rod. 

The whole light-house being of metal, there is a continuous metal c< 
tact with the water. 

The focal plane of this hgh(-house is lo be 46 feet 8 inches, and the f 
Icry is to be 14 feet 7)4 inches above the level of highest tides. 



Details. 



n the sections ■; 



The top course of the cais 
ilready completed and in place. causon. 

It is made in 24. castings, each 15 degrees in arc, 1 inch thick, with bot- 
tom and side fla ngs 1 % inches thick ; a horiionlal flange on the inside, nt 
the level of the under side of framing-beams, I inch thick; and a small 
fiunge on top, forming a rest for the drop-flange of the gallery-plate. The 
castings will be strengthened by vertical ribs, as shown on the drawings. 
The lower horizontal flange of this course will be joined to the top flange 
of the upper section, in place, by ninety-six (96) 1 ^-'"ch bolts, each \% 
inches long, four to each section. The holes for these bolts will be drilled 
j«lter the work is set up at the place. The vertical flanges will be bolted to- 
f^ether by eight iX-inth bolts each. Two of the castings wfll have open- 
-mgs for windows, with flanges, the inner ends of which will be faced. Eight 
6f the castings will have seats for the corner brackets, four right and four 




So 

kftr and 2g!it odbsr mrfn^ vcH l&ne seats ixr :be "iTflnaiirtta te bradoets, 
jctir ligbt ami ibor SbbL Tlie :do of i^ Ti-yrngr v^ !>e ii£:aed to receive 



cc tsie gaLuenr :rEsdi'. 



1^ GOBXEacsor vtil ksKve ib^e apcatBLot aciiuca:^ :&e cBCia^ wfiidi form 
trfee aop ot tfe cast-troa czbe. <sc2!er ia a. sag^ tacr iir cokesc at 7 fert 8 
uK&es in betg!tt> or d&t^ 3225 be <ibrii2K:>i. :mo r?m umlms of 3 !ieec 2 indies 
and 4 Iret 6 szbdKSi. respeccrveiy. la dke l^ECSer case d^^focacnbd joint mill 
be 11911? at t&e bocami ot t£te bdlk 'ri,'*^^^^.^ <«tdi cV-ok^ horiaoatsl 
jangles acftd BmetYssbL i V-ioic^ bcits. 

As cteR SOT be a. s&^bt icanaBfis. fron^ x snse caoe or d!ie present tap o£ 
dbe casr-iroa txbe* tbie EBig^oeer will fttnus^ :&e iiwrf ria a ttcBplet gir- 
ia^ t&e shape exictiy« Tbe mev coccse otasa: ^le xxsaAt :d 

^d Mncwinj^, Rix^ vol ^K j^TQvv&eitk 'TMiiifr of vra«g^--tmt. 
:ive^ed d» wRNi:g^--jxcii ptiaces;. v2tadk wuL be ^amimfu^^X ^ :^ . .li'tfwi bj foor 
c^Gitcii boits eadu la sadt phsces as wuL be dkertnif jy :Le E3!^ 

T!re sasf&es sx^ t&e two ceiliar vunxows^ as saiiwa jt <iet3u. 
OS Sace 4* vtLL be ot cast-oraiL A2 :te jictsioe attafimgs wiSL be planed. 
X!iie ^iaas viH be ^^u ia Mnie by brazae scrrps^ ssoezDPt by i ^.-isodi tap- 
scrtfws^ Firt %ic the barbies vuL be ^Kcesecr slt :&e caoBBR %-a%r.ngi by two 
S-^ndi Cap>-^}eits ^xriu :rbe other Ttrt jc i5e 2uz$e bexo^ c:bs :i» dbe sx^ : 
:£ie bvMSs abr dke puxs^ vbic^ are jt aat.L wul be boieeL T^ sah vffi be 
nr.nie v:£Qer<t^t by a ccttQnucus rxiJO^er bamL antL arrari'^^ed za be diam 
i^ Close by mems «jt r«e ^e-^xnts «tdt 3titniascre^«- 

T!te suicees bracisecs sappertm;^ the ^SLlerr wiL be -jt %wiihi> 
:3s;-,rtjcr. Tbe ei^c larmier br.i:ssKS ui cer aK t :5adi seller aL ctgfrc ao^ks ; 
*our «rll be titxil dSQs^ the xher sncr mil je jt t:«o aiesas endk. wfasch 
wtIL be betit 3crge?her ami tcr -ixe !TxiI bracicetsi ':ry sx ^.-osdk boiCsL Tbe 
e^c .nce?Tne«hacs bF»:i&ets «tll be ^nst mith. x 3oas^ iir die rauixi^^-aCBBciards. 
ijjci n the brscoits T»ni be s^^ran^ tu the :aia»ni by t^wj t '^-oadk boixs. 
All sxrtsfec^s v}f ci^acict ot the bradcet:}- ami the .::asBoa casnT^gs ami «]f the 
brac^ists ^rdi 53Lii jcher -mtil be tri-ioei. 

T^ «r«vi*Iiix^ mxi ttie nt^xui ^J^ilery -vill be ao p pu i te a by x itiihi !!■■& 
Ttrme ?jatp«s«^i Jt Xvj* 4. beivy OKOcii Fhosnx '>esats ami XiOL tj 6-indi 
FbosttLS. vrTanttei-..rotr>> T^ie brims' "vxil be vjt tbe iailamii^ jCBge&s : 

*\ :-^^-e ::ie rx. ijrts- -rr:;:r5«i»:t ut^-^ ■»!;! be cine*! by atr^pje-ixoas omde of 

.v.-.t :u--: -^.^is .tf>: >v 4.-,:rch bcitSv J'ne .re' ~iie ^aur .nt^es at cacb 

.' -t'-^j^'r-:, :: *.J. re i-.c'^ ?v i tasKirr-c wrm^ijc -t bwss- iar uie ra^Iinor-^aadMd. 

'/...- :c --iLx: :•.:-! .iv:"::ct::5» :c ::te btii^rt^ »:cii -.iie d3;;2x:ne^-%raKS -wnl be maifie 

::i:Kiz^'5- v.:.^-:t ic :i is- 20.s.:ti2' cr iitri b*3itc-%:a.-* ics - they ^ocil be beiiiin 

ihe beauts- -Lmi ^h-urr:t'.~»rt:c> >y % -»:?^. : bK:i.*.Sw "Tbe .icher awr amnecQims 

bv '-^-uudx >iuer- ouic rv:i.t!c:»i mixt \ -^adx buics^ Tae dhacL* 
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nel-irons will J)e held to the intermediate brackets by the bolt ends of the 
standards passing through the same. The beams will rest on the flange 
prepared on the caisson casting, which will be planed at the places where 
the beams rest. The openings left between the webs of the beams and the 
caisson will be filled with castings riveted to pieces of boiler-iron which are 
fastened to the beams by >^-inch bolts. The beams will be bolted to the 
cast-iron brackets. 

The gallery will be made in 12 castings or plates, (shown Gallery plates, 
on place 3,) the upper surface made rough with checkers. A rising flange 
will be provided on the inside and a molded nosing and drop-flange on the 
outside. On the under side, the plates will have a system of strengthening 
ribs, and a circular drop-flange planed to rest on the top flange of the cais- 
son. They will be connected through side flanges by ^-inch bolts 
through th6 rising flange. Chipping pieces will be provided where the 
plates and their flanges rest on the beams and the channel-irons. All sur- 
faces of contact not specified to be chipped must be planed. Plain margins 
will be left on the upper surface around the edges. Where the davits rest, 
a circular boss will be raised above the general surface, and where the 
braces are fastened through the plates and channel-irons, they will be pro- 
vided with lugs underneath. Two of the plates will be provided with circu- 
lar coal-holes with raised rims and cast-iron covers, which will be secured 
with chains to the flange below. One of the corner plates will be provided 
with chipping pieces for the attachment of the water-closet. 

The gallery railing will be of wrought-iron. The lower Gallery railing. 
enHs of the standards pass through the flanges of the channel-irons and 
brackets and are secured to them by means of wrought iron nuts. The four 
interior angle standards will be fastened tothe angle castings. The stan- 
dards will be square where the rails are attached, and will be drilled for the 
bolts holding the palms of the lower rail ; a circular collar will be forged on 
the lower end where the standards fit on the gallery. 

Holes are to be drilled in the rails to receive the ends of the stays ; in the 
^ower ends they will be countersunk. The stays are made of >^-inch 
round iron, reduced at the ends to ^-inch for riveting to the rails. 

The upper rail has a rolled-iron cap, (No. 56 Phoenix pattern,) which will 
be riveted to it with X-i^^ch countersunk rivets, one to each alternate space 
between the stays. The bar-iron of the upper rail will have scarfed joints, 
cJrilled to slip over the ends of the standards, to which they will be held by 
ornamental brass nuts set on square washers of cast-iron. At the water- 
closet the railing will be joined to the jamb and to the joint of the plates by 
\)olts, and the corner standard will here be omitted. 

There will be two gates, made similar to the railing. Gates, 
hung on two wrought-iron self-acting hinges. They will have a diagonal 
brace of bar-iron, through which the round irons of the caging will pass. 
Stops will be provided for the gates, which will be locked by spring latches 
riveted to the upright frame, 
F 
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Thtre win be two ladders from low-water level to ihe gal- 
lery, thown in the general plan, (plaie i,) and construcled as shown id 
delnil. (plate 6.) The Udder-bcams will be made of No. 15 Phtenix 
ADt-lclron i Ihe ladder will be in two seclions, united in the middle by 
n hinges wilh steel pins, bolted 10 one pair of iidder-beams and 
rivctcJ to the other pair. The tipper pait of the ladder wiU be held in 
pUce by two wroughl-iii^n brackets bolted lo the beams. The lower part 
of the upper half will be held in pla« by a frame of T-itons and tie-rods 
of the dimenMuns shown on the drawings, bolted to the caisson by eight 
^■Inch tap-bolts, and lo the lower end of liie ladder-beams by four siroJar 
Imtli. The two cross- pieixs at the joint will form a tread, and the other 
trcmli win be spaceiJ from the sune with 10 inches average rise. The 
in-adii to b« of wrought-)(«n. roughened od the upper side. A band-niil lif 
[ouml-ir«>iv will be rastened to the outer beam of each ladder and to the ex- 
lorlor vtnndar^l of the gallery. 

Thtee cye« will be pn>vided to c»ch bdder for the attachment of the 
hi'iillini-vhain. Two will be jiveteti 10 the beamd of the lower laiU, 6 
liitrhca ftwn the end, Tbc thini will be riveted to the right beam of the 
ujiper hair, j iitehe* abow the hince. in order id hang the cliaiii when the 
U<lil«r i« li>wt?rml. 

Thi'r** will b« fi>ui wtouchi-inm boat~4ivtb, of ibe fenn B M ^i i a. 
itnd iliincniioni ihown. The |uvot at the botlon wiQ be turned. A cdUti 
will liv ku nvil tot ii>t Ihv betttms uf the biaces to rest on ; the portioii above 
lUv wtliw l> tw be iMinutU The bruK« wiU be onade of Xo. 69 Pbtenix iioa> 
cut and hhitpvd in lh« iH<tan«r xhown on tbe diawiags. ta be lastsatd wiili 
X litvh bulU Ihiwi^tl the top Ifattifef of the beams aad Hiannel-irens; 
«lxiv« Ih^y WlU bt (.ulvunl »ttK wttw^ht-iroB rinf, whkA will be bond 
(i> ttl th> kUvtt by lwi» >iiut;h t^(K-boto^ A dett fae fasKning thenp: 
wtll bv ti>iiHii"J by Iwv |UkAv« oj iwuud wtiMjcbt^nan Capped imo the mf, 
lht> iippiM tuttl i4 Ihe ddvit wdj t< &u wMk X ^iUed bol^ ibangfa wbicli 
Nil vyv-Ml wiU t» |iiM«e<K TIm uM wUI be secnted wttb a pCA. 

'fhtf w«tt>(-i')wit>l will hv touaied «» shows oa the general WiKr<k« 
pluni (iKv «h>tAib tU i,\MwtiiMiwi *te jwea on anodter pinte.) The 
Urtifeiy-pUtP, tw whtvh it wiU U- Cutv-mn^ will be pnnuJeti with tailed sui- 
fatwi Itu lh« iMVplii'U \^l th-." tivtliinw. irtjde of ; by - iacfajes angle-tn«, 
wivuh w*» W twld H' tliu pl-ile I'v '■. uKti SjIu, a ptua saddle-stiip will 
W HW ott. tw HW ^iliuw Ihw ^l^'.'^ i^Mftiuij iml uvund the sides. Three 
iHHmimji will b* l«i'vW>Ht IM thw pi-'W '"' ''>'■■ tJin-wiiter to dow ouL The 
iiMi^lvl i4 thv WAtvt tlviwt wUl b« UMhk ul S-w:)^ sb^et-icmi. stidbwdat 
kl^v U>lbs->» l'> * tum^MWMA ■»¥ ^ u><'tl by 2 u]c!i«». and tastened bjr 
>t tKk^ki iW*^ ^ ^^>4' ^^ ^'^ 1^^^*^' diinm^ut^as wjIL be oveced om ibe 
■•''*'■'■'"■■ ^ ■ ''■ ■ "•chi.-s jogle-JTOn. betttm adrcnhr 
]>.ti>K!, >iriiLed. and couBtersnnk 
i«.. hUes wiU be drilled in die 




i 'Jve nser^ : 



inclbesijw^ 



^ch will be formed of narrow tongued and Eroovi:d boards. The door- 
imbs and lintci and the cornice wili be of cast-iron, and the mantel will be 
ivetcd to the same by ^-inch rivets. The jambs will be connected with 

e gallery-plate and the lintel by J^-inch bolts, the- surfaces of contact be- 
Cg planed. Two pairs of brass hinges will be proiided, countersunk into 
ind riveted to the jambs, lt> which the wooden ditor will be hung. The 
oof is made of two pieces of Ji-inch sheet-iron ; it is shown in develop- 
Bent on the drawing ; the joints are covered by strips of the same iron ; the 
r edges are riveted to the cornice. The pinnacle will be made of cast- 
ron, with a wtought-iron point terminating in a bolt with nutand washer to 
lecure it to t'ae roof. The gallery.raLling on one side will butt against a 
trip 2yi hy ^4 inch, which is riveted to the side of the water-closet ; in front 
twill be fastened to the jambs hy two 7-16-incli bolts. There will be two 
lulls-eye windows fastened lo the mantel by tap-screws through circular 
trips, as shown on the drawings. 

The castings which form the outside walls of the dwelling DweiKng casting*. 

e shown in detail on plate 7. They will be J^-inch thick, with Ji'-inch 
Dint flanges and strengthening ribs. The lower tier of castings will have a 
Irip-flange near the lower edge, for the protection of their joints with the 
[allery-plates. All the horizontal and vertical joint-flanges and the face 
Jortion of the lower castings below the drip-flange will be planed, and the 
castings themselves will be held together hy ?i'-inch bolts. The same size 
lolts will be used to connect the castings with the wrought-iron beams. 

The location of the windows in the lower story is shown Window castings. 
D the general plan. There will be two large and four small windows, all 
ihown in detail. Each window will be formed of a sill casting, twojambs, 
tlintel casting, and two sash-boscs. The sjii castings will be provided with 
, joint, and drip-flanges similar to those in the dwelling castings, 
hey will be bolted to the biter and lo the rolled beams. On the upper 
lange provision will be made for the attachment of the jambs and boxes, 
lihich will be held down by bolts, as shown on the drawings. The 
ambs are shown on the sanie plate ; they will be bolted by J^-inch 
jolts to the dwelling castings. They will have upper and lower flanges for 

e attachment of the sill and lintel castings. The box castings will be 
(olted to the jambs by four 7-i6-inch countersunk tap-bolts each. The 
will be planed on the faces on which the sashes run ; the parting strip 
jT.U be fastened into a groove, cut for thit purpose in the face of the jambs, 
jAtb tap-screws. In the interior of the box there will be a division of ^-inch 
iron fastened to flanges above and below with J^-inch tap-screws. 
fhe bL-Xwill be closed on the inside by a cast-iron cover secured by eight 
(-inch tap-screws. This cover projects }i inch and forms a stop for the 



The s: 



inuiS-axle pulleys. The lintel 



will be of wood, and will not be furnished by the contractor 
provide and set in the frames two pairs of 
astings will, like the sill castings, forn 




'ATIONS. 

□f the house inclmure, and will be provided with flanges and ribs ; ibej 
will be bolted to the jambs, boxes, adjoining-house castings, and the atctu- 
trave above. 

All surfaces of contact between the different parts of the window pieces 
and the adjoining castings will be planed. 

The entrance door piece to dwelling will be composed of a Door caii-oit. 
sill piece, two j.imbs with base blocks, right and left, Iwci brackets, and a 
lintel, as shown on plate 9. The sill will be cast with a wash, and will have 
at iLs ends level shoulders for the attachment of the Jambs ; on the under 
side it will have a flange, through which it will be bolted to ihe rolled-iron 
framing-beam by four 5i'-inch bolts. The two jambs will be right and left, 
strengthened by ribs and bolted to the sill and liniel by two J4-inch bolls 
each through y.jnch end flanges. A rebate will be formed for the door to 
close against Two pairs of brass buH-hingcs will be fastened to the jambs 
by tap-screws ; Ihey will be sunk flush with the rebate face of ihe j.imbs. 
The base-blocks of the jambs will be secured to the jamb castings by four 
X inch countersunk tap-screws each. The j.imbs will be bolted tothead- 
joining dwelling castings by ^-inch bolts. The lintel casting will be bolted 
to each jamb by two Ji'-inch bolts and to the architrave casting of ihe main 
cornice by four 4, -inch bolls. The upper part of the brackets will be cast 
on the lintel piece; the lower portion will be fastened to the upper by Ji-inch 
si.-inding bolts, nnd to the jamb castings by ;^'inch countersunk tap-screws. 
All surfaces of contact between the different parts of the door piece and the 
adjoining castings will be nlaned, and joint faces of the brackets and base 
blocks will be chipped to secure a ncal iit. 

The eight corners of the dwelling will be covered with Conwr piljuars. 
paneled pilasters, which will be boltjd to the dwelling castings by -J-i-incb 
countersunk bolts. The pilasters will have bas;s and molded caps, 

which form a continuation of the dwelling castings, and to which swilT be 
bolted the gutter and brackets. The sixteen main pieces will be cjsI with 
architrave moldings, strengthening ribs, and side and bottom flanges, 
throuj;h which they will be bolted to each olhtr and lo the dwelling 
castings by .V-inch bolts. A top flange will be provided for the at- 
tachment ol the roof castings. The surfaces of contact will be planed. 
The upper moldings of the cornice will be cast in sixteen sections, and 
will be provided with center ribs and planed end-flanges, through which 
they will be connected to each other by ^-inch bolts; the ribs and 
flanges will have return-flanges cast lo ihcm, through which Ihe castings 
will be fastened to the main cornice castings by >i-inch bolts. The level 
part or plancicr will have openin ■js left where the brackets occur, as shown 
'he drawings. On the flange over the large ogee-molding a chipping 
I will be provided foi the upper fillet which forms part of the gutter 
1{S, to fit close to ihc same. The gutter will be composed of sixteen 
; and eight angular castings, which will be connected together 
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iroug^planea end fianges by J^-inch bolts. Two of ihe straight castings 
which are placed in front of the two opposite dormer windows facing east 
and west, will be provided with pockets for the down-spouts, as shown on 
the drawings ; the po.:kets will be tapped for this purpose. A sieve will be 
iastened over each pocket, cut out of y-inch sheet*iron, perforated in the 
shown on the drawings, and secured to the gutter by two X-inch 
tap- screws each. 

There will be two down-spouts, made of 2-inch gas pipe, Down-spouB. 

the bends with the requisite couplings. They will be carried 
the house along the ceiling of the first story and down into the tanks in 
the cellar. From these, overflow-pipes will lead to the outside through 
openings in the caisson castings. 

There will be two water tanks in the cellar, which will be Waiobniu. 
made of 3-16 inch boiler-iron, riveted and calked ; near the bottom a brass 
cock of i-inch bare will be secured. On the top a J^-inch sheet-iron cover 
will be provided for the man-hole. 

There will be twenty-four cast-iron brackets, to support Bracken, 
flie upper p^irt of the cornice, of the form and dimensions shown on the 
They will be fastened to the main castings by two standing 
bolts and one countersunk bolt each. The brackets will be neatly fitted to 
the plancier and the frieze surfaces of the cornice. 

roof will have the form of a truncated pyramid, with Roof casrings. 
four wide and four narrow faces. The wide fices will be composed of seven 
.tings each, and a dormer, which forms the middle piece. The narrow 
sides will be composed of three pieces. The castings will be provided with 
nges, through which they wih be fastened together, to the main cornice 
below, and to the rcof-cornice above, by ^-inch bolts. The angles will be 
provided with fascia surfaces raised above the roof surfaces, and horizontal 
will be run on the upper castings. The outer faces of the roofs will 
have up and down ribs, as shown on the drawings. A drip will be formed 
on the lower castings to protect the joint of the gutter with the main-cor- 
aice castings. 

The four large dormer windows will each be composed Dormer windowj. 
ot sis castings, as shown on the drawings. The sill castings will be 
bolted to the main-cornjce castings by four ^ inch bolts each. They 
■will have drip-flanges to correspond with those of the lower- roof castings. 
The upper surface will be inclined outward in the window opening, and level 
where the jambs and boxes will be attached; on the back there will be a 
molding, the upper part of which will form the inner stop-bead for the sash. 
The two jambs will be set plumb on the sill, cast with a reveal and flange 
on the window side, and with a return face against the roof surface, a small 
portion of the latter being formed of these castings, requisite flanges to at- 
tach to the roof castings being provided. The lower portion will be ogee- 
*''*ped, with raised ornamental knob and sunk ornaments on the front 
***• £ach jamb will have a strengthening' rib '.n tl.e middle, and top 
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bottom flanges, through which it will be boiled to the sill and linte! caslingt 
by ^-inch bolts. Thu- two box castings lor the sashes will be si 
those in the first-story windows in every particular except the lengths, Thty 
will be square-headed ; the circular part of the dormer will be formed on 
the reveal and outer return flange only, which do not form part of the boi 
castings. The tinted casting will be of the shape and dimensions shown, 
(Plate 1 1.) It will be semicircular in the window opening, and on the front 
face there will be two raised knobs and sunk lines and ornaments. It will 
he stifTened on the inside by ribs, and will be boiled to the jambs and the 
adjoining roof castings by ^-inch bolts, as shown on the drawings. The 
roof will he strengthened with a rib on which bosses will be cast, which will 
be drilled for one of the dormers for the uprights of the fog-bell frame ID 
pass through. All the surfaces of contact in the jomls will be planed. 

The fog- bell will be supported on a wrought-iron frame. Fog-beU, 
The uprights will be i inch in diameter, with round shoulders, screws 
and nuts on both ends. There will be two braces, 2 inches by ^, to slip ovei 
the uprights and to holt through a palm against the roof. The yoke for the 
bell will be adapted to Ihe shape of the Utter. The roof casting above the 
dormer which carries the fog-bell will be cut through in the manner shown 
on the drawings, to allow the hammer to strike the bell, and the opening 
will be protected by a hood of sheet-iron, which will he held to the roof by 
X-inch bolls through a strip of J^-inch iron. 

The small circular dormers will have iheir necks cast on Sni«ii ddrmmj. 
the middle casting of the upper tier, with a circular return flange, through 
which the face- frame will be bolted. The face of this flange will be planed. 
The face-frame is shown in detail, (Plate 9) ; it will be boiled to the neck- 
flange by sin Ji-inch bolls, the surface ol contact with the latter being 
planed. The keystone ornament on top will be fastened by a tap-bolt from 
behind with a countersunk head. There will be a circular sash cast with 
p.irt of a hinge on top; the remainder of the hinge will be cast to the frame, 
the pin to be inserted from the intei ior of the dormer, as shown on the 
drawings. The closing surfaces of the frame and sash will be turned ; the 
glass will be held in the rebate by a circular bronze strip, fastened by six 
y-inch tap-screws. A brass latch will fasten the sash on the inside, and a 
wrought-iron rod, hinged to a plate will he provided to keep the window 
open ; the plate will be boiled lo Ihe frame by two countersunk tap-screws. 
The nut of the standing holt securing the latch will have a conical opening 
for the reception of the end of the rod. 

Two of the top castings of ihe narrow sides will be pro- Smoiw.pipe!, 
vided with collars for the passage of the smoke pipes. The latter will be 
made of copper, and will he held near the roof-cornice by a brace and collar 
made of J^ by '^-'lach fl.it iron, boiled through palms to the cornice. 

The roof will be surmounled by a molded cornice, and Roof-comkc. 
composed of eight castings. They will be provided with strengthening 

i and joint-flanges, which will be planed, and through which they will 
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be bolted together by >i-inch bolts. There will be another horizontal flange, 
through which the railing-standards will be secured. 

The lanter-floor plate is composed of four castings It Lantem-floor plate. 
will be strengthened on the under side by a system of ribs, and will be 
planed on the flanges, through which they will be bolted together by 
^-inch bolts. The top surface will be roughened with diamond checkers 
sunk tV ii^ch deep. Chipping pieces will be provided for the octagon par- 
apet ; the center of the floor-plate will have a plain circular surface, raised 
one inch, for the adjustment of the lens-pedestal. One of the casting* 
will have an opening for a trap-door, which will close into a rebate. The 
door will be n^de of X'i'^ch boiler-iron ; the hinges will be of wrought- 
iron, of the shape shown on the drawings, fastened to the floor-plate by 
^-inch countersunk bolts, and riveted to the trap-door. Wrought-iron lift- 
ing-handles will be riveted to both sides of the door. 

Bosses will be raised on the floor-plate, through which the Gallery-railing, 
railing standards pass ; the holes will be drilled. The wrought-iron stan- 
dards will have screw-threads and nuts at their lower ends where they fasten 
to the roof-cornice, as described above. There will be circular collars forged 
on where they set on the bosses ; above they will be finished square up to 
the shoulder, where the bottom rail is fitted. This rail will be made of }i 
by 2-inch flat iron, and slips over the standard- bolts ; they will be halved 
together on the posts. The standards will have a piece of gas-pipe fitted 
over the same between the lower and upper rails, and will have a shoulder 
for the upper rail, which will be slipped over and will be halved together in 
the same manner as the lower rail. The upper parts of the standards will 
have a screw-thread for the ornamental brass-nuts ; cast-iron washers, of the 
shape shown on the drawings, will be set under them. 

Lantern. 

The lantern with its details is shown on Plate 13. 
The parapet will^be made in eight castings, one of which Parapet 
will be used for a door-frame. They will be provided with bottom flanges, 
through which they will be bolted to the lantern-floor plate by four >^-inch 
bolts each. They will be boltpd together through side flanges by bolts of 
same size; the joint faces of the flanges will be planed. The top flanges 
will have shoulders for the attachment of the lantern- posts, and rebates will 
be formed for the insertion of the glass ; the rebates and the shoulders will 
be planed. Four of the sections will be provided with air-registers made of 
<^t iron, of the form and dimensions shown in detail ; they will be secured 
w place by four ^-inch tap-bolts each. The revolving dUsk with handle will 
^ of brass, neatly finished. 

The door will be of cast-iron, hung with two pairs of wrought-iron hinges. 
A number of holes will be bored and countersunk for the fastening of the 
wooden Iming. 
The door-catch will be of brass and of the size and shape shown in the 
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tirnwing i it will have its boll slide in brass sockets, «-ith a strong brass-wirs 
tiprlng around the tail cr the same. 

The handles will be oi brass, nith square steel shanks. 

The eight lantem-pi^sts will be of casl'iron, with square I^mern-posB. 
double flanges at top and bottom, for the attachment to the parapet and the 
cornice by two V->°eh bolts each. 

The surfaces of conuct will be planed as well as the rebate faces Ibr the 

'''"■ 

The gloss stops will be made of finished bronze; they daanita- 
wlU be Hal bars beveled for the sills and sotSts, and round for the lantem- 
piwli. They will be ^tened with ^'-inch bronze tap-bolts. 

The cast-iron cornice will be in eight pieces. The joints Cotnite. 
will be in the middle of the sides, with planed flanges, through which they 
will be bolted together by fi^acb bolts. In the comers there will be ribs 
fur the Bltachments of the rafters. The soffit portion will be shaped exaaly 
like the sill. The lantern-posts will be boiled to the sa-ne, and will be 
pinned in the rebate and on the joint with the poso. 

1'he eight rsAers will be of wraughi-iian. of the shape KaAn, &c 
ilinwn on the drawings. They will be bolted to the angle Sanges by three 
K-Iiich bolts each. There will be two tiers of wrought-iroo purline-slrips, 
fnatcnod to the rafters by palmsand >i^iiM:fa bolis. The rafters will be bolted 
<>ri lii|i to the fljnties of the c»sI-<ron ventilator pipe by Si-inch bolts each. 
'I'liii pipr will be cut above aad bdo^ lor the insertion of a wroughi-iron 
yoke, ihitiugh which the pinnacle will be held. The pmoade will be of 
wniii)£ht-irDn, lecured with a nut below ; it will hare a shoulder above, to 
rf Kt on the upper yoke ; the upper poctioo «iU be finished with a platinum 
point to Mcrve m k lichloing-iroDducQar. 

Thp lantern rvt^ will be made of 1-16 tncb copper, in Cappanof: 
vlljlil (m'tlona i the JmhIs over the nfters to be meted through strips of 
I ifi Inch wp)M;t, and btoMd. On top tl»e roof will be boUed to the flange 
iif il)i> vvnliUtiu pipe, and M tbe portnes hf X-*"'^ bnss tap-bolts, the 
hi^Hila uf whivb will bo brued to the copper smtbtx. The mof will be 
luillvil It) the uunlcv by *<■ inch btwa t>p4»ate ib Ktm f} k a broaae smm^ tboat 
ft Ini'hM «|Mn. Thv ventilator ball ««d netkwa be made of i-iGinch 
< iijijicr I tbt> ImII will he terwiiMWd witb n bnss cnbr braxd on the snme, 
llioiuuh whiv'b tho )unDMt« wiU p9i»> Stn^mg « at^ wUch wOI be filled 
Willi ni'Mvr. 

') li« iHiriiiw mC lb? Uuivmraor 60a dw nafiraini^ipe lo the sofGi- 
ttmtlt^' \^ (ho vMrni^v will bif bn«d wit^ l-}4 taeh sheet-oac^ fastened to tbe 
tAlWti by ti-tiii'ti UfbtUti 6 Dwbes pt^b. aad m the TeHtSatot pipe and 
tulAx hy ^ <ini'h (•tp'Udt*. «buiit ike SHwe piecK tkrovch wrou^t-iron 
•irl|>*, 

Alt Iktf ii»'Ul-w\>ik wn*\ W put K>«etheT m lEke wo. sibaph and inspected 
4«(l|HWvWl>x Ih* «Dtttlv>l' ttkv Lickt IImk Siuni befae kwiUbcR 
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ings which are honey- com bed or otherwise impLTfect will 



ceived. All c, 
be rejected. 

All parts of the iron-work must he chisel -marki-'d, according to a uniform 
system, and a set of drawings also marked to correspond. 

All rust must be scraped off, and the iion to receive a coal of linseed oil, 
put on hot, before being piinted. All theworkmust bewcll fitted together, 
nnd set up ai the shop, either entire or by sections, before it is prepared 
for shipment. 

After inspection the iron-work must be painted with two coats ; the fin- 
ished surfaces must be coveted with a mixture of tallow and lead, and all 
the smaller parts, as bolls, nuts, &c., boxed for transportation. 

TTie contractor must provide all the rivets, forges, bolts, nuts, &c., di 
whatsoever description, necessary to erect and complete the metal-work at 
the light-house. He will, if required, also furnish a sufficient number of 
skilled mechanics to assist in Ihc iinal erection, the said mechanics to be 
under the pay and cohlrol of the Light-House Engineer. 

Every facility must be afforded the engineer for inspecting the work dur- 
ing its progress, and no part will be received or paid for unless it is in strict 
accordance with the requirements of the specifications. 

The contractor will be furnished with an extra set of drawings, upon 
which he will be required to m^ik the weight of each casting, forging, &c. 
The contractor is not to lake advantage of any omis:ions in details of 
specifications or drawings, but will be required to perform all work that 
may be necessary to make the job complete, whether specified or not. For 
details not sufficiently explained or understood he will be required to refer 
to the Light-House Engineer, the latter claiming the right to order any de- 
tnils to be provided, without additional cost to the Government, should it 
\ become evident that such details w: re originally intended, or that they mil 
a the proper construction of the worki 
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Municipal Works. 



For a Main Sewer* 

Specification 

For the Construction of the Snyder Avenue Main Sewer, on 
Snyder Avenue, from Sixth Street to Delaware River. 

As Authorized by Ordinance, Approved November i» 1875. 

Department of Surveys, 
See pages 3x3, 930, 935, 259* City op Philadelphia. 

MATERIALS AND CONSTRUCTION. 

Ordinary Excavation. 

No more than two hundred feet of trench shall be opened Length. 
at any one time in advance of the completed sewer, unless by a written or- 
der for the distance therein specified. 

The trenches shall be one foot wider on each side than the Width. 
greatest external horizontal width of the sewer intended to be laid in them, 
unless the nature of the ground necessitates a greater width, which shall be 
determined by the Chief Engineer and Surveyor. The bottom of the 
trenches shall be excavated to the exact form and size of the lower half of 
the sewer, if so required. 

Where, in the opinion of the Chief Engineer and Sur- Foundations made 
veyor, the foundation is not sufficiently compact or solid, ««="»*• 
the Contractor shall excavate the trench to such increased depth and width 
as may be ordered ; he shall then bring it up to the required level and form, 
either with concrete or foundation masonry, as the Chief Engineer and Sur- 
veyor shall determine. 

The sides of the trenches shall be supported by suitable Shoring, 
shoring and bracing, wherever there is danger from sliding in of earth, but 
no allowance will be made therefor. 

When running sand, quicksand or other bad and treach- Treacherous 
erous ground is encountered, the work shall be carried on Kro""*^- 
with the utmost vigor, and shall be proceeded with day and night, should 
the Chief Engineer and Surveyor so direct. 



The following specifications for sewers were carefully compiled by Rudolph Hering, C. E., Assis- 
tant to the Chief Engineer of the City of Philadelphia, and are believed to be the most complete oi 
They may be made to answer for any similar kinds of work. 




SPECIFICATIONS. 

Rock Excavation. 

In rock excavation not less than fifty feet of trench shall Lengih. 
be opened in advance of the sewer. 

The rock shall be taken out one foot below the-grade of Depth. 
the outer curved bottom of the sewer, and ihe trench then filled up to the 
required level and shape with masonry or concrete, as may be ordered. 

The trench shall be one foot wider on each side than the Widih. 
greatest external horizontal width of the sewer intended to be laid in it. 
From the same point upwards, the sides of the trench shall be sloped in 
the ratio of two inches horizontal to one fool vertical, and so continued until 
the trench has a width of twelve feet ; thence to the surface the sides are to 
be carried up vertically with a width of twelve feet. In case the width of 
the sewer exceeds ten feet, the trench shall be excavated one foot wider on 
each side than the greatest width of the sewer, and the sides carried up ver- 
tically of that width to the surface. 

In all cases of blasting, the blast is to be carefully ct 
with heavy timber, and the surplus material excavated to be "^"^"^ "='■">' 
mraediately removed from the ground. 

Where a line of water or gas pipe intersects the trench, p[p,^5 inierseci 
any rock excavation within &ve feet thereof shall be removed "^'"^I'cs. 
without blasting. 

RifiUing. 

After the sewer is buUl, the work shall be backed in and Ma,evUl weII ; 
^1 carefully packed and rammed with proper material, and with '""' •" '=1™'*- 
■ijiroper tools, or otherwise compacted to the approval of the Chief Engin 
I Any timber used for iihuring or other purposes shall be Drawing of timber. 
I drawn as the filling progresses. No allowance will be made for such timbt r. 
Should there be a deficiency of proper material for refilling, Deficiency of ma- 
the Contractor will be required to furnish the same without ^™^ 
extra charge. The trenches must be refilled to the height which previously 
existed, unless the Chief Engineer and Surveyor sh^ll direct otherwise. 

The material lor refilling shall be good loam, sand, clean KinJ of maieriiaio 
ashes or gravel, free from stones above four inches in diam- '* '"^■ 
eti.r, and of those below that si/e in a proportion not exceeding one part 
stone to three parts of earth in any place. Should any clay be dug from 
the excavation, it shall be placed next to the arch of the sewer in refilling. 

As the trenches are filled in and the work completed, the Removal of implus 
Contractor shall grub and clear the surface wherever neces- owienais. 
aary, and cart away and remove all surplus material, without additional com- 
pensation, to localities not interfering with the regulations of the city, and 
shall leave all roads and places free, clear and in good order. 

Emhanhment. 
i necessary to support the founda- Widiliand jlopra. 
cover or protect it in any way, it shall be made of 




Where embankm 
1 of the sewer, i 
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the widlh and Blopea as shown on the plan. The surface of ( 
the ground receiving the embankment shall be carefully ' 
cleared of all muck or unsuitable material of whatever n. 

Tie embankment shall ihcn be formed of good loam or Kind ormMera. 
gravi.'l, free from all stones more than four inches in diameter, and of those 
below ihat siie in a proportion not exceeding one part of stone to three parts 
of earth in any place. 

If built to support ihe foundation of the sewer, the mate- Thickressof layai 
rial is to be deposited in layers of rot more than sin inches "I'*'! o' """™ni> 
in thickness; each layer to be separately compacted by heavy iron rollers, 
or where these cannot be used, by heavy paviors' rammers. No breaks, 
steps or irregularities in the distribution of the material or formation of the 
layers will be allowed, and the whole embankment is to be carried up evenly, 
so as to make a compact and solid foundation. 

The sewers must in all cases be covered at least three feet se*en to 
deep over the top with earth, as described above (i6), and """«'■ 
of the widths and slopes shown on the plan. 

Where the trenches do not furnish sufficient materia! of Drfciwcy of mile- 
suitable quality, the Contractor shall procure and supply "^■ 
such defif-icncy witliout extra charge. 

All manholes are to be similarly covered and protected Mantiolo, cic. pro. 
for a thickness of at kasl three feet around the shaft at the """•>■ 
top thereof 

Brick Masonry. 

None but the best qUT.Iity af whole, sound, perfect- shaped Quajityofhricki 
bricks, burned hard entirely through, shall be used. 

They are to be culled when delivered upon the ground. Culled, 
and all bats and imperfect bricks are to be immediately removed from the 

All bricks are lo be thoroughly wet by immersion im- Witby immuBHi 
mediately before laying. 

Every third course must be laid fair and smooth by line. Laid by line. 
The courses are to be kept perfectly straight in the direction of 'the sewer 
and parallel with the rise of the same. 

Every brick is required to be laid in a full and close joint Fuiijoinis of nmr- 
of cement mortar, as described under Section VII, on its i" ™ "U "des. 
beds, inds and sides, at one operation. In no case is mortar to be slushed 
in afterwards. 

The work in all cases is to be well and thoroughly bonded, Bond.'i to be welt 
and if the manner is specified on the plans, it shall be done '"^ ilwnmgli. 
in close adherence to them. 

All brick work, as it progresses, must be racked back in Cou™m racked 
»urses, unless a special perrnission be given for toothing. '^''^ 

All inverts or bottom curves are to be worked ft-otn tern- Invert 
S, accurately mnde according to the dimensions of the sewer, and GOT 
ly set according to grades furnished. 
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The arches or upper curves are to be formed upon strong Arch, 
and I roper centres, and the crown is to be keyed with stretchers in full 
joints of mortar. The extrados of the upper arch is to be neatly plastered 
with cement mortar, at least one quarter of an inch thick. 

The centres upon which the arches are formed must be Centres, 
made strong, and according to the sizes and shapes required. They shall 
be made at least ten feet long. 

No centre shall be removed until the work upon it has Drawing of centres 
well set, and the refilling of earth has progressed up to the crown of the 
arch. All centres must be struck and drawn with care, so as not to crack 
or injure the work. 

All fresh work must be protected from injury, and should "P^esh work pro- 

•' ^ ' tec ted and injuries 

the regular continuity of the arch or invert be destroyed at repaired, 
any time, either from irregular shrinkage or from the centres being improp- 
erly fixed, or from any other cause, the contractor must remove such por- 
tions and correct the irregularities in a satisfactory manner. 

Stone Masonry. 

All stone masonry must be of the exact dimensions and Exact dimensions, 
character as shown on the plans of the work. 

All stones must be of a good quality, hard, clean and free Quality of stone, 
from seams and imperfections, of good bed and build, and of such general 
sizes as ma'y be specified. 

The masonry must be laid true and by line, with the Laid by line, 
stones on their largest natural beds. 

All stones are to be laid in full beds of cement mortar of puli beds and joints 
the quality described under Section VII, and all joints are °^ "^ortar. 
to be thoroughly filled with the same (not grouted). 

The tops and sides of the walls are to be plastered well Tops plastered, 
and evenly with cement mortar, when so ordered. 

No masonry is to be built on a concrete foundation be- Concrete founda- 
fore it has thoroughly set. '^°"- 

The backing shall be laid in courses with parallel beds Backing, 
and joints shaped nearly at right angles to the bed. It must be leveled up 
to the face stones with each course, and be well bonded by alternating 
headers and stretchers and by breaking joint. The average size of the 
stones shall be about thac of the face-stones. Every one must have a firm 
and solid bearing, and the joints must be thoroughly filled with mortar be- 
fore the courses are leveled up. Special care shall be taken to make all 
joints on the back surface of the wall secure and impervious to water. 

All joints shall be cleaned and picked out to a depth of at Pointing, 
least one-half inch back of the face of the stone work, arid al;0 be made 
wet immediately before being pointed. The mortar for pointing shall con- 
sist of three parts of the best hydraulic cement, two parts of clean, sharp 
and fine bar sand, and such addition of any coloring matter as may be or 
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dered ; and it shall be mixed in small quantities, and only for if 
use. The mortar shall be pressed iuio the joints well and securely, and fin- 
ished off in such a manner and with such tools as may be required. 

Wheiever required, extra large atones for foundations are Founiiniion 
to be furnished and l.iid. They must be perfectly sound '""""n- 
and hard, with good Hat beds, and of such general size as will be specified. 

The stones shall be rock-fueed ashlar, pitched lo the Rrcuiar courerf 
pioper lines, with face out ol wind, and dressed true and P«i«ilaihl«-. 
parallel on beds, so as lo lay not more than a three-eighths inch joint j the 
vertical joints to be square with face, extending back six inches. The 
courses are to have such rises as shown on the plans. Headers are Ic have 
at least one and one-hall times the dcpih of course for length of face, and 
three times the same lor length in the wall. Stretchers must have a length 
not less than that given on the plan and ai kasi as much bed as rise, and 
there must be one header to every two stretchers. Courses should bond on 
those below in a distance generally not less than the depth of c 
no case less than eight inches. Projections on the face of any stone n 
not exceed one-eighth of its rise beyond the pitched li 

The stones shall be rock-faced ashlar, pitched and dressed RDndom q 
well and true to parallel beds and perpendicular joints. The ' 
courses shall be horizontal and not less than eight inches in height. 
stones are to be laid firmly and no spalls or levellers to be used in the face. 
Headers must have a sectional area p.irnllel to their face of at least one 
square foot and a length of at least three feet ; one header shall be used in 
every superficial yard of w.tII surface and all stones must be bonded 
thoroughly. Projections on the face of any stone must not exceed two 
inches beyond the pitched lines. 

In case it is required to have random coursed ashlar ham- Hammer dxaaei 
mer dressed instead of pitched, the face of each stone shall "^""t- 
be carefully dressed to a surface as nearly uniform as possible with well de- 
fined, sharp and close joints. Otherwise the same as regular coursed pitched 
ashlar. 

The stones must be dresse-I and pitched well and properly Broken uhlv. 
that the face of each be a polygon of straight sides not to exceed six in 
number. The joints to be perpendicular lo the face for at least three inches 
back. AUstonesmust be laid on their largest bedsasfaraspossible. Headers 
must have a sectional area of at least one square foot and be three feet in 
length ; there must be one header in every superficial yard of wall surface 
to lorm a good and secure bond throughout. Projections on the face must 
not exceed three inches beyond the face line of the wall. 

The average weight of the stones for rubble masonry Ruible maaarj. 
shall be between 50 pounds and 500 pounds, as may be specified, according 
to the si^e of the sewer. They shall be well bonded ; every stone must 
have a firm and solid bearing and ih:: joints must be thoroughly filled with 
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of the stones must be that of two-men Dry waiK 
must have a fait and even bearing, and all joints .ind 
be thoroughly pinned, and wedged and the couraes ivell 

>, when required, are to be of granite, blue- Coping nones, 
jund stone of approved qualily. The shajieand dimensions 
'pven are to be truly adhered to, and they shall be dressed and hammered 
in the manner and after the panern required by the plans, with a smooth 
top surface and close joints. They must be well and truly laid to line and 

Arch and Ring stones are to be of Granite or other ap- Arch and Ring 
Jn-oved stone. The latter are to be cut, dressed and ham- "™^'' 
Bered in the manner and according to the shape and dimensions given in 
the plans. The Arch stones shall be cut and dres-^ed to fill (he entire depth, 
ihe thickness of courses shall not exceed their depth, and the length shall 
lot be less than one and one-half feel, except where closing up the course. 
All stones must be dressed smoothly to the full depth of the arch on a plane 
n the line of radius. The beds and end joints must not exceed one-quarter 
bf an inch. The upper curve or exlrados must be thoroughly plastered with 
pement mortar and made smooth and even. 

Mortar. 

, All murtar is to be composed of clean, sharp bar sand and ingmJicnt), pro. 

■ydraulic cement of the quahty tobeapprovedby the Chief ponionsniiiiiiaiiiy. 

Engineer and Surveyor, and mixed in the proportion of ftcn pnrts of sand to 

one part of cement. A greater proportion of cement shall be used when 

required by the Chief Engineer and Surveyor. 

The above proportions are to be made by measurement, Miiing. 
and not by estimation. The mortar must be made in a box, or on a floor, 
and in no case on the ground. The ingredients must be throughly mixed 
in a dry state, and the proper amount of water added afterwards. 

No greater quantity Of mortar is to be prepared than is re- Quamiiy m be 
lircd for immediate use. Any excess left ever at night, or n"*'^'- 
lat has been standing over two hours, shall not be re-tempered or used in 
ly way. 

facility for inspecting and testing the cement shall Fadiity rornaiing. 
furnished by the Contractor. 
When the cement has been accepted, if not immediately Ccmeni pnnected. 



iBed, it must be protected from the weather, kept dry, a 
pon the ground without blockings under the barrels. 

e mortar shall not be used for any part of the work. 
Concrete. 
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Tiposed ol one part of n 



n the preceding si 



r hard brick, free from dust ( 
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broken so as to pass in every way through a tivo-inch ring, 
large for this test must be thrown out. 

The sione and mortar are to be measured (not estimated) 
in the given proportions, and mixed in a proper box or on a """I™ "fl"*- 
floor, and in no case upon the ground. 

The proper quantity of stone shall be spread out evenly Ma-iner of mtaine 
in a layer not to exceed six inches in depth, and sprinkled so as to slightly 
wet the surfaces of all the stones. Upon it shall be spread evenly the 
proper quantity of mortar, freshly made I the whule is then to be quickly 
and thoroughly mixed, until every stone is coated with mortar ; water musi 
be gradually added, by sprinkling, if necessary to obtain a better coosis- 

Concrete is not to be mixed in larger i|uantiiies than is re- QiuDoty mined, 
quired for immediate use. Any excess that has been standing over l*o 
hours shall not be re-tempered or usod in any way. 

Concrete must be deposited in layers not to exceed n 
inches in thickness, and settled into its place by slightly ramming, 
ciently to flush the mortar to the surface. 

When a fresh layer is to be put on one which has set or Freihla 
p.nrtially set, the entire surface shall previously be made ' 
thoroughly wet. 

When in place, all wheeling working or walking on it ] 
mus' be prevented, until at least twelve hours after being ' 
deposited. 

All dusty or dirty stone is required to be screened or Dinyiinae. 
thoroughly washed before it can be used ; otherwise it shall be rejected, and 
must be removed from the work. 

Piling. 

Piles shall be furnished of good, snund timber, approved Qmhiy md •;«. 
by the Engineer in charge. They shall not be less than eight inches in 
diameter at lesser end, and properly sharpened and shod, if required, and 
of such lengths as may be specified. The bark is to be taken off in all 

They shall be driven until each pile does not yield more riep,h lobs 
than one-half ipch under the blow of a hammer weighing dnvcn lo. 
two thousand pounds and falling fifteen feet. The tops are to be sawed or 
cut off truly and evenly to the grade furnished. 

When sheet-piling is required to remain, it shall be of Shwtpning. 
good, sound plank of the dimensions ordered, tongued and grooved, if ne- 
cessary, aiid driven with the ram to the required depth so as not to crack or 
spliL No extra charge shall be made for sheet-piling. 
Foundation Timber and Planking. 
■•ber for foundations sh.iil be approved by the En- Quaiiiy and ri™. 
argc, and be free from shakes or cracks, and of the required 
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<iimensions. It must be well and securely laid, and in close conformity with 
the plans. 

When placed upon piles, it shall be nailed to each one Nailed and bolted. 
with good, seasoned oak or locust tree nails of specified sizes. If bolts are 
required, they shall be made of best wrought iron, of the size and character 
as shown in the plans. 

Foundation plank, when laid directly on the ground, Plank on platform. 

which must be graded perfectly level and smooth to receive them, are to 

have a good and firm bearing throughout, and be closely jointed, cut and 

iaid as shown on the plans. If several layers are required, the planks must 

be laid transversely, as shown on plan, with broken joints in all cases of at 

legist six feet. 

"The contractor is required to have a sufficient quantity of Timber on hand, 
tirrfcberand plank constantly on hand for bracing, sheet-piling, fencing or 
sl3.oring, in order to be used immediately in case of accident. 

Manholes, 

Manholes shall be worked into the arch of the sewer of Location and 
il:ie size, form, thickness and in the manner as shown by the d«nensions. 
plans, and they must be carried up to the established grade. 

Where foundations are necessary, they shall be of stone Foundation, 
masonry laid in cement mortar, and commence at least twelve inches below 
^he inner bottom of the sewer at that point. 

The brick- work is in all respects to be of the quality de- Brick-work, 
scribed under another section, and the manhole must be built from tem- 
plets at top and bottom, with not less than eight lines to guide the work. 
The connection with the arch must be true and secure, and in the manner 
shown on the plan. The joints are to be neatly struck and pointed on the 
inside, and the outside of the manholes must be neatly plastered with 
cement mortar. 

Wrought-iroi;i rods of good quality of the size, length and Wrought iron steps, 
shape required for steps, are to be built in where shown on the plan. 

Every manhole shall be fitted with a cast-iron head and Cast-iron head and 
cover, free from imperfections, thoroughly cleaned and in ^''^^' 
dimensions and weight according to the plan. 

Every manhole is to be fully and completely built and To be built as work 
fitted with cover as the work progresses and as each is progresses, 
reached 

Connections with Sewer, 

All connections required to be made with branch, inter- Connections to be 

- ^ ^ 1 . , 11 . made without extra 

ccpung or discharging sewers, and with manholes or inlets, charge, 
whether brick or pipe, are to be newly built, repaired or re-connected, as 
"^e case may require, as the work progresses, and without extra charge 
therefor. They must be made carefully and in a perfect manner ; the bricks 
^t the joining edge must be shaped smoothly to the proper curves, set securely 
*»d with a thorough bond. 
G 
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Wherever ordered, bull's-eyes shall be built into 
at the given elevation and slope. They shall be circular in shape, bavta 
clear inside diameter of three (eet, and a four inch ring of brick extending 
entirely through the side of the seiver. 

A length of vitrified drain pipe of approved quality, six HoiMconnKtiom. 
inches internal dlurneter for house connections, shall be built into the sewi^r 
on each side where required, and at such distances apart as designated on 
the plan, without extra charge. 

They are to be built into the walls of the sewer, terminat- nischaiEO at <j 
ing at an angle of 45° (degrees) when so ordered, with and ^'S""- 
in the direction of the flow of the current, and at the given elevation and 

They must also be set so that their inner ends will not End>noitopr>^i. 
project within tne inner surface of the sewer, and the bricks in the sewir 
wall must be fitted closely and securely around them. 

When the pipes are ordered to be laid at an angle different pipM triiDmnl u 
from a right-angle, the ends of the pipes must be trimmed ""*'*■ 
to the same before being delivered on the work. 

The ends of all sewers, pipes, bull's-eyes and spurs, must Endiofconnmiw 
be securely closed with brick masonry, or approved slonc- '°^''°'^ 
ware covers when not immediately used, without extra charge. 

Where connections are made with sewers carrying water. New work kepidiy 
special care must be taken that no part of the work is built " 'nw^cciiom 
under water. A flume or dam must be put in, and the new work kept dry 
until finished. 



General Condit 



3 OF Agreement. 



The sewers are to be built of the materials, sizes, and dimensions, with 
the connections and manholes, on the lines, at the depths, and in the man- 
ner shown on the plans filed at the Department of Surveys. 

All dimensions, materials, lines and grades must be in full Wnriiinarrankndt 
accordance with the plans, *'"' P'™- 

AU necessary bull's-eyes or spars for connection of branch sewers, and all 
pipes for house connections are to he built in the proposed sewers at the 
points indicated on the plan of the work, without extra charge therefor. 

The Contractor will be furnished with a complete set of Pian> fiimiihed 
drawings or tracings, showing all the details and dimensions necessary It 






t the work. Dimensions g 



n thereon in figures a 



preference o\er the scale. 

The plans and specifications are intended to include what- Accidenia 
•"'ly be requisite to render the works complete, but """'■ 
"vthing be accidentally omitted, the same shall be cxeci 

s from the drawings or specifications will be tievjadaa 
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wriiten direction shall previously have been given to the 
Contractor by the Chief Engineer and Surveyor, 

The city of Philadelphia reserves the right to increase or Variiiion uf qua,- 
diminish the gross lengtli of the sewer, the number and ''""' 
length of piles, also, the quantities of foundation plank, timber and stone 
masonry, with corresponding excavation, which are contained within the 
s of the plans, to the extent found necessary by the Chief Engineer 
and Surveyor. No allowance will be made in case of increase for any sum 
above the prices bid, nor in case of decrease for any real or supposed damage 
jr loss of profit occasioned by such diminution. The time stipulated for the 
completion of the work will be proportionately increased or diminished. 

The plans and a copy of these specifications are to be pim-i dnj jpecifica. 
kept constantly at the work by the Contractor or his author- "°'^ '"^'- 
ized foreman. 

The Contractor shall employ the District Surveyor to give Dismci Survtyor. 
him the lines and grades for the construction of the work, and also for the 
making out of the assessment bills, on the line of the sewer. He is also 
requirea to preserve all stakes, bench marks, etc., made or established on 
the line of work, iintil authorized to remove the same. 

Should any dispute arise between the Chief Engineer and Diiptut u if. ime 
Surveyor and the Contractor, as to the true meaning of the "'""''■e of plans. 
* drawings or specifications in any point, the decision of the former shall be 
final and conclusive. 

Execution of Work 
The Contractor must strictly follow, without delay, all or- ordm and instmc 
dcrs and instructions of the Chief Engineer and Surveyor, 'I™*- 
or hii authorized Assistant, in the prosecution and completion of the work 
and every part thereof. 

The Contractor shall have charge of and be responsible for charge and respoD- 
the entire line of works until completion. Bibiiiiy. 

He is required to give his personal attention to the faithful Personal atienuon, 
prosDcuiion of the work, and not to sub-let or assign the same, but to keep 
it under his own control, and, in case of his absence, to have a duly quali- 
fied person to look after the works. 

The work is to be prosecuted at and from as many different Pn,=rcuiian or 
points, at such times, in such parts, and with such force as '"°''^- 
•he Chief Engineer and Surveyor may, from time to time, during the pro- 
E'ess of the work, determine. 

During the progress and until the full completion of the Work to be left 
'hole work, the sewers, basins, etc., are to be kept thor- '^"°- 
ouEhly cleaned throughout and left clean. 

The C5ntractor shall furnish all necessary facilities, should Eiaminahon of fin- 
■t Iw deemed advisable by the Chief EnE^neer, to make an "shedworic. 
*"Smination ol any work already completed. If the work is found defective 
m Ml), respect, he shall defray all expenses of such examination and of sa 
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factory reconstruction. If the work is found perfect, such expenses will be 
alloived for. 

The Contractor shall begin work within ten da j^ from Time of 
the dale of the notice given to that effect by the Chief En- lion 
gineer and Surveyor, and he shall progress therewith so as to complete tht 
same in the time speciiied in his proposal, which will be reckoned from tlLC 
dale of said notice. 

No charge shall be made by the Contractor for hindrances Deliyi. 
or delay from any cause during the progress of any portion of the work em- 
braced in the contract ; but it may entitle him to an extension of lime alluwe<^ 
for completing the work, sufficient to compensate for the detention, to t>< 
determined by the Chief Engineer and Surveyor : provided the Crntract*:^ 
shall give the Engineer in charge immediate notice, in writing, of thecau^** 
of the detention. 

Materials and Labor. 

The Contractor is to furnish all labor, materials, tools and Lol»r,moieiiili,^*° 
plant necessary to execute the entire work in the best possible manner- 
He is further required to employ only competent and Wmiinien. 
faithful laborers, and none but firsl-class mechanics, and whenever the E^n- 
i;ineer in Charge sh^dl inform him in writing that, in his opinion, any m^»- 
ou the work is unfit to perform his task, the Contractor must discharge 
s.ime from the work and not employ him again on it. 

The ground shall he excavated in open trenches to the ne- o,«n m 
cessary depth, and to the widths and lengths as specified elsewhere. 

No tunnelling will be allowed except by written consent Tunnelling, 
and in accordance with the directions of the Chief Engineer and Surveyor. 

The Contractor shall pump out or otherwise remove any Trenches kepidiy- 
watt-r which may be found or shall accumulate in the trenches or other ex- 
cavations, and shall form all d.ims or other works necessary to keep Iheui 
entirely clear of water while the foundations are being laid and the masonry 
constructed. 

All the masonry throughout, whether of brick or stone, All manoory lii,efcJ 
shall be laid in cement morlarj made and laid as described '"™' ""rnar. "■ 
in these specifications. ^ 

Mason-work of all kinds shall cease on the first day of Maion-irotlt to 
December, unless the contractor is otherwise directed by a ""wDec. i«. 
written notice, and then only for such time as may be designated; no work 
shall be resumed before the time appointed. Upon the suspension of mas- 
on-work, the sime shall be well protected and the grounds left in good order, 
according to instructions given by the Chief Engineer and Surveyor. 

AU materials furnished and all work done which, in the UrHii.&ciorT ma. 
opinion of the Chief Engineer and Surveyor, shall not be in '=""'»o'i *»*■ 
accordance with this specification, shall be immediatel removed, and other 
•ishcd and work done which shall be in a .ordance therewith. 
f wif^^at. a wrinea permission fron. the MaiBruif.rnSti^K 



1 



SPECIFICATIONS. lOt 

Engineer in charge, is required not to sell, remove or permit to be removed 
from the line of the work, before the trench shall have been refilled, any 
sand, gravel or e- h excavated therefrom which may be suitable and re- 
quired for refilling. 

All sewers, culve* la, drains or basins rendered unnecessary Filling in of old 
or becoming disusea jy the construction of the work herein <*«^** 
contemplated, must l^e filled in and made good without extra charge. 

All material, etc, excavated from within the required Property of con- 
limits of excavation shall be considered property of the con- ^'*<^'°'*- 
tractor, excepting water, gas, and drain pipes, paving blocks, curbs and 
flagging, which, in case they are not required to be replaced, must be piled 
and left in such part of the street as may be directed. 

11 any disputes or differences shall arise as to the efficiency p»sputcs as to quai- 

- . . ,. ^ ., , ,, ,1, , ity of materials and 

of labor or quality of materials employed, they shall be set- laW. 

lied by the Chief Engineer and Surveyor, whose decision shall be final and 

conclusive. 

Interference with Travel and Works, 

All material excavated or delivered shall be placed where Travd. 
directed, so as to interfere as little as possible with travel; and unless special 
pennission is granted to the contrary, footways shall be kept clear of earth 
for a width of three feet, for which purpose boards shall be set to hold the 
bank where needed. The contractor shall provide and maintain all neces- 
sary fences and bridge-ways, and shall prosecute his work so as not to inter- 
fere with or obstruct the running of street-cars, and no charges against the 
city or railway companies for extra cost on this account will be allowed. 

The contractor shall place sufficient lights on or near the Watchmen and 
work, and keep them burning from twilight until sunrise, ^^hts. 
and provide watchmen on the work for the safety of the public, whenever 
deemed necessary by the Chief Engineer and Surveyor. 

The contractor is required to sling, shore up and secure Water and gas 
in their places all water and gas pipes, without injury, and pipes drainage, 
to provide for and maintain the flow of drainage and water-courses, whether 
on the surface or underground, which may be interrupted during and by 
the progress of the work. Where it becomes necessary to remove the 
pipes from their position, they shall be carefully cared for and replaced by 
the contractor, or at his own cost. 

The carriage and foot-ways on the line of the work are to Regarding repay. 
be regraded and repaved to the extent which the aforesaid *°8^ ***^- 
work may render necessary. All curb, gutter, flag and paving-stones, which 
DMiy have been displaced on account of the work, are required to be care- 
folly reset. Should any of said stones have been broken in consequence of 
any act or omission of the contractor, new stones, to be approved by the 
Engineer in charge, shall be furnished and set in place thereof by the con- 
tnctor at his Own eiqtense. 
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The whole af the regrading and repaving, etc., must be Kept !n ntair. 

done lo the satisfaction of Ihe Chief Engineer and Surveyor, and ktpt in 
good repair for a period of one year from the date of complelion. 

All works of drainage intercepted or connected shall be UinieiBT°i"»i!i™!i. 
rfstored and made good, and all surplus and offensive material shall im- 
mediately be removed from the drains. 

Damages and PtnaltUs. 

■ shall be responsible for all injury to water DamagF m viaa 
pipes, gas pipes or other structures met with in the prose- ""d gai pp™, 
cution of the work, and shall be liable for damages to public or private 
property resulting therefrom, which amounts may be deducted from any es- 
timate due him. 

In case of any accident, as aforesaid, the contractor shall liamediuE nsiia. 
give immediate notice to the proper authorities. 

The contractor shall assume all responsibility for loss, -Ouaa^myeam 
dmnage or injury to persons or property, arising out of the "■pn^oir- 
nature of the work, from the action of the elements or from any unforeseen 
or unusual difficulties. 

Shruld the sewer lead through private premises, the City Prime jvaiin. 
of Philadelphi:i will pay the compensation for right of way, but no other 
damages. 

The contractor agrees to idemnify and save harmless the Suiu and daimi 
City of Philadelphia from all suits or actions of every name and description 
brou|[h[ against it for or on account of any damages or injuries received or 
iUnlnincd by any party or parties by or from the contractor, his agents or ser- 
viinl«, in the performance of the work under the agreement The conttac- 
lor further agrees (hat all or so much of the moneys due to him under this 
■ Krecmcnt as shall or may be considered necessary by the Chief Commis- 
«liincr of Highways, shall or may be retained by him until all such suits or 
elnimt shall have been settled, and evidence to that effect furnished to his 
Hlliraclton. 

If nny part of the street, sidewalk or curbing on the Ime Ripaintoitna 
of the Mmc shall, in the opinion of the Chiel Commisioner SfcontTiar. 
iif Highways, require repairs within one year after the date of completion, 
iha contractor shall, within three dajf om the date ot notice given, make 
llin nccemnry repairs ; and if he neglects to comply with such notice, thr 
I, lilof Commissioner of Highways may employ other men to make such re- 
[lulri, nnil the cost thereof shall be p.iid by the coiitr^ctor or his sureties. 

Thn contractor or his sureties will be held liable for keep- SuT^tiabDimdte 
Inn 111 perfect repair and good order the whole ot the ntw ^'™ J™*' 
Wiirkt III be conitructed under the contract for three years after the date of 
—mule I ion. 

■«mniCtor shall ahnmlontheirork under this agree- AtundoomHiiw 
tny time, the Chief Engineer and Surveyor *'='»»- 
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shall be of the opinion, and shall so certify in writing to the Contractor and 
City Councils, that the work, or any part thereof, is unnecessarily delayed, 
or that the Contractor is wilfully violating any of the conditions or covenants 
of the contract, or executing the same in bad faith, then the contract shall 
become null and void, the security bonJs forfeited, and the materials 
delivered at and built into the work shall be property of the City of 
Philadelphia. 
Should the work under this agreero.ent not be finished Penalty for non- 

... , . ./'i,^ 1111-r. complctjon within 

withm the time specified, the Contractor shall forfeit a sum specified time, 
of twenty dollars for each and every day which shall elapse after the expired 
time to the date of completion. 

Payments, 

Payments will be made to the Contractor in monthly in- Payment in month- 
stalments of eighty per cent, on the amount of work executed ^y instalments, 
during the preceding month, under and in accordance with the provisions 
and stipulations of the contract, which will be certified to by the Chief En- 
gineer and Surveyor. 

Final and full payment of the balance due the Contractor, Final p^rment one 

- month after comple- 

after all legal and equitable deductions, will be made upon tion. 
the certificate of acceptance and approval of the Chief Engineer and Sur- 
veyor, one month after the date of completion, provided the whole work, 
and each of its parts, including the street, be in perfect order. 

The Contractor sh^ll accept, as part payment of the Assessment bills, 
amount of his contract, the assessment bills charged upon the properties in 
front of which the sewer shall be completed, as per Ordinance approved 
May 1 2th, 1866, and supplemented by Ordinance approved February i6th, 
1869. He shall collect them at his own cost, and the better to enable him 
so to do, he may use the name of the City of Philadelphia, and employ all 
legal remedies or proceedings, whether of lien or otherwise, to which the 
said City may be competent. 

The Contractor shall hot be entitled to demand or receive Extra work, 
payment for any work as extra work, unless ordered in writing by the Chief 
Engineer and Surveyor to do the same as such, and at a price fixed by him 
previously to its commencement. 

SAMUEL L. SMEDLEY, 
Chief Eng ineer and Surveyor, 




SPECIFICATIONS. 



er Works. ^^^H 

jc Reservoir. ^^^| 



Wilmington, Delaware, Water 
Specifications 
For Completing the Cool Spring 



J jsih, 1877, 

Section i. The contractor shall lake the reservoir aa it now stands, anc^- 
begin by excavating so much of thai portion of the middle bank known a^^ 

the overflow, as may be required, This excavation shall be made by car 

rying down the p'esenC slopes of the ends of the overflow to a depth of 14)^ 
feet from the present surface of overflow, and will comprise about 1452 cubic^" 
yards. After this excavation is no longer needed as a passage way, it shalX- 
be puddled up ai here.ifter specifled to the geiier:il level of middle b.Tnh^ 
dovetailing or off-setting ihe ends into the banks to a depth at right angk* 
to slope of not le^s than 6 feet; this puddling will comprise i6oocubic=: 
yards. Such clay for puddling as may be approved by the Engineer, shall 
be used ; it shall be free from roots, sods, stones or other injurious material. 
Shall be placed on in layers of not over 4 inches in depth, shall be solidly 
rammed, the surface ol each layer being broken up as specified in section 
5, before another layer is deposited, and the whole completed to the satis- 
faction of the Engineer, and in accordance with the lines and levels oa 
given by him. The work upon the South Basin shall not be commenced 
until such time as may be directed by the Commissioners, with such 
changes In the terms of the specifications, or addition to or alteration in the 
character or quantity of material as may be detmcd expedient, or the con^ 
tract may become null and void, at the discretion of said Com miss ionera, 
upon the completion of the North Basin. 

Section 2. The roadway leading into the North Bnsin shall be taken out 
as soon as the overflow shall have been excavated, and the slope and but- 
torn now covered by said roadway be prepared to receive the clay puddling 
and brick lining, by bringing the same to a proper grade, removing all 
stones or rocks which may protrude from the bottom or face of slope, and 
by excavating a diich at the foot of slupc, which shall be not iess than aji 
feet deep from rough bottom, 6 feet wide and not over loo feet long ; said 
ditch to be filled with puddled clay, prepared, deposited, and rammed as 
specified in section 5. The material from said roadway shall be deposited 
at such point within the reservoir grounds as may be designated by the 
Engineer. 

Section 3. All weeds and grass shall be pulled up, and, together with 

"tones, be removed from bottom and slopes. The unpuddled portion of 

iCoiD of the North Basin shall be brought to its proper grade, the 

terial being removed to such point within the grounds as may be 

v/ the Engineer, 
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Section 4. So much of the upp^.r surface of the puddle now in place, 
which has been injured by frost or exposure, amounting to about one thou- 
sand cubic yards, shall be taken off and removed entirely from Basin, or 
used in connection with other material as puddling, at the discretion of the 
Engineer. 

Section 5, The whole bottom of the North Basin shall be covered with 
such quality of clay-puddling as may be approved by the Board of Water 
Commissioners, to a depth of 24 inches, from rough bottom, including 
therein such portions of the bottom already puddled, as may be approved 
by the Engineer. The sides or slopes shall be lined with the same quality 
of clay as that above mentioned, and at the bottom shall have a depth of 
24. inches, measured at right angles to the slope, and shall taper to a depth 
of 20 inches at the top, measured at right angles to slope. The clay shall 
be put on in horizontal courses or layers, not exceeding 2 inches in thick- 
ness, and must be ground in a mill suitable for the purpose, unless other- 
wise directed by the Engineer, before being delivered at the reservoir, and 
all surface soil, sods, roots and stones shall be carefully excluded. The ex- 
cavation and preparation of the clay shall be made under the direction and 
superintendence of an agent appointed by the Board of Water Commis- 
sioners. The clay shall be thoroughly incorporated with the existing banks ; 
shall be rolled on bottom and rammed on slopes, to such a degree of solidity 
asmay be required by the Engineer; and the surface of each layer shall 
I be sufficiently broken up by picking or otherwise, so as to insure a thorough 
incorporation of the succeeding layer with it ; the clay shall be moistened 
sufficiently to puddle properly, and after having been so packed or pud- 
dled, shaU be kept constantly moist till protected by bricks or gravel. After 
the clay-puddling has been put on as specified above, it shall be accurately 
dressed and graded to the slopes, curves and other lines ; shall be perfectly 
solid and free from cracks or other defects, and in every respect be properly 
prepared to receive the coating of gravel or brick. 

Section 6. The bottom of the basin shall be covered to the depth of 4 

inches with good clean gravel, which shall be freed from all stone of over 

% an inch in diameter, by screening, and shall be such as may be approved 

by the Engineer, and be rolled or otherwise consolidated. 

Section 7. The bottom of the basin shall be paved, except as specified 

• in section 8, with the be$t hard burned brick, which shall be straight and 

smooth and of uniform size and quality, laid flat, in sufficient clean sand to 

properly seat them, and shall be covered with sufficient clean white sand to 

completdy fill in the spaces between the bricks, said white sand to be 

brushed or broomed into the joints in the usual manner. 

Settion 8. At the entrance of the main pipe into the basin, a flagging 

^Mbelsudin cement; flag stones of not less than 6 inches thick, 9 feet 

, «>ng and 2 feet wide, accurately dressed and faced, and to conform in all 

'aspects to the "stone used as coping on the walls around the reservoir shall 

be used, laid flat and well bedded in hydraulic cement, covering a space of 
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9(cct wide and twelve feet long. At the point where the ■ 

pipe enters ihe basin, a space 6 f,^l wide and nine feel long shall be oov- 

eifd wilh stones of the dimensions, and laid in the manner, specified abort. 

Section 9. The sides or slopes of the basin shall be covered wilh iame 
quality of brick as above specified, laid in hydraulic cement mortar, made 
of one part of the best Rosendale cement, or any other which may be ap- 
proved by the Engineer, and one part clean, sharp, river sand, mixed onlj 
in such qt'jniities as can be used immediately, and kept stirred until st 
used ; the bricks shall be laid on edge, one over the other, in two counes, 
so as to form a 9 inch wall and in such a manner that all joints shall be 
broken; no ties nor headers shall be used in its construction, and the 
joints shall be carefully pointed as the work progresses. Each brick shall 
be dipped into water before being laid, and the face of the wall shall be 
kept wcl from the lime it is begun till one week after it is finished, Thf 
wall or lining shall be finished at lop in sucb a manner as will fit it to re- 
ceive « stone coping. 

Section 10. Any of the conditions and specifications herein given maj' 
be chnngcdor modified by the Engineer to meet any unforeseen contingency, 
or M rnny be suggested by the inieresis of the City, or as circumstances 
may rrqiiire ; if they increase the cost of the work, shall be subject to see- 
tion II, and if they decrease the cost, such decreaseshall be in proportioD 
to the rale* paid lor similar work. 

Section 1 1. No claim or bill for extra work shall be allowed or paid, un- 
iMit Mid work has been done b>' special written agreement with the Engin- 
evr, lAlitied by the Bonrd of Water Commissioners, entered into prior ID 
lh« cominenccmetit of such work. 

!!Mllan tl. All the "wrk shall conform with such lines, Icveb, depdis, 
lluprit, curve* aiid circles, or with such dimensions and shapes as may be 
dimied by the Kiiiiincer. All stakes, lines, lei-els, &.C., shall be given by 
or «l III* dlrcclion of ihc Engineer. 

H*<1liiii II. All the dilferciit portions of the w-irk shall be done in the 
erfnr <te>|gnR(ed by the Engineer, and all the wort herein specified and 
ntniemjllnteil, nr found nect-s^arj'. shall be done in accordance with his or- 
rf«t« mi-i illt^tmns nM he shall be die judge ol the quality and fitness d 
■It tit" niiiliiniry ii*ed in the w.irk. 

Rxll-in 14 »)'» Ihe completion of the Basin, all surplus materials, earth 
Mil ImIiM^Ii of >-vv> y kllMl. "hall be disposed of within the reservoir ground 
■u ,11.^. i-.l hy lht> f llat"«^^ """^ »l' strucmres, implements, &c., shall be 

I (oftHMl-l »nilil>d*«» m>y. "* ** ^^^-- be directed. 

. , All lnl^tU Wrtk •pi>tiAnces and appurtenances of whatsoever 

I ' . ,.:,><( Id iln lh>- (^-i^rk in ptviper &nd satis^tory manner, shall be 

I <^ hnve the use of the six heavy Rollers row 

;i,' rtliiiTs them to the Commissioners when 

.;ime perfect condition they arc now in. 
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Water for puddling and mortar can be had from tKe city SiaTff oil me 
*Tanklin Street bank of the basin at Eleventh Street. 

Section 16. The contractor shall, when required to do so by the engineer, 
a the work any superintendent, workman, or other person era- 
|iloyed on said work, who shall refuse or neglect to obey the instructions of 
llie engineer or his agent in anything relating to the work, or who shall 
j»rform his work in nny manner contrary to the specifications or directions 
of the engineer, or who shall be deemed by him incompetent or unfaithful 
The contractor shall also, on the demand of the engineer, discharge from 
le work on the basin any drunken, disorderly, insolent, or otherwise dis- 
agreeable person, and shall not again employ him on the work without the 
)K>nsent of the engineer. 

Section 17. All measurements and estimates of gravel, brick and flag- 
ging shall be made after the above mentioned materials have been put in 
place in the basin ; the clay for puddling shall be measured in excavation 
r the top soil or other objectionable material has been removed. 
Section 18. In the absence of the engineer, any person he, or the Board 
f Water Commissioners may designate as having charge of the work or 
my part thereof, shall have and exercise all the powers of said Engineer, in 
s relating to the execution of the work herein specified, and the 
orders of said person shall be fully observed and obeyed. 

Section ig. The engineer shall furnish monthly estimates to the Board of 
Water Commissioners of the amount or quantity of work to be paid for, 
of all such work as may have been done during the preceding monlh. 
Section 20. In case of the refusal or neglect of the contractor to remedy 
and make good any defect in the work, within the time required, such work 
jnay be done by order of the Board of Water Commissioners, and ita 
it deducted from any amount due or to become due the contractor. 
Section 2[. No part of the work shall be assigned or sub-let to any per- 
is, without the consent of the Board of Water Commissioners, 
and if any part is so assigned or sub-let, it shall not in any wise affect the 
conditions or provisions of these specifications. 

Section 22. None of the work shall be considered as accepted, which may 
be found dLfcctive in its construction or execution, before the final accept- 
ance of the while work. 

Section 23. Should the contractor fail to deliver any material, or do any 
work at the time required by the engineer, the latter may order the same 
done, and have the cost thereof deducted from any amount due or to be- 
come due the contractor. 

024. If the engineer shall certify, in writing, to the Board of 
Water Commissioners, that the work is unreasonably delayed, or any of the 
wnditions of the agreement or specifications are violated, t!ie said Com- 
™issioners shall have full poivcr to annul the contract or agreement, and 
r notice in writing to the contractor to this elfect. It shall, thereupon. 
'KGWiie null and void and of no binding effect. 
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Section 3j. The lollowing are the estiniated quantities and r 
quired for the completion of the North Basin. — 

8,400 Cubic Yards Puddling. 
l,soo " " Gravel. 

670 " " Sand. 
3,000 Bbls. of Cement. 
i,zoo,ooo Bricks. 

Hi Lineal feet of Flagging, 
The following are (he estimated quantities and material required for the 
luth Basin: — 

1,200 Cubic Yards Puddling. 
1,400 " " Gravel. 

670 " " Sand. 
3,356 Bbls. Cement. 
1,326,000 Bricks. 

81 Lineal feet of Flagging. 
Section 36, The foregoing quantities and materials have been estimated 
approximately, and parlies proposing to bid are requested ti 
Reservoir in its present condition, and judge for themselves as 10 the 
laracter of the work, cost and quanlilles of clav, gravel, brick, cement, 
nd, and other materials, and of all the details and circumstances affecting 
e cost of the work. 

Section 37, Bidders for this work are informed that it is the ii 
the Board of Water Commissioners to h.ive the work herein specitied pur- 
fonned in the best manner possible, and of the very best materials, and 
that they will be rigidly held to an absolute performance of each portion of 
the specihcations. 

Section 38. Proposals must be sealed, and marked, " Proposals for ci 
pleting the Cool Sprmg Rpservoir,'' and must bi; addressed to the Board of 
Water Commissioners, and will be receivedat the office of John P.Allmonji, 
wrner of Market and Eighth Streets, Wilmington, Delaware, until 3 o'clock 
P. M. on Tuesday, Ihe loth day of July, 1S77. 

JOHN P. ALLMOND, 
JAMES liRAUFOKD, 
CAESAR A. ROUNfclY. 
Commissioners. 
MAJOR S. CANBY, 

Rsiiiient En^inter. 
M. C. CONWELL, 

Consulting Engineer, 



It prepared by T ia< r 5. Ca» 




SPECIFICATIONS, 



Akchitectural. 



For the Ccnsh-iiction of a College Building. 



ilding. ^^^1 



For a College Bui 



Specifications 

31NG FO[J THE UNIVERSITY OF PenNSVLVANIA, AT 



Th[h.tv-fourth ; 



) Locust Streets. 
mpleted i 



Each part of the Building to be c . 
workman-Uke manner to the full intent and meaning of '"'' 
(hese specifications and the drawings, and details hereafter to be furrdshed 
in explanation of these drawings, to the entire satisfaction of the Building 
Commiltee or their Architect: — who shall have full power to refuse any ma- 
terial different from those described to be used, and tt) cause any unsound 
work to be taken down at the Contractor's expense. 

Any work or material necessary for the proper construe- Maioial noi men- 
tion of the Building, or deemed by the Architect essential "'"'Eii liuini.i:eMari 
to properly carry out the plans — even though not specially mentioned, but 
evident from the nature of the case, to be done by the Contractor, without 
extra charge for the same. 

If any alterations should be made in the drawings, or any Altcnujoci, if any. 
change of construction, or difference of material, other than expressed by 
the plans and spec i locations ; the cost of such changes or alterations, to be 
determined upon before being made, and agreed upon in writing, ofherwise 
no charge for the same to be allowed. 

Should such change or alteration cost less than the work - 
as originally agreed upon, the difference in amount to be ' 
deducted; if more, the difference m amount to be paid to the Contrac 
Heights of the Stories. 

The BuUding has a cellar 9 feet high in the clear, under Cfibr. 
Assembly, Corridor, Stairways and S. E. Room, and under janitor's Room. 

Bjsement 14 feet, First Story 15 feet, Second Story 14 Basement, m, md, 
feet 6 inches, Third Story wings 14 feet, Third Story rear jd """ijihiioriM. 
centre 16 feet, Chapel 28 feet, and Fourth Story Centre Building 16 feet, all 
in the dear of floor and ceiling. ^^^ 

The various dimensions of the Building, and sizes of the Uimenuoiu. ^^H 

different rooms, are figured on the pla is. ^^| 

Excavation. ^^| 

The trenches to be excavated to a sufficient depth to allow TimchH, 
for secure foundation. They will be arranged according to grades of the 
lot; to be one foot below present surface of ground. Any additional depth 



tracU^^^H 
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[uired for a good foundation to be extra ; and to be done by Contractor 
of 30 cents per cubic yard. 

The space under Corridor from east to west the entire Space under Coiri- 
length of the Building to be 7 feet 6 inches deep, or deeper ^'"- *'■ 
if the surface is lower, below top of Basement floor, for cold air duct or 
passage way. 

Trenches for foundations of outside wall must in all eases Jrmches far r™n- 
■Tje 4 feet below surface of ground when graded. Depth can waiii. 
he measured from elevations at difftreni points.^Trenches for footings of 
isll bearing walls, must be not less than i foot below the lowest level adjoin- 
ing thtm, or as much further as may be necessary to insure perfect solidity, 
■^Trenches for foundation of Corridor Walls to be i foit below surfece of 
ground in cellar. 

Drain Pipe in air duct to be at least 2 feet below ground Drain Pipt 
it highest part. 

Excavations to be made for all drain pipes, air ducts, water and gas con- 

ictions, where required. 

The ground forming the beds of trenches, for all founda- Btds of Tttnches. 
Eon walls, to be beat down, and when the walls are in, the earth to be well 
Jammed down, in the spaces on each side of them. 

All foundation trenches below jjrade, to be sufficiently Foundation 
wide to allow for making a tivo-fdced wall. Trenches, 

The surplus earth to be deposited around the Building, and graded as 
(equired. 

■ The portions arranged for CeUurs are under the S. E. CeHais. 
Iloom, the Library extension in centre of rear, the Corridor from east to 
jfest, space under Janitor's room, and the Stairw.^y bays. All the remainder 
b be filled within two inches of the level of the Basement floor — to be afler- 
feids covered with Asphalt Pavement, 

I Stonework. 

All foundation walls to be built of best quality hard build- Fonndaiion Stone, 
ing stone, such as Leiperville or Fairmount Stone;^All footings to measure 
te least 6 inches wider than the wall above it. 

I First course of foundation of outside walls to be of three- Conqrcie. 
pen or through stone, laid on thick bed of mortar or concrete laid in the 

FSecond course of two-men stone, and the remainder to the first Hooi', of 
krge stone, laid on their broadest beds, and hamrrered down solid. 
I Basement walls to top of first floor, where exposied, to be Leiperville Stone, 
faced with Leiperville Cray Stone ; to be large stone and laid broken range 
Kck work, capped with water table course of Hummelstoivn HumrndswHi-B 
Kown Sione, around the entire Building as per detail, pro- B'""" Siono, 
Kting beyond Basement Walls — (8 inches by 12 inches.) 
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Sills of doors and windows to be square droved ; jambs, arches or Other 
heads of openings, to be of Leiperville Stone, and finished from the pconl. 

All exterior walls above Basement to be faced with Ser- Serpenifait 
pentine Marble ; to be laid broken range work, finished from the point (ot 
the entire Building. All stone to be large and Hal, well bonded and bedded 
and hammered down solid, and in no case to be built more Tbc Walli. 
than lo feet high until the mortar is well set. 

Al! wall Cornices, Cappings of Buttresses, and Gables, Comitw. 
sill and belt courses and arches to be of Ohio Stone, in form ohioSiooo, 
and style to conform to the elevation and detail drawings, hereafter to be 
furnished. Cut stone joints. 

Arches of windows and doors, to be drafted and pointed. Jainbs. 
Jambs square and chamfered, 8-inch reveal. Corridor windows, 12-inch re- 
veal, to be pointed with the tool. Corners and buttresses pointed. Window 
sills, buttresses and gable cappings to be square droved. 

AU string courses between window sills, &c. to be dralted SmneCmsHt. 
and pointed. 

All interior walls in Cellar, and backing of exterior walls, Inurior Wdu. 
to be of good hard common quairy building stone, laid on their broadest 
beds, well bonded and hammered down solid, and bedded in good gravel 

All walls tinted gray on plans are stone of various thicknesses which are 
figured. 

Front porch to be built as per design, and detail drawings Fmnt Porth 
to be furniBlied. To be tool dressed work, with polished Scotch granite 
columns, and carved Ohio stone caps. Body of porch lo be ol gray stone 
from the Franklin quarries. Base course of brown stone, All the steps 10 
be of granite. 

Floor of porch to be laid with rubbed blue flag, with one Flow of Poreh. 
red slone in centre. The floor of water closet rooms in basement to be laid 
with flag stone 2 inches thick. 

All work exposed, lo be properly pointed with tinted Port- Poindng, 
land cement, as directed. All joints to be thoroughly raked out before 
pointing. All area walls to be capped with flag. Slate hearth to be fur- 
nished for the grate. Strips, plugs, blocks, scantling, &c., to be built in 
walls, where required, for nailing stripping grounds or wood work. 

Especial care to be taken with all walls and piers support- Walls and Pim. 
ing columns. All angles to be kept plumb and true. Cellar stone walls to 
be smoothly dashed and broomed. Large stones to be placed under all 
girders, beams, &c., where required. 

The tiling of vestibule to be while Italian marble, laid in Tiling of VeMibuJt 
squares diagonally with border as per plan; to have lo-inch sitiiang. 
skirling moulded edge of m.irble. 

The slone mason must furnish, erect, and remove all scaffolding necessary 
his work, and must put up from time to time, as the work progresses, 
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ibields of boards to protect the work when tt is done, fi-om damage, and be 

: and required to repair any injury that maybe done by neglect 

if this precaution. Cold air flues and gas or smoke flues to fIum, 

f be topped out with stone, pointed, 4 feet above roof and capped with fl.ig 

Any additional depth of foundation necessary for perfect solidity, to 

I, and to be done by Contractor at the rate of $4.50 per perch. 

Brickwork. 

All walls tinted red on plans, to be built of hard burnt brick laid in com- 
mon bond — five stretcher courses to one header course, bedded in plenty of 
strong sharp sand and lime mortar. One-fourth salmon brick may be used. 
The brickwork of flues to be all struck joints and not pargetted. Relieving 
«rches lo be turned over all lintels where practicable. 

Floor of that part of Cellar arranged for heating apparatus Cellar Floor. 
and fuel, to be paved with approved asphalt pavement not less than 3 in. thick, 
the filling having first been made solid by puddling or ram- Fining Arqhei. 
niing, as the Architect may direct. Arches between beams of floor and 
ceiling of Assembly and Library, floor over furnace room and boiler room, 
to be 4 in. brick with haunches filled in level with top, with a concrete or 
brick-bats, coarse gravel, &c. Arches to be constructed over open- 
3cr Corridor Walls — wooden blocks, furnished by carpenter, must 
be walled in wherever required, to which to secure the wood finishings of 
the interior. 



Bricklayer 1 



. furnish, set up and take away his ( 



1 scaffold a 



Brickwork of heating apparatus, air chambers, fire brick in flues, S:c., to 
be built as directed. 

The contractor for brickwork must assist in securing iron stairways m 
their place, and in the placing of all beams and iron work connected with 
the brick work. 

The large flues marked X, to start at foundation, and Laige Flu=s. 
fcpecial care to be taken to keep them plumb and of the same size their 
whole height. Openings must be left in these flues in each story, 3 feet 
Wide and 3 feet high. The wainscoting at these points to be put in with 
screws, so that access can be had to the flues. 

The entire floor of Basement, except the portion used for Water Closets, 
Where no other kind of floor is specified, to be covered with approved 
Asphalt Pavement, 2 in. thick, the filling having first been A^phaii p^vc- 
>nade solid by puddling or ramming, as directed. Chim- Chimney Topt 
wey tops of stone or terra cotta, as per elevations and detail drawings, 
to be furnished and set. Large ones to be 1 In. thick at the thinnest parts, 

I be properly made with socket joints and set with cement. 

Ventilating flues to be topped out 10 in. above roof and tinned over. 

The outside pavement, over Boiler Vault, lo be of Iheap- Asphali Pan. 
"proved Asphalt before mentioned, 3 in. thick. '"™'' 
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Carpenter Work, Lumber, &'ir. 

The contractor for Carpenters' and Joiners' work must furnish i 
lumber and other materials required, to do anil perform and carefully o 
plele ail the Carpenters' and Joiners' work upon llie building, agreeably lo 
tlie drawings, and execute said work in the best and most workmanlike 
manner, and to the satisfaction of the Architect. 

All the Lumber used must be of the best quality, free Ouaiicy of ihe 
from unsound knots, shakes or rol;— it must be well and *™d- 
thoroughly seasoned before using, (by kiln drying when necessary.) and be 
in a state proper for the various purposes for which it is destined to be 
used. 

The boards for the floor over brick arches to be laid on scantling 3 In. by 
4 in. fastened securely to Ihe brick work of the arches, by Floor Bcunta. 
bedding in concrete. All wooden girders supporting floor jobt to be com- 
posed of three pieces, 3 in. by ta in. white pine, pinned and strapped 

All joists to be 3 in. by 1 2 in. all under 20 feet span to be Jmm. 
of spruce, and all longer than 20 feet to be of white pine ; to be placed 16 
in. between centres. All trimmers around flues, (no wood Trimmen. 
in any case to be within 9 in. of a flue,) stairs, &c., to be double joist 
pinned together, and where long spans, every third joist to be hung with 
stirrups. AH joists of i5 feet lengths or less to have one row of cross 
bridging through each tier— all over 16 feet to have 2 rows. All joists to be 
brought to even widths. All to be backed. 

First, second, and third floors to be deafened by nailing cleats on joist, 
boarding, and filUng in with mortar i^ in. deep, yi in. Clans. 
from top of joist. 

All floois to be laid with all heart yellow pine, mill-work boards iX in- 
thick, none more than 5 in. wide, and on first floor none more than 4 in. 
wide ; lo be tongued and grooved, and securely nailed to joist and after- 
wards smoothed off. 

Stud partitions to be 3 in, by 6 in. and 3 in. by 4 in. Siud Paniiiom. 
helmlock bridged. 

Floor over chapel to be constructed on six principal fiqoi over C1u[kL 
rafters, spanning the whole width. 

Wall beams to be 4 in. by 1 1 in. lies or straining beams, to be in three 
pieces 4 in. by 12 in. blocked apart and bolted together — crossties or 
curved braces to be two pieces 3 in. by iz in., these to rest on large stone 
in wall i braces 4 in by 12 in. Queen posts iz in. by 12 in. to be properly 
framed, and have the necessary bolts and straps to make a secure job, and 
to conform to the detail drawmgs hereafter to be furnished. These supports 
"lor of the fourth story, which will have 3 in. by 12 in. joist, 16 in— 
■o have three rows of cross bridging, partitions above to be frameA. 
he weight from centre of gliders. 
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Wan plate around the entire Building 3 in. by 12 in. se- WiDPlaM. 
curely baited to the vaili, about 10 feet apart all around. Bolts j feet long 
^ in. thick. 

All other roofs of Main Building and wings to be constructed in the usu.1l 
manner of Mansard Roofs, with side studding 3 in. by 6 i 1. spiked to plate. 
Upright studding 3 in, by 4 in. — Upper or roof plate 3 in. by 8 in, — 
Kafters for short spans 3 in. by 8 in. and 3 in. by 10 in. — For long s| 
in. by 13 in. as may be directed. Ceihng joist 2 in. by 4 in. 

Ties and braces, and all wood work of principal Rafters Tiiaand Bra™. 
of Chapel which show below plastering, to be planed smooth and cham- 
fered, and to be varnished and oiled. All the roofs to be covered with 
tongued and grooved white pine boards, 1 in. thick, firmly nailed to rafters 
and studding. 

All outside walls to have stripping i in. by 2 in. securely Stripping, 
nailed to plugs or strips for lathing. 

Washboads first story in Corridor and where there 
wainscoting, to be 10 in,, including 2ji in. sub. and i 

Second story in Corridor, 8 in, including moulding and sub. Washboards 
in third and fourth stories 6 in, bevel or bead top. 

Washboard throughout Basement, where it is floored with boards to be 6 
inches. May be cement where asphalt pavement Is laid. 
IVainscafinff. 

In all the large rooms of Main Building and Wings, As- Wainscotirn. 
sembly in basement, and the window sides of Library, to be wainscoted per- 
pendicularly, 3 ft. 6 in. high, with yellow or white pine clean stuff, 4 in. wide 
and under, tongued and grooved and beaded to the level of the window 
sills. 

The window sills forming the cap of 
1 ^ inch nosed edge with 1 '^ inch ogee 1 
ihis case to be 6 inch scotia or bevel edgi 

Wainscoting to be left out of those ' 

Wainscoting to be put up with screws 



have Capping. 

.Iding beneath. Washboard ii 



indows required for coils o 

: opening in clock weight flues. 



IVindams. 

The windows throughout to be double hung, except windows, 
those Gable and Dormer, which have stationary sash — to conform to the 
elevations and detail drawings. 

All reveal frames, white pine, with 3 io. bead, or large Reveal Fimnia. 
ogee moulding as may be determined. 

Sills 3 in. heart yellow pine. Jambs plastered and Shis. Sash. 
splayed where marked with 2 in. bead on angle for protection to plaster and 

Inside shutters. — All basement windows lo have inside panel shutters, i V 
^bx. tbick, cut in middle and made in folds to suit jambs^ inude Shutters, 




ad wrougiii iTDn 
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hung with bulls, secured with yellow pine or iron bnr : 
sUples. 

All first and second slory windows, except Corridor Windows and on 
stairs, to have inside pivot or rolling blinds, i J4 in- thick, cut in middle and 
made in folds to suit jambs.— Jamb shutters to be panelled. Shutters in 
rooms on either side of "main entrance to be made to fold in boxes. 

Architraves of thesd to be made to suit the arrangements An:hiitav& 
of the openings. All wir.dost^, except Dormer and Gable windows, to be 
finished square inside. Unrmer windows lo hive 1!4 in. Domo Wiadmm. 
sash to small windows, iji lo large^ — to be double hung where practicable; 
all to be made according la the elevations and detail drawing and direction 
of the Architect. 

Side lights of Corridor Doors at ends and interior Side Lighu. 
throughout to be double hung as window sash— Centre lights of Tran- 
som Sash to be stationary. Linlt^ls over inside of window openings to be 
three pieces, 3 in. by 8 in. No shutters to chapel windows. 
Dour frames. 

Basement door frames in Interior (o be made of 3 in. by 4 in. scantling, 
walled in flush with both (aces of wall. Lintels to be 3 in. Door Frames. 
by 6 in. cut with 4 in. rise, to have 9 in. arch over. Lintels (rf all doors in 
brick walls of upper stories, to be made in the same manner. 
D^rs. 

All interior doors in Basement, and all communicating doors in upper 
stories, except Corridor Doors, and all doors in third and fourth stories, to 
be six panel 1 3^ in. thick, and double face doors. — Flat raised panel and 
chamfered stiles and rails, (no moulding,) all to be S feet six inches high. 
Al! doors opening oti Corridors in first and second stories of West Wing, 
and second story of East Wing, to he 8 feet 6 inches high, made in the (ol- 

Two doors to be separately made six pane! i J4 inch thick flat raised panels 
chamfered stiles and rails. — One face of each door to be finished. These 
will be screwed to a frame one inch thick forming a double door with hol- 
low space between, as per detail — all to be hungto open iniriW Dcbii. 
outward into Corridor. — Ail doors opening on Corridor, and all communi- 
cating doors in East Wing first story, to be glazed doors made folding, hung 
with pivots, to open both ways, and have springs to keep them dosed. 

Architrave of doors to be 3^ incli moulding and i}i inch band or ih^ir 
equivalent — no plinths — jambs cased and rebated. OutKide doors of base- 
ment to be 2^ inches thick, panelled, moulded or chamfered, as may be 
required on outside face, bead and butt on the back. 

Front entrance doors of first story, panelled, moulded and chamfered, as 

per eleva'.ion and details, 2^4 inches thick, bead and butt on back. Vesti- 

^bule doors and interior side light doors i ^ inches t' ck double face, top 

I, and side lights of interior corridor doon to be double h 
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transom centre sash stationary. Wood for doors to be cut and put together 
immediately after r -vtract is signed, and to be thoroughly dry and seasoned 

before going in the building. 

Flooring also to l.s purchased as soon as possible afler signing of con- 
tract, that it maybe .-:ackedfor seasoning before being used in the building. 

Front and vestibu. doors, first story to be of walnut, also basement east 
and west and tear entrance doors ; all others to be of white pine, clean stuff. 
J be constructed in chapel, as per plan — the desk to have 
chamfered stiles and rails, raised panels, moulded cap and base, as per de- 
tail drawings to be furnished. 



Stall 



, frv. 



Private stairs at rear of Trustees' room, first to second Priraie siurs. 
story to be iX inches thick yellow pine treads — i inch white pine risers, 
tongued, glued and blocked. Rail 4^ inches walnut— balusters 2^ inches 
maple — newells 8 inches walnut — stairs to cellar in the usual manner. Two 
flights of plain stairs from basement to first story, at east Basement iiBin. 
west parts of building. Yellow pine 1^ inch treads, 1 inch white pine 
rs, yellow pine 3 inch rail and standards. One flight from third to 
fourth floors, steps yellow pine \)i inch, risers i inch white pine. Skirting 
:o correspond with washboard of third story. 
Lecture room stairs to be same style as private stairs. 
To be 4J^ inch walnut moulded rail, to main iron stairs, Sfcyliehu 
Two skylights to be constructed as per pbn and details. 

Water closets to be fitted up in the basement, with Wamrdoiffn, 
linged seats. Partitions 1% inch capped, 7 feet high, doors i'4 inch, pan- 
elled 5 feet, 6 inches high. 

Water closets in first and second stories and basement, where marked on 
plan, to be neatly fitted up with seats and risers, and hinged lids. Wash- 
stands neat panelled doors, sub, &c. Reservoirs to he 2 inches thick plank 
firmly put together, and properly fitted to receive lead lining. AH finished 
with walnut. 

Umbrella stands in first story, hall and in basement where marked on the 
plans, to be fitted up as directed, to be lined with zinc. 

Roofs, cornices, and dormer windows to be constructed Boofs, 
and finished, as per elevations and details to be furnished. 

Ornamental corners of roof cornice, may be of galvaniied iron, instead 
of wood. 

Centres for arches, blocks, plugs, scantling, S;c., whic! 
walls, to be furnished at the proper times and plac 
tog and handling to be done by the carpenter. 
Ironwork. 
Wrought and cast iron, blacks mithing, &c. 
One girder composed of three beams 7 inches high, (55 Btamn. 
ttn. per yard,) to support gable over western rear bay window. Eight 
girders each composed of two beams lo^ inches high, (loj lbs. pet yard,) 
seiuppoit stairs and floor corridor at head of stairways. 
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fc'CtMmt;r-Aur girders, each composed cf two beams tz inches high, (lij 
h.iwt' ytttiJ.) Kach girder to have curved brace frotri wall, made of two 
^ il<MM 5 by 3 inches by }i inch ; foot to rest on large stone, and head 
nK(\ bulled to bottom flanges of beams, spandril to be decorated with 
Hkiilvit uinftiiienl. These girders are to support the floors in large east 
Awvtt IvHimi, first, second, and third stones, two girders in each room, 
«|l4 1^ b«*int are to be securely bolted together with a piece of while pine 
Hlphy, J by I) ln> blocked between them — and cast iron separators. 

9m littten euch composed of two beams loji inches high, ( 105 lbs. per 
Mft^l tVT waembly floor and library floor and ceiling, running east and 
^t/lVt (ht»»»p«n» supported on cast-iron columns. 

AH iiImIms composed of two or more beams to be bolted together 
^lU'llfiit M>|>aralors, and ends strapped together and anchored into walls, 
«H«t iMllnH nn iron plates. 

ItMiHS f"f rt'»' fl°o^ **^^'' furnace room, to be loii inches high, 105 lbs. 
^t W iilmwit not more than 3 feet 9 inches from centre lo centre. Beams ol 
AtWItll'ly fl""*' •"'1 library floor and ceihng to be 9 inches high, 70 lbs. 10 
^9 u|iu«i1 niit more than 3 feet 9 inches from centre to centre. Ail beams 
Ul W (""('"'K sTiipped together and anchored in walls where required. 
KlIC'l'* '" ''*' P''""''^*' f°' hanging joist trimmers, &c., Sdnupa. 

(Ill* **f '''' ■pi''^ stairs, from basement to first floor, treaxls H >a'^ 
(Itiho'ti 'M*'* 1^ iflch close, supported on centre staff and ends built in walls. 

l »ii »ff* "f ■(^''s "^ three flights each from basement to Piindpat nuim 
iMl'l ""''' M per plan. Treads ^ inch to be covered with slate treads, 
i|)A«4 rt "*'■* ^'** lattice, panelled or ornament, as per detail, all to be 
,l,.rtrt,My( ** rtwe* strong wrought-iron bars and cast-iron carriages— ends 

|lfii«i>ff« 9* suning in basement 10 inches, and in flrst NcwcUl 
uLfUj 14 MbifJM*, of Gothic pattern. Balusters, ornamental B^iliutcn. 
iMflKMt f^' ^^ vl'c^'I- The upper step of each flight and its nosings, Id 
fjifMtint ,l»'.'l'^W^^ (he landings to receive railing, which must be secured to 
HMM iM M tl>^ <t<^M. Facings of the well hole must be of iron extending 
A/.aA tit f*/!Ji^y* the plaster of ceilirig below. Arranged for walnut hand- 
. '--c fcct high when all is finished. 

'■ ton bars to be leaded -n flag-stone cappings of all area walU 
-•-^-'jg gales at all window;. 
,tv*. coiumns where marked on tht. plans Column. 

.ifliiMMM 9 in. diameter, }i m thickness of metal in cellar, lo have 
^gitU* 2 fL by 2 fti by iX '"^^h thick 
|MiDMM9 in. diameter in basement V m thickness of metaL 
^nHH S in- diameter ^ m thickness of metal in first stor)-. 
^■■IM 7 ■*■• diameter }i in thickness of metal in second story. 
BpM 6 ia. diameter X in. tbickneaa of metal in third story. 
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These rest on each oiher. and must be made wilh saddle beads and the 
girders to go through them. 

o columns lo in. diameter X <"- thickness of metal for front hall un- 
der chapel, to have base plates i ft. 3 in. bf 1 (I. 3 in. and 1 in. thick. 

Four box posts 6 in. by 1 ft. 6 in. and }4 in. thickness of metal, to have 
bracketed skew back heads for brick arches of corridor walls, base plates to 
be I ft. 6 in. by i ft. 6 in. and i in. thick. 

All columns to have moulded caps, as per detail to be fiimished, to be in 
proper proportion with their respective lengths. 

All bolts, jambscrews, stirrups, clamps, anchors, &c., necessary for a 
complete and substantial job, to be furnished, if not specially mentioned. 

Cast-iron cresting, pattern selected for bay windows. Cradngs. 
Cast-iron railing or cresting, to be set on roof as per elevation and detail 
drawings. 

Three set of inside and outside doors for lire proof. In- Fire proof dcwis. 
side doors folding — outside single doors — with wrought-iron frames to be set 
complete. Usual fire proof locks and fjstenings, ($2; lock.) The con- 
tractor for ironwork must build and set up and take down his scaffold ; car- 
penter must furnish all the material for making it. 

Two base plates 13 in. by 12 in. by 1 In, and two plates Ftius. 
1 ft. 6 in. by 3 ft, by i in. Six columns 4 in. diameter. Two S in. beams, 
(65 lbs. per yaid,) and six beams 6 in., (40 lbs. per yard.) Two of these 
to be bolted together with separators. These are to support the arches of 
boiler room and rear wall. One Hyatt Vault Light 3 ft. diameter ovet 
boiler room to be furnished and set. 

Hard-ware. * 

All doors that are made double as described, to be hung Butis,&c 
with 7 in. Baldwin's Patent, or American butts equally as good. Heavy 
mortise brass works latch 3J^ in. by \% in. box, with brass knob. 

All doors of eastern wing first story, which are made folding, to be hung 
with pivots and have suitable springs and fastenings. 
Dead-latches to be furnished to all the doors required at Dud-iatchet. 

$ per lock, to be hereafter selected — ^not included in contract. Outside 

front doors, main entrance, to have top and bottom ilush bolls, heavy 
wrought polished face ; top bolt long enough to be easily reached. Bottom 
bolt 12 in. ; lock mortise rebate — Russell & Erwin's make, 8 in. box and 
bronze knobs. 

Doors to be hung wilh three pairs 6 in. by 6 in. fancy imitation bronze 
butts. 

All basement and interior doors of upper stories to have brass or bronze 
knobs; iron butts sufficiently large to swing door clear of architraves or 
finisiiings ; and to have suitable brass works lof.ks. Vestibule door en- 
Inince to have butts 6 in., top and bottcra bolts to be all the same as front 
door, except vestibule latch instead of lock. All windows to ComicDid. 
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be double hung with best cotton sash cord, suitable thickness for the differ- 
ent she of windows. The beat pulleys with brass journals to be used- 
Weights to be of cast-iron. All windows to have two iron sash lifts 
and a sunk eye in top mil of top sash. 

Strong sash fasteners of approved construction to base- Suh 
ment and first story windows throughout. 
P/iii/iiittg, 

Four-inch cast-iron proved pipes, with leaded joints, for draining water 
from roof, to run up to lops of French Roofs inside of Roof Coodimori, 
Rafters, and be provided with Y branches, to connect with main Cornice 
Gutters ; below these, pipes to be built in wall, a!l to connect with 6 in. 
Terra Cotta Drain Pipe below floor of Basement, to connect with main 
centre lo in. to centre of Building, and thence li in. Terra Drain Kpe. 
Cotta Drain Pipe to run lo ft. outside of Building. Two additional 4 in- 
iron pipes to be used for Water Closets in Basement, First and Second 
Stories; one 3 in. pipe for draining water from porch, and one 3 in. pipe 
from each of the Bay Windows. 

A 3 in. Cast Iron Water Pipe from 10 feet outside of Building at West 
End ; to branch off 3 in. cast-iron pipe to 3 ft. above Third wmer PLpr- 
Floor, at each end at line of Water Closets with outlet at each story, and 1 
in. pipe to extend to rear of Boiler Room in Cellar, to have fire hose at- 
tachments, two in each story and one in Cellar, with large brass cock screw 
nozzle, suitable for 2 in. hose. 

Two Water Closets in Basement, three in First story, and two in Second 
story where marked on plans, lo be the best Valve Closets, Water CIomu. 
to be hereafter selected by the Committee or their Architect. 

All to have hinged scats, to use as urinals, to be lined with soft Medal- 
lion Metal or 5 lb. lead, to be determined — dressed closely Tank, 
against the under seat, and to extend }4 in. under the hole — supplied with 
^ in. lead connection with each Water Closet. 

Each Water Closet in the Second story to be supplied Tanlu. 
with 5 lb. lead-lined reservoir or boiler-iron tank, each tank to contain 50 
gallons. 

A wash basin in each DressingRoom, 14 in. China basin — Craigie's com- 
bined basin trap and pliig to be used, countersunk marble top 20 in. by 30 
inch., and back and moulded edge. Silver plated cock and plugs; supply, 
^ inch lead pipe for cold water, t ^ inch lead waste pipe from basins to 
run into soil pipe of Water Closets. Twelve Water Closets in Front Base- 
ment to be self-acting, (Carr's patent,) Hopper Valve Closets and seats 
combined, 10 be secured to Flag Stone, each <o be trapped separately and 
*« 8 in. drain pipe connecting with main drain ; supply pipe I in. 
KInamclled Basin Stand and Frame, Cold Water supply }4 in., 
ead pipe, brass cock, in each water closet room in basement, 
brella Stands to be lined with zinc and to have i)i in. 
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A 3 ia. stopcock to be put on Main outside of Building, and a. 2 in. 
stopcock to rach supply main that runs up to third story, anil a ^ in. stop 
and waste on all other supply pipes. — }i in. supplies to be 2 !i lbs. per foot, 
>i to be 3 lbs., and I in. to be 4:4 lbs. per foot, waste i X in- to be 2}i lbs., 

id l}4 in. to be 3;^ lbs. per foot. 

Provision to be made for the introduction of additional supply and waste 
pipes, sinks, cocks, &c., whicb will be hereafter specified and separate con- 
tract made for the same. 

Gas Pipes for lighting the Building to be introduced according to regula- 
tions of City Gas Works, allowance to be made for about 450 burners. All 
to be in Ceiling, except in Chapel, which are to have side outlets, 
measuring about 30 by 45 feet and 50 ft. to have four outlets — those 
measuring about 24 ft. by 34 ft. to have two outlets, smaller rooms one 
outlet. Corridors to have five outlets each, all other rooms and passages 
as may be directed. Arranged for one or more burners as may be desired- 
No fixiutes to be included. 

Additional Pipes and Outlets to be provided for such rooms as may be 
directed, and allowance made for burners, a detailed statement to be 

thereafter furnished. 

P/asifriiig. 
All Walls to be finished from the float, rough-cast finish. Entrance Hall, 
Assembly, Stairs and Corridors, of the first and second stories, to be lined 
blocks; al! to be tinted in mortar of light drab color, AU Ceilings 
lobe strictly three-coat work, first coat to be dry before being followed up, 
(two coats of Brown, and one of White Hard Finish.) Plasterer must fur- 
Dish, put up and take down his own scaffold. Skirting on stairs to be of 
Cement. Front Vestibule and Entrance Hall to have a neat cornice. All 
Comers to be chamfered not otherwise specified or directed. 

Painting and Glazing. 
All outside woodwork or ironwork to be painted three coats pure white 
lead and linseed oil in such tints as may be directed. Outside doors of 
Basement and First Story to be varnished and oiled. All Interior Wood- 
work usual to paint, to be varnished three coats. St'les of doors to be 
Stained slightly darker than panels, mouldings of wainscoting, &c., also 
be stained darker if required. Inside Shutters same style. Rafters in 
Chapel to be varnished. Ironwork to be painted three coats. All Glass to 
ibe first quality American Double Thick for large, and single thick for small 
^ghts, to be well bedded, bradded and back puttied. Windows of Water 
Closet Rooms in Basement to have ground glass. Chapel and Stairway 
■windows to have double thick American glass. One Communicating Door 
East Wing First Story, where directed, to have one large light, French 
Plate Glass. Skylights to have rough piate glass % in. thick. 
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Heating. 

The Contractor for Heating and veniilating the Building must furnish all 
the materials and work required of the beat quality. The healing to be 
done by a low pressure steam apparatus, consisting of Boilm. 
Three Boilers, located in the apartment provided, any two of which Boilers 
will be of capacity and form equal to heating the entire Building in the 
coldest weather. 

To be connected with as many coils, located in the cellar and Basement, 
as are required for the purpose; which must be connected with boilers by 
proper flow and return pipes. These coils must be placed in proper cham- 
bers constructed with brick walls, into the bottom of which must be ad- 
mitted from cold air shafts from the top of the Build- Hoi Aii Chamben. 
ing, the necessary quantity of pure fresh air to supply at all times the full 
amount required for heating and ventilating the Building. In these cold air 
flues, proper vahes or registers to control and regulate the amount of air 
to be admitted into the above chambers to be provided. Connections with 
distant dues from cold air shafts, to be made with 20 and 24 in. Terra Cotta 
Drain Pipe as per plan, and as may be directed. 

A suitable arrangement of coils in the rooms to be heated, to be used as 
an auxiliary to the fore- mentioned hcaled>air arrangement. All large 
Rooms in isl, 2d, and 3d Stories to have one or more such Radiators. 

The coils must have around them suit-ible ornamented screens, support- 
ing a marble slab \% inch thick. Their flow and return pipes must be so 
carried as to be concealed from view.— All Coib must be on the window 
side and where directed. The Contractor must guarantee that the rooms 
can be kept at a temperature of 70", and the eortidot 60", when the ther- 
mometer stands at 30° outside. — The Entire Basement Tempnuurc. 
and the Halls and Corridors of the upper stories, to be heated by di- 
rect radiation.-' All the rooms above the Basement to be heated half by 
direct radiation, and half by the heated Air from the hot-air chambers above 
mentioned ; pipes and coils to be so constructed as to prevent any snapping 
and cracking noise. One low grale to be set in private Cme. 
room, adjoining dressing room in West Wing where marked on the plans, 
to be No. \% Black Grate; and one Marble Mantel fur- Mant^ 
nished and set by Contractor, to cost not less than $60. 

Slate hearth to be set. Ash-pit door also to be furnished and set. All 
Registers to be black japanned, to be furnished and set com- Rcgisicn. 
plete, to all hot air and ventilating flues, and of suitable style and size for 
the cafiacity of flues. 

Tinning, Slating, &'c. 

The upper flit roof, as per plan, and all the Gutters, Cornices, and Bat- 
tlement Walls and Ventilating flues, to be covered with best Tio- 
1 cross M. F. charcoal tin, painted on both sides, the upper to have two 
KMlh Tbe Guttei tia to have three coats. All chimneys, battlement^ 
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and hips must be flushed, puttied and made perfectly water tight. The 
water to be taken off through 4 in. cast iron pipes, as before described in 
plumbing. Suitable Galvanized iron or copper Basket Strainers, 
strainers to be set in all outlets. Porch and Bay windows to be covered 
with tin. 

All the steep roofs to be laid with best Susquehanna Slate on felt. Roofs 
of comer dormers, centre building, to be red slate — red Slate, 
and green slate border in roof cornice of main building, as per elevation. 

Bells — Speaking Tubes, 

Bell tubes to be inserted in Wall before plastering — number and position 
as directed. Speaking tubes also to be put in where required and have the 
proper mouthpieces. 

Lightning Rods, 

Of Iron with screw joints to be secured to the Building at sufficient num- 
ber of points to thoroughly protect it, to be of suitable size and kind to be 
approved by the committee. Each rod to be provided with four points. 

Contractor to pay for all permits and make the attach- Permits. 
ment for water supply from the street main. 

Towers, 

The extension of towers of east and west ends, above the gables, to be 
constructed of Serpentine stone, as per elevations, with Ohio stone dress- 
ings and cornice, according to detail drawings to be furnished. 

Roofs to be hipped, covered with Susquehanna slate with red border at 
the top — the whole to be surmounted by railings and finials of iron. 

Window frames to be double hung with stationary transoms as per design. 
Floors to be laid about 3 ft. below each window, and rough stairways or 
stepladders for ascent to the same to be constructed. 

Should it be decided not to build the upper section of towers — the four 
gables are to be capped with stone, finished with iron finials and the inter- 
secting roofs to be covered with slate — the pinnacles or chimneys on tlie 
four corners of each to be of stone and terra cotta as directed. 




SPECIFICATIONS. 



Railroad Specifications. 
For a P.tsseiigcr Depot. 




For a Passenger Depot roR the Baltimore and Potomac Railroad 



Company, to be Erected at the Corner of B Street north, 
AND Sixth Street east, in the City of Washington. 

These specifications are intended to embrace the entire superstructure 
above the foundations, with everything pettaining to it complete, and finished 
up ready for occupancy. The whole of the said building to be comprised 
within any contract or contracts which may be made for the same, excepting 
only the foundations before referred to, and certain items which wilt herein' 
after be particularly specified. 

The entire work is to be constructed and finished in every part in a good 
substantial and workmanlike manner, according to llic accompanying draw- 
ings, and these specifications, to the full extent and meaning of the same, 
and to the entire satisfaction, ajiproval and acceptance of the engineer and 
architect, and under the supervision and direction of such agent or agents 
as he may appoint. 

The following is a list of the drawings which accompany these speofica- 
tions, and which form part thereof: — 

No. I. Elevation on B street. 

No. 2. Elevation on Sixth street. 

No. 3. South elevation. 

No. 4. West devalion. 

No. s- P'^n "f '"^t story. 

No. 6, Plan of second story. 

No. 7. Plan of third story. 

No. 8. Plan of roof. 

No. 9. Plan of iron beams of first floor. 

No. 10. Plan showing gas, steara and water pipes. 
. Longitudinal section. 



ce, &c., ofm 



No. 12. Traverse 
No. 13. Details of 
No. 14. Details of 

Details of main cornice, 
ils of granite base. 
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No. 1 8. Details of dressed stone work. 
No. 19. " " *' 

No. 20. Details of stone work of balcony on B street 
No. 21. Details of galvanized iron work. 
No. 22. " " " " ** of spire. 

No. 23. Details of dormer windows. 
No. 24. Details of trusses, girders, &c. 
No. 25. Sundry details. 
No. 26. Details of main skylight. 

Additional detail and working drawings will be furnished Additional draw- 
in exemplification of the foregoing, from time to time, as *°ss- 
they may be required ; and, it is to be distinctly understood, that all such 
additional drawings shall be of equal force with those which are herein spe- 
cifically cited ; and the said additional drawings are to be considered as vir- 
tually embraced within, and forming part of these specitications. 

It is also understood that the engineer and architect of Alterations, addi- 
the building shall have the right to make any alterations, tionsandomissiona. 
additions, or omissions of work or materials herein specified, or shown on 
the drawings, during the progress of the building, that he may find to be 
necessary, and the same shall be acceded to by the contractor or contractors, 
and carried into effect without in any way violating or vitiating the contract, 
and the value of all such alterations, additions, or omissions shall be agreed 
upon in writing between the said engineer and architect and the contractor, 
before going into execution, or no allowance will be made for them by either 
party. 

Particular care must be taken by the contractor of all the care of finished 
finished work, as the building progresses, such as exterior ^°'^- 
projections, cut stone, stairs, washstands, &c., which work must be covered 
up, and thoroughly protected from injury or defacement during the erection 
and completion of the building. 

AH the refuse material and rubbish that may accumulate Removal of rub- 
during the progress of the work, to be removed from time ^^* ^^' 
to time, as may be directed by the engineer in charge, and on the comple- 
tion of the work, all the streets and ground must be thoroughly cleaned up, 
and the surplus material and rubbish carted away. 

The COTitractor is to assume all risks, and bear any loss occasioned by 
neglect or accident during the progress of the work, until the same shall 
have been completed and accepted by the engineer and architect. He is 
also to assume all blame or loss by reason of neglect of city or district ordi- 
nances, encroachments upon neighbors, or from any other cause. And it 
is to be distinctly understood that the engineer in charge of the work shall 
have full power, at any time during the progress of the same, to reject any 
materials he may deem unsuitable for the purpose for which they are in- 
tended, or which are not in strict conformity with the spirit of these specifi- 
cations. He shall also have the power to cause any inferior or unsafe work 
to be taken down and altered at the cost of the contractor. 
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These specifications are to be understood as not including 
the foundalions, and the stone masonry below the first 
floor, all of which will be finished off to receive Che dressed stone oa 
street fronts, and to receive the floor beams on the other walls. 

Dressdd Stone Work, 

The fronts on B and Sixth strccis to have a base of first Graiiiie hue. 
quality granite, either from the Richmond or the Old Dominion quarries, of 
the heights, lengths ana sectional forms shown on the detail drawings. The 
beds of the lower course to be from 2o to 24 inches ; of the secot 
from 12 to i; inches, and of the third course from 1; to iS inches. 

Thesteps of the entrance door, and the check blocks of Siep*. 
the same, also all the outside door sills, and steps to be made Door 1 
of the same kind of granite as the base oi the building. 

The rest of the dressed stone work, consisting of caps and Sandiunc 
bases of columns, sills, lintels, string courses, corbels, brackets, window 
dressings, and other features designated on the drawings, to be composed of 
Ohio sand stone, of good uniform color, without flaws, spots or streaks. 

All the dressed stone work to be well and finely wrought, B«l> and end>, 
and the beds and ends brought lo perfectly plane surfaces, Moukibigt. ftc. 
so as to make close joints; all mouldings, projections, ornamental caps and 
bases of columns to be finely and accurately cut, according to the drawinp. 

Iron cramps and dowels to be used wherever necessary for Iron cmmpi. 
the stability of the work. 

The shafts of the columns at the doors of entrance on pDlishcd coluiPBt 
Sixth and on B street, and the shaft of the column under the balcony on B 
street to be made of Aberdeca granite, finely dressed and well polished. 

The base, string course and c.ip of each of the chimney Chitoncy lop?. 
tops to be composed of Ohio sand stone, well cramped with galvanized iron. 

Brick Work. 
All the outside walls above the base course, and all inte- Bricks, 
rior walls designated on the plans, are to he built of good, sound, well-burnt 
bricks, laid true and straight, and properly bound together with heading 
courses. In the main fronts the headers are to be introduced behind thu 
running bond, so as to tie the outside four inches to the rest of the wall, 
without appearing on the face. The mortar to be composed of the best 
quality lime, and clean sharp-gritted sand, properly mixed, Monar, 
and thoroughly manipulated. 

The outside walls to be faced with the best pressed bricks FtaniBiklu. 
of uniform color, laid in colored mortar, with joints not exceeding one- 
eighth of an inch (>i") in thickness. 

nf encaustic tiles are to be inserted in the face of Enqaiwric Tilw 
two street fronts, wherever they are indicated on the plans, 
also be used for flooring the general waiting-n 
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haU, the restaurant, and the water-closet rooms. The patterns, as well as 
the make of the tiles, to be decided on in all cases by the engineer and ar- 
chitect. 

Relieving arches to be turned over all openings that will ReUeving Azt:iies. 
admit of them. 

All the flues are to be well built and carefully pargetted. 

The first floor to be formed of brick arches, one brick Floor arches. 
(^^^) thick, turned from wrought iron floor beams, and the haunches filled 
up with concrete, to the proper height for the tile, or the Concrete filling, 
wooden flooring, as the case may be. The moitar to be used in these 
arches, and in the concrete filling of the haunches, to be Cement 
composed of hydrauUc cement, and clean sharp-gritted sand. 

Iron Work, 

The first floor throughout the building, except in the boiler room, to be 
constructed on wrought iron floor beams, the various sizes. Floor beams, 
.lengths and spacing of which are given on drawing No. 9. The bearings 
are to be slate, each of which must be eight by twelve Slate bearings, 
inches (8^''Xi2''^) and two inches (2^^) thick. 

The Main Tower, — The following portions of the main tower will be com- 
posed of galvanized iron, to wit : — The dormer windows on Galvanized iron, 
the four sides of the tower, including the cornices and the returns to meet 
the roof; also the angle corners and cornices of the roof of the tower. 
Cast iron will be used in this tower in the cornices of the Cast iron, 
second story, the balconies and the frieze, the columns, capitals, and bases 
of the windows of the third story, with the imposts, arches, cornices, and 
columns above them ; also in the plain faces back of the columns. The 
clock faces on the four sides of the tower, including the panel Clock faces, 
work on each side of the same, will likewise be composed of cast-iron ; the 
clock dials to be made separate, so as to admit of being removed. 

The railing of the balconies will be composed of wrought RaiUngs. 

iron. 

Tower over Entrance on B Street, — In this portion of the Galvanized iron 
work galvanized iron will be used in the cornice and-finial of the gable ; 
and cast iron in the columns, capitals, bases, pilasters, sill Cast iron, 
and hood of the third story window, with the two adjacent comer columns, 
including their capitals and bases; also in the dressings of the circular 
window. 

Tffiuer over Baggage Entrance, — The main cornices, modillions, and 
angle corners of the roof to be made of galvanized iron. Galvanized iron. 
The entrance to the baggage room to be spanned by a Boiler iron, 
hoiler plate girder, supported by cast iron brackets. Cast iron. 

Octagonal Tower on B Street, — The main cornices, modillions, and angle 
corners of the roof to be made of galvanized iron. Galvanized iron. 
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Main Comices.'—KW the main cornices of the building, including the 
modillions and the frieze cornices, to be made oi galva- Galvani«d boo. 
nized iron ; also all the gutters, valleys, and flashings. 

Dormers. — The three dormer windows on the cast front, the three on 
the north front, and the four on the west front, including all Gidvanized iron, 
their parts, except the crests, to be made of galvanized iron. 

The rear or south wall, to be capped with a galvanized iron coping. The 
corner columns of the said rear wall, as shown on drawings Nos. 2 and 3, 
to be made of cast-iron. 

The galvanized iron work to be supported by rough wooden Roui^ hrackedag. 
brackets, to which the iron must be securely fastened. The whole to be 
well wrought, in conformity to the drawings, and put together in the most 
substantial manner, and in such a way as to prevent the admission c^ water 
in any of the joints, or in any of the connections with the other features ol 
the work. 

The cresting and the finials of the towers, to be composed OcstiBs. 
of wrought irony and all the rest of the cresting throughout the building to 
be made of cast iron* ^ 

The iron work attached to the roof to be secured by wrought Wroogjic tr jn chain 
iron chairs and stays, galvanized wherever they rest on the *°*^ ***'*• 
tin roofing. The screw heads to be covered with tin ca^pSy soldered to the 
roof, to prevent leakage. 

The two columns in the restaurant, the two over them in Iroa cotomaft 
the second story, and the two in the third story to be composed oicast iron. 
Iron girders, each consisting of two 1 2-inch I beams of 150 Inmgirdeis. 
lbs. to the yard, to be placed on these columns. 

All cramps, ties, tension bars, truss rods, bolts, stirrups, Miscellaneoaa. 
bars and other iron work required in the various p«irts of the buLdizig, to be 
furnished of the first quality wrought iron, and made in the best manner, 
snbjcct to the directions and approval of the engineer in charge ; it being 
understood by the parties to the contract that such bolts, bars, cramps, 
stirrups, &c., are to be introduced at the discretion of the snid engineer in 
charge, wherever he may deem it to be necessary to assure the strength and 
permanency of the building. 

All the castings required in the execution of the woik, whedier herein 
particularly specified or not, to be made from good tough iron, true and 
sound, and free from cracks, flaws, bubbles, or defects of any kind whatever. 

All the galvanized iron used in the building, to be of the best quality, 
designated as No. 28. 

Lumber and Carpenters Work. 

All the lumber throughout the building, except where Lumber. 
paiticulaily spccitied to the contrary, to be tirst quality white pine, free ftom 
iihakcs and flaws and unsound knots, thoroughly seasoned, and in every way 
suitable for the various purposes for which it is intended* 
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All joists of 20 feet or more span, are to be four by twelve Jtirn. 
,,"Xi2") white pine, and wherever the span is less than 20 feet, three by 
twelve (3"X 13") Joists are to be used. The eeilii-g joists of the attic story 
may be three by eight (3"X8") hemlock. 

The rale for spacing the joists throughout the building shall be si 
inches (16") from centre to centre. 

Each joist must be properly backed, and have a bearing of four inches 
(4") at each end, on the walls and partitions. In all cases where joists are 
supported by girders, they must lap each other, so that each joist shall havo 
a bearing equal to the whole width of the girder. 

All floors of joists of more than sixteen feet (16') span. Bridging. 
shall be stiffened by two rows of cross bridging, and in cases where the Spaa 
1 feet, or less, with one row. 

and other openings are to be framed around with Trinu 
double trimmers, in all cases where there are more than one tail joist. Par- 
tirular attention must be paid to keeping all woodwork sufficiently far from 
the flues lo insure absolute safety from fire. 

The wooden partitions throughout the building are to be Pariiiiorn. 
made of good white pine scantling, spaced sixteen inches (16") from centre 
to centre, securely attached to the floors and ceilings, and stiffened with two I 
rows of horizontal bridging. The partitions of the first and second stories 
are to be composed of 3"X6" scantling, and those of the third story of 
3"X4". *ith the following exceptions, to wit: those occurring in the second 
s'ory, between C and C, on plan No. 6, will be made of scantling 3"X8" ; 
chose in the third story marked K and K, on plan No. 7, and the backs of 
all water closets in the building ivill be made of scant ling 3"X8", In all 
cases throughout the building, the broad side of the timber is to be placed 
cross-wise of the partitions. 

The outside walls lo be furred with three by six l3"X6''') Fmring. 
scantling, secured to horizontal strips built in the walls as the work pro- 
All the window frames in the building to he made reveal, of sound, well 
seascned white pine lumber, fitted with all the necessary windows, 
pulley styles, boxes, pockets, parting strips, beads, &c., in accordance with 
drawings. 

Dormer windows to be made on the roof, as shown on nomon. 
the drawings ; the fronts and ihe sides will be composed of galvanized iron, 
to which wooden fi^mes, with all the necessary boxing and interior finish 
will be attached. The iron work is provided for under the bead of that 
material. 

All the windows in the building to have inside shutters, Shuom 
one and one-eighlh inches ( i ii") thick, cut at the meeting rail, and made 
with moveable sloais. Those of the first and second stories on the two , 
!t fronts lo be composed of walnut, and all the rest of white pine. 
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The Unish around the windows to consist of a two and a.balf inch (2}i") 
corner bead in (he lirst and second stories, and one and a half inch (l}i") 
bead in the third story. 

All the windows to have plastered jambs, and interior Window lilk 
sills of hard wood, one and a half inches {i}i") thick, finished with nosed 
edges and moulding, returned on ihc ends. 

The sash to be composed of first quality white pine, one Sash, 
and three-quarter inches ( I ^"} thick, made in accordance with the draw- 
ings. The upper sash of the bay window, the sash of the baggage room, 
and the upper sash of the window above it, also the upper sash of the win- 
dows in the second story of the tower, and the sash above the transoms o[ 
all the windows of the principal story Ihroughout the building, lo be hung 
on hinges. All the rest of the windows in the building lo be double hung 
on strung axle pulleys, with the best patent cord, and finished as shown on 
the several drawings. 

Theoutsidedoors tobe twoandahalf inchesf^!^") thick, Doon. 
made of two thicknesses of one and a quarter inches (l^") each, panelled 
on both sides. 

The inner doors to be one and three-quarter inches (l }i") thick, except- 
ing the door in the attic, the thickness of which will be one and a quarter 
inches ( I X')- The water closets to have short slat doors hung twelve 
inches (i3") above the floor. AH the rest of the inner doors to be 
panelled on both sides. 

The three doors leading from the general waiting room lo Fiydoon. 
the passenger platforms to be covered on both sides with leather, and hung 
on the most approved snring hinges, opening both ways (in and out). 

The two outside doors of ihc baggage room to be hung xtoan of baggaBC 
on eight inch (8") cast iron sheaves with wire rope and ™""- 
weights lo move up and down, as shown on drawing No. 25. 

All the doors throughout the building to be made of the best while pine, 
mortised tenoned and glued up and wedged in the best manner", moulded 
on both sides, hung on the most approved strong butt hinges, and fur- 
nished with locks, bolts, &c., complete, as provided under the bead of 
hardware! 

The doors throughout the first and second story, except Transom ligbu. 
those leading lo ihe waler closet rooms, to have segmental heads, and tran- 
som lights, with moveable sash hung on swivtls and opened by cords and 
pulleys. 

The dDors of the attic story will have square heads without transom 
lights. 
The architraves around alt the doors of the firs, and AnAiiraves. 

■stories to be not less than five inches (5"), r ',d those of the attic 
■S thnn three and a half inches [z'A'"> ^^^'' 

<ig the wooden partitions, double studs are to be placed. 
^e openings. 
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A baggage elevator to be constructed in the baggage room, lifting from 
the first to the second story, and a gallery to be made around Elevator. 
the said room, with permanent steps leading from the first floor to the gal- 
lery, and from the gallery to the room above ; all of which is to be executed 
in conformity to the plans. 

Closets to be fitted up throughout the building, with shelv- Closets, 
ing averaging one foot in width, and with strips three and a half inches 
(zyi^^) wide, and one inch thick, provided with first quality Shelving, 
hat and coat hooks ; and all the necessary shelving, drawers, wall strips, &c., 
to be provided and put up in the pantries. 

A panelled counter to be made across the entire width of Counter in 
the restaurant, with a desk on one end, as shown on plan "s^a^rant. 
No. 5, and a marble top of twenty-six inches (26^'') in Marble top. 
width, and one and a half inches (i}4^^) in thickness, made in four lengths, 
and moulded on the outer edge. 

The three waiting rooms on the first floor, and the gallery Wainscoting. 
of the second floor, over the general waiting-room, to be wainscoted with 
the best white pine, to the height of the sills of the windows, according to 
the designs and dimensions indicated on drawings Nos. 11 and 12, The 
baggage-room will be finished with yellow pine wainscoting four feet (4^') 
hij^h, tongued and grooved. 

All the rooms having wooden floors to have wash-boards Washboards, 
tongued into sub-plmths one and a half inches {i}4^^) thick, and 2^ inches 
(2}i^^) high, screwed into the floors. The washboards in the rooms that 
are tiled are to have no plinths. All the washboards throughout the build- 
ing to be moulded on top ; those of the first story to be ten inches (10^') 
high, of the second story nine inches (9^^), and of the attic eight inches 
(8^''), all of which are to be made as shown on the drawings. 

The stairways to be constructed on three by twelve (3^^X Stairways. 
12") white pine horses, with all the necessary framing secured to the floors 
and partitions. The steps to consist of one and a half inch (i%") yellow 
pine step boards, and one inch (i^^) white pine risers, glued and blocked 
together, nosed and finished with scotia, and fillet returned on the ends. 

The main stairway to start from an ornamental newel Mam stairway, 
twelve inches (12^^) in diameter, as shown on drawing No. Newel. 
25, and to have a moulded walnut rail four inches (4^^) thick Handrail, 
by seven inches (7^^) wide, supported by two and three-quarter inch 
(2^") octagonal walnut balusters, with turned mouldings Balusters, 
and square plinths ; two balusters to be placed on each straight step, and 
one on each winder. 

A skylight to be constructed in the roof, over the main skylight over 
stairway, four feet (4O wide by eight feet (8') long, covered stairway, 
with English rolled glass three-eighths of an inch (ji") thick, permanently 
laid, so as to eflectually exclude the weather. 
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h four feet (4'] wide and eight feet (S') long, with Sufa. 
semicircular ends, to be constructed below the exrerior skylight, and^ 
with ornamental glass. 

A plain light stairway, with newel and railing to be made suinnr ta 
from the third story of the tower to the clock-room. dock-n™. 

All the floorsofthe^»-j/andj^iro«i/ stories to be composed Floon, 
of first quality southern heart pine boards one and a quarter inches {1^'") 
tliick, in widths not exceeding sik inches (6"). The whole to be free from 
sap, unsound knots, and shakes, and to be tongucd and grooved, wcQ 
planed on top, and securely secret nailed to the joists. The floors above the 
second story may be laid with yellow pine boards of one inch (i") in thick- 
ness, tongued and grooved, and laid in the usual manner. 

There will be no wooden floors in the general waiting room, the hall, the 
restaurant, and the waier-closel rooms, as these apartments are all to be 
l.led. The wooden floors of the principal story will be laid on scantlioE, 
imbedded in the concrete in the haunches of the arches. 

All the 6oors in the building to be planed, and left clean and perfect on 
ihe completion of the work. 

Permanent seats are to be constructed around the sides S»u. 
of the general waiting room, as shown on the drawings. The bottoms are 
to be composed of hard wood, supported on turned legs, placed not more 
than six feet (6') apart. The scats to be divided by wrought iron arms ol 
the Pennsylvania Railroad Company's pattern, spaced twenty inches (20") 
from centre to centre. 

The roof to be supported by njne principal trusses to ex- RoofmntM. 
tend across the building from north to south, and to be spaced as shown on 
plan No. 8. The two trusses which rest on the tower to be shorter than 
the rest, and the one coming under the spire to be longer, as will appear 
from the drawing referred to. Three short trusses will be rrquired to span 
from the westernmost principal truss 10 the west wall ; the siics, arrange- 
ment, and details of these are shown on drawings Nos. 8 and 24, which 
must be closely followed in the construction. 

The frame work ot the tower and the spires to be con- Anehorlmlii. 
sttucied as represented on the drawings, and securely anchored to the walls. 
The lower to have eig-Zit vertical anchor bolt, each, one and a quar:er 
inchi's (I'X") ii diameter, to extend from the top of the belting course 
next below the clock face to the wall plate, secured at the bottom by 
wrought iron anchor plates, each three teet (3') long, three Anchur plaio. 
irches (3") wide, and one inch (1") thick. The spires to be anchored to 
the walls in the same way, by_/&aranchor bolts in each spire, one inch (1") 
in diameter, and eight feet (8') in length, secured b) 'vrought-iron anchor 
plates, each two feet (2') long, three inches (3") wid^ . ana one inch (1'} 
thick. 

The portions of the four principal roof trusses, whicn are exposed above 
'he general waiting;room, to be dressed and chamfereii^ ^ indicated on the 




SPECIFICATIONS. 



A girder to be placed across the opening from A to A, Girdm, 
on plan No. 6, to carry the floor joists. This girder is to consist of two 
thicknesses of timber, each six by twelve Inches {6''Xi2"). piaced one 
inch apart, and securely bolted together with three-quarter {^") combina- 
tion bolts, keyed n-i-h white oak, and supported at two points by rods from 
a trussed girder pUti- J over the same opening in the story above, and which 
is also designed to ., ry two of the principal roof trusses. 

Girders are to be placed at B B and B' B', on plan No. 5, to carry the 
floor joists. These 1 rders are to be supported by a rod from each principal 
roof truss where it crosses them above, and are each to consist of two 
pieces of white pine, four by twelve inches (4"Xi2") bolted together with 
three-quarter inch (^") combination bolts, and keyed with white oak. 

The floor of the clock-room in the main tower to be ciock-nioD acnr. 
strengthened by two transverse trussed girders. 

The sheathing of the roof to consist of the best quality Shesihing. 
white pine sheathing boards, one inch (i") Chick, planed on one side, and 
well nailed to the rafters or purlins. 

The contractor is to provide and fix all rough bracketing, Rough hracli«ing. 
arid other carpentry necessary to form the projecting eaves, and ail other 
portions of the iron work in which wooden bracketing may be required, the 
designs for which are shown on the drawings. Also, all the bracketing and 
{ necessary for the proper execution in stucco, ol the cornices and 
panelled ceilings. He is also to furnish and provide all the SzniTolding, &c. 
I requisite scaffolding, centering, cradling, furring, beads, fillets, blocks to 
1 tupport bracketing, lintels, strips, and all other articles connected with car- 
pentering, which may be necessary for the proper construction and com- 



jicnci^ring, wiiicii iiiij 
I pletion of the work. 



The following portions of the general waiting-room, and Omaimmiai wood 
the hall above it, will be executed of wood, to wit : the "'"''* 
I corbels, brackets, columns, capitals, and bases, the pendants, pedestals, 
tailings, and the cornices under the galleries, all of which will be made o( 
; pine, and finished according to the full intent and meaning of the 
drawings. 

AH the carpenters' work throughout the building to be Miscdhneoui, 
executed according to these specifications, and the drawings hereinbefore 
referred to, and such additional drawings as may hereafter be made in ex- 
tern plifi cation of the same; and all carpentry not herein mentioned, and 
I which may be necessar> for the complete and proper execution of the work 
i to be faithfully done and furnished. 

I'/asietiHg. 

All the rooms, halls, stairways, and all other portions Roomi 10 be plu- 
l«f ihe interior of the _firsi and second stories of the build- '^''■ 
ling; also six of lhe_rooms in Ihe tkird or attic story, with the stairway in 
1 with the same, and the clock room in the tower, to be well 
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plastered in three coais. The <«iling$ to be floated, set. Ceilings. 

and finished with a white coat. The walls and sides of all Walts 

the rooms to be finished with the float, and limed as may Trndng. 

be directed by the engineer in charge. The remainiog R„oniioonoi« 

rooms of the third story are not to be plastered. plasKroL 

All the rooms in iUi: _fiist and second sxanes to have Siuceo comk™- 
slueco cornices, made in conformity to the designs indicated on the draw- 

The materials to be of the beat quality, and the work to be executed in a 
good and workmanlike manner. 

Whatever jobbing and repairing may be necessary, to Jobldng. 
render the building perfect betoce its final acceptance by the engineer and 
architect is to be well and truly done without extra charge. 

Plumbing. 
Thfae of the best water-closets to be put up in the ladies' Wa»r dosai. 
private ntom, eight in the gendemen's private room, jij- in the water-closel 
roorr» of ihe second story, and one in the attic. Each closet to havea 
" Monitor container," a porcelain bowl, abronie pull, and a four inch trap 
miulc of lead, weighing 5 lbs. to the foot, discharging into eight inch (8") 
CflSt-lron mains leading into an underground terra cotta drainage. 

Si.v InrHC size porcelain urinals to be put up in the gen- iirinak. 
tleltiO"'" private room, and rtod in the water-closet room of the second story. 
^ncH U'innl 'o have a three-quarter inch {X") brass supply, and a five 
dgUtli* of an inch (H") stop cock with a cap on top, and a one and a Jail 
IncU (iX") waste pipe. 

J^W the water closets and urinals to be furnished with the Traps, &c. 
l\CC«»«»ry trapi and fixtures to insure certain action, and to promote clean- 

The ImoIw and floors of the urinals to be composed of slate, and to be 
l\v» f«l Is") ''Ib'i from the floor. The sides are to be made of wood. 

A •onpilono »ink, four feet (4') long, twenty inches (20") Kiich™ «nii. 
wUW. «'"' •'" inches (6") deep, to be placed in the kitchen, with hot ai-d 
ftilil ""tor cocki and the necessary drain pipes; also a large sized piafe 
iUH I !•"<'■ 

y*»W pormnnentwashstandstobeput up in the ladies' Washsiands. 
Iirlvnl* rimm, six ^n the gentlemen's private room, and /wo in the wate^ 
Vluaot riuilil of iho scrond story, all of which are to have one and a hall 
llti'li (1 'l"l niili'blp countersunk lops and backs, and fourteen inch (14") 
jiitniiliilii \mr/\%, with plated cocks, plugs and chains, and the nccessarr 
WMllV l'lpi'«. 

1 .nil inniiih of the supply pipes to have a separate stop Siopcocks. 

" " '^'1 llie supply pipes to be extra heavy, and all the work 

III Iho hi'M and most substantial manner- 
' Iw b(i carried from the roof by meaa 
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I iron pipes four inches (4.") in diameter, securely caulked with lead. The 
said pipes fo be either built in the walls as the work progresses, or cairied 
down in recesses left in the brick work for the purpose, as may hereafter be 
directed. Each conductor to have & cast-iron elbow at the Elbows, 
foot, from which thf water is to be conveyed to the sewer by i 
coita drain pipes ol -welve inches (13") in diameter. The ■ 
location of the drai, ipes is indicated on drawing No. 10. ' 
The plumber is t.- provide and lay all the terra cotta pipes, and to ci 
pkte the drainage tc he entrance of the sewer. 

All tlie slop cocks, draw cocks, traps, waste pipes, a.nd Miscellenwm, 
other articles in connection with the plumbing, which may be necessary to 
3 creditable and proper completion of the building, to be provided as may 
be directed by the engineer in charge of the work. 

Gai Pipes and Fitting, 

Gas pipes to be furnished and laid throughout the building, of sufficient 
size to supply the annexed list of burners, in conformity to the rules and 
regulations of the Philadelphia Gas Company. 

All the pipes to be laid so as to be easily got at for repairs, and to have 
such descents as will prevent the accumulation of water arising from con- 
densation. 

The pipes to supply the lights on the outside of the building to be sep- 
arate from the general supply pipe, so as to admit of their being used inde- 
pendently of each other. 

It is understood that the gas fixtures are not to be fur- pa* fi^iur« nm 10 
rished by the party contracting for the gas pipe and fitting. 

The following is a list of the gas burners required throughout the build- 
ing, the aggregate number being 313 : — 

In general waiting-room, ; reflectors, each 8 lights. 

In gendemen's waiting room, 3 reflectors, each 8 lights, and 4 brackets, 
each 2 lights. 

In ladies' waiting-room, z reflectors, each 8 lights. 

In restaurant, 4 reflectors, each 12 lights, and 8 brackets, each 2 Ughts. 

In office of depot master, i pendant of 2 lights, and 2 brackets, each i 
light. 

In gentlemen's water-closet-room, \ reflector of 6 lights. 

In ladies' water-closet- room, i pendant of 4 lights. 

In baggage-room, i pendant of 4 lights. 

In ticket office, i pendant of 2 lights, and 2 brackets, each i light. 

In boiler room, 1 bracket of i light. 

In pantry, 1 bracket of 2 lights. 

In store pantry, i pendant of 2 lights. 

In kitchen, 2 pendants, each 2 lights. 

In back hall, I pendant of 2 lights. 



L 




; lead and linseed oil, 
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Jti 9 offices, second story, each i pend.int c 
«H-h t light. 

In 4 offices, second story, each i pendant of 4 lights, 
««th t ll^ht. 

In tdc^nph office, second story, i pendant of 4 
«ctt I light, 

In 4 rooms, second story, each i pendant of 2 lights. 

In gnllcry of second story, 12 brackets, each 2 lights. 

In i rooms in attic, each i pendant of 2 lights. 

In J bcd'Tooms in attic, each i pendant of 2 lights. 

On newel, i candelabra of 4 lighis. 

On rh>nl steps, 4 candelabraa, each 5 lights. 

Painlin^ and Glaring. 

All the exposed wood and iron work, insi-le and outside, usually painted 
in such buildings, to have lAree coats of pure \ " " 
pained ns may hereafter be directed. All the e 
meet, balconies, iron columns, capitals and bases, and all other exteii^S 
Iron work lo be primed with red lead and linseed oil, painlcd with three a^| 
dlllonal coats, consisting of white lead and linseed oil, and Sanding. ^B 

Mndcd in two coats, in the best manner, in imitation of the Ohio sand 
Hone used in the building, excepting the cresting and the balcony railings, 
ull of which will be painted with French blue, and tipped Gilding, 
with the best gold leaf. 

All the windows and transom lights throughout the build- guk. 
iiiK lo be glaied with the best American glass, well bedded, bradded and 
bftck puttied, and left clean and perfect nn the completion of the work. 

The skylights in the roof to be made as shown on the sev- SkylighB. 
criil drawings, and glazed with English rolled glass three-eighths of an inch 
{yi' ) thick, laid in such a manner as to render them permanent, durable, 
«nd perfectly weather proof. 

The number, dimensions and form of all the lighis of glass througho^H 
the building to be ascertained from the drawings. ^| 

^^B Hardware. 

^^Hbe outside doors of ihe wiiiting rooms lo have extra Latch«. 
^^Kfy bronzed store latches, such as are used by the Pennsylvania Railroad 
^^Kpsny. The doors of the ticket office, the baggage-room, the resiaur- 
^^^^)d the telegraph office to have three-tumbler mortise night latches, 
^^^KJcnobs only on the inside. The doors leading from the waiting-rooms 
^^^H Water-closet rooms to have mortise latirhes two and a quarter by three 
^^B^iuarter inches (2X"X3X) "''■h porcelain furniture. The water 
^^^^K? have rim latches and mineral furniture. 
^^^^^Bfnaining doors throughout the building to have six Lwki. 
^^^^HB tumbler locks, witii bron«e furniture for ihejlrst story^ white fcff- 
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celain (umiture for the second storj', and mineral furniture for the third 

The windows of the ladies' private room to have oma- w;re screen., 
mental wove wire screens. 

AH the double doors to have strong spring bolts, top and Spiing bolts, 
bottom. Two clothes hooks of approved design will here- Cloihcs hooki, 
quired in each water-closet ; also, such hat and coat hooks in the closets 
throughout the building as the engineer in charge may direct. 

Heavy cast-iron butt hinges will be required for all the Hingts, 
doors. The inside shutters are to be hung on cast butts, "and to have strong 
bronze shutter hooks and knobs. All the windows of the first story to have 
heavy bronze sash-fasteners. 

All the hardware required in the building to be furnished of the most sub- 
stantial and approved kind. 

Tin Work. 

The portions of the roof inside of the lines of cresting; RooC 
also, the tops of the dormer windows, and the roofs of the kitchen and 
boiler-room, to be covered with first quality I. C. charcoal tin, Melyn brand, 
laid with cleat or lapped joints. The whole to be painted on the underside 
with one coat of metallic paint, and on top with two coats of Venetian red. 

AI! the necessary gutters to be formed in the most ap- Guuen. 
proved manner, and securely connected with the iron conductors for dis- 
charging the water from the building. 

Slating. 

The roofs of the tower and spires, and the steep portions Sme. 
ot the roof of the building, to fae covered with slate of different colors, orna- 
mentally disposed, as indicated on the perspective view, subject to such 
modifications of design as the engineer in charge may hereafter direct, 

Blue slate, from the Peach Bottom quarries, is to be used for the blue 
portions of the design, and rerf and ^fj-^^a slate from Vermont, where these 

All the slatts to be laid on two thicknesses of roofing felt, Roofiag fell, 
aad secured with galvanized iron nails. 

The whole to be executed in the best and most workmanlike manner, 
using galvanized iron flashings, and such o!her precautions Fbshingi. 
as may be necessary to make a perfectly water-light roof. 

{Note.) The portions of the roof embraced withi.i the lines of cresting; 
also, the tops of the dormer windows and of the main tower, and ihe roofs 
Df the boiler house and kitchen, will be covered with tin. 
Hi^ating. 

The entire building will be heated by radiation from Sieampipa. 
Steam pipes, which will be distributed as may hereafter be decided upon, it 
being understood that a sufficient radiating liurface shall be provided to 
effectually warm the building in the coldest weather. The steam to be gcn- 
eiated in the boiler-house. 
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General Conditions. 

All the work to be done in the best and most workman Mann«o(e«an- 
like manner, of approved materials, according to these "^ '** * 
specifications and the plans and drawings, to be done and furnished, whether 
the same may have been herein particularly specified or not ; and all such 
necessary work and materials, which may not have been set Woik mul nwcrial 
forth in these specifications, or indicated on the plans re- ■"" 'P""!""' 
ferrcd to, lo be done and furnished in a manner corresponding with the rest 
of the work, as well, as truly, and as faithfully as though the same were 
herein particularl/ described, and specifically provided for. 

Every pait of the building is to be executed under the direction, and sub- 
ject to the approval of the Engineer in charge, who shall act as the agent 
and representative of the Engineer and Architect, to whom all questions 
relating either to the work, or to the contract for the same, shall be referred, 
and his decision shall in all cases be final. 



SiippUmenl. 
% called to the following points n 



t mentioned 



The attention of bidders 
in the above specifications ; 

FirnI, In the contract for the building, it will be required and provided 
that the footways on Sixth Street be kept clear its full width, from the curb 
to the regulated line of the steps ; that the materials used in the construc- 
tion of the work shall not be deposited at all on Sixth Street ; that the road- 
way and the sidewalk be kept clear of all incumbrance at all times, and that 
a temporary plank shed be placed over the said footway, for the protection 
of cimens during the progress of the work. 

Second. All bids must be handed in on or before Saturday, July 5th, 1873. 

Third, It is important to have the building roofed in, and the first stor^r" 
finished and ready for use by January 1st, 1874, and the whole work com. — 
pleted, finished up and delivered into the han Js of the railroad company b -^^ 
June 1st, 1874. Bidders will please state whether they can accomplish tlk^ — 
work within these dates, and if not how much longer time they would " 

Fourth. The columns in the restaurant are to be set on dressed stoi^ — : 
plinths 1' 6" square and l' z" thick, and the iron fioot beams are to^^^ 
fram'id around them. 

Fiflk. All chamfered bricks are to be moulded. 

Sixth, Six galvanized-iron ventilators to be constructed on roof, as sho^^HV 



n water pipe of 3 inches in diameter for exliuguishi 
;d up from the cellar to the third story, with a z in 
n each floor with screws and caps. 

tiles provided for in the specificatio 



Seventh. A main water pipe of 3 inches in diameter for exliuguish^ia^ng 

hose attachment 
Eighth. The 

«iiu&ctory of Maw & Co., London, their agents being Merchaiifc.ti& 
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Co., N. Y. The patterns are found in their printed catalogue, as follows : 
for the exterior walls of the building, No. 91, plate 36, and No. 178, plate 
34. For the general waiting-room and the restaurant, No. 58, plate 15. 
For the hall and water-closet rooms. No. 223, plate 15, with the border 
shown on No. 58. 

Ninth* The following portions of the work will be done and furnished by 
the railroad company, to wit : Gas pipes and fitting, and gas fixtures ; terra 
cotta drain pipes and laying; steam heating and corking apparatus; 
plumbing ; iron columns in the restaurant ; curbing and paving. 

Tenth, Bidders are requested to state what difference it would make in 
the cost of the work to finish all the first story in hard waods^ oiled and pol- 
bhed, instead of pine^ painted and grained. 



For Masonry of Railroad Bridge Over Street. 

Specifications 

For Masonry of Street Bridge to be Erected over the Pennsyl- 
vania Railrdad, at Penn Avenue, in the City of Pittsburg, 

Pennsylvania. 

Pennsylvania Railroad Co., 
Office op Engineer Bridges and Buildings, 
No. 233 S. Fourth St., No. 8, third floor, 
See page 273. Philadelphia, April 15, 1875. 

The foundations to be dug out to a depth of six feet below Depth of founda- 
the natural surface of the ground, or to such greater depth '*°"* 
if found necessary, as the engineer may decide, and to be filled in for the 
depth of three feet with concrete. 

The concrete is to be formed of a hard durable stone, to Concrete stone, 
be approved of by the engineer, broken into angular fragments of a size to 
pass through a two and a half inch ring, and to be screened. 

This stone to be mixed with clear, sharp, river sand and Sand Cement 
hydraulic cement, one part sand and four parts broken stone. This must 
not be mixed in a larger amount than requires one barrel of cement at a 
time, and must be used as mixed, not being allowed to lay, and then re- 
mixed with water and used. 

The concrete must be prepared by first spreading out the Mixing, 
cement and sand in the proper proportions on a platform of rough boards, 
and thoroughly mixing them in a dry state. The proper quantity of stone 
is then to be added, and after again thoroughly mixing the whole, water b 
to be added as much as necessary, to bring the mass to the proper consist- 
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For Superstructure of a Wrought Iron Railroad Bridge. 

Specifications 

For Superstructure of Railroad Bridge to be Erected near 

MoRRisviLLE Station, on the New York Division 

OF THE Pennsylvania Railroad. 

Pennsylvania Railroad Co. 
Officb of Engineer Bridges and Buildings, 
No. 333 S. Fourth St., No. 8, third floor. 
See page 973. Philadelphia, July xsth, 1875. 

The superstructure is to be constructed on the triangular Genend deso^tioD 
girder system^ and to consist of four spans, square to the line of the railroad, 
three of them deck bridges of three t* usses, and one a half-through bridge 
of two trusses, numbering from the west end, the railroad trade having a 
curvature of five and a half degrees. 1 

The trusses throughout are to be composed entirely of wrought iron, ex- 
cept rollers and bolster blocks on the piers and abutments, having wrought 
upper chords of channels and plates, wrought iron upset weldless link lower 
chord, and wrought iron braces, all with link ends to be upset without weld. 
All jomts are to be made with pin connections, and sleeve nuts are to be in- 
troduced in the laterals and diagonals for adjustment. 

The deck spans are to have timber floor-beams, and the half-througfcr-» 
span wrought iron built cross girders ; white oak track stringers are to b -^e 
used throughout. The bolsters and abutment plates are to be of wrougl^^t 
iron. 

The general dimensions are as follows : — 

Span No. i. 

Distance, centre to centre of end pins 73 ft. 6 i ^31. 

Number of panels 4 

Number of sub-panels 8 

Length of each panel 18 ft. 4} ^Sn. 

Length of each sub-panel 9 ft. 2 J ^n. 

Height of truss, centre to centre of chords. . 7 ft« 3 ^n* 

Distance, centre to centre of trusses 9 ^t» 9 ^^* 

Spans Nos, 2 and 2^, 

Distance, centre to centre of end pins 53 ft. 6 in. 

Number of panels 4 

Number of sub-panels 8 

Length of each panel 13 ft. 4fe- in- 

Length of each sub-panel 6 ft. 8:t~ ^^' 

Height of truss, centre to centre of chords 6 ft. 6 in. 

Distance^ centre to centre of chords 9 ft. 6 in. 
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e of end p 



I No 4. 



Distance, cenlr 

'Jumber of sub-panels 1 

:ngth of each panel 9 ft- 7 " 

^ngth of each sub-panel 4. ft. 9} ii 

height of truss, centre to centre of chords 5 ft, 9 ii 

Distance, centre to centre of trusses 36 (t. 6 it 

In the fourth span the cross girders occur at every sub-panel. 
All the wrought iron must be of the best quaUty, tough Wroiighi Iran. 
ind fibrous, free from flaws and cracks along the edges. All the iron in tl: 

: members, lower chords, tension diagonals, laterals, bolls, Slc, 
be double rolled from the niuclc bar direct, no scrap will be allowed, and 
be capable of sustaining an ultimate stress of sixty thousand (60,000) 
pounds per square inch, on a turned-down or grooved section, with no per- 
iC set under twenty-five thousand (25,000) pounds per square inch. 
When tested to breaking, if so required by the Engineer, the links and rods 
it part through the body, and not at the pin hole in the head. 
All workmanship must be first-class. Ail abutting surfaces must be 
planed or turned, so as to insure even bearings, and protected by white lead 
ind tallow before shipment. No error of over one sixty-fourth (/,) of an 
inch will be allowed in the lengths of bars between centres of pin holes of 
er one one-hundredth (liir) the diameter of the pin; said holes to be ac- 
rately drilled. All riveted plates must come in close c 
ting, and the rivet holes must be spaced accurately and truly opposite. 
Rivets must completely fill the holes and have fuE heads, and, « 
Bary, they must be countersunk. Thickening washers are to be used when- 
required to make the joints perfectly snug and tight, 
e cast iron work is to be true and sound, free from flaws Castings. 
and defects of any kind, and may be green sand castings, but should be of 
good tough iron, the Unes sharp and clear and according to the drawings 
No rough or crooked casiings will be accepted. All bolt and pin holes 
be accurately drilled: all abutting surfaces must be planed, if neces- 
sary, to insure even bearings and neat close fittings, and the castings are to 
be perfectly dressed and fitted up to make a good job generally, when put 
Q the bridge. 

The whole of the construction to be in strict accordance General coDdidons 
irith the drawings furnished by the Engineer of Bridges and Buildings of 
Ihe Pennsylvania Railroad Company. In all cases figures are to be taken 
\ preference to any measurements by scale. No alteration to be made un- 
i authorized by the Engineer. All work to receive one coat of red lead 
n oil before being sent to the site. 
Bidders will state the prices per pound for wrought and Fom of B^di. 
on separately, delivered loaded on cars at the nearest point on the line 
of the Pennsylvania Railroad, or its branches, to their works; the point 
teing designated in the bid. Any bidders prepared to perform erection will 



I 
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■npports, and he is to provide and erect all necessary shoring for the proper 
protection of banks, property, buildings, &c. 

The excavations to be made to a depth of six (6) feet be- Escavudon. 
low the surface of the ground, o' to such greater depth as may be found 
accessary to insure a good foundation. 

The foundations to be rubble masonry, of stone of an ap- FoundaiKnis. 
proved quality and shape, the general siie of which shall not be less than 
eight (8) cubic feet. 

le masonry above ground to be built of Trenton or Nbh work. 

Other approved slone, and to be roclt range pitch face, without margin draft 

and built to the specified batters. The face slone to be accurately squared, 

ointed and bedded, and laid in course not less than twelve {12) inches nor 
exceeding thirty (30) inches in thickness, decreasing from bottom to top of 

butmcnt. They must be laid on their natural beds. The vertical joints 

I each course must be so arranged that they shall not come closer to those 

fa superior or inferior course than by one (1) foot. 

reased for a three-eighths (^) joint. The stretchers shall in no case have 
less than sixteen (16) inches bed; and for all courses above sixteen ((6) 
inches, at least as much bed as face. They generally shall be at least four 
(4) feet in length- The headers shall be of similar size with the stretchers 
and shall hold the size in the heart of the wall that they show on the face, 
and be so arranged as to occupy one-fifth (i) of the face of the wall, and 
when the thickness of the wall will admit of their interlocking, they will be 
■disposed in that manner. When the wall is too thick to admit of that ar- 

mgement, stones not less than four (4) feet in length will be plac 
verscly in the heart of the wall to connect the two opposite sides of it. The 
backing stone shall be of large size and have parallel beds, but the beds are 
not required to be dressed like the face stone. The backing stones shall be 
laid so as to brtak-joint, and must be well fitted to their plac 

ntersiices to be filled with small, sound stone or chips. When the 
thickness of the wall exceeds three and one-half (3X) i^et, headers of the 
same dimensions as those in the face, and in equal number, will be placed 

n the back of the wall. The face and back stones to be set in cement 

nortnr; the inferior stones to be laid dry and every course to be thoroughly 
grouted. The proponion of sand, cement and lime in the mortar and 
grout to be as directed by the engineer. 

The stones forming the masonry will be generally left with their faces as 
they come from the quarry, unless the projeclion above the neat line should 
exceed two {2) inches, in which case they shall be roughly scabbled down to 
that point. 

Such portions of the abutments and piers as are shown by the drawings 
Trill be capped by coping stones of the thickness, projeclion and amount of 
(tTCSsed work as may be specified thercoo, and particular care must be taken 
tliat the elevations of the tops of copings shall be the same as required by 



smnncATiO!^ 

jiIm> autv a bid for crcnuin at a round sum, the Pennsylvania RiilnuA 
CtMnpany irantportini; all materials from the place of delivery U> the bridge 
•llv, Mnd unkmding ihe tame, and also furnishing timber for false works, uu 
ilnilnTf for permanent roadway, the contractor, however, tFecting the whole 

Tlio Ji }j pro xl mule quantities of iron in the bridge will be Quuiiiis. 
Ai fiilluwi : — 
H'm>Hfli4 Iron. 

llnr Iron ■ 79,6ao1ik 

ChnnnMi 49.400 '■ 

Lund Tlron 5 oc» " 

rimei 58,300 • 

Klvcii, forrulei, Sic 9,000 " 

201 joo lbs, 
Ciuttnm 401 

205,300 Uh. 

JOSEPH M. WILSON, 



iiir Mwmrt ^ fyifee ^ C^^wW Jtt^e, miade//*ia. 



fVft Mvsfcvxxv WW ^nccr ■«««» o«nc» tkx. s^ixnsth »\-u Rmi- 



A HW i iWifc i » i llliiiw > »t «k Wfcii^ mit^ 



flMtm. W'<Miik ^4llMMt MMhaac « 




SPECIFICATIONS. 145 

supports, and he is to provide and erect all necessiry shoring for the proper 
protection of banks, property, buildings, &c. 

The excavations to be made to a depth of six (6) feet be- Excavation, 
low the surface of the ground, or to such greater depth as may be found 
necessary to insure a good foundation. 

The foundations to be rubble masonry, of stone of an ap- Foundations. 
proved quality and shape, the general size of which shall not be less than 
eight (8) ctibic feet. 

The masonry above ground to be built of Trenton or Neat work. 
other approved stone, and to be rock range pitch face, without margin draft 
and built to the specified batters. The face stone to be accurately squared, 
jointed and bedded, and laid in course not less than twelve (12) inches nor 
exceeding thirty (30) inches in thickness, decreasing from bottom to top of 
abutment. They must be laid on their natural beds. The vertical joints 
in each course must be so arranged that they shall not come closer to those 
of a superior or inferior course than by one (i) foot. All courses to be 
dressed for a three-eighths (^) joint. The stretchers shall in no case have 
less than sixteen (16) inches bed; and for all courses above sixteen (16) 
inches, at least as much bed as face. They generally shall be at least four 
(4) feet in length. The headers shall be of similar size with the stretchers 
and shall hold the size in the heart of the wall that they show on the face, 
and be so arranged as to occupy one-fifth (J) of the face of the wall, and 
when the thickness of the wall will admit of their interlocking, they will be 
disposed in that manner. When the wall is too thick to admit of that ar- 
rangement, stones not less than four (4) feet in length will be placed trans- 
versely in the heart of the wall to connect the two opposite sides of it. The 
backing stone shall be of large size and have parallel beds, but the beds are 
not required to be dressed like the face stone. The backing stones shall be 
laid so as to break-joint, and must be well fitted to their places, any remain- 
ing interstices to be filled with small, sound stone or chips. When the 
thickness of the wall exceeds three and one-half {^J4) feet, headers of the 
Same dimensions as those in the face, and in equal number, will be placed 
in the back of the wall. The face and back stones to be set in cement 
mortar; the inferior stones to be laid dry and every course to be thoroughly 
grouted. The proportion of sand, cement and lime in the mortar and 
^rout to be as directed by the engineer. 

The stones forming the masonry will be generally left with their faces as 
they come from the quarry, unless the projection above the neat line should 
exceed two (2) inches, in which case they shall be roughly scabbled down to 
that point. 

Such portions of the abutments and piers as are shown by the drawings 
^ill be capped by coping stones of the thickness, projection and amount of 
dressed work as may be specified thereon, and particular care must be taken 
that the elevations of the tops of copings shall be the same as required by 

J 
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the drawings, and any change in the thickness of courses, or any rebuilding 
that may be required 10 attain the elevation, shall be so done. 

The pedestals specified on drawings must be neatly and accurately dressed. 
The stone to be free from unsightly flaws, crackSi clay or otber marks, anil 
any that the engineer shall deem to be such shall cause the rejection of the 
piece. The pedestals to be placed in such position and at such elevation 
as the drawings shall require. 

The workmanship throughout shall be of the best quality for each of ite 
portions above specified, and any portion that may be deemed unsatisfac- 
tory or incorrect shall be rebuilt. 

Any additions to this work, when of the same kind at, [he work above 
specified, shall be done at the same rate as that already i.^ hand, and any 
modifications that may be made to the plans, or any increase In the number 
□f headers that may be specified shall be so made without additional 
charge. 

Such portions of the masonry as the engineer may rec;nire to be laid in 
lime or hydraulic cement shall be so laid; the Pennsylvania Railroad Com- 
pany furnishing or paying for the lime or cement used, and the contractor 
providing a suitable protection for the cement from the weather. 

The whole of the construction to be finished up complete in accoidance 
with the drawings and these specifications, and subject to the approval and 
acceptance of the Chief Engineer and Surveyor of the City of Philadelpliia. 

Bidders will state the prices for which they will do the Furmsforhidnf 
work, in the following manner ; mjuoniy. 

n of earth, so much per cubic yard, measured in the ei- 



For foundations laid in plac 



3 much per perch of twenty- five (25)cubic 
L place, so much pet 



feet. 

For neat work masonry above foundations laid i 
perch of twenty five (35) cubic feet. 

For copings, so much per lineal foot. 

For p.'destals, and cap stones for piers, so much per pier in place. 

The biddtr will state what kind of stone he proposes using, and the time 
in which he will do the work. He will also stale the price per perch of 
twenty-five (25) cubic feet that he will pay for the masonry in place, of the 
present north abutment. 

AU prices to include the items in their proper positions in the work, and 
all cutting and setting that may be required, also the furnishing of all ma- 
terials (i:xcept lime and cement, which will be furnished by the Pennsyt 
a Railroad Company), the cost of scaffolding, &c., and all expenses 
attending the delivery of these materials, and all risks or any loss occa^oned 
by floods, neglect or accident during the progress of the work, until Ihe 
same shall have been completed and accepted by the engineer. 

The Pennsylvania Railroad Company to furnish all bolts and iron thlE 
nay be required to be set in the stone work. 
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The price for txcavation will also include the refilling of any of the exca- 
vated material around the finished work, and back of it on Belmont avenue 
up to the grade of the street, and the removal of all surplus, refuse, and 
rubbish that may accumulate during the progress of the work, from the 
premises. 

JOSEPH M. WILSON, 
Engineer Bridges and Buildings^ Penna. R, R, 



Specifications 
For Grading Section 4, " Falls '* Drive. 

Proposak will be received till noon of Thursday, July ^ist, 18^3, at the Office of the Commilsionen of 
Fairmount Park, 251 S. Fourth St., Phila., for Grading Section 4 of " Falls " Drive. 

" Falls " Drive is on the East bank of the Schuylkill River, and section 4 
extends from Falls wooden bridge, north-west, to the public street that leads 
to Ridge avenue^ at Wolfenden's corner. Length 11 25 feet; width of road- 
way, 30 feet. 

The work comprises some clearing and grubbing; about 12,000 cubic 
yards of borrowed earth embankments; about 1,300 cubic yards of clean 
coal ash surfacing to road-way ; some wooden trunk drains, and possibly 
some excavation and rubble masonry. 

The contractor shall furnish all tools, and as directed by the engineer; 
shall do the grubbing and clearing, make the excavations and embank- 
ments, furnish and deliver from outside of the Park the borrowed earth — 
properly focm the road-way, gutters, borders and slopes, and do all work 
necessary to open section 4 of " Falls " Drive to public use, except construct- 
ing the wooden trunk drains, which will be furnished by the Park, but the 
Contractor shall make all necessary excavations, and put the drains in 
place. 

Should temporary drains and brit'ges be required during construction^ 
t-lie contractor shall, at his own expen ie, supply them. 

The engineer will mark trees and stumps to be removed, and indicate the 
places to which the contractor shall deliver the same. Care shall be taken 
t.liat no other trees or shrubs are injured or disturbed. 

All work shall conform to the lines, grades and limits fixed by the 
engineer. 

No top soil or perishable material shall be placed within the limits of the 
road- way, and all borrowed earth shall be free from offensive matter and 
rubbish, and in every way acceptable to the engineer. 

The borders and tops of the slopes shall be formed of earth suitable for 
planting. The road- way shall be reduced to sub- grade (one loot below fin- 
ished grade), and when time has been allowed for settlement, shall be re- 
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d*«Mnl wi[h earth to sub-grade, and covered with one foot in depth uF 
cl*4it cwtl ashes, and dressed to the proper form and height for the finisbed 

(IiAiting of material excavated wiihtn the limits of the Park, shall be n- 
|Mbd(«(I in cubic yards of excavation only, and ihe price hereinafter namcii 
Ibf civavation shall include excavating, delivering and forming 
hMHhiNenU' 

itnirnwetl cnrih required to complete the embankments shall be furnished 
Vy ihe inntraclor from outside of the Park limjts, and the contractor sM 
ifehvvi and form the same into the road embankments 

'riw ijuantily will be eitimaied in cubic yards in ihe embankments formed 
0I *<ii h burrowed earth, and after the same have thoroughly settled, : 
trtU 1.0 paid for at the rate hereinafter named for borrowed enrth, which 
■«(• Include! compensation for furnishing, delivering and forming ii 
rwlAnknienls. 

'I li* uia\ aahes shall be free from all rubbish and foreign materia), and 
If ill b« ii|ircad uniformly on the road surface, from the bank side of 01 
^iillir III the bank side of the opposite gutter, and shall fill the one foot in 
M|><l< *(''><e btuween sub-grade and 6nished grade. 

iu(r>ri! cijjI ashes are put on any portion, the shaping and sub- grading (rf 
fhn irnn« must be approved by the engineer, and any settlement after At 
M4^t liave been put on shall be filled with similar ashes and made goodby 
ff^ nMUitaoT, at his own expense. 

y w: '(uaniity of coal ashes will be estimated in cubic yards in the road- 
04^, >«*( aiiy excess in depth over one foot shall not be p.iid for except as 
ftM"""^ surlh. The price hereinafter named for coal ashes sh .11 include 
ft^f^fiHUnn for furnishing, delivering, cleaning, spreading and forming 
IDa /','4 ><irface. 

i.,*M <fi« completion of the work the contractor shall carefully finish and 
^ffMf* "* (^ Uirm required the surface of the road, borders, slopes, and ill 
f^t0^ M*^ entered upon. 

ff^Mttj^ to the work from high water, or any cause before its final cotn- 
illinWO'. A»II be made good by the contractor at his own expense. 
^fvu(Mfi«wU resulting by reason of the work will be at the risk of Ihe con- 
MfifiMf, •*» "hall erect and maintain proper guards to protect the public. 

■'/(j^ i'JirtM*»etor shall keep constantly on the work at least one foreman: 
jpf). i.fMtfti^'ux operation on or before August iSth, 1873. Shall prosecult 
,H« ,a«M<6'MMIinuousIy and regularly, at a rate that will complete the whole 
ff, fyf |w«**« .November 1st, 1873, and shall so complete the same. 
» will be made monthly, reserving twenty per t 



rfiW WMMaI «|'II be considered unless accompanied by a properly cxecnt:i! 
f Mnit'-9'''7 ''""d, in the sum of $looo, to secure the faithful execution 
/ j^ W*, tium\d the propos:il be accepted. 
« - - - ~^^ (^ reject any or all bids is reserved. 
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Specifications 
For Macadamizing Belmont Avenue, Fairmount Papk,. Phila. 

The area to be macadsmiied is about eighteen feet wide, and two thou- 
land five liundred feet long, extending from Lansdowne drive to Elm a 
and comprising about five thousand square yards. Adjoining the Macadam, 

1 each side, there is to be a gutter thirty inches wide, paved with Belgian 

The forming and compacting of material to sub-grade, suitable to n 
s Macadam, will be made by the Park force, independent of the c 
■ Macadamizing, but any disturbance of this sub-grade shall be repaired 
before the Macadam is laid, or at the expense of the Cor 

All material shall be furnished by the Contractor — shall be approved by 
the Engineer^and shall be of a durable and uniform quality. The Maca- 

\ may be formed of selected furnace cinder, or of approved si 

the Contractor must state in his proposal what material he will use, and 

n whence obtained. 

The Macadam shall be twelve inches deep,' put on ir layers as follows : — 

The lower coume shall be of irregular blocks, not exceeding five inches in 

their longest diameter, placed compacdy together, and covered with the 

same broken to pass through a three-inch ring, and distributed to form an 

1 surface, parallel to and five inches below finished grade. The surface 

i formed shall be thoroughly rolled, then covered with similar material 

broken to pass through a screen with two inch mesh, and distributed to form 

% surface parallel to and one inch below finished grade. This surface shall 

be thoroughly rolled, then covered to finished grade, with similar material 

broken to pass through a screen with one and one quarter inch mesh, and 

thoroughly rolled again. No dirt or ashes, and no material of any kind 

that will pass through a screen with one half inch mesh shall be introduced 

to or upon the Macadam. Ail rolling shall be done with a roller weighing 

it less than one gross ton per foot in length of bearing surface of roller. 

For gutters, sub-grade shall be twelve inches below finished grade. The 

lower five inches shall be of similar material to the lower course of the 

Macadam. This shall be rammed, covered with clean gravel, and finished 

with a pavement of rectangular blocks of granite or trap ro<k. The said 

stone blocks are to be of duiable and uniform quality, each measuring on 

:e or upper surface, not less than four nor more than eight inches in 

length, and not less than four nor more than six inches in width, and in 

depth not less than four or more than seven inches ; blocks of four inches 

in width on their face, to be not less than three inches in width at base ; all 

her blocks in transverse measurement on the base, to be not more than 

" Thff traffic ia gennally li^ht do tlui pordon or the Avoiuc. 
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two inches less than on the face ; but no block on the base shall be of le< 
width or length than three inches. 

The contractor shall, on all work, follow and finish, to ihe lines, gnflo 
mnd forms of section, given by llie Knginecr in charge. He shall erect and 
maintain proper guardj to protect the public from accident ; and must, il 
all times, keep a sufficient parlion of Belmont Avenue unobstructed, as M 
satisfy the demands of travel and traQic. Shrinkage, or settlement, or 
damage from whatever cause, before the complelioti of the whole work, 
shall be repaired and made good by or at the expense of the Contractor. 

Payments will be made monthly, by warrants drawn on the City Treas- 
urer, based upon estimates of the Engineer in charge, reserving twenty per 
centum until the completion of the coiiir; 

The lower course of the Macadam, called for in these Specifications, sbaH 
be completed on or before the loth day of December, A. D., 1870, and (ta 
whole amount shall be completed on or before the 23d day of Decembet, 
A. D. 187a 



Specifications 
For Graduation and Masonry of a Single Track RAiLRO.y. 

Form wx3 by llis pEnnsylvania, and PhiladelpliLi & Rudmg Koilnuds. 

See pKEFs 933. 980. Cradualion. 

Under this head will be included all excavations and embankments re- 
quired for the formation of the road-bed ; cutting all ditches or drains atom 
or contiguous to the road ; the foundations of culverts and bridges, or 
walls ; the excavations and embankments necessary for reconstructing tuin- 
pilre or common roads, in cases where they are destroyed or interfered willi 
in the formation of the Railroad ; and all other excavations or embant- 
ments connected with or incident to the construction of said Railroad. 

All cuttings shall be measured in the excavations and estimated byllie 
cubic yard under the following heads, viz : Earth, Loose Rock, Solid Red- 

Earth — will include clay, sand, loam, gravel, and all other earthy matter, 
or earth containing loose stone or boulders intermixed, which do not exctd 
" e three cubic feet. 

Loose Rock — shall include all stone and detached rock lying in sepantt 

and contiguous masses, containing not over three cubicyards; also, ail 

hard-pan, cemented clay, or stone, sl.ite or other rock that can be quarried 

I without blasting, although blasting may be occasionally resorted ti 

Solid Rock — includes all rock occurring in masses exceeding three cubie 
"~ '^ which cannot be removed without blasting. 
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^ The road-bed wiU be graded twenty-one feet wide in earth cuttii)gs, and 
*W«teen in fillings, except where otherwise directed by the Engineer, with 
side slopes of such inclination as the Engineer shall in each case designate, 
and in conformity to such depths at cuttings and filling as may have been 
or may hereafter be determined upon by said Engineer. 

Earth, gravel, and other material taken from excavations (except when 
otherwise directed by the Engineer) shall be deposited in the adjacent em- 
bankment, the cost of removing which, when the haul is not more than six- 
teen hundred feet, will be included in the price paid for excavation ; all ma- 
terial necessarily procured from without the road, and deposited in the em- 
bankments, will be paid for as embankment only, but all material necessa- 
rily procured from within the hne of the Railroad, and hauled more than 
sixteen hundred feet, will be paid for as excavation, and also as embank- 
ment. In procuring materials for embankment from without the line o( 
road, the place will be designated by the Engineer in charge of the work, 
and in excavating and removing it, care must be taken to injure or ilisfigitrt 
the land as little as possible. The embankment will be formed in layers of 
b'uch depth, and the materials disposed and distributed in such manner as 
Hie Engineer may direct, with the required allowance for settling. 

Material necessarily wasted from the cuttings will be deposited in the 

' vicmity of the road, according to the directions of the Engineer in charge. 

The ground to be occupied by the excavations and embankments, together 

\vith a space of 12 feet beyond the slope stakes on each sidr, or lo fed 

beyond the berm ditch, where one is required, will be cleared of all trees, 

tirush, and other perishable matter. Where the filling does not exceed tvio 

and a half feet, the trees, stumps, and saplings must be grubbed ; but lin - 

der all other portions of the embankment it will be suflicient that they be 

it close to the earth. Where the road passes through woods, the limber 

n each side of the road to be slashed for such a width (generally 80 feet 

from the centfe line) as the Engineer may direct. 

Contractors, when directed by the Engineer in charge of the work, will 
deposit on the side of the rood, or at such convenient points as may be dev- 
iated, any stone or rock that they may excavate, and if, in so doing, they 
should deposit material required for embankment, the additional cost, il 
any, of procuring other malerials from without the road, will he allowed, 
stone or rock excavated and deposited as above, together with all timber 
removed from the line of the road will be considered the property of the 
Railroad Company, and the contractors upon the respective sections will be 
responsible lor its safe keeping until removed by said Company, or until 
their work is finished. 

The line of road or the gradients may be changed, if the Engineer shall 
consider such change necessary or expedient, and for any considerable alter- 
ations, the injury or advantage to the contractor will be estimated, and such 
allowance or deduction made in the prices as the Engineer may deem just 
aodequitable; but no claim for an increase in prices of e 
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bankment on the part of the contractor will be allowed or considered, unlcfS 
made in writing, before the work on that part of the section where the al- 
teration has been made shall have been commenced. The Engineer may 
also, on the conditions last recited, increase or diminish the length of any 
section for the purpose of more nearly equalizing or balancing the excava- 
tions and embankments. 

Whenever the route of the Railroad is traversed by public or private 
roads commodious passing places must be kept open, and in safe condition 
for use ; and, in passing through farms, the contractor must also keep np 
such temporary fences as will be necessary for the preservation of the crops. 

Masonry. 

All masonry will be estimated and paid for by 'the perch of twenty-five 
cubic feet, and will be included under the following heads, viz : Culvert 
Masonry, Bridge Masonry y Vertical and Slope Wall Masonry ^ and Paving'^ 

All rectangular culverts will be built dry, with a water way of not les^ 
than two and a half by three feet ; the abutments will rest on a pavemeim*^ 
of stone, set edgewise, of at least ten inches in depth, confined and securecJ- 
at the ends by deep curb stones which must be protected from undermining 
by broken stone, placed in such quantity and position as the Engineer may^ 
direct. The abutment walls will not be less than two and a half feet thick^ 
and built of good-sized and well-shaped stone, properly laid and bound to^ 
gether by stones, occasionally extending entirely through the walls. Th^" 
upper course to have at least one-half of the stones headers; and thc^ 
stretchers in no case to be less than twelve inches wide : no stone in thi^ 
course to be less than six inches thick. The covering to be of sound, strong' 
stone, at least twelve inches thick, and to lap its whole width not less than 
ten inches on each abutment. The thickness of the covering-stone and 
dimensions of the walls to be increased at the discretion of the Engineer. 

The foundations of these culverts, when the bottom of the pit is common 
earth, gravel, &c., will generally consist of a pavement formed of stone set 
rdgewise, not less than twelve inches in depth, secured in the same manner 
as before described for rectangular culverts. When the foundation upon 
which a culvert is to be built is sofl and compressible, and where it will at 
all times be covered with water, timber well hewed, and from eight to 
twelve inches in thickness (according to the span of the culvert), will be laid 
side by side crosswise upon longitudinal sills, and where a strong current 
will be forced through during fl ods ; three courses of sheet piling are to be 
placed across the foundation ; one co- e at each end and one in the mid- 
dle, to be sunk from three to six feet below the top of the timber, accord- 
ing )bs the earth is more or less compact. The abutments are to be built of 
nuftse work or in broken courses, the face stones bedded and jointed ; the 
« in the fiice are to ha\'e beds of at least 15 inches, and in no case 
»nd they are to be not less than two feet long, measured 
the lieaders will extend through the wall in casev 
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where it does not exceed three and a half feet thick, and they shall have 
not less than i8 inches length of face. There shall be not less than one 
header to every seven feet of face, measured from centre to centre, and so 
arranged that a header in a superior course shall be placed between two 
headers in the course below ; the backing stones shall be of large size, and 
have parallel beds, laid so as to break joints with one another, and when 
the thickness of the wall exceeds three and a half feet, headers of the same 
dimensions as those in the face will be placed in the back of the wall, in 
the proportion of one for every two headers in the face. The beds and 
joints of the arch stone are to be accurately cut, and to be laid in courses 
throughout. The ring stone will be neatly cut, and composed of alternate 
long and short bond stones of not less than three feet and eighteen inches 
respectively. The parapet and wing walls will be built similarly to the 
abutments, and surmounted with a well-dressed coping, not less than ten 
inches thick, and three feet wide. The outside stones to be laid in cement 
mortar, and the whole wall thoroughly grouted. The spandrel backing to 
be good rubble work, built as directed by the Engineer. 

VVhen rock foundation cannot be had for abutments and piers, the ma- 
sonry shall be started upon hewn timber, sunk to such a depth as to protect 
it from decay, and to prevent the possibility of underwashing. The timber 
platforms will be composed of one or more courses, according to the depth 
of the water, the height of the masonry, or other circumstances, of which 
the Engineer shall judge and determine. The masonry will be of three 
qualities, either to be adopted at the discretion of the Engineer. First 
q.viality will be rock range work. The stone to be accurately square J, jointed 
and bedded, and laid in courses not less than twelve inches thick, nor ex- 
ceeding twenty- four inches in thickness, regularly decreasing from bottom 
to top of pier or abutment. The stretchers shall in no case have less than 
sixteen inches bed for a twelve-inch course, and for all courses above sixteen 
inches at least as much bed as face ; they shall generally be at least four 
^eet in length. The headers will be of similar size with the stretchers, and 
shall hold the size in the heart of the wall that they show on the face, and 
be so arranged as to occupy one-fifth of the face of the wall ; and they will 
be similarly disposed in the back. When the thickness of the wall will ad- 
mit of their interlocking, they will be disposed in that manner. When the 
''all is too thick to admit of that arrangement, stones not less than four feet 
in length will be placed transversely in the heart of the wall, to connect the 
two opposite sides of it. The stone for the heart of the wall will be of the 
same thickness as those in the face and back, bedded the same as the face 
stone, but not jointed, and must be well fitted to their places ; any remaining 
mterstices will be filled with small sound stones or chips. The face stones 
to be set in cement mortar, the interior stones to be laid dry, and every 
course to be thoroughly grouted. The proportion of sand, cement and 
™e, m the mortar and grout, to be as directed by the Engineer. The 
rtPDes formiiig the points of piers which act as ice breakers, shall be neatly 
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dressed on their faces; the other face stones will, with the exception ol the 
draft, be generally left with the face as they come from the quarry, unlea 
the projections above the draft should exceed two inches, in which case Ihey 
shall be roughly seabbled down to (hat point. The abutments and piers, w 
such portions of them as the Engineer may direct, shall be covered witha 
course of coping, not less than twelve inches thick, well dressed and fastened 
together with clamps of iron. 

The second quality of bridge masonry will be range work, or in broken 
courses, as may best suit the stone that is used. The face stones to be ac- 
curately jointed and bedded. The stretchers In the face to have beds of at 
least fifteen inches, and in no case less bed than rise, and to be not less than 
two and one-half feet long, measured in the face of the w^U. The headers 
shall have not less than eighteen inches length efface, and shall extend W 
least three and one-half feet into the wall. There shall be not less than OK 
header to every seven feet of face measured from centre to centre, andto 
arranged that a header in a superior course shall be placed between two 
headers in the course below. No course to be less than eight Inchesin 
thickness. The backing stone shall be of large size, and have parallel beds, 
but the beds arc not required to be dressed as in first-class masonry. Thf 
backing stones shall be laid so as to break joint with one another, and when 
the thickness of the wall exceeds three and one-h^lf feet, headers of the 
same dimensions as those in the face, and in equal number, will be placed 
in the back of the wall. The outside stones to be set in mortar, and the 
whole thoroughly grouted. 

The third quality of bridge masonry will be rubble work, laid with mortar 
in irregular courses, and will consist of stone containing generally six cubic 
feet each, so disposed as to make a firm and compact work ; and no stone 
in the work shall contain less than two cubic feet, except for filling up the 
interstices between the large blocks in the heart of the wall ; at least one- 
fifth of the face shall be composed of headers extending full size four fetl 
into the wall, and from the back the same proportion and of the same di- 
mensions, so arranged that a header in the back shall be between two headers 
in the face. The corner-stones shall be neatly hammer dressed, so as to 
have horizontal beds and vertical joints. 

The vertical walls will be good dry rubble work, of such dimensions, and 
built with such batter as the Engineer may direct. Slope walls wiil be buill 
of such thickness and slope as may be required by the Engineer. No 
stones, however, to be used in its construction which do not reach through 
the wall, nor any less than six inches in thickness, by twelve inches long; 
ibe beds of the stones to be placed at right angles with the face of the bank; 
ints must be close, and free from spalls. 

■nasonry the stone must be of a hard and durable quality, of good 

ipe, to be approved of by the Engineer, Such portions of the 

^ Engineer may require to belaid in lime mortar or hydraulic 

o laid; the Railroad Company furnishing or paying for the 
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lime and cement used. If, in the progress of the masonry, an increase in 
the number of headers specified should be required by the Engineer, such 
additional number shall be laid in the work as he shall designate. 

The price per perch paid for masonry shall in every case include the fur- 
nishing of all materials (except lime and cement). The cost of scaffolding, 
centering, &c., and all expenses attending the delivery of these materials, 
and all risks from floods or otherwise. 

Where the excavation of the road bed does not furnrsh sufficient stone 
for the protection of walls and embankments, the same shall be procured at 
such places, and disposed in such manner as the Engineer may direct. 

No charge shall be made by the contractor for hinderances or delay, from 
any cause in the progress of any portion of the work in this contract, but it 
may entitle to an extension of time allowed for completing this 

work, sufficient to compensate for the detention, to be determined by the 
Chief Engineer, provided he shall give the Engineer in charge immediate 
notice in writing, of the cause of the detention. 

Nor shall any claim be allowed far extra work, unless the same shall be 
done in pursuance of a written order from the Engineer in charge, and the 
claim made at the first settlement after the work was executed, unless the 
Chief Engineer, at his discretion, should direct the claim, or such part as 
be may deem just and equitable to be allowed. 



Specification 
For Superstructure and Track Laying. 

(From Vose's "Manual for Railroad Engineers.") 

Superstructure, — Substlls, 

To maintain the track in good adjustment until embankments are set- 
ded, subsills will be laid on certain banks, and likewise in cuts where the 
imperfect nature of the bottoming may, in the opinion of the engineer, 
render them expedient. These subsills to be fairly bedded in the earth, or 
ballasting, and carefully adjusted and rammed so as to correspond with the 
grade lines given by the engineer. An additional piece of sill four feet long 
shall be laid at each joint of the subsill, either under the sill, or alongside, 
as may be directed. The sills will be of 3X9 planks, in lengths of twelve, 
fifteen, eighteen and twenty-one feet ; of which one-fourth may be below 
fifteen, one-fourth below eighteen, and one-fourth below twenty-one feet. 
The plank must be square at the ends, and of sound, durable material, and 
not have more than two inches wane on one end only. There will be about 
25,000 feet, board measure, laid per mile where it may be required, and 660 
joint sills, 3X9 inches, and four feet long. When the depth of stuff to be 
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moved to admit the subsilU exceeds six inches, an allowance shall be mub 
far extra labor, the amount of which shall be noted by ihe assistants ontbeit 
receiving notice of such extra labor from the contractor or his agent. 

Cross Ties. 
The cross ties shall be of white, black, or yellow oak, burr oak, cbMtniil 
red elm, or other sound limber of suitable character, in the opinion of the 
engineer, eight feet long, and not more than three inches out of straiglil, 
hewn to a smooth surface on two parallel plane faces, six inches apart, the 
faces being not less than seven inches wide, for at least half that number, 
and the remainder not less than six inches wide. The ties shall be oat- 
fully and solidly laid on the subsills, or ballasting, or earth previously pro- 
perly preoared, so as to give the true planes required by the rails, whetiiB 
on straight or curved lines. They shall be laid at the rate of eight ties U 
each eighteen feet raiL All imperfect ties shall be excluded by the trati- 
laying party. The surface of the ties to be failhfully adjusted to the gradfJ 
given, and to the web of the rail i and the rail to be truly laid and firmly 
spiked, so as to correspond neatly to the alignment of the road. There wUI 
be about 2,500 ties required per mile of road. 

Chairs and jDiitts. 
When chairs are used, they shall be such as directed by the enginttf 
and furnished by the company, and shall be well and accurately placed, and 
spiked in such manner and position as required, and the largest ties sballbe 
selected for the joints. When the joint is made by fishing, there will be no 
tie directly under the joint. 

Rails* 
The rails will weigh about sixty pounds per lineal yard. No rail shall be 
laid on the tangents which is in any way twisted or bent. It shall be the 
duty of the first party to correct and make true any crooked rails received 
by him, also to bend to the proper cune, and in such manner as not toafiect 
the strength of the bar, all rails laid in curves. Punching of rails, and cut 
ting, will also be done by the contractor. 

Track Laying. 
The materials composing the track will be furnished by the companj'r 
and shall be laid in the best manner, according to the conditions following: 
The track will be laid on cross ties, and the ties at the proper places OB 
subsills. Where the sills are used, they wiU be laid with four feet blocta 
at the joints, and with six feet blocks at the rail joints, the whole beingsel 
to their places by stakes, and by the engineer's directions, and mauled down 
to a perfect bearing, being settled at least half an inch by mauling. "ITie 
s will be placed uniformly distant, {twenty-eight inches from centre 
re). A slip of metal shall be inserted at the rail joints, while laying, 
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to keep the rails apart sufficiently to allow for expansion, which thickress 
(depending upon the temperature) shall be fixed by the engineer.* Two 
spikes shall be used at each end of tie, one inside and one outside of the 
rail, upon straight lines. Upon curves of less than 1,500 feet radius two 
spikes outside and one spike inside the rail, at each end of the tie, shall be 
used. Upon curves the outer rail will be raised to such an amount, depend- 
ing upon the radius of the curvature, as the engineer may direct. 

Turnouts. 

The contractor to put in such turnouts and sidings, with the necessary 
frogs and switches, as may be required ; the frogs and switches to be firmly 
and truly placed in position so as to work easily. 

Filling and Ditching, 

The stuff moved in bedding the sills and ties, to be placed between the 
latter. The ditches to be properly cleaned out after the track is laid ; the 
filling never to rise higher than the top of the cross ties. Any surplus stuff 
to be moved out of the cuts, or if on embankments, to be thrown over the 
bank, leaving the track and road-bed in a neat and workmanlike manner. 

Delivery 0/ Materials, 

The ties and sills to be delivered at some point on the road, as near 
as possible to the places, where they are to be used, in no case re- 
quiring more than one thousand feet of haul ; to be so piled as easily to be 
counted and inspected. The bids for ties will be by the piece, the proposal 
stating the number and conditions ; the sills to be bid for by the thousand, 
board measure. All material furnished in connection with track laying, 
to be delivered in such manner and time as to comply, in good season, with 
the contract for laying the rails. ^ 

Measurement of Track, 

The measurement of track laid shall include the turnouts, measuring 
from heel to heel of switch, no extra allowance being made for putting in 
frogs or switch machinery. 

Fencing, 

Bids for fencing will be by the running foot or mile, including both sides 
of the road. Where required, it will consist of posts placed eight feet 
apart from centre to centre, set three feet in the ground, either by digging, 
or boring, and not by mauling. The posts shall be of oak, elm, chestnut, 
or other durable wood, not less than eight inches in diameter at the bottom, 
barked and charred where put into the ground. The boards to be 6X1 
inches, and to square sixteen feet long, to be placed six inches apart, ver- 
tically, and fastened to the posts by tenpenny nails at each bearing and 
breaking joint with each other. The fence will be five bars high, the top of 

* The expansion of wrought iron is .0000068 of its length for each degree Fahrenheit 
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the uppermost being five feet from the ground. In side hill, and on ground 
liable to slide, particular care shall be taken to place the posts firmly in the 
ground. ,At cattle guards, the fence will be turned in to the proper dis- 
tance, and such arrangement made as to prevent the passage of animals. 

General Provisions. — Classification^ 

The classification of material excavated will be referred to the engineer, 
in all cases where the nature of the material is questioned, and his judg- 
ment taken thereon ; also all material used in structures will be submitted 
to the inspection of the engineer or his assistants. 

Quantities and Qualities approximate. 

The quantities and qualities of work presented in the schedule are merely 
approximate, and the information given on the maps and profiles in relation 
thereto is according to the best present knowledge. The company retains 
the right to change at any time during the progress of the work the align- 
ment, grades and widths of the road, or any part thereof, and also the 
limits of the sections; or to alter the character, vary the dimensions, or 
change the location of structures, or substitute one kind of work or mate- 
rial for another, or to omit entirely, when found necessary, or to require to 
be built where not now contemplated ; and the contractor shall carry into 
effect all such alteration when required, without the contract prices being 
thereby affected, unless the aggregate value of all work contemplated by 
the contract be changed fully 20 per cent., in which case a fair allowance, 
either for the company or contractor, shall be made by the engineer. In 
case, however, the aggregate value of the work be changed over 20 per 
cent, of the original amount, and the contractor be not satisfied with the 
altered compensation, then said contractor may throw up said contract, on 
condition, that within ten days after receiving notice from the engineer of 
such alteration, he give written notice to the engineer or the company of 
his desire to do so, in which case, as in other cases of throwing up the con- 
tract, he shall, as soon as desired, give peaceable possession to the company 
or their agents, leaving also in their possession any tools or machinery 
upon which they have advanced , anything; and the company may then 
settle with the contractor on the measure of damages which either shall 

suffer. 

Basis for Estimating Effect of Changes. 

The basis for estimating changes as above mentioned is understood to be 
the schedule exhibited at the letting. 

No Liquor, and Good Order, 

The contractor shall not sell, or allow to be sold or brought within the 

nits of his work, any spirituous liquors, and will in every way discounte- 

their use by persons in his employ. He will do all in his power by 

L or by assisting the officers of the county, or of the corporation, 

he laws and such regulations as conduce to good order and 
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peaceaUe progress, and prevent encroachment on the rights of persons or 
propeny ; and he shall discharge from his service, when required by the 
engineer, any disorderly, dangerous, insubordinate, or incompetent person, 
and wfuse to receive into his employ any who may have been discharged for 
sucli cause from other parts of the work. 

Monthly Estimates, 

Measurements and estimates shall be made by the engineer, once in each 

month, by means of which may be known approximately the amount of 

work done, and the contractor shall be entitled to payment therefor, at such 

rates below l^is contract price as may be agreed upon by the parties to the 

contract ; U being understood that the contractor has no claim on account 

of any material not laid in its place in the roadway, or for labor bestowed 

thereon ; And the quantities shall be estimated from the dimensions when so 

laid, thowgh, on the advice of the engineer, advances may be made on such 

materia) when delivered for use, in which case it becomes the property of 

the co«x)pany, in the contractor's care and keeping, and he becomes liable 

for its Joss or injury. 

Extra Work, 

No claim for extra work, or for work not provided for in the contract, 
shall be allowed, unless a written order to perform such work shall have 
been given by the engineer ; or unless the work be subsequently certitirjd 
by him, and the certificate produced at the time of demanding the pay- 
ment of the monthly estimate next after such work shall have been per- 
formed. 

Sub-Contracts. 

The contractor will be required to perform the work himself, and no sub- 
contracts relieving him from the responsibility of a proper performance of 
his contract will be permitted, unless by the written consent of the president 
of the company, and no moneys shall be pajd to any such sub-contractor 
for work or materials, without sufficient authority from the principal con- 
tractor. 

Time of Commencing Work, 

On the acceptance of a proposal, the chief engineer will give notice 
thereof to the person proposing, by letter, directed to his stated address; 
and in twenty days from the date of such notice, provi(Jed there be no im- 
pediment on the part of the company, or in twenty days after such impedi- 
ment is removed, if there be any, the work shall be begun with an adequate 
force, and from that time prosecuted vigorously until its completion. 

How to Progress, 

It shall be understood that proper progress is not made, if the amount of 
work done in each month is not in due proportion to the total amount to be 
done up to the time fixed for completion of the contract ; in which case the 
engineer shall call the attention of the contractor (or whoever may be in 
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ij€c page 933. Specifications for Tunnels. • 

Tunnel work will be classified as follows: 

1. Tunnel excavations 

2. Sinking shafts. 

3. Masonry in abutments. 

4. Arch- work of stone. 

5. Arch-work of brick. 

6. Backing. 

7. Masonry in facade and approaches. 

8. Masonry in shafts. 

The tunnels to be excavated to the neat lines as shown Tunnd excavatioii. 
on the drawings of the cross-sections, and to be lined, or left without lining, 
according to the nature of the material excavated, and as the engineer may 
direct. 

The material excavated from the ends of the tunnels to be placed in em- 
bankment on the line of road adjacent, or wasted, as the engineer may 
direct The material excavated and raised through shafts to be wasted at 
such convenient places near the shafts as the engineer may designate. 

Tunnel excavation will be paid for by the cubic yard, counting only the 
material within the section, as designated by the engineer. Should the en- 
gineer deem it advisable, on . account of the material passed through, to 
modify the section of the tunnel m order to avoid arching, all the material 
within the limits of such modification will be measured and paid for at the 
specified price per yard. 

The price per yard paid for excavation to include all expense of timbering, 
the fiirnishing of all timber or other materials, the hoisting of material 
through the shafts, pumping of water, and all expenses of every kind con- 
nected with doing the work ; also to include the cost of hauling the mate- 
rial, where the haul does not exceed feet. Should the 

engineer deem it advisable to transport the material to a greater distance, a 

price per cubic yard will be paid for the excess of haul over 

feet. 

Shafts feet by feet Sinking shafts. 

M dear of timbering will be sunk at the points designated on the drawings, 
and will be paid for by the foot in depth. The price paid for sinking shafts 
toindude all expenses for timbering or otherwise securing the walls. 

Masonry, 
Should the tunnel require lining, the general form of the masonry will be 
as shown on the drawing ; the details of thickness of abutments and arches, 

*RdiBence k made to Mr. Henry S. Drinker's work on " Tunneung, Explosivb Compounds 
™Roac Drills" for other examples of tunnel specifications, and for ^^eneral statistics in regard lo 
•■ndcQostniction, rock excavation, blasting, masgn-work. 
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&c., to be designated by the engineer from time to time, as in his judgment 
may be necessary. The tunnel arch will be of stone or of brick, or partly 
of both, at the discretion of the engineer. 

All masonry will be paid for by the perch of twenty-five cubic feet 

The masonry in abutments will be first-class rock range Masoo 
work, the stone to be accurately squared, jointed and bedded, *'>»»tincnu. 
and laid in courses of not less than twelve inches nor exceeding twentv 
inches in thickness, regularly decreasing from bottom to top of the walL 
The stretchers shall in no case have less than sixteen inches bed for atwel e 
inch course, and for all courses above sixteen inches at least as much bed as 
face. They shall generally be at least four feet long. The headers shall 
have not less than twelve inches length of face : thoy shall hold the size in 
the heart of the wall that they show on the face ; they shall extend entirel 
through the wall when its thickness is not over four feet, and shall be eoual 
in number with the stretchers, and so arranged that a header shall come be- 
tween each two stretchers. Where the thickness of the wall is more than 
four feet, headers shall be placed in the back of the wall at the rate of one 
header in the back for two in the face, and so arranged as to give a eood 
bond. The stones for the interior of the wall must be similar in size with 
the face stone, of the same thickness, and bedded the same, but are not re- 
quired to be jointed. They must be so arranged as to give a good bond and 
be well fitted to their places; any remaining interstices to be filled with 
small sound stone chippings. 

The whole wall will be laid in cement mortar, or the outside stones laid in 
cement mortar and the interior grouted, as the engineer may direct from 
time to time. 

The face stone will generally be left with the face as they come from the 
quarry, the edges of the joints being pitched to a line, but no projection of 
over two inches outside of the neat line of the wall will be allowed. 

Niches or openings will be left in the walls at convenient points to afford 
shelter for workmen from passing trains, and drain openings will be left in 
the walls to allow of water escaping, as m.iy be designated by the engineer. 

Any spaces remaining between the abutment walls and the sides of the 
tunnel as excavated, to be completely filled with rubble work laid dry. 

The arch stones to be laid in courses throughout, each Arch work of 
stone being the full depth of the arch, and accurately dressed ''*""<= 
to the shapes and sizes to be designated by the engineer. They will gen- 
erally be about four feet long, and so arranged as to break joint with each 
other. They will be set in cement mortar, with joints not to exceed one- 
eighth of an inch. 

The bricks used in arches to be the best quality of straight Arch work of 
^•bttmed brick; no bats, salmon or soft brick of any ^^^^ 

Till be allowed. The brick work will be laid in cement mortar wif 
''illg one-eighth of an inch, and with such bond as the e 
The bricks at the time of laying to be well wet t! 
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cement mortar to bt thin and freshly mixed, the cros^-joints to be carefully 
mortared, each brick to be well driven to its place by blows of the mallet, 
and each course carefully grouted. The several courses of brick at the 
crown forming the key of the arch to be laid in without mortar, brick to 
brick, and then carefully grouted until the joints are filled. The outer sur- 
face of the arch to be well cemented to prevent leakage. 

Should the engineer deem it advisable to use hoop iron to strengthen the 
bond of the brick work, the cost of the iron used will be allowed in addition 
to the price per perch for brick masonry. 

The spaces between the arch and the sides of the excava- Backing. 
tion to be completely filled, as the work progresses, with rubble work laid 
dry. 

The face of the arch will be formed of neatly cut ring Masonry in facade 
stones, composed of alternate long and short bond stones of and approaches. 
not less than three feet and eighteen inches respectively. 

The parapet and wing walls will be built similarly to the abutments, and 
surmounted with a well dressed coping not less than twelve inches thick and 
three feet wide. 

When the main part of the tunnel is completed, should Masonry in shafts. 
the engineer require it, the shafts shall be walled up with a circular lining 
of rubble stone from the bottom to the surface of the ground, and the space 
between said wall and the sides of the excavation closely filled with some 
suitable material; otherwise the bottoms of the shafts shall be properly 
secured to prevent injury from any falling material. 

Such culverts and drains shall be constructed as the engineer may require, 

any excavation necessary for this purpose shall be considered as part of the 

tunnel excavation, and paid for accordingly. If culverts are constructed of 

brick, they will be paid for at the same rate per perch as arch work of 

brick. Should the engineer deem it best to use tile drain pipes, or adopt 

any other plan for drainage, the proper cost thereof will be allowed to the 

ontractor. 

In all masonry the stone and brick must be of good, hard and durable 
quality, and, with the sand and all other materials used, to be subject to the 
inspection and approval of the Chief Engineer or his assistant. 

The railroad company will furnish or pay for all lime and cement used, 
but the contractor shall provide a suitable place for storing lime and cement, 
and shall be responsible for the safe keeping of the same. 

The proportions of lime, cement and sand in all mortar and grout to be as 
fected by the engineer. Cement to be mixed in small quantities only 
^ used, and especial care taken to not allow it to set before being used in 
^^ work. 

Any improper or condemned materials shall be removed from the work 
forthwith, when directed by the engineer. 

The price per perch for masonry shall in every case include the furnish- 
"^8 of all materials (except lime and cement), the cost of scaffolding, center- 
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ing, &c., and all expenses attending the delivery of these n 
risks from floods or otherwise. 

No charge shall be made by the contractor for hinderances or delay, from 
any cause, in the progress of the work, but it may entitle liira to an exten- 
sion of lime allowed for completing the work, sufficient to compensate for 
the detention, to be determined by the Chief Engineer, provided he shall 
give the engineer in charge immediate notice in writing of the cause of the 
detention. Nor shall any cljjm be allowed for extra v;ork, unless Ihe same 
shall be done in pursuance of a written order from the engineer in charge, 
and the claim be made at the first settlement after the work was executed, 
unless the Chief Engineer, at his discretion, should direct the claim, or such 
part as he may deem just and equitable to be allowed. 



I 



Specifications 
For Gradino, Masonrv, Bridges anh Rails, as used om 

Cincinnati Southern R. R. , Built under the Direction 
Thos. d. Lovett, Consulting and Principal Engineer. 

See pene 133 u. Graduation. 

Under this general head will be included clearing and grubbing, excava- 
tions and embankments, required for the formation of the road-bed, turnoulb 
or depot grounds, or in any way connected with or incident 1 
tion or drainage of the same, or the change or crossing of ro 

Clearing or CrwW/w^.^Grubbing will )>e requited the entire width of the 
road-beds and on turnouts, depot grounds or highways, in all ex- 
cavations and embankments, which are three feet or less in depth ; also, in 
all slopes where the safety of the road requires it. The clearing shall be 
made on the entire length of the road, and shall not be less than one 
hundred feet in width on the regular road-bed, and as much more as in the 
opinion of the engineer will be required for the safety or convenience of the 
road. The ground on which the embankments or excavations are made 
shall be cleared of all vegetable and perishable matter. All stumps must be 
cut close to the surface, and none left within two feet of grade in embank- 
ments. Fences, buildings, timber and wood on the line of the road, are 
the property of the raUway or land owner. If not removed by the owner 
"^'lin a reasonable time, they shall be cleared off by the contractor, piled 
■reserved for the use of ihq owner or railway, without charge. All 
IS or timber must be burned. The contract price foi e^y.ca."-a\{on 
it must cover clearing and grubbing, as well as al' the jtems 
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ExcavatioH. — The road will be graded for a single track (except at depot 
grounds and turnouts.) The road-bed shall beof such width as the engineer 
may direct from time to time, as the work progresses^ gene rally about 
twenty feet in earth cuts, and sixteen feet in rock cuis. The slopes shall be 
of such inclination as the engineer may designate, and in conformity to 
such depth of cutting and width of road-bed as may have been or may 
hereafter be determined and fixed upon by said engineer, as guide bounda- 

s fur the work. 

Excavation will be classified under the following heads, viz.: — Earth, 
Hard Pan, Loose Rock, Solid Rock, Iron Ore, and Excavation in Water, 

Earth. — Earth will include clay, sand, gravel, loam, decomposed rock 
and slate, stones and boulders containing less than one cubic foot, and 
all other material of an earthy kind, excepting Hard Pan as described 

Hard Pan will consist of tough, indurated clay or other earthy 
material, which, in the opinion of the engineer, requires blasting for 
its removal; also hard tough cemented gravel. 

Loose Rock. — All boulders and detached m 
ng over one cubic foot in bulk, and less than 
all slate, coal, shale, soft friable sandstone and ^ 
material except solid sandstone and limestone in 
scribed above ; also stratified limestone in layers 
under, separated by strata of clay. 

Solid Roek.—AH limestone and sandstone i 
nore than one cubic yard ; wilh the exception 
described in spec fications for loose rock. 

The prices for excavation include all bottoming, road crossing, alter.ition 
of roads and water channels, also construction of temporary roads. Ordi- 
nary ditching alongside of embankments, from which the materia! is not 
removed more than two hundred feet, will not be paid (or as excavation, but 
will be treated the same as borrow pits. 

In road alterations or changes of "vai 
hauled exceeds the average haul of the 
titled to an additional compensatio:i of 
died feet, for such excess. 

On sections where the excavation exceeds the embankment, the excess 
shall be deposited on the side of the embankment, on the side of the 
aeccnd track, or at such points as the Engineer may direct ; and this excess 
will be paid for as excavation only. An additional price of ore cent per 
cubic yard will be paid on such excess for every hundred feet haul beyond 
an average haul of five hundred feet. 

No spoil earth or other materials shall be deposited within ten feet of the 
dope of the excavation, but shall be placed at such a distance as in the 
'(l[Union of the Engineer the safely of the road requires. 

Tlie contract price for excavation will apply to pits required for founds- 
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one cubic yard ; also 
□apstone, and all other 

place, except those de- 
eight inches thick and 



es, if the average distance 
the conlractdr will be en- 
t per cubic yard, per hun- 
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tions of masonry when water is not encountered. A price will be put in 
for excavalion in water, which will only apply to foundation [ its, and deep- 
ening the channels for running water; It must cover all classes of materi::l, 
and include draining, bailing, pumping, alt malerij] and labor connected 
with such excavation, also the necessary dressing of the rock. 

Materials found in excavations applicable to useful purposes, such as 
building stone, gravel, stone suitable for ballist, and minerals, shall be bid 
aside for use in such places as the Engineer may direct, to be applied then 
or subset) tie ntly, lo the construction of the road under the conditions and 
specifications of this contr.ict. On sections where the excavalion does not 
exceed the embankment, and tock, grai*cl or mineral tikcTi from the cuts a 
piled up for the use of the railw.iy, & quantity of cmli inkment, equivalent 
to the quantity of material put aside, will be allowed Ihe conlraclor. 

£miiini-m,-»/s.—The embinknK nts to be formed rs feel wi^Ie on ihe top, 
unless otherwise directed, wlih slopes i^cnerallyof 1>J huf iionial lo i vertical. 
Whenever ihe embankment is formed from diiihing on either side, 
such ditching, and the crests of the slopes thereof, shall in no case approach 
within six liCX, nor within dou*ilc the drplh of the ditch, of the foot of the 
proper embankment slopes, allowing always one side for a double track. 
No soft mud or muck shall be allowed to enter the bank. Whenever water 
courses or new ch.mnels for rivers require to be formed, they sh-iU be put 
at such distance from the foot of the slope as the engineer may direct. 
Care must be taken lo exclude all perishable material from embankments. 

Embankments shall be built according to instruction from the Engineer, 
either by dumping from grade, or in layers of such thickness as he may re- 
quire. Such additional height above grade shall be given lo embankments 
as the Engineer may deem necessary lo compensate for shrinkage and 
washing, without additional allowance. Embankmenls about masonry 
shall be built at such time and in such manner, and of such material as the 
Engineer may direcL 

In sections where the embankment exceeds the excavation, the excess 
may be supplied from the sides of the adjacent cuts, on the site of the second 
track, so as to increase regularly the width of such cutting, or from such 
other places as the Engineer may direct ; and no price shall be paid for in- 
creasing the width of such cuts, or for the earth borrowed for the embank- 
ment, other than the embankment price, unless the average haul exceeds 
five hundred feel, when there will be an extra price paid of one cent per 
cubic yard, per hundred feet of excess. In widening ihe cuts for making 
up deficiencies in embankments, contractors are not expected or required lo 
excavate hard pan, loose rock, solid rock, or iron ore, unless so directed by 
the Engineer. In such cases, the contract price, less the embankment 
price, for said hard pan, loose rock, solid rock, or iron ore, will be allowed. 

Maradafi^rinf;. — Where alteration of roads or turnpikes requires macad- 

-""^n, ihe maltMjls used miTst be composed of hard durable limestone, 

•%e contiacior, bioken in fragmeiUs not greater than two aoA 
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one-half inches in any direction, or of the old turnpike metal, and spread 
with such width and depth as may be required by the Enginepr. These 
items will be paid for by the cubic yard. 

Tunuels — Tunnels will be excavated for a single track, and will 
contain not less than ten cubic yards per lineal foot. The price for tunnel 
excavation will include all materials contained between the two portals, and 
within the area of its cross- section as determined by the Engineer. 

If the tunnel required support, and timber is adopted, the area of its 
cross-section will be measured three inches outside the lagging, or if mason- 
ry is adopted, the area of its cross-section will be six inches outside the wall 

The price also includes all temporary supports, such as props, scaffold- 
ing, etc. The Engineer will determine whether shafts shall be sunk, and 
llie points for the location of the same. They shall contain not less than 
three cubic yards to the foot vertical. The price for the shaft excavation 
will include all materijls contained between the surface of the ground and 
the soffit of the tunnel, and within the area of the shaft cross-section as de- 
termined by the Enginrer. In case the shaft is sunk alongside the tunnel, 
it will include all material between the surface of the ground and the level 
of the foot of the shaft. The price must cover such curbing or other sup- 
port as the sides of the shaft may require; also, whatfver materials or 
labor required for ventilation, and keeping free of water, and will also cover 
hoisting and pumping niachinerj'. All necessary wells or sumps will be 
paid for the same as shaft excavation. 

Falls that are attributable to the carelessness of the contractor, in the 
Engineer's opinion, shall be removed by the contractor at his own cost ; 
hut if not thus attributable, a just and equitable allowance will be made. In 
case the tunnel requires permanent supporting, or the shafts lining, timber, 
brick or stone may be used as the Engineer may direct. Where timber is 
used, the Engineer will determine the kind and quality of timber, and will 
prescribe the general plan ; this will be paid for per thousand feet board 



If bricks are used, they must be of the best quality of hard burnt brick, 
well tempered and moulded of the usual size ; must be nine inches long, 
two and one-half inches in thickness, and four and one-half inches in 
width, including mortar joint after being laid. No bats, cracked or salmon 
bricks, under anj circumstances will be allowed in the work. The brick to 
be laid wet in the best hydraulic cement mortar, in such proportion of ce- 
ment and sand as directed by the Engineer. Grout will be substituted for 
mortar to such extent as directed by the Engineer. Joints to be well filled 
with mortar of such thickness and the bond such as the Engineer may pre- 
scribe. The exterior of the arch to be covered with a coat of hydra 
cement one-half inch in thickness. Suitable openings shall be left for the 
escafie of water as directed by the Engineer. 

Where stone is adopted, it will be constructed of First or Second Class \ 
masonry, as directed by the Engineer. 
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behind the walls or above the arch will be filled with concrete 
. ^v iMckln^, n» the Engineer may direct. 

~X^ twtw per cubic yard of brick work or masonry will include the fur- 
g^Bfc*«S»l' •!! materials, scaffolding, centering, and all other expenses ne- 
^•wMV W the construction and eompleiion of the masonry or brick work. 

*VW y*Kf bid for shaft excavation is intended to pay far excavaling, rais- 
p»m, iMiil placing the material in spoil banks; provided the haul fi-ora the 
f^,^ i*J the iihftft does not exceed live hundred feet ; beyond that dbtance 
a*» * *•"' P*' yarJ per hundred feet will be paid for such extra haul. 

"IV ittrtHrliil moved in the slope over the portals of the tunnels shall be , 
fftewtKinl aitd paid for the same as the material in the approaches. The 
'>itwk "Mint bo carried on night and day, If so directed by the Engineer. 
A/asonry. 
fi^lt^iast Afasonry.— Courses of stone in abutments, piers and walls are 
tM *»• not le»8 than ten, nor more than thirty inches thick, decreasing from the 
WAti'iii tu the top of the walls. Stretchers to be not less than two and a 
W fwi, nor more than six feet long ; and not less than one and a half feet 
<«»*, nor less in width than one and a fourth times the depth. Headers 
WU>( not be less than three and a half Teet, nor more than four and a half 
frel liinn, where the thickness of the wall will admit of the same, and not 
*»•• thnn one and a half feet wide, nor less in width than they are in depth 
Ht ciiune. The j'aina well broken in no case less than twelve inches. 
KV«ry Kone must be laid on iis natural bed; all the stone for the abut- 
w»ia», piers, and tail walls will have their beds well diessed, parallel and 
H«e to ihe proper line; the beds to be made always as large as the stone 
*Ul ndmll of. Vertical joints of the face to be not less than eight inches in 
1*»«il the face, and as much more as the stone will work. No joint to be 
Uld more than, one-half inch in thickness; every second or third stone in 
♦«cU course must be a header properly arranged, and constituting one- 
fc'lirth to one-third of the dressed stone in the wall. The whole of the 
majtonry must be laid flush in good cement morlar. The backing shall be; 
of uood-siied, well-shaped stones, so as to lireak joints and thoroughly bond 
tlio work in all directions and have no spaces between them over six indies 
wide, and all spaces tilled with small stones and spalls laid in cemenL No 
hmnmering will be allowed after the course is set. If any inequalities 
occur, they must be carefully pointed off. The face of the masonry will be 
rock. work with drafts on the cornets, and no projection of more than four 
iBchcs from the proper lines (two inches in tunnels). The bridges, seats 
»nd tops of piers, abutments and tail wails are to be finished with a coping 
course of not less than ten inches in thicknew, well bedded and jointed on 
longitudinal as well as lateral joints, and dressed to true surfaces on top, 
'w project six inches or as the Engineer may direct. The foundation 
'rse must be of large flat stone. When iron bridges or iron viaducts are 
d, the pedestal stones must be of such size, shape and quality as di- 
[be Engineer. 
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Second-class Masonry- Will be of broken range rubble masonry of supe- 
rior quality, with no stone less than eight inches in thickness, unless other- 
wise directed by the engineer, to be well bonded and levelled as well as may 
be without hammer dressing ; to be laid dry or flush in soft cement mortar, 
as directed by the Engineer, to have horizontal beds and vertical joints on 
the face. At least one-fourth of the stones in the face to be headers evenly 
distributed through the wall. No joint over three-quarters of an inch in 
thickness. The rear of the wall shall have good beds, joints and bonds, as 
well as stone of good quality and size. All the quoins to have hammer 
dressed beds and joints and drafted corners. The top . of the wall to be 
coped with selected stone approved by the Engineer. The coping upon 
which the superstructure rests shall be dressed to a level bearing. 

First-class Arch Masonry — Shall he built in accordance with the specifica- 
tions for first-class masonry, with the exception of arch sheeting and ring 
stones. The rings shall be dressed to such shape as the Engineer shall de- 
termine. The ring stone and sheeting of the arch to be of stone not less 
than ten inches thick on the intrados of the arch. To be dressed with three- 
eighths of an inch joints and to be of full depth specified for thickness of 
arch ; the joints to be at right angles to the surface of the intrados, the 
face of sheeting stones to be dressed to make a close joint centering. The 
ring stone and sheeting shall break joints not less than one foot. The 
wings to be neatly stepped with selected stone the full width of wing, and 
not less than ten inches thick; no stone covered by the next one above less 
than one foot six inches ; or to be finished with a neatly capped newel at 
end of wing. The parapets to be finished with a coping course of full 
width of parapet with a projection of six inches. Stone to be not less than 
ten inches thick. 

Second-class Arch Masomy, — To be the same as second-class masonry, 
with the exception af the arch sheeting, for which proper stone shall be 
selected that shall have a good bearing throughout, and be well bonded 
and be of full depth of arch. No stone less than four inches in thickness 
on the intrados of the arch. Ring stones of all arches over eight feet span 
shall be dressed- the same as specifications for first-class arch masonry. 

Dry Box Culvert Masonry, — Will be laid with good square-shaped stone 
of a size and quality approved by the Engineer, and in a manner satis- 
factory to him. For four feet from the ends the stone to be laid in good 
cement mortar. 

Culvert Masonry laid in Mortar, — Box Culvert masonry laid in mortar 
shall be of good selected building stone of good quality, and laid flush in 
good cement mortar to the satisfaction of the Engineer. The covering 
stone for all box culverts to be not less than ten inches in thickness, and to 
rest on the walls not less than fifteen inches. 

Drain Pipe, — In localities where but a small quantity of water passes^ 
drain pipe will be substituted for culverts. Contractors will bid for furnish- 
ing and laying Akron vitrified stone pipe, or pipes of other manufacture 




;hteen inches 
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that will stand equal pressure. Sizes of twelve, fiftce 
will be used. 

Retaining Walls — Will be classed as second-class masonry laid dry. 

Slop! H^o/Zi— Will be of sufficient thickness and slope as directed by the 
Engineer. The stones must reach entiiely ihrough the wall, not less than 
four inches thick, and twelve inches lon^- ; joints dose and free from spaUs. 
The foundation must be prepared as dir^-cled by the Engineer, 

Rip Rap— Ox protection stone, shall consist of large (15 to 25 cubic 
feet) or small stone for the prolecUon of masonry or earth work, as directed 
by the Engineer. 

Stone Paviitf; — Will be made by setting stone on edge, from eight to fit 
teen inches in depth, as directed by the Engineer. 

Cement mortar in all classes of masonry mviat be made of one meuun 
of good hydraulic cement and two measures of clean, sharp sand (unleu 
otherwise directed by the Engineer), well mixed together with water, In 
clean mortar beds, constructed of boards, and used immediately after being 

AH classes of masonry laid in cement, must be neatly pointed wilh ce- 
ment mortar finely tempered. 

All stone for the dilTerent classes of masonry must be furnished from the 
best quarries in the vicinity, or such quarries as ihc Engineer may select. 
Seventy-five cents per cubic yard will be paid for every mile hauled aflci 
the first mile, and a proportional rate for every fraction of a mile. All stanr 
transportation by water over one mile in distani:e, will be considered equiv* 
alent to one mile of haul by wagons. 

Brick masonry will be substituted for stone, at the option of the Engineer. 

No masonry of any kind will be covered up before being accepted by th« 
Engineer. 

All masonry will be built according to the plans and instructions furnished 
by the Engineer, and will be estimateiJ and paid for by the cubic yard, 
computing the actual solidity thereof. No constructive or conventional 
measurement will be allowed, any rule or custom in the section of the 
country through which the road passes to the contrary notwithstanding. 



Foundations. 



for foundations of masonry to 
In case of rock foundations the 
required, and must be made level 



The contractor will be obliged ti 
such depth as required by the Engineer 
Tocic must be excavated to such depth a 
by dressing to receive the foundation course. 

Paved Fouiidatioits, — Box culverts and small bridge abutments will have 
A paved foundalion, if so directed by the Engineer ; setting stones on edge, 
breaking joints, and extending across the entire width of the foundation. 

Timber Foundations — Will be such as the Engineer n;ay prescribe, and 
be paid tor per thousand feet board measure, the price to cover fumishini; 
aiaterttli framing, and putting in place. Necessary iron work shall be paid 
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for per pound after being worked. The price paid shall cover the cost of 
putting it in proper place. 

Piles — Will be paid for per lineal foot, and shall not be less than ten 
inches in diameter at the small end, and shall be straight and sound. If 
required, shall be shod with wrought iron, which shall be paid for the same 
as other iron work in foundations. Pilos must have the bark taken off, and 
must be driven until they move not more than one- half inch to the blow of 
a hammer weighing not less than 2,000 pounas, with 30 feet fall. Only the 
actual rumbcr of feet of piles, timber, and plank, used and left for use in 
foundations will be paid for. The best qu.ility of white oak, or other tim- 
ber equnlly good for the pu'-pose, acceptable to the Engineer, shall be used 
in all foundations if accessible; if not, such timber as can be procured in 
the locality, and in all cas'^s it must be acceptable to the Engineer. 

Coffer-Dams. — Where ct ff r-dams are required for fouridotions, the prices 
bid for timber, piles, and iron, on the section will be allowed for said cof- 
fer-dams, and must cover all risks from high water and otherwise, draining, 
pumping, bailing, and all materials connected with the coffer-dams. Sheet 
piling will be classified as timber in foundations, and paii for per thousand 
feet board measure. Contractors bidding for masonry must also put in a 
price for foundations for the same. 

Bridges and Viaducts, 

Timber trestles, girder, and road bridges will be paid for per thousand 
feet board measure, computing the actual length of the stick of timber re- 
quired and left for use, and iron in the same per pound. The prices must 
cover all materials and labor requisite to completely finish the structure. 

For information in regard to bridges either in iron or wood, also iron 
trestles, see Specifications for Bridge and Iron Viaducts. 

General Conditions Applicable to all Work. 

All materials used in the construction of the road will be subject to the 
inspection and ace ptance of the Engineer, who will submit them to such 
tests as he may desire. 

Commodious passing places, for public and private roads, shall be made 
and kept in good condition by the contractor, and he shall provide and 
maintain good and sufficient fences, for keeping up enclosures and the pres- 
ervation of crops. The contractor will be held responsible for trespass or 
damage to the adjacent properties or the public, for any acts or omissions 
on the part of himself or his employes. 

Any parties under the direction uf the engineer shall be permitted to pass 
or haul any material required for the road over any section, such persons 
not interfering with the woikof the contractor. Right of way and neces- 
sary lands for borrow pits, spoil banks, channels, ditches, roaJs, etc., will 
be provided by the trustees, as early as practicable, but they are not to 
be held responsible for any delay caused by legal proceedings beyond their 
control* 
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Contractors iTiust carefully preserve beiiLh marks and stakes ; i 
neglect they will be charged accordingly. Falls and slips, if notoi 
by the negligence of the contractor, are to be paid for the same as the regu- 
lar classification, except in tunnel excavation. 

The contractors shall take all ri^ks from Hoods and casualties of cvet^ 
description, and shall make no charge for detention froin such causes, but 
shall be entitled to a reasonable extension of the time for the completion of 
the work. 

The quantities marked on the profile are an approximation, and will not 
govern the final estimate. 

Disorderly and quarrelsome persons must be discharged by the contractor, 
if in the opinion of the engineer the good of the road requires JL 

Contractors will not themselves, nor by their agents, give nor sell any 
ardent spirit to their workmen, or any person at or near the line of the rail- 
wny ! or allow any to be brought on the works by the laborers or any other 
persons, and will da all in their power to discountenance their use in the 
vicinity of the work by persons in their employ ; and they will not allow any 
person in their employ to commit trespass on the premises of persons in the 
vicinity of the works, and will forthwith at the request of the trustees or en- 
gineer, discharge Irom their employ any that may be guilty of committing 
damage in this respect. 

Contractors must satisfy themselves of the nature of ihe soil ; of the gtO- 
eral forms of the surface of the ground ; of the quantity of materials requirfd 
forforming the embankments or other work, and all matters which can In 
any way influence their contract ; and no information upon any such Dtat 
ters derived from the maps, plans, profiles, drawings or specifications, ot 
from the engineer or his assistants, will in anyway relieve the coniractoi 
from all risks or from fulfilling all the terms of this contraa. 

The contractors will remove, at their own expense, any materials disap 
proved by the trustees or the engineer, and will remove and re-execute anj 
works, without extra charge, atid within such time as fixed by the engineer, 
appearing to the-trustces or the engineer, during the progress or within 
twelve months after completion, to be unsoundly or unproperly executed, 
notwithstanding any certificate as to the due execution of the same. On 
their default, such work will be done by the trustees at the contractor's 
expense. 

The contractor will give personal attention to the work. 

The engineer shall have power to direct the application of force to any 
portion of the work which in his judgment requires it. And to order the 
increase or diminution of force at any point he may indicate. 

The contractor having Ihe contract for graduation, before commencing 
his work, and immediately after signing the contract, shall open and main- 
tain a good and safe road, for passage on horseback, along the whole length 
of his work, and on portions of the road where there are no highways 
'onvenient for the wagoning of supplies, he must open and raaintain such 
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roads, without charge therefor, and in his proposal must take this into 
consideration. 

The word ** Engineer" shall mean the consulting or principal engineer, 
unless otherwise expressed. 



Specifications for Bridges and Trestle- Work. 



Bridges will be constructed either in irotty woody or a combination of 
both. 

Contractors will furnish a general plan with detailed drawings and dia- 
grams of strains, for all bridges and iron trestles, otherwise their tenders 
Rrill not be considered. 

Through bridges must not be less than fourteen feet in width in the clear, 
and eighteen feet six inches in height in the clear, measuring from the top 
of the rail. 

Rolling Load. — All parts of the bridges and trestles must be proportioned 
to sustain the passage of the following rolling load, at a speed of not less 
than thiity miles per hour, viz : two locomotives coupled, each weighing 
thirty-six tons on drivers, in a space of twelve feet ; tot^ weight of each en- 
gine and tender, loaded, sixty-six tons in a space of ftfty feet, and followed 
by loaded cars weighing twenty tons each in a space of twenty-two feet. 
Weight of each locomotive and tender to be distributed according to the 
following diagram. An addition of from ten to thirty per cent, will be made 
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to the strains produced by the rolling load (considered as static) in the cal- 
culation of floor beams, stringers, suspension links, counter-rods, and all 
other parts which are liable to be thrown under strain by the passage of a 
vapidly moving load. Bridges must not deflect under the passage of such a 
irain, more than one twelve-hundredth of their length, and shall return to 
^heir original camber. Trestle posts and vertical lateral rods and struts 
must be of sufficient strength to resist, in addition to the live and dead load, 
a pressure of wind equal to thirteen pounds per square foot, when the trestle 
is covered with passenger cars. In bridges vertical lateral rods and struts 
jnusfbe of sufficient strength to resist, in addition to the live and dead 
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liads, a pressure of wind equal lo fifty pounds per square foot, unless other- 
wise Hpecififd. 

Dimrniii'iis r/ Parii.— Tho icon viark shM be s 
wei-hl of the structure including ihc flour, wiih or 
tivE pounds per lineal yard adde* for rails, spikes a 
the above specified rolhng load, shall in no part caus 
mort than ten thousand pounds, per square inch of sectional area, nor a 
shearing strain of more than seven thousand five hundred pounds to the 
square inch. Tl-.e strain in compression will be rrduced ivith the ratio of 
diameter to length of post, according to the Gordon formula, with a factor 
of safely of one s'^th. Columns for testing shall be furniihed by ihe con- 
tractor. Experiments will be made under the direction of the engineer, to 
determine the limit of elasticity, and also the ultin 
o be applied in the formula. In all members subjcc 
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Shearing strain on pins must not be n 
inch. The slr.dn on scmi-intradDs cf ly 
square inch, or the compressive 



han 7,;oo pounds per square 
t morethan lo.ooo pounds ptr 
irta n-it less than the section of the bar. 
igth ilian the body of tl.e bar. 
Quality of Itvh. Irun used undir tensile strain, sh.iU be lough, ductile, 
of uniform quality, and c;)p.ib1e of sustaining sixlv thousand pounds per 
bqu. ire inch of section. il arci willinut fracture, and twenty-five thousand 
pDiii^ds per sqn.ire inch of nrin, with a smart blow from a hammer while 
under strain, wiihout takiryi\ permanent set. The reduction of aroiat 
brt'a'sing point slirfll averujre iiienty-five per cent.; elongation fifteen pet 
ceil.; when cUd it must liLiid witiioul sign of fracture from ninety to one 
hunilred add ei^;hly tU-jjrccs. 

Iron used under coinpressive strain must be lou^h, highly fibrous, of uni- 
form quality, and cap^ible ol susl,iining twenty five thousand pounds per 
squ.ite inch ol a ea without taking; a permanent set. 

The engineei will have the privik'L:e at any lime to select any of the ban 
manufactured for the bridge, cut from the same specimen bars one and one- 
half inches indiamelei and twelve inches long, and submit them lo the fore- 
going tests. Should the bars thus tes:ed fad lo stand ihe tests, this will bit 
considered sufficient evidence thdt the iron used does not comply with the 
requirements of the specifications. 

All bars subject to tensile strain shall be tested by the contmctor, under 
the direction of the engineer, to twenty thousand pounds per square inch of 
sectional area, with a smart blow from a h.immcr while under strain with- 
out permanent set. While under the test slr;iins, should any bar extend or 
contract more or less than it should do according loco-cfficicnts of extension 
^nd contraction previously determined fj ora experimenial tests of sample 
- of the gr.ide of iron lo be used, all such bars shall be rejected, for this 
' othet imperfection. A variation ot t^n of an inch per loot each 
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way for a strain of twenty thousand pounds per square inch of area will be 
allowed. Bars subject to shearing strain shall be of the best quality of iron, 
and subject to such tests as the engineer may desire. 

Every bid must be accompanied by six specimen bars, one and one-half 
inches in diameter, and twelve inches long, stamped with the name of the 
bidder, and to be of the quality of iron that is intended to be used* All 
iron used must be equal in strength and all other qualities to the specimen bars. 
Castings must be made of good tough cast iron ; metal not less than 
three-quarters of an inch in thickness and be subject to the following test : 
A bar of iron five feet long, one inch square, four feet six inches between 
supports shall bear a weight of five hundred and fifty pounds suspended at 
the center. The engineer may at any time require such specimen bars to 
be cast from the same metal as that used in the structure. No castings will 
be permitted except in the minor details. 

Workmanship, — All workmanship must be first class. All abutting 
joints must be planed or turned. One-sixty-fourth of an inch will be the 
maximum error allowed in eye bars, and not more than one-hundredth of 
the diameter of the pin or hole. 

In riveted work in joints shall be square and truly dressed. Rivet holes 
shall be spaced accurately and directly opposite each other. Rivets must be 
of the best quality of iron and must completely fill the holes. The area of 
rivets shall not be less than the sectional area of the joined pieces. 

Ends of bars having threads upon them must be enlarged beyond the 
diameter of the bar, enough to make the bar full size at the bottom of the 
thread. 
Washers and nuts must have a uniform bearing. 

All iron must be painted on all surfaces before leaving the manufactory 
with two coats of metalic paint and oil, and with a third coat of lead and oil 
after the structure is erected. 

Timber. 

The timber shall be of white or yellow pine, or other kind of timber ap- 
proved by the Engineer, free from wind shakes, large knots, decayed wood, 
^«ip or nny defect that will impair its strength or durability. No sap angle 
will be allowed. All timber must be inspected by the Engineer and none 
used without his approval. All framing must be done in a thorough and 
workmanlike manner. 

Ties must be of the best quality of white oak, not less than thirteen feet 
in length. Must be placed one foot from centre to centre, and every alter- 
nate lie must be fastened to the stringer at both ends. 

Guard Timbers, six inches by eight inches, must be placed about one 
foot outside the rails, must be closely notched one inch on each tie and 
bolted to the ties every four feet. 

Angle Irons y three inches by three inches by three-eighths of an inch, 
inust be spiked to the guard timber every eighteen niches alternately on the 
top and side. The spike holes must be counter-sunk to receive the heads of 
^e spike* 
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Wooden Bridges, 

Angle-blocks, tubes, splicing keys, washers, parting blocks, brace-shoei, 
and bridge seats are to be made of cast iron. 

High hexagonal nuts are to be used ; when used on truss rod, the niiti 
are to be dressed on both ends perpendicular to the line of the rods. 

Iron Trestle Work 

Will be built in spans of twenty feet or upwards in length ; supportbti 0) 
trestles in vertical sections of thirty feet and fractions of thirty feet, a»eacn 
particular case may require. 

Trestle posts must be at least ten feet from centre to centre at the top. 

The trestle work will be measured and paid for as follows, viz.: — 

The entire length of trestle work, measured on centre Ime of stnictufie, 
from centre to centre of end pins at so much per lineal foot ; tresdes pei 
vertical foot, measuring from the top of the masonry to the bottom of tk 
stringers. 

Materials in trestles must be proportioned to support the corresponding 

spans. 

General Conditions Applicable to Bridges and Trestles* 

Contractors must furnish and put in place wall-plates, stringers, crossHies, 
guard rails and angle irons, ov^er piers and abutments of all structurei, so 
as to connect the roadway of the structure with the ballasted track. No 
extra allowance will be made for the same. 

The contractor shall take all risks from floods and casualties of eveiy de- 
scription, and must furnish all materials and labor incidental to or iu any 
way connected with the manufacture and erection of the structure. 

Measurement, — Iron and combination bridges are to be measured from 
centre to centre of end pins. 

Wooden bridges are to be measured from out to out of end posts, 
whether the bridge be of one or more spans. 

The following diagram shows the section of floor on all structures where 
wood stringers are used, and where the opening between floor beams is 
thirteen feet. When the opening is increased or diminished the stringer® 
will be proportioned accordingly. The track stringers must be securely 
bolted to the floor beams, and covered with No. 15 galvanized iron thiJ^X 
inches in width for the entire length. 
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rfdges or trestle work irust be completed ready for the rails. 
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The contractor wilt not be obliged to raise the i 
tbe mountains until transportaiioii can be bcul by rail. 
RiiitT Navigation. 

Where rivers are navigable they must at all times during the construction 
-and erection of the bridge be kept free for navigation. 

All cofTer dams and other obstructions must be removed by the contractor, 
when directed by the engineer, leaving the river entirely unobstructed, ex- 
cept the actual space occupied by the masorvry. 
Ttsts. 

Before the final estimate is paid, a thorough test of the structure will be 
made by the engineer, by loading each span with such rolling load, at such 

e of speed, as described under the head o( rolling load, and also by c; 

; the load to remain on each span for the space of one hour o 
And tach span must return to its original camber when the load is removed.* 

The word " engineer " shall mean the Consulting or Principal Engineer, 
unless otherwise expressed. 



Specifications for Sixty-Pound Iron Rails. 

General Clause. — The weight of the rail is to be sixty pounds per lineal 
yard of rail. Tue r.iil must be in every respect according to tracing and 

mplate, and of uniform section throughout the whole Itngth. The ir 
Dium allow:ince to be adinitted la the sectional dimensions must not exceed 
,V» of an inch. 

Pile and mode of Manii/achire.- The piles lor ihc rail must 
weight of thirty-five per cent, of the best crystalline hammered 
the head ; thirty per cent, of good sound puddled bars, rolled from ham- 
mered blooms, for the stem : and thirty-five per cent, of the best fibrous ir 
for the bottom flange The lop and boltom slabs are to be of the si 
length and width as '.he pile; the other slabs must all lay flat, breaking joint 
laterally and of the same length as the pile. 

No short pieces will be allowed in the pile. The pile niust be heated in 
the furnace with the part corresponding to the top of the rail, up; it must 

:t be hammered under a five- ton hammer, or compressed in rolls at a slow 
motion to secure a thorough welding of all parts ; reheated and then rolled. 




■ The new bridge of Ihe CminDHli Soulhem Railroad Company over IhE Ohi 
lad on Thursdoy, November 8ih, 1S77, wiih sansfaciory reiulii -" ^- '— 
pDiat Dearly a mile below the suspension bridge, uidiA nearly half j 



Tburedfly, November 8ih, 1S77, wiih satisfactory reaulia. The bridge sztm thi 

1y a mUe below (he suspension bridge, andii nearly half s mile mleostb. liis t 

icJEe bulk over the Ohio, and ibe diirdat ibis point. It w:ba built by the Keystanc Bridee 

PitisbarE, for BhouT f 7JO.QI1C. and is tegatdcd u or ' ""■ "' "" " "----''----'- --^- 



oT PltobncE, fb 
"iaain Oie West. The lesl donaisted ui ninning (rains of incrta-'iug weishiover each span in succession 
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Cutting of Ends.— Itic ends must be cut square with the axis of the mils, 
and must show a smooth surface, clean, compact, and without defect. 

Straightening. — The rails must be straightened 
on the four sides while hoi. The straightening 
is not to be made by percussion, but by screws 
or cams. Reheating any part o( the rad will not 
be allowed. The surface of the rail must be 
smooth and without any defects, such as cibcIe^ 
blisters, welding seams, etc. No patching of d^ 
fects will be allowed. 

Drilling and Punching. — The rails must be 
punched or drilled at the ends in accordance 
with the tracing, [he allowance tolerated in tbe 
dimensions of the holes or notches and thedit' 
tance between them must not exceed one thirty- 
second of an inch. The holes must be cyiin. 
drIcaJ, and punched or drilled so as not to show 
any projection beyond the uniform surface 0/ the 

Z./«^M.— The rails must be thirty feet in lengli 
each. Ten per cent, of their numbers will be 
allowed of shorter length down to Iwenly-lou' 
feet, but they must all be of an even numberoi 
feet, and must not vary iherefrom more than one- 
eighth of an inch. 

Weight.^Kn allowance of two per cent ewl" 

way for individual rails, and of one per cent 

each way for the whole quantity of rails received, 

If loo light, the rail will be rejected ; if loo heavy, 

e nominal weight with the two per cem. allowincc 



PATTERN or 
fRON RAtL 




PATTERN OF 
STEEL RA/L 

will be made in weight. 
it will be accepted at tl 

Marking. — Each rail must be marked about two feet from ibe ends "''h 
the maker's mark and the year and month in which it was rolled ; the letter* 
and figures must be distinct and rot less than one inch in height. 

Every approved rail must be marked with the Inspecting Engineer's pr*' 
vale stamp, otherwise it will not be accepted. 

Inspecting and Testing.— The rails will be inspected by an engineer t^ 
lots of one thousand bars. Five rails out of a lot will be selected by the in- 
spector and submitted to the following tests ;^ 

Each of the selecled rails must carry seven and one-half tons in tl»* 
center between bearings, four feet apart in the clear, for five minutes, wit"* 
ion not exceeding one-tiuartcr of an inch, and must come backt*' 
8 when the weight is removed, within i J n of an inch. 

«ition, the rails must carry fifteen tons in the center be' 
s without breaking. The rail will Ih enb^ 
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tiroken in two a.nd each half submitted to one blow of a. haminerweighing 
£00 pounds, and falling six feet vertically. The bearings for the lails must 
be four feet apart in the clear, and made of cast iron, fastened on oak frames 
supported by stone pillars with solid foundations at least three feet below the 
surface. The section of the broken rail must show a clean and compact 
metal throughout, free from cinders, welding seams, or other imperfections 
denoting impurity or imperfect welding. The head of the rail must show 
op at least three-quarters of an inch of small grain, hard iron ; the 
bottom flange of the rail must show all hbrous iron; and the remainder of 
the section a gradual mixture of grain and fibre. 

Should one of the rails fail under any of the foregoing teats, five more 
will be selected out of the same lot and similarly tested; if more than ten 
rails have failed, the whole lot of one thousand bars to which they belong 

11 be rejected. The Inspecting Engineer will have free entry to the works, 
and full power to inspect the manufacture at any time, to satisfy himself 
the rails are being made in accordance with the stipulations of this 
sment; any remark which he may have to make will be addressed to 
ithe manager of the works, and not to the workmen. 

Certificate. — A certificate will be delivered by the Inspecting Engineer for 
each lol of rails approved and stamped. No part of the work will be done 
'by any other manufacturer without the express consent of the trustees. 

Guarantee. — The rails will be guaranteed for three years after laid in 
track. The value of all rails which within that period of time will show 
material signs of imperfections or weakness will be refunded to the trustees 
e rate of $25 per ton, the rails remaining the property of the trustees. 
This clause will not apply to rails laid within one thousand feet of stations 



Ohio River Bridge Specifications. 

Foundations. 
South Abutment. — The south abutment will rest on a pile foundation. 
The top of the platform must be at least six feet below the present surface. 
U5t be of one layer of white oak timber, twelve by twelve inches, laid 
with close joints and fastened to the caps by drift bolls. 

Caps must be of one stick of white oak, twelve by twelve inches, and fas- 
tened to the piles by drift bolts. 

Piles must be of the best quality of white oak ; they must not be less 

an twelve inches in diameter at the small end, and must be straight and 

und ; the bark must be taken off; they must be driven to the rock, and, 

if required, shall be shod with wrought iron. Any pile injured by driving 

must be withdrawn and replaced with another. The platform must be 

thoroughly grouted before the first course is laid. After the piles are 
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capped the material must be excavated to n depth of iwo feet below the top 
of the caps, the cxcnvalion extending two feet outside the plalform, on all 
aides ; and (he spaces under, above and around the platform, not occupied 
by the masonry, must be filled with concrete one foot above the lop of the 
platform. The remaining space must be filled with the material excavated. 

Pi,rs. 

Pur No. 1. — Pier No. i will rest on a pile foundation. The same speci- 
fications will apply to this as for the south abutment. 

Pitr No. a {Pivcl Pier) This pier will rest on a limestone stratum two 

feet and eight inches in tlii>:kness, as shown in the elevation drawings. The 
top of the rock must be m:ide level by dressing the same to receive ihe 
foundation course, and the space between the excavation and the masonry 
must be filled with lock to ihe level of the bed of the river. 

Pier No, 3. —This pier will rest on the six feet eight inch stratum of lime- 
stone, as shown in the elevation drawing. The top uf the ledge must be 
excavated one foot to receive the foundation course. The space between 
the rock and masonry must be filled wiili concrete. The balance of ihc 
space between the excavation and the masonry must be filled with broken 

Pier No. 4.— This pier will rest on the same stratum of rock as Pier No, 

3. The specifications applying to foundation of Pier No, 3 will also apply 
to this foundalio:^. 

Pier No. 5 ^This pier will rest on the same slr.itum as Piers Nos. 3 anil 

4. The specifications applying to foundations of Piers Nos. 3 and 4 will 
also apply to this foundation, with the exception of excavating one foot in 
the rock, in lieu of which the lop of the ledge must be made level by drcsS' 

Pier Nil. 6.— This pier will lest on the six feet stratum of limestone, aj 
shown in elevation di.iwings. The top of the rock must be leveled by 
dressing the same, and foundation pit filled up to the present surface wilh 
the material excavated. 

In all the foregoing described foundations the pits must be kept dry whils 
the masonry is being laid. 

.Masonry. 

The stone for the masonry must be of the best quality of limestone. The 
courses must not be less than eighteen ia<:i)es nor more than thirty inches 
thick, decreasing uniformly from the bottom to the top of the walls. 
Stretchers to be not less than two and one-half feci nor more than six feel 
long, nor less in width than one and a fourth limes the depth. 

Headers must not be less than three and a half feet nor more than six 
feet iung, and not less in width than thty are in depth of course. The 
joints must be well broken, and in no case less than sixteen inches. Courses 
of stone will be continuous around and through Ihe walls. Every stone 
int:st be laid on its natural bed, and have both beds well dressed, parall^^ 
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I and true to the proper line. The beds to be made always a: 
Stone will admit of. 

I Vertical joints of the face to be not less than twelve inches in from the 
lace, and as much more as the stone will work. Particular care must be 
taken to have them well filled with mortar. No joints to be laid more than 
five-eighlhs nor less than three-eighths of an inch in thickness. 

Every second or third stone in each course must be a header ; headers 
must be properly arranged, and constitute one-lourth to one-third of the 
dressed stone in the wall. The whole of the masonry must be laid flush in 
good cement mortar, made of one measure of good hydraulic cement and 
two measures of clear, sharp sand, well miKcd together with water, and 
used immediately after being mixed. 

The backing shall be of good sized well shaped stones of the same thick- 
ness as the face stones, with their beds well dressed parallel and true to the 
proper line, and arranged so as to break joints, thoroughly bonding the 
work in all directions, having no spaces between them over six inches wide. 
AIL the spaces must bf tilled with small stones and spalls laid in cement. 

One course must be impervious to water before the next is laid. No ham- 
mering will be allowed after the course is set. The face of the masonry will 
be rock work, with drafts on the corners, and with no projection more ih n 
three inches from the proper line, encept the cut woik shown in the detail 
drawings, which is to be bush -ham me red. 

The bridge seats, tops of piers, abutments, and tail walls, arc to be fin- 
ished in accordance with the detail drawings. 

The coping stones must be of ihe size and shape shown in the drawings. 
Must be well bedded and closely joined on all sides. Wrought iron clamps 
must also be used as shown on drawings. 

All necessary drilling and dressing must be made to receive the iron work 
to insure a close fit. 

On the Pivot Pier, iron work for the float, as shown in the drawing, must 
be insetted as the work progresses. 

All the masonry must be neatly pointed with cement mortar finely tem. 

No masonry will be laid in freezing weather. 

Concrete must be made by measure of four parts of sound broken lime- 
stone of uniform siie (that will pass through a two inch ring), two parts nl 
clean, sharp sand, and one part of good hydraulic cement, all well mixed 
^ together before being put in place, and well rammed in layers of about one 

!' foot thick. 
AH materials used (stone, cement and sand) will be subject to the in- 
spection and acceptance of the Engineer, who will submit them to such 
tests as be may desire. 

Superstructure. 

The superstructure of this bridge will be of iron, with the exception of 
. cross-ties and guard timbers. 
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Bidden will furnish a general plan, with detail drawings and d 
»traii>« for each span, oibcrwise their lender will not be received. 

The bridge must be not less than fourteen feet in width in the clear, and 
not lean Ihan eighteen feet six inches in height in the clear, measuring from 
ihe lop of the rail. The road -way on each span will be constructed so a> 
to Icnvc on the rail only one-half of the camber of the truss. 

The channel span ol the bridge shall not be less in width than Iwenl; 
TmI from centre to centre of trusses. 

1'he draw must be geared for both hand and steam power, so as to tan 
#lther way. All machinery for ibe same must be furnished and put in jdatt 
by the contractor. 

The hand gearing must be so arranged that tivo men can easily turn lit 
draw, In b calm day, in two and one-half minutes. 

Blenm power must be applied of sufficient capacity to turn the drawln 
orm minute, with apressure of forty pounds to the square inch. 

Th« bearing of the ends of the draw on the piers must be firm, so asto 
Iniiire « imooth track for the passage of trains. All locks must be woriinJ 
tiy ((enrlng from the centre of the draw, and be self-adjusting when theiiri* 
iltiit Inchenotit of tine. 

NM more than three feet and three inches shall be occupied from thebssr 
(if (he rail to the lowest point in the superstructure of the bridge. 

[ Sim. — The requirements for RoUing load, Dimensions of Parts, Qualitt 
Itf (fin, Workmanship, and Timber, are the same as those previously given 
Iff (h«i« Specifications.] 

River Nwtngatien, 

Th" fiver must at all times during the construction and erection of iIk 
)tt\A%ti be liept 'fee for navigation of steamers, coal fleets, tows of all liindi 

Afl W/Ber-dams and other obstructions must he removed by the con- 
tttlt'U'fi les^injE 'he river entirely unobstructed, except the ac ual spa« 
MMMe»«4 by the masonry. 

'pM ivjfllractor shall take all risks from floods and casualties of every d^ 
tMilfH"**' •"'' must furnish all materials and labor incidental to or in any 
mtf nWineeWl with the construction and erection of the bridge, 
Time. 
-. . . ',r|,lj»e hereby contracted for shall be commenced on or before ibt 
.'(,, 1875. and be completed according to the foregoing specifio- 
.iiioliance with the attached contract by 31st December, 1876. 
,.','ii "Engineer" shall mean the Consulting or Principal Enginor. 
(rffiMWiiC cxpresseJ. 

Ifcit final estimate is paid, a thorough test of the bridge will be 
■J,r Knumcer, by loading each span with such rolling load, at"""' 




i 
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rate of speed, as described under the head of rolling load, and also by causing 
the load to remain on each span for an hour or more. The deflection of 
each span during; the tests made by the engineer must not be more than the 
following : — 

For the five hundred and twenty feet span, five inches. 

For each of tl\e three hundred feet spans, three inches. 

For the one hundred and ten feet span, one and one-tenth inches. 

For each span of the three hundred and seventy feet draw, one and 
eight-tenths inches. And each span must return to its original camber 
when the load is removed. 

Monthly Estimates, 

The Engineer will establish from the amount of the bid a scale of prices 
to serve as a basis for the estimation of the value of the work done each 
month. 

Changes. 

The Trustees reserve the right to change the depth of the foundations, 
and sizes of the piers and abutments, as described in the foregoing pages. 



N. B. — For specification of Drawbridge, see Appendix A, page 285. 
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Freight Locomotive, "Consolidation" Pattern, 



For the Lehigh Valley Railroad. 4/eelS)4 inches gauge. Fuel, Anthrax 

cite coal. 

Cylinders 

Diameter • 
Stroke of piston 
Length of steam-ports 
Width of steam-ports 
Width of exhaust-ports 
Travel of valve 
Outside lap of valves 
Inside lap of valves . 
Exhaust nozzles, variable. 

Wheels. 

Diameter of driving wheels 

Diameter of truck wheels 

Diameters between centres of front and driving wheels 

Total wheel base of locomotives 

Total wheel base of locomotive and tender 
Diameter of driving-axle journals .... 

Length of driving-axle journals 

Diameter of main crank-pin bearing .... 
Length of main crank-pin bearing .... 

Boiler. 

Outside diameter of smallest ring of boiler 

Thickness of boiler plates (iron) 

Number of tubes 

Length of tubes 

Outside diameter of tubes 

Length of fire-box inside 

Width of fire-box inside 

Depth of fire-box inside (sloping) 

Thickness of fire box plates (steel), side and back 

Thickness of flue-sheet 

Thickness of crown-sheet 

Square feet of grate surface .... 
Square feet of heating surface in fire-box . 
Square feet of heating surface in tubes 
Total square feet of heating surface . 

Weight. 

Weight of engine in working order . 
Weight of engine on driving wheels . • 



I ft. 


8 inches. 


2 ft. 




I ft. 


4 " 




iX " 




2% " 




SX " 




X " 




A " 


4 ft. 


2>i inches. 


2 ft. 


6 


14 ft. 


9 " 


22 ft. 


10 


46 ft. 


2 




T « 




/ 




8 " 


■ 


5 " 




5 " 


4 ft. 


6 " 




X " 


198 




II ft. 






2 


9 ft. 


10 " 


2 ft. 


9^ " 


u>i 


-55 " 




h "■ 




% " 




H " 


27.6 




149 




I 132 




I281 




100,000 


pounds. 


88,000 


ti 
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Remarks, 

Locomotives of this class have been used on the Lehigh Valley Railroad 
si"ce 1866, in which year the locomotive '* Consolidation,*' from which the 
class has taken its name, was built by the Baldwin Locomotive Works in 
accordance with the plan and specifications furnished by Mr. Alexander 
Mitchell, then Master Mechanic of the Lehigh and Mahanoy Railroad. 

On this division of the Lehigh Valley Railroad, over maximum grades of 
one hundred and twenty-six feet per mile, the maximum load is thirty-five 
loaded four-wheeled coal cars (three hundred and twenty-nine gross tons of 
cars and lading), and the usual load twenty-five loaded four wheeled coal 
cars (two hundred and thirty-five gross tons of cars and lading) On the 
same division, over a grade of seventy-six feet per mile, one of these 
engines draws a maximum train of one hundred and forty empty four- 
wheeled cars (four hundred and seventy-six gross tons), at a speed of eight 
miles per hour. Its usual train is one hundred empty cars (three hundred 
and forty gross tons). Compared with the " Ten-Wheeled '' pattern of 
locomotive, cylinders eighteen by twenty-four, driving wheels four and four 
and a half feet diameter, weight on driving wheels about sixty-thousand 
pounds, the performance is as shown in the following table : — 





Grade 126 feet 
per Mile. 


Grade 76 feet 
per Mile. 


Gross Tons of 
Train. 


Gross Tons of 
Train. 


Maximum Load of " Consolidation" Locomotive, 

*' «< of " Ten-Wheeled" " 

Usual " of " Consolidation" *« 

" of *' Ten-Wheeled" '* 


329 
235 
235 

169 to 200 


476 
340 
340 
221 



Consumption of fuel — ** Consolidation" Engine, 2i% tons daily. 
"- '' '* Ten-Wheeled" ** 3X '* 

The ordinary repairs for a series of years have been one mill per mile 
run greater for the " Consolidation" than for the '* Ten-Wheeled" engine. 

On the Wyoming Division of the same railroad, from Sugar Notch to 
Fairview, the grade is one in fifty five (ninety-six feet per mile) for twelve 
milts in length, combined with curves of eight and ten degrees radius 
The curves are frequent, and there are but two tangents, each less than one 
mile long, in the whole twelve miles. Up this incline engines of this class 
can take forty loaded four-wheeled coal cars. The usual train is thirty-five 
such cars, which are taken at a speed of twelve miles per hour. The cars 
weigh, each, three gross tons, eight hundredweight, and carry, each, six 
gross tons of coal. The weight of train, therefore, which a ** Consolida- 
tion" engine takes up the grade combined with curves, as stated, is from 
three hundred and twenty-nine to three hundred and seventy-six gross 
tons.* 



* For specifications of engines, with dimension details \n inW, sx& Manual /or Railroad Engi- 
n€erg, by George L. Vose, C E., Professor of Civil Enginetringin Bowdoin College. 
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Freight Locomotive, "Mogul" j'attkbn. 



Diameter ........ 


I ft. 


6 


Stroke of piston 


aft. 




Length of steam-ports 


1 ft. 


4 


^'idtli of steam-ports ..... 




i 


Width of exhaust-ports ..... 




Travel of valve 




Outside lap of valves ..... 




\ 


Inside lap of valves 




Exhaust nozzles — double, vanable. 






Wheels. 






Diameter of driving wheels .... 


4 ft. 


6 


Diameter of truck wheels .... 


2 ft. 


6 


Distance between centres of front and rear dri 


ing 




wheels 


15 ft. 




Total wheel-base of locomotive 


22 ft. 


8 


Total wheel-base of locomotive and tender 


44 ft. 


3 


Diameter of driving-axle journals . 




7 


Length of driving-axle journals 
Diameter of main crank-pin bearing 




8 




4!f 


Length of main crank-pin bearing . 




4!4 


Boiler. 






Outside diameter of smallest ring of boiler 


4 ft 


3 


Thickness of boiler plates (iron) 




}4 


Number of lubes 


IS9 




Length of tubes 


II ft. 


2H 


Outside diameter of lubes .... 




2 


Length of fire-box inside 


; 5 ft. 


s 


Width of fire-box inside 


ih. 


uH 


Depth of fire-box inside 


5 ft. 


314 


Thickness of fire-box plates (copper) side, back, 


nd 




front sheets . 




a 


Thickness of flue-sheet 




n 


Thickness of crown-sheet (steel) 




?i 


Square feet of grate surface .... 


i6 




Square feet of heating surface in fire-box 


. 103 




Square feet of heating surface in tubes . 


■ 937 




Total square feet of heating surface 


. 1040 




Tender. 






Number of wheels 


8 




Diameter of wheel 


aft. 


4 i 


Diameter of tender-axle journals . 




3>i 


Length of tender-axle journals 




7 


Capacity of tank 


: 2000 gal 




Weight. 






of engine in working order 


. 80,000 pounds. 


■■ engine on driving wheels 


. 68,000 ' 




ender, empty 


.a%ooo ' 






Number of wheels 8 

Diameter of wheeb 2 ft. 9 inches. 

Diameter of tender-axle journals . . . . 3X " 

Length of tender-axle journals .... 7 '* 

Capacity of Tank 2400 gallons. 

H'eigAt. 
Weight of engine in working order . ... 71,300 pounds. 
Weight ot engine on driving wheels . . . 45,800 " 
Weight of tender empty 33,000 " 




1st. In these speciiications reference is to be had to any accompanying 
drawings, and also to ihe sample car wlien furnished. Tbese specifications 
to be followed when they differ from the drawings or car, and ihey and the 
drawings to be followed when they differ from car. Builders in all cases do, 
by contracting to bujld, agree to indemnify and save harmless the Empire 
Transportation Company from all patent right claims. The make and char- 
acter of wheels, axies and springs to be determined by the Empire Trans- 
portation Company, and the said Company reserve the right to require 
changes from these specific at ions, drawings, and sample car. 

Boiler. 

2d. Capacity of boiler not to be less than one hundred, nor more than 

one hundred and one barreb of forly-iive gallons each. No variation from 

this siie will be permitted The gallon referred to cont^ns two hundred 

and thirty-one cubic inches, 

3d. The material composing boiler to be as follows : The shell and dome 
(except as hereinafter specified) to be made of a good quality of No. 7 
wrought-iron boiler plate, weighing not less than seven and one-half pounds 
to the square foot. The heads of boiler, of like plate, five-sixteenth inches 
thick, weighing twelve and one-half pounds to the square toot; and such 
iron as requires flanging must be charcoal boiler-plate. All of the boiler 
iron composing the shell and dome must be guaranteed by the builders to 
be capable of resisting a tensile strain of not less than 50,000 pounds to the 
square inch. In these specifications, the Birmingham Wire Gauge is 
ited as the standard for indicating the thickness of all plate irons. 

The boiler to be cylindrical in form, same as sample car. The shell 
omposed of seven rings, each ring to be formed by two platra 
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proper dimension to make the average inside diameter of cylinder sixty-six 
and one-half inches, and the length of boiler sides two hundred and ninety- 
three inches. The heads of boiler to be convex, each head forming the 
segment of a sphere, the versed sine of each segment to be seven inches, 
making the length through the axis of cylinder three hundred and seven 
inches. The form over which the flanges of heads are turned or formed 
must have a radius of not less than two inches. The under side plate, form- 
ing in part the first ring at either end of boiler must be of No. i boiler-plate 
iron, having a thickness of five-sixteenth inches. The under side plate 
forming in part the five intermediate rings of boiler, must be of No. 3 boiler- 
plate .iron, having a thickness of one-quarter inch. 

5th, Each boiler head to be strengthened by a thrust plate, this plate to be 
of the same quality of iron as the heads (No. i boiler plate); said plate to 
extend horizontally across either head at a point twelve inches up from 
lowest point of head ; that portion of, the plate coming in contact with the 
side of shell to be flanged, overlapping sides and extending back sufficient 
to be takesi in by the rivets securing head, &c. All joints to be thoroughly 
caulked ; and all joints that cannot be caulked without, must be filled with 
copper gaskets. Every description of joint must be perfectly oil tight. 

6th. The dome to be forty inches in diameter, and twenty-four inches in 
height from top of boiler to top of dome side. Top of dome to be convex, 
raised ia centre four and one-half inches. Dome to be secured to boiler on 
the centre of the centre ring. The centre ring of boiler should have a length 
between vertical seams equal to the diameter of base of dome, including 
flanges. Boiler to have two three-quarter inch holes at lowest points inside 
of dome marked a a on drawing, and a hole through shell immediately 
under centre of dome of sixteen inches diameter. 

7th. The space between centre of rivets must not exceed one and one- 
half inches. All vertical and horizontal seams in boiler, except those around 
manhole, valve chamber, bise of dome and the seams in dome, must be 
double riveted with a lap of three and one-quarter inches. Size, quantity 
and location of rivets are as follows : 



Location of Rivets. 



LOCATION. 



ii 
t( 
(i 
(C 
(C 



Rivets securing horizontal joints, 

vertical *' 

dome to boiler, 

** head, 
vertical joint in dome, 
valve chamber, 
manhole base, 

[Note. — Variations from the above sizes must be made at points where 
•wo or more sheets of unequal thickness come in contact. For example. 







SIZB 


• 


NUMBER. 


DIAM. 


LENGTH. 




IN. 




IN. 


716 


X 


X 


}i 


2176 


/2 


X 


H 


92 


% 


X 


}i 


80 


% 


X 


I 


20 


X 


X 


n 


21 


>^ 


X 


2 


30 


X 


X 


2 
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where A and % inch iron is joined }4. x i inch rivets must be used. When 
% and T^ in. iron is joined }i x \yi in. rivets must be used. Rivets secur- 
ing thrust plate, boiler head and sides must be ^ x i}4, inches. All rivets 
to be iron of best quality.] 

8th. Each boiler to be provided with one manhole and cover, located 
and secured in the centre of dome head, constructed and arranged substan- 
tially as the Sample. Each boiler also to be fitted with one discharge-valve, 
of the pattern and manufacture which may be prescribed by the Empire 
Transportation Company, located at the lowest point on the under side of 
shell immediately under the dome. The valve stem to extend upward 
through the dome to a point near top of manhole, through which valve is to 
be operated. The top end of valve stem is held in position by a wrought- 
iron bracket secured to under side of dome head, as seen in sample and 
drawing. 

9th. Discharge valves to be fitted with oil-tight caps, secured to frame 
of car by movable collar and chain. The various kinds of caps, keys, man- 
holes and discharge valves to be uniform in size and construction, and each 
variety to be interchangeable with its class. 

loth. No tank will be considered as accepted from builders until it has 
been thoroughly inspected and its capacity and tightness satisfactorily dem- 
onstrated by water test, and by at least two trips of actual service. 

I ith. Plan of constructing boiler tank car frame is fully and clearly shown 
in the drawings and sample car. The gas pipe tubes marked No. 4, used 
instead of wooden side-sills, must have an outside diameter of three inches, 
and an inside diameter of two and one-half inches. Extra strong timbers to 
be of the best quality of white oak, and all iron work not herein otherwise 
described, to conform in size and quality to that of sample car; except 
wheels, axles, bearing and draw springs, which shall be as may be specially 
provided. Wheels to be accurately fitted on axles to gauge furnished by the 
Empire Transportation Company. 

1 2th. Trucks for one hundred barrel tank cars, to be uniform in style 
and construction with Empire Line standard trucks, except in the wheels, 
axles and bearing springs. Bearing springs must have a freight carrying 
capacity of not less than fifteen tons. Wheels to be of a like strength and 
weight as those used under the *' Pullman parlor cars." Size of axle as 
follows : 

Length finished, . . . .6 feet 

of journal, 

of collar, 

from back journal shoulder to 

of wheel seat. 
Diameter of axle at hub, 

'* middle, . 
** *' wheel seat, 

of back journal shoulder, 

of journal, 

of collar, 

of concave shoulder back of wheel seat. 






K 



(( 



It 



ft 



H 



ii 
ii 



wheel seat. 



II inches. 
7 " 

2 

4 

4^ 
4i^ff 
3/2 

5 



ii 
ii 
ii 

a 
ii 
a 
ii 
a 
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Axles will be turned up with a concave shoulder back of wheel seal. Any 
thickness of iron over the diameter indicated must be turned off with a 
gradual taper toward centre. Wheels to be forced on axle with a pressure 
of not less than Iwenty-five tons. 

I3lh. Flooring of boiler cars to be wrought iron No. 14, wire gauge. The 
iron to be neatly fitted around the boiler, leaving a space between floor and 
boiler of one inch. The floor to be secured to wooden stringers A by Ji x a 
inch lag screws to the tubes No. 4 by hooked bolts, and to the brackets by 
rivets. At no point must the iron floor be permitted to come in contact 
with the holler. 

i+th. Cars to have a hand railing on either side made of three-quarter- 
inch gas pipe, supported by iron post secured to outer ends of brackets. 
Length of hand railing to be twenty-four feet eight and one-half inches. 
Height from the floor thirty-two inches. 

I5ih. Boiler to be neatly fitted at ends between the timbers marked F 
)n drawing. These timbers to be worked into shape conforming to that of 
boiler heads. The interstices between boiler heads and timbers must be 
substantially caulked with oakum, so thnt there can be no possible longitu- 
dinal motion of the boiler. To further secure the boiler from lateral move- 
nt, the straps x i will have knuckle joints formed in their longitudinal 
centres. On lop of and to boiler on a line with the straps, wrought-iron 
lugs wiU be secured. Through these the knuckle joint bolt will pass; 
thereby firmly holding and preventing lateral twisting of boiler on car frame. 
6ih. Cars to have brakes on each truck, connected with an equalizing 
:r, as shown on drawing and sample car. Oi! boxes must be provided 
with patent spring lids, manufactured by Kinier & Jones, of Pitisburg, Pa. 
Journal bearings to be of phosphor bronze and brake shoes malleable iron 
All bolts and nuts to be filled in accordance with the Cumming's lock nut 

Painiin^. 
17th. All the iron work, except boiler and dome to be painted black ; the 
wood work to have two coals of Brandon yellow, ground and mixed in pure 
linseed oil ; boiler and dome to have three coals of paint over every part of 
their surface. The first coat coming tn contact with the iron must be brown 
metallic paint. The other two coats must be pure white lead or zinc. Each 
to have two cast-iron card cases, and two sets of cast-iron figures, denot- 
car No. They and the card cases to be secured to outside of sills, and 
painted white, emblems, lettering and figures to be as per sample car, unless 
Otherwise specified. Before painting, boiler and dome must be cleaned on 
Is external surface from rust, scales, grease and all dirt.* 
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First. — In ilicse specifications rcrirence Is lo be had to any accompany- 
ing (Ir.iwings, and also lo tlie Sample C:ir wlien furnished. These specifi- 
cations to b« followed when they differ from drawings or car, and they and 
the drawings to be followed when they differ from car. Buildem in n'l 
cases do, by contracting lo build, agree lo indemnify and save harmless tbu 
Empire Tiansporiatiun Coiti]iany from all patent ripht claims. 

The make nnd character of wheels, axles and springs to be determined 
by the Empire Transportation Company. 

The Empire Transportation Company reserve the right to require changes 
from these specifications, drawings and sample car. No car will be consid- 
ered as accepted until inspected and approved by the Company's Superin- 
tendent of Cars, 

SeeoHd.—AW material used in the construction of these cars to be of the 
best quiUity, and workmanship first-class. 

All limbers must be dressed on all their sides, and conform to the sizes 
and character of wood hereinafter specified. 

Siding boards to be of while pine, smoothed and beaded, and they and 
the roofing boards to be free from all loose knols, cracks and decay. That 
portion of the floor immediately over the body bolster must be of dry white 

Third.— Car covering to be A. P. Winslow's Patent Iron Roof, put on as 
ded by the Winslow Roofing Co., and under ihcir immediate super- 
n. The iron must be galvanized, unless otherwise directed. 





SPECIFICATIONS. 

IS of car body a^ follows ; 

e length ol mnin frame, 29 ft. sH » 

Length of box frame, not including siding, , 

Width " " " ■' 

Height from bottom of side sill B to lop of plate E, . 7 '' 

Curve of roof, o '' 

Side sills B and centre stringers C must not be gained at bolsters or tran- 

IntennediaM stringers D, are to be gained at bolster, and also transoms. 
Mode of gaining stringers D shown on drawing. 

FourlA. — Knch car to be fitted with two grain doors, same as in sample 
:ar ; also with two cast iron card cases, secured to siding near car door, as 
shown on drawing; also with an iron threshold at each door, fitted between 
door posts, and secured to top of floor ; also with a full set cf bearing and 
draw-springs, and double mouth draw heads. All bolt heads and nuts, 
coming on inside ol i:3T, must be sunk flush with the inside surface, except 
those in top plates. 

Fifth.^-Czi wheels to tie broad- tread, diameter thirty-three inches, fitted 
on hammered axles, four and three-eighth inches in diameter by six feet 
nine and one-half inches long. Wheels to be correctly fitted to gauge fur- 
nished by Empire Ti ansportation Co. 

The trucks to be uniform in style and construction with trucks under 
sample car, unless otherwise specified. Body truss rids to be provided 
with turn-buckles, or thctr equivalent. Drawheads to be made of wrought- 
, strengthened at bacK end, such as that made by Berry, Courtney & 
Wilson, Pittsburg. 

Sixth,— 1\i^ following directions a 

each car axle: all inside angles a 

back of wheel seat must be turned e 

Finished size of axle as follows ; 

Extreme length, 6 i\.. g}4 in. 

Button on end of axle, 4|| in. diam. ^ in. long. 

Journal 3X " " 5^ " " 

Space between wheel seat and journal. .4!^ " " 2 " " 

Wheel seat, 41V " " 2 " " 

£evcnth. — Number of car to be stamped with three-fourths inch figures 
n ends of body-bolster, and also on ends of truck bolsters. 
-Eighth. — All joints, tenons, and mortices to be coated with a solution 
Composed of lime and sulphate of copper, to prevent decay. 

jVinM. — End sills A to be painted over their external surface. Ends of 
B»dE sills B, and stringers C and D to be coated with paint, about one foot 
t>a<k from end sills, before box-frame has been erected. The under si 



e to be strictly observed in turning up 
e 10 be turned concave ; the shoulder 
tirely off with a gradual taper. 



of ode sills B to be thoroughly c 
siding has been put on. 

Car lo be painted with yellow a\ 
field, of size and position shown o 



id with paint their e 



Emblem, vermillion red on white 
aM'ing. Eight inch white letters ^nd 
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figures on side of car, unfinished block, and six 
style and color. 

Tenth. — Cats to have brakes on each truck, 
lever, as shown on drawing and sample car. 

Eleventh. — Cars to have Ihe patent Oil Box Lid manufactured by Kiirar 
& Jones, of Pittsburg, Pa. 

Twelfth. — Cars to have Phospher Bronze Bearings and Malleable Iron 
Brake Shoes. 

Tkirtuttth. — All Bolts and Nuts to be Atted in accordance with the Cum- 
ming Lock Nut Patent. 




Spectficateqns 
For Rack Cars, Empire Transportation Company, Adopted 
July, 1872. Revised July, 1873, Revised July 



'ED 




First. — In these specifications reference is lo be had to any accompany- 
ing drawings, and also to the sample car when furnished. These specifiira- 
tions to be followed when they differ from drawings or car, and they and 
the drawings to be followed when they differ from car. Builders in all 
cates do, by contracting to build, agree to indemnify and save harmless the 
Empire Transponatian Company from all patent right tl lims. 

The make and character of wheels, axles and springs to be determined 
by the Empire Transportation Co. 

~ : Empire Transportation Company reserves the right to require 
es from these specifications, drawings and sample car. No car will 
isidered as accepted until inspected and approved by the Company's 

jerintendent of Cars. 

Second. — All material used in the construction of these cars to be of the 
"•est quality, and workmanship first-class. 

All timbers must be dressed on all their sides, and conform to the siies 
character of wood hereinafter specified. 
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Slatting boards to be of white oak, smoothed, and they and the roofing 
boards to be free from all loose knots, cracks and decay. That portion of 
the floor immediately over the body bolster must be of dry white oak. 
Slatting from floor to belt rail to be closed tight. Above belt rail to be 
spaced with Ave inch slatting, and space between slatting three inches. 
Belt rail V to be secured to each post and braces by two rivets, made of ^ 
inch iron, at comers. Where belt rails intersect, they are to be secured by 
the combined angle and lug bolt. 

Third, — Car covering to be of white pine boards, one inch thick, matched| 
planed and painted. 

Dimensions of car body as follows : 

Extreme length of main frame 7^(i ft. 6 in. 

Length of rack frame, from out to out of corner posts. .35 ** 2 ** 
Width " " *' " " .. 8 ** n '* 
Height from bottom of side sill B to top of plate E.. - . 7 ** 4 *' 
Curve ^of roof o" 4 " 

Side sills B and centre stringers C must not be gained at bolsters or tran- 
soms. 

Intermediate stringers D are to be gained at bolster, and also transoms. 
Mode of gaining stringers D shown on drawing. 

Fourth. — Each car to be fitted with two cast iron card cases, secured to 
siding on either side near car door, as shown on drawing ; also with a full 
set of bearing and draw-springs, and double mouth draw-heads. All bolt- 
heads and nuts, coming on the inside of car, must be sunk flush with the 
inside surface, except those in top plates. 

Fifth. — Car wheels to be broail- tread, diameter thirty-three inches, fitted 
on hammered axles, four and three-eighths inche;; in diameter by six feet 
nine and one-half inches long. Wheels to be correctly fitted to gauge fur- 
nished by Empire Transportation Co. 

The trucks to be uniform in style and construction with trucks under 
sample car, unless otherwise specified. Body truss rods to be provided 
with turn-buckles, or their equivalent. Drawheads to be made of wrought- 
iron, strengthened at back end, such as that made by Wilson & Leggett, 
Pittsburg. 

Sixth. — The following directions are to be strictly observed in turning up 
each car axle : all inside angles are to be turned concave ; the shoulder 
back of wheel seat must be turned entirely off with a gradual taper. 
Finished size of axle «s follows : 

Extreme length 6 ft. 9>^ in. 

Button on end of axle \yi in. diam. ^ in. long. 

Journal ->>% *' *' 5^ ** " 

Space between wheel seat and journal.. 4^ ** " 2 <« « 
Wheelseat 4i\ " <•' o ** " 

•S'«/^«M.— Number of car to be stamped with three-fourths inch figures 
on ends of body-bolster, and also on ends of truck bolsters. 
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—All joints, tenons and mortices to be coated widias 
d of lime and sulphate of copper, to prevent decay. 
NMh. — End sills A to be painted oier their entire external 
[ Ends of side ^ills B, and stringers C and D to be coated vitb paint, aboul 
c foot back from end sills, before rack -frame has been erected. The on- 
1 of Bide sills B to be thoroughly coated with paint their entin 
length. 

Car to be painted with yellow oxide. Emblem, vermillion red on wtlite 
field, of GiK and position shown on drawing. Eight inch white letten mA 
figures on side of car, unfinished block, and six inch figures on ends, saoK 
style and color. 

Tenth. — Cars to have brakes on each truck, connected with equalmD^ 
lever, as shown on drawing and sample car. 

Eleiitnth. — Cars to have the patent Oil Box Lid manufactured by Kinie 
& Jones, of PitUburg, Pa, 

T-welJth.~Qvt% to have Phospher Bronze Bearings. and Malleable Iron 
Brake Shoes. 



SPECIFICATION!! 

For Stock Caks, Empire Trans pohtation Company, Adopted JutT, 
1B73. Revised Jui.v, 1875. 

Firsl. — In these specifications reference is to be had to any accompanying 
drawings, and aUo to Ihe sample car when furnished. These specifications 
to bi; followed when they diifcr from drawings or car, and they and the draw- 
ings lo be followed when they differ from car. Builders in all cases do, by 
conlrncting to build, agree to indemnify tind s.ivc harmless the Empire 
Transportation Company from all patent right claims. 

The m.nke and character of wheels, axles and springs to be determined by 
the Empire Transportation Company. 

The Empire Transportation Company reserves the right to require changes 
from these specifications, drawinijs and sample car. No car will be coti' 
sidcred as accepted until inspected and approved by the Company's Super- 
intendent of Cars. 

JVcrtwrf.— All material used in the construction of these cars to be of the 
best tjual.ty, and u-orkmanship first-claas. 

All timbers must be dressed on all their sides, and conform to the sizes. 
>(ter specified. 

'1 be of white oak, smoothed, and the roofing boards V» 

knots, cracks and decay. That portion of the floor 

/ bolster must be of dry while oak. Slatting from 

e dosed tight to within three inches of " " 
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i be spaced with Rve-inch slatting, and space between slatting t( 
Xhiec inches. Belt rail V to be secured to each post and braces by two rivets, 



;le and lug bolt No. 23. 
e of white pine boards, or 



made of ^-inch iron. . 
secured by the combined ar 
Third. — Car covering to 
planed and painted. 

Dimensions of car body a 

Extreme length of mail 

Length of rack frame, from 

Width " 

Height from bottom of side sill B to top of plate E 

Curve of Roof 



inch thick, matched, 



follows. — 

frame 39 ft. 5} ii 






■ 7 " 






It be gained at bolsters □ 

istiron card cases, secured to 

on drawing; also with a full 

nouih draw-heads. All bolt 

r must be sunk flush with the 

r thirty-three inches, fitted 



Side sills B and centre stringers C n 

Fourth.' Each car to be fitted with two cast 
siding on either side near car door as shown or 
set of bearing and draw springs, and double i 
heads and nuts coming on the inside of the c; 
inside surface, except those in top plates. 
Fifth, — Car wheels to be broad-tread, diam 
I hammered axles, four and three-eighths iLiches in diameter, by six feet 
ne and one-half inches long. Wheels to be correctly fitted to gauge fur- 
nished by the Empire Tran5porlation Company. 

The Trucks to be uniform in siyle and construction with trucks under 
ample car, unless otherwise specified. Body truss rods to be provided with 
turn-buckles or their equivalent. Draw-heads to be made of wrought iron, 
strengthened at back end, such as that made by Wilson, Leggate Sl Co., 
Piltsburg, Pa. 

Sixth. — The following directions are to be strictly observed in turning up 
each car axle :^A11 inside angles are to he turned concave: the shoulder 
back of wheel seat must be turned entirely off with a gradual tapter. 
Finished size of axle as follows : 
Extreme length.. 

Button on end of axle i^% \\ 

Journal 3X 

Space between wheel seat and journal.. 4J^ 



6 fi. 9>^ ii 
in. diam. )ii i 



long. 



Wheelseat 4 A " 

Seventh. — Number of car to be stamped with three-fourths inch figures 
Oa ends of body bolster, and also on ends of truck bolsters. 

Eighth. — All joints, tenons and mortices to be coated with a solution 
Composed of lime and sulphate of copper, ha prevent decay. 

Ninth. — End sills A lo be painted over their entire external surfaces. 
Ends of side sills B, and stringers C and D to be coated with paint, about 
one fool back from end sills, before rack frame has been erected. The 
under sides of side sills B to be thoroughly coated with paint their entire 
lenglh. 



l^ 
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desired be lifted off. In one of the upper sections in either door, 
there must be a wicket, twenty-three inches wide by twenty-seven inches 
high, hinged at the top and opening outward and upward, and held open 
when desired by an iron arm pivoted to wickel, the loose end being held in 
position by a cast-iron rack secured to the door. The wicket when closed 
will be secured by a gravity button. The several sections of the doors when 
closed will be secured by staples and gravity hooks. The wickets to be made 
in the same manner as the door. 

Icing Doors, Ventilators, &•£. 
4th. Each car to have two icing doors, one at each end of car. The doors 
to be arranged to open by sliding to the left. Ventilators like the sample 
furnished, will be fitted in Che icing doors. Registers will be attached to the 
inside of doors immediately over the air-vent. These registers will be m ide 
of galvanized iron, about No. 20, and so arranged as to be readily and easily 
operated by the hand through the partially opened door. The doors will be 
constructed with a rim surrounding the entire door, and projecting inward 
sufficient distance from the Inside plane of door to protect the register from 
coming in contact with the siding when the door is moved back and forth. 
The sliding arrangement of the icing doors will be similar to the large side 
doors; the lop guide will be supported by a suitably formed woodi 
and secured by lag screws ; the bottom guide will be supported by c; 
brackets, and also secured by lag screws. The doors when closed will be 
secured by a hasp, staple and pin, or by some other suitable means that may 
be hereafter decided. 

5th. Each butter and egg car to have two iron ice boxes, one fitted i 
either end of car. The boxes 10 be made of No. 11 common plate iron 
The size of box to be as follows: Length seven feet five inches; height, 
three feet four and one- half inches ; width, two feet two inches. The form 
of box to be as shown in the drawing and sample car. The too to be circu- 
lar, having a radius of seven inches. The front to be parallel with the end 
of car. The back to be parallel with the front, from the bottom up to a 
height of sixteen inches, from which point the back is inclined forward suffi- 
cient to meet the curved top. The lower angles of the front and back will 
be fonned with a radius of four inches. The angles at ends may be either 
circular or square, as the builder may decide to flange the ends orintroduc 
ingle iron in uniting the comers. The boxes must be caulked and made 
water-tight, from and including the bottom up to a height on a line with 
the bottom of icing doors. In the front of box there must be an opening 
conforming in siie and position of end icing doors, hereinafter given. 
IVaste Pipe and Register. 
6th. Each ice box tD have a waste pipe, of which the conducting tube is 
to be gas pipe, having an inside diameter of two inches. The pipe t 
attached to box and extend down and through the car floor about three 



I 
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inches below its under side. The position of pipe b shown in drawing itid 
sample cnr. Ice bones must each have a register in their back, located im- 
mediately inside and back of the ventilator in icing doors. The registn 
will be arranged so a: to be operated from the inside of car. The area dI 
the opening in the register must not be less than area of the opening in the 
ventilator. There must not be any openings between the ice box and the 
end of car around the icing door. Should the box not fit up tight at ^ 
points around the door by reason of the curved top, any opening that may 
thus occur must be suitably closed up, so that no air can pass into the cu 
except through the register in back of box. 

Sicuring Ice Box. 

7th. The ice boxes are to be secured in place ai fbtlows : At a heighlol 
thirty-three inches from floor, wooden cleats five by seven inches will bt 
bolted to posts and braces, the cleats extending across the car end and along 
the sides a distance equal to the width of box. The box resting on these 
cleats is further secured by seven anchor bolts, secured to box either hy 
rivets or bolts. The thread end of bolts passout through end of car to which 
the boxes must be substantially and securely held. Four of the anchor bolts 
secure the bottom of box and three the top. The edges of the iron box 
around the icing doors will be secured by wood screws. 
Sweating Drip, 

8th. £af h icing box must have attached thereto a sweating dnp made of 
No. 24 galvanized iron. The drip to extend over the entire under side of 
box bottom, and up the sides and ends a sulScient distance to catch any 
dampness that may trace down Ihem. The lop edge of iron forming drip 
should be finished with an iron frnme, made of one-eighth by three-quarler- 
inch iron, extending around the back and ends of box, to this the top edge 
of iron should be securely and neatly riveted, keeping the iron frame on the 
inside next to ice box. There must be a space of not less than three-quarter 
inches between drip and bottom of ice box. Strips of some durable mate- 
rial, and of proper dimensions, may be introduced between drip and box 
bottom to preserve a uniform space. For protection the under side of drip 
will be cased with one inch white pine boards, matched and dressed. The 
casing boards to extend across the car, resting on the cleat at front and ends. 
Both the casing and drip will be further supported by four iron straps made 
of one-quarter by one and one-half inch iron ; the straps wiU be secured at 
their front ends to the cleat, and extend back underneath the drip casing, 
and up the back of box a sufficient height to secure it thereto. Each sweat- 
ing drip must have a w.iste pipe, the conducting tube to be gas pipe, having 
an inside diameter of one and one-half inches. The tube to extend from 
drip down through the car Boor, about three inches below its under side. 
Sixi and Position of Icing Doors. 
Icing doors Ji-e located central from either side, and from top oT 
•ott om of door lt,e measurement should be four feet. The dimen- 
3 wide b/ twenty -thm inches liigha ^_ 
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Tray in Ice Box. 
loth* Each ice box must have a wooden tray, covering the entire bottom 
inside. The tray to be made of ash or oak slats, three inches wide by three- 
quarter inches thick. The slats to be supported and secured to four battens, 
two inches wide by three-quarter inches thick. The battens running with 

the length of the box. 

Painting, 

nth. Painting of body, trucks, figures, letters and emblems, to be uni- 
form with Empire Line standard box cars, except that the position of the 
emblem will be changed, and have the lettering '' Butter & Egg Car " 
painted in a circular form above it. 

1 2th. For a full and clear understanding of any obscure passages that 
may occur in these specifications, reference must be had to the drawings, 
sample car, and also to oral explanation. The Empire Transportation Com- 
pany reserve the right to change or modify any plans herein specified, as 
experience may demonstrate desirable. 



Specifications 
For Gondola Cars, Empire Transportation Company, Adopted 
July, 1872. Revised July, 1873, Revised July, 1875. 

Fint — In these specifications reference is to be had to any accompany- 
ing drawings, and also to the sample car when furnished. These specifica- 
tions to be followed when they differ from drawings or car, and they and 
the drawings to be followed when they differ from car. Builders in all 
cases do, by contracting to build, agree to indemnify and save harmless the 
Empire Transportation Company from all patent right claims. 

The make and character of wheels, axles and springs to be determined 
hy the Empire Transportation Company. 

The Empire Transportation Company reserves the right to require 
changes from these specifications, drawings and sample car. No car will 
he considered as accepted until inspected and approved by the Company's 
Superintendent of Cars. 

Second, — ^All material used in the construction. of these cars to be of the 
^t quality, and workmanship first-class. 

All timbers must be dressed on all their sides, and conform to the sizes 
and character of wood hereinafter specified. 

That portion of the floor immediately over the body bolster must be of 
^ white oak. 

Third. — Dimensions of car body as follows : 

Extreme length of main frame 36 ft. 3 in. 

Length of box, in the clear 34 * * o " 

Width " " 8 " 6X " 

Height from bottom of side sill to top of plate 2''2 
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Side sills and centre stringers must not be gained at bolsters o 

Intermediate stringers are to be gained at bolster, and also IransonM. 
Mode of gaining stringers shown on drawing. There must be a space be- 
tween the side and floor of at least !4 inch maintained by cast-iron washen. 

Founi^Each car to be fitted with two cast iron card cases, secured M 
side of ear, as shown on drawing ; also with a full set of bearing and draw- 
springs, and double mouth draw-heads. All bolt heads and nuts, cooiiB[ 
on the inside of car, must be sunk flush with the inside surface. 

Fifth.— Qix wheels to be broad-tread, diameter thirty-three inches, fitted 
on hammered axles, four and three-eighths inches in diameter by sii fetl 
nine and one-half inches long. Wheels to be correctly titled to gauge fia- 
nbhed by Empire Transportation Co. 

The trucks to be uniform in style and construction with trucks undei 
sample car, unless otherwise specified. Body truss rods to be provided willi 
turn-buckles, or their equivalent. Drawheads to be made of wrought-iron, 
strengthened at back end, such as that made by Berry, Courtney Sl Wilson, 
Pittsburg, Pa. 

Sixlh,^X\\^ following directions are to be strictly observed in turnitig up 
each car axle; all inside angles are to be turned concave ; the shoulder 
back of wheel seat must be turned entirely off with a gradual taper. 

Finished size of axle as follows : 

Extreme length ., 6 ft. gji in. 

Button on end of axle 4>i in. diam. ^ in. long. 

Journal - l% " " $)i " " 

Space between wheel seat and journal. -4^ " " 2 " 
Wheel seat 4A " ' 

JjT/«fiM.— Number of car lo be stamped with three-fourths inch fi 
on ends of body-bo ister, and also on ends of truck bolsters. 

Eighth. — All joints, tenons, and mortices to be coated with asolutjon 
composed of lime and sulphate of copper, to prevent decay. 

Ninth. — End sills to be painted over their entire external surfaces. Ends 
of side sills and stringers to be coated with paint, about one foot back from 
end s'Us, before the box has been erected. The surfaces of side sills lo be 
thoroughly coated with paint their entire length. 

Cars to be painted with yellow oxide. Emblem, vermiUion red on while 
field, of size and position shown on drawing. Eight inch white letters and 
figures on side of car, unfinished block, and six inch figures on ends, same 
style and color. 

7V«W.— Cars to have brakes on each truck, connected with equaliiing 
lever, as shown on drawing and sample ear. 

Eleventh.-~Zzx% to have the patent Oil Box Lid manufactured by Kinier 
& Jones, of Pittsburg, Pa. 

Fvieljlh. — Cars to have Phospher Bronze Bearings and Malleable Irgo 
Brake Shoes. 

ThirUentk.r—PA Bolts and Nuts to be fitted with the Cumn:iings Lock 
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QUESTIONS ON THE THIRD CHAPTER. 



Page 55. What is a specification ? What should it contain ? Mention 
lie principal elements in the specifications for the Harbor Improvements at 
Zedar Keys. 

Page 56. What additional dataarenecessary to complete the information 
:o l>idders ? What precautions are taken to prevent fraud ? 

Page 57. State the elements in the S. for a Stone Breakwater at Block 
Island. What is rip rap ? What a spar derrick ? Give any reasons that 
may suggest themselves for the several restrictions in this S. 

Page 59. Analyze the S, for a Breakwater of Cribwork at Cleveland. 
Define shakes, counterhewed, assemble, drift bolt, mauled. What are the 
eleixients in the S* for the Iron Landing Pier at Lewes, Del ? Give the re- 
quiirements in the case of the shafts, braces, forgings, castings, testing and 
deli-very. Define swedged, scarf, turn buckle, body bound, lugs, etc. 

I^age 63. What are the contents of the S. for Removing Snags from the 
Minnesota River ? Define snags. How are measurements made ? 

X^age 64. What are the general divisions of the S. for the Tennessee 

Kiver Improvement ? How are the bids to be made in this case ? What is 

ttie object of sections 6, 7 and 9 ? What allowance is made for extra haij^l ? 

What is the object of provision No. 22 ? What is to be understood by 

earth excavation, hard pan, and loose rocks, solid rock, and old masonry ? 

How is the masonry classified ? and define each variety. How is it to be 

bid for? Mention the precautions enjoined inlaying the masonry. What 

is the object of the 31st requirement? What proportion of sand is to be 

iisedwith the cement and water? Define grouting, bond, hollow quoins, 

witresill, pitched, bush hammered, spalling, pointed down, ** constructive 

measurement." What conditions must be fulfilled in the ingredients of the 

cement and in the sizes of the stones and their bond ? How is the concrete 

composed and what instructions are given for mixing ? Where may it be 

used? 

Page 71, Where is the dam located for which S. are given on this page ? 
State its dimensions, form of cross-section, and general arrangement. What 
should the bids include ? What distinction is made between rock and earth 
C'rcavation? Of what is the puddling composed and how laid? What are 
coffer dams ? How are the foundations to be prepared ? State the require- 
^'''^^ts (rf the stone work. In making concrete what proportion, by bulk, of 
the ingredients is prescribed ? How are the slope walls to be laid ? State 
^ requirements in the case of the rip rap, cement, sand and mortar. 
"'^ are the requirements for laying masonry, and for the timber work? 
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How axe the various materials to be measured f Mention some of the gen- 
eral conditions. What are the terms of pa.ymeDt? What provisions are 
made in case of failure ? 

Page 77. Describe the manner of arranging the foundation for the South 
West Ledge Light-House, Long Island. Give .1 general description of ilie 
building with the means of access. Deiinc templet, tap screw, tap bolt, 
channel and angle-iron, cleat, parting strip, jamb, lintel, architrave, rcbjte, 
countersunk, pilaster, frieze, plancier, fuscia, stop bead, Ogee, hood, dia- 
mond checkers, shanks, soffits, purline strips, pinnacle. Under what heads 
are ihe items in the S. for a Sewer arranged? What are the conditions in 
case of ordinary excavation ? what for rock work, refilhng, embankment 
brickwork, stone misonrj' of the various kmds indicated f What are the 
provisions for making and mixing mortar, concrete ? Describe the method 
of preparing the piles and timber foundations. How are the manholes to 
be constructed ? connections with sewers how made ? What genera! condi- 
tions are imposed? Define the technical terms found in these S, Whal 
are the stipulations concerning the execution of work, materials, and labor, 
interference with travel and works, d:images and penalties, and payments i 

Page no. Give the general divisions of the S. for a college building, 
What special provisions are made in the case of the excavation i 

Page III. Of the stonework? 

Pageii3. Brickwork? Define footings, broken range rock work, water 
table, square droved, cornices, gables, belt courses, drafted, chamfered, re- 
veal, stripping grounds, raked out, dashed and broomed, girder, beam, 
struck Joints, parget, haunches. 

Page 1 14. Describe the nature of Ihe wood and carpenter work. Give 
the dimensions of the studs. What is meant by bridged ? 

Pnge 1 15. How is the wait plate secured? (Note.— The student should 
analyze in this manner the remainder of these specifications.) 

Page 142. In the S. for a wrought Iron bridge, what conditions are re- 
quired for the wrought and cist iron ? How ere the bids to be rendered? 

Page 150. What is included under the head of Graduation ? How are 
all cuttings to be measured ? What are included under the heads of earth, 
loose rock, and solid rock? 

Page iji. Wh.it are the prescribed widths of road bed for the several 
kinds of cuts and fills? the slopes? State the conditions given for remov- 
ing material. What becomes of the excess of excavation or waste ? How 
much ground should be cleared and why ? Define slashed and berm ditch. 
What disposition is to be made of valuable rock or timber removed from 
the line i What are the stipulations relative to a change of location or 

Page 152, How is travel on common roads provided during construction 

their vicinity ? How is the masonry classified ? What are the least di- 

ions for a box culvert f How are foundations 10 he arranged ? The 

nt walls arkd covermg are how built ? How must foundations & 



QUESTIONS. 205 

arched culverts in compressible soils be arranged ? What kind of masonry 
is prescribed for the walls? What bond? Describe the foundations for 
bridge masonry ? What are the three classes ? 

Page 154- Describe rock range, range and rubble. What are the con- 
ditions in the case of vertical and sloping retaining walls ? State the gen- 
eral requirements. 

Page 155. The bids are to include what ? Define rip rap and its use. 
Give the stipulations in ease of dehy and eiitra work. Slate the require- 
ments for sills when used In the superstructure. 

Page 156. For cross- ties, chairs, and joints and rails. How b the track 
to be laid, and what allowance should be m.ide for expar.sion of rails ? 

Page 157. What are the stipulations concerning the delivery of maleri- 
alsf How are fences to be constructed and paid for ? 

Page 158, What are the conditions relating to a change in the amounts 
of work, concerning workmen, monthly estimates and extra work ? May 
sub-contracts be entered into ? Sec, 

Page 161. How is tunnel work classified? What are the neat lines? 
What disposition is to be made of the excavated material ? What should 
the estimate per cubic yard include I How are shafts to be paid for ? 

Page 162. What is a perch of masonry in these S. ? What ate the re- 
quirements for masonry? How are the faces to be trimmed ? What re- 
cesses and opening are to be provided and why ? Describe the arch work 
of stone, of brick. 

ge 163. What is the backing, and how is it laid? How are the ap- 
proaches to be finished? How are the shafts to be finished up? What 
provision is made for drainage ? Who provides the lime and cement used 

Page 164. What is the contractor's duty in case of delay ? What items 
are included under the general specifications for the Cincinnati Southern 
8.. R. ? What other items are to be included in the contract price for exca- 
ration? 

Page 165. Describe the nature of the road and widths of road bed? 
How are excavations classified and define the subdivisions. How is the 
ditching paid for? What additional compensation is allowed when the haul- 
ing for road alterations, &c., exceeds the average distance ? Where is the 
waste to be deposited? Spoil banks where? What is included In the item 

Page 166. What disposition is to be made of useful excavated material 7 
k Give the widths for the embankments inclination of slopes. State the re- 
Btrfctions when embankment is formed from ditches. How is the shrinkage 
pTovidedfor? What are the regulations for borrowed materials? How b 
macadamizing to be done ? 

Page 167. The price for tunnel work is composed of what items? How 
are the measurements to be made? Give the conditions 
shafts. What provision is made for falls ? What are the re 
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timbering and arching in brick? What provision is made for the escape of 
water ? 

Page 1 68, Note carefully the requirements in the various classes of ma- 
sonry. Of what is the back filling composed ? What should the prices for 
masonry include ? for tunnel and shafts ? How much is allowed per yard 
for hauls exceeding 500 feet ? 

Page 169. When may drain pipe be used and what conditions must it 
fulfill? 

Page 170. What are the proportions for mixing cement mortar? How 
is masonry to be paid for ? How are paved foundations to be arranged ? 
timber ? 

Page 171. Give the required dimensions of piles and degree of penetra- 
tion. How are payments to be made ? How are bridges to be estimated? 
Mention some of the general conditions apphcable to all work. 

Page 1 73. What are the dimensions in the clear for through bridges ? 
What test must they stand ? Define camber. 

Page 174. What are the limits of tensile and shearing strains? What 
factor of safety is used for compressive strains ? Describe the quality of the 
iron to be used and its tests ? also of castings ? What are the maximum 
allowable errors of workmanship ? 

Page 175. How many coats of paint are required? 

Page 176. What are the general conditions applicable to bridges and 
trestles? 

Page 177. What final test is required? Rails. Mention the require* 
ments for iron rails, method of manufacture, cutting, drilling, and straight- 
ening. 

Page 178. How should they be marked, inspected and tested? 

Page 179. What guarantee is required? Bridge over the Ohio River ^ 
C. S. R. R. Describe the foundations for the abutments, piers and draw 
pier. What is the bed rock ? 

Page 181. What prpportions are required for the components of con* 
Crete ? 

Page 182. Give the dimensions in the clear of the bridge. What are 
the general specifications concerning the river navigation, risks, time, tests, 
estimates and changes ? 

Th«: s*iident should be required to prepare the s.>ecifications for any piece of work to be selected by 
the processor. 



CHAPTER IV. 



Advertisements. 

Under this head it will only be necessary to give General mstmc 
a few forms as guides to show what features should ^^°^ 
be prominently mentioned in such publications, and to call attention 
to the fact that all public works, whether for the Government, 
State, city, county, or borough, are generally required by law or 
ordinance, to be advertised for a certain length of time and to a cer- 
tain extent before letting. In some instances the particular news- 
papers are mentioned,- but generally those having the widest 
circulation are selected. It will be expedient for the engineer to 
inform himself as to the local requirements on this point before 
closing his contract, as legal objections have been sustained to 
contracts on the grounds that they were not properly advertised. 

It should be remembered that the object of adver • ^^^^^^ ^ adrertis- 
tising is to bring into active competition all those who "*^' 
may be interested in and capable of performing a certain kind of 
work, and hence it should be done in such manner and localities, 
as to reach the greatest number of bidders. In general, the ad- 
vertisements should be addressed to them as a class, Headings, 
as, e.g. "Proposals to Iron Manufacturers," "To Ship Builders," 
&c. The law as passed by Congress, 2d March, 1 861, in relation 
to advertising for proposals for Government supplies or services, 
is as follows :- 

"AH purchases and contracts for supplies or services in u. s. law concem- 
^nyofthe departments of Government, excepting for per- ing advertisements, 
sonal services, shall be made by advertising, a sufficient time previously for 
proposals respecting the same, when the public exigencies do not require 
the immediate delivery of the articles or performance of the service. When 
unmediate delivery or performance is required by the public exigency, the 
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artides or service required may be procured by open porcfaase or contract 
at the places and in the manner in which such articles are nsoally bou^ 
and wM, or such services engaged, between individuals.*** 

The advertisement should be concisely worded, and jret be suf- 
ficiently explicit as to the information required by persons desir- 
infiT to bid, to prevent unnecessary delay. It should wbat shoaid be 
exhibit, when practicable, the kindofwark^ material tHemau. 
or setvice required to be done or furnished; the approximaU 
amounts of each as determined by the preceding estimate; the 
time tequired for its completion, ihe place where the labor is to be 
performed or the goods delivered; when and where drawings^ ox 
the work itself, may be inspected; zny general conditions or Vi- 
structions with which bidders are expected to comply ; the nams 
and addresses of the parties proposing to have the work done; 
the time before which all bids must be presented and the manna 
of presenting them^ with any suggestions that may be deemed 
necessary. 

The manner of assembling these various items will be clearly 
illustrated in the carefully selected advertisements which follow. 
All of the general conditions need not be published as a part of 
the public advertisement, but should be printed upon the blanks 
delivered to bidders, as they form part of the requirements of the 
contract. 



* \ yiot^. Revised Statutes, U. & 
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Advertisements for Proposals for U. S. Government Works. 



Under the dinction oftht U. S. Carps of Engineers.* 



1 River Improvements. 



Mobile, ALABAhiA,{iJ April 71)1, 1S77. ) 

Sealed proposals, in dupRcate- for dredging' 20,000 cubic ;f,^j°^"'"}~^L 
yards, more or less,* through the bar at the mouth of the K.=ys. Florida, 
harbor of Cedar Keys, or in the channel between the bar and Cedar Keys, 
Florida,' will be received at this office" until 12 M., Tuesday, May z2, 
1877,' and opened immediately thereafter.' 

A guarantee will be required that within ten days atler notification of the 

^ard of the contract, contract shall be entered into,' 

Printed blank forms of proposalsand guarantee, specifications, instiuctions 

bidders, and any desired information can be had on application to this 
office. ' ° 

(Signed,) 

A. N. DAMRELL," 






jdmvd, (7) BlddLcg clov, (8J PropDaaU 



Captain Engineers, U. S. A. 

woA. (4) Acquhl fcH^iodon. (61 Whne 



Proposals for Rip Rap Granite. 



Sealed proposals will he received at this office, until 10 o'clock A. M. on 
the twenty-second day of March, 1877, for Rip Rap granite For a Rip Rap. 
for Breakwater at Block Island, Rhode Island. 

Specifications in regard to the work, and blank forms for proposals and 
guarantee, upon which all bids must be made, will be sent on application 
to this office. 

G. K. WARREN, 

Major Engineers, and Brevet Major-General, U. S.ji, 



til ielsnf /cgtIifT and/orn 



f 



apvebtiseme: 



Naw Yo-K. Oct s, .876. ( 

Sealed proposals in duplicate will be received UDtil noon For dredEing ud 
of October 18, 1876, for removing about 24000 tons of Ei=ppii"g fam^ 
broken rock from Hallets Point Reef. Astoria, N. Y. 

Proposals will be received only from parties having machines capable of 
resisting collisions. 

For forms of bids and other information apply at this office, 

JOHN NEWTON, 
LUutenant-CoUiHtl Engineers, Bretiet Major-Genaal. 

See pIgelsB, Iig, 151. 

For Breakwaters and Piers. 

EHamsBBs' Office, U. S. Amt, 1 

No. i« Pearl Stmikt, \ 

Btri'MLO, N. Y,, Mmh aSth, .857. J 

ExUnsion of ClenelaHd Brmkviaier. 
Sealed proposals in duplicate addressed to the undersigned, will be rfr 
ceived at this office until ten o'clock A. M. Monday, May 7th, 1877, for the 
extension of the shore-arm of the Cleveland Breakwater, 

Bids for iron material will be entertained from iron dealers only ; otbo 
bidders must bid for each and every item, excepling iron. 

Further information, with printed forms upon which all bids roust tK 
nude, can be obtained at this office. 

Approximate Qaantiiies ef Material. 
iTi,ooa ft. b.m. Hemlock Timber. 
140,000" " Pine Timber and Lumber. 
1,500 cords Rubble Stone. 
1,000 tons Block Stone. 
1,500 lbs. Screw Bolts. 
35,000 " Drift Bohs. 
3,300 " Spikes. 

C. E. BLUNT, 
Lieut, Col. of Enginaers, U, S. J 



n 



Imm KiiK Landing Pier near Lewes, Delaware. 

U. S, Ekgisbbm' OpnCK, 1 

PHiLADBLPHiA. Pa., Mulch 3., isn, ) 

Bealod iiri>)K»3li in duplicate will be received until iz Fnr on inm Luibit 
o'clock, noon, of Monday, the i6th day of Apnt, 1S77, for p"='- 
iron fnr Ihla work. 

PrttwlnB* can be cnuminod and further information obtained at this offin' 
J. D. KURTZ, 
Lieut. Col, of EngiHten- 





advertisements, 

Removal of Snags, 5:c., 



,} 



Duplicate sealed proposals will be received by the under- Fm removal ot 
l^gned until 2 o'clock P. M., July 3, 1877, for the work of ""a"' ^'=- 
Ifcmoving snags, &c., from the Minnesota River, 
For all information apply to 

F. U. FARQUHAR, 

Major of Engimers. 

Sw piiBeaej, =19. "Si- 

Tennessee River Improvement, 
, Muscle Shoals Canal. 
H ■ U- S, Enginhebs' Ofack. 1 

, CHATr*Koq>aA, Toin,, Apii] 18, 187, i 

I Sealed proposab in duplicate will be received at this office until noon, on 

■Tuesday, May iS, 1877, for the building of five locks on the For fiv/ounl 

|Musde Shoals Canal, Tennessee- River, about eight miles '"^ 

above Florence, Alabama, 

L For specifications and forms ot proposals, apply to this office. 

[ W. R. KING, 

Captain of Engineirs, 

ig(«64. Jig, 214. ijt 

Kanawha River Improvement. 
Proposals for Building a Dam on the Great Kanawha River. 

U. S. Eh'ciHEEBs' Office, ) 
B^tTiMOBE, Md., March i, .877. J 
Proposals for building a dam on the Great Kanawha River, West Vir- 
[[ginia, near Cabin Creek, will be received until noon of For building j ckm 
April 5, 1877, and opened immediately thereafter. 

Blank forms, specifications, can be had on application at this office. 
WILLIAM P, CRAIGHILL, 

Major of Engineers. 

The following is the general form of advertisement in use in 
le United States lighthouse establishments: — 

to Iron Manufacturers. — Advertisement for Proposals, for the 

Metal Work of the Superstructure or a Light-House. 

To be Erected at South-ivest Ledge, Long Island Sound. 

OffiLE or TMK LiGKT HOIISB BOASD, 
Washinglon, D. C, „..., -.1B» 

Sealed proposals will be received at the office of the Engineer of the Third 
jght-house District, Tompkins ville, Staten Island, N. Y., until . 

►dock of. Time Qf opening. 

- 187s, 




ADVERTISEMENT; 

from iron manufacturers only, for lurnishing the materials NanmofwoA. 
and labor of all kinds necessary for the completion of ihe metal-work of tht 
superstructure of a light-house for Southwest Ledge, Long Island Sound, in 
accordance with the accompanying specifications and drawings. 

The same to be delivered, at the expense of the contractor, Finceofdciiraj. 
on board of a sea-going vessel or vessels at.. 

The Light-House Esiablishment will provide the wood- limis«dludtd. 
work, the lens, the lamps, and furniture belonging thereto, and their cost a 
not ID be included in the amount o( the bid. 

The bid should state the sum, in United States currency, for which the 
tnlire melal--work, as shown on the drawings and described phk and rm& 
in the specification, will be completed, fully erected at Ihe """oIbcccpom 
workshops, then taken down after acceptance, and delivered as aforesaid, 
and should also state the day and date on which it shall be so completed and 
delivered, under forfeit, as specified in the " Form of bid. '' 

The work will be carried on under the personal supervision Inipcoion. 
of an agent of Lho Light House Establishment, and ail facilities must be af- 
forded him for mspecting the material and workmanship. Such parts ol 
either as are not in accordance with the drawings and specifications must, 
in case ol rejection, be made good at the expense of the contractor- 

The right is reserved to reject any proposal for any reasons Bight a i^fcx. 
deemed sufficient. 

Each bid must be accompanied by a bond, signed by the Accompanying 
bidder and two competent sureties, in the sum of five thou- '"'"''■ 
sand dollars, that, in the event of the acceptance of such bid, the necessary 
contract will be entered into within ten days after notice is given that the 
bid has been accepted. 

Bond and security in the sum ol five thousand dollars, Securay. 
signed by two competent bondsmen, for the faithful performance of the cofr 
tract, will be required. 

A copy of the plans and specifications must be inclosed a :npx ot pUmio 
with the bid, as evidence as to the object of the proposal. accompany. 

All proposals must be signed, sealed, and indorsed " Pro- indoratm=nt. 
posals for the metal-work ol the superstructure oi a light-house for (South- 
west Ledge, Long Island Sound,") and then inclosed in another envelope, 
and directed, prepaid, to the Engineer, Third L. H. District, 

Any bidder may be present and witness the opening of the Biddm mi bt 
bids at the time and place hereinbefore specified. prooiiaiopniiiig- 

Payments for the work will be made upon estimates cer- PayniHiB and 
li(ied to by the agent of the Light-House Establishment; '''""'='^^'- 

■■enty per centum of the amount of each estimate will be withheld until 
Vctory completion oi the ci 
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S«i»igts 



Plans, Specifications, and forms of proposals may be ob- fdi mromutian ap- 
lained from Gen. I. C. Woodruff, Engineer o( the Third ^^ '° 
Light-House District, Tomkinsville, Staten Island, N. Y.; from Col. F. 
Harwood, Light-House Engineer, Baltimore, Md.; or from the undersigned. 
PETER C. HAINES, 
Major of Engineers, U. S. A., 
Engineer-Secretaty Light House Board, 
Washington, D. C. 

To Iron Manufacturers. — Proposals for the Metal Work and 

Erection of Two Lighthouses, to be Known as 

LiSTON's Tree Range Lights, 

Delaware Bav. . 



s Engk 



,MT StBE 






Sealed proposals in duplicate will be received at this office, until 13 
o'clock M., Monday, May 13, 1876, from iron manufacturers only, for fur- 
nishing all the metal work of superstructures, and for the For iwo iron tmic- 
erettion of the same, for two lighthouses to be known as lighi 
Liston's Tree Range Lights, Delaware Bay, 

The right to reject any or all proposals, or to waive defects, if it is 
deemed foi the interests of the United Stales to do so is reserved. 

Drawings and specifications furni.ihed on application at this office. 

By order of the Lighthouse Board. 

W. F. RAYNOLDS, 
Brevet Brigadier General, Engineer ^h L. H. District. 

Advertisements for Municipal Works. 



Notice to Contractors. 

Sealed proposals will be received at the office of the Chief Commissioner 
of Highways, until 12 o'clock M., on Wednesday, April 19th inst., for [he 
construction of a sewer on the line of 

New Street from Second to Fourth, 

Hamilton Street from Twenty-third to Twenty-fourth. 

Montgomery Avenue, from Woodstock to Uher Streets. 

Each with a clear inside diameter of three feet. Said For iiu« i«t brick 
sewers to be constructed of brick, circular in shape, and in hoiei. &c. 
accordance with specifications prepared with the Chief Engineer and Sur- 
veyor, with such manholes as may be directed by the Chief Engineer and 
Surveyor. And the contractor shall take bills prepared against the pro- 
perty fronting on said sewer to the amount of one dollar and fifty cents for 
each lineal foot of front on each side of the sireel, as so much cash paidj 
,the balance as limited by ordinance, to be paid by the city; and Uie C 




good order for three 
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tractor will be required to keep the street 
years after the sewer is finished. 

When the track is occupied by a city passenger railroad (rack, Ihe sewer 
shall be constructed alongside of such track, in such manner as not to ob- 
struct or interfere with the safe passage of the cars thereon ; and no claim 
for remuneration shall be paid the contractor by the company using said 
track, as specified in Act of Assembly, approved May 8, 1866. 

Each proposal will be accompanied by a certificate that a bond has been 
Hed in the Law Department as directed by Ordinance of May zjth, i860. 
If the contractor to whom the work is awarded shall not execute a contract 
within five days after the work is awarded, he will be deemed as declining, 
and will be held liable on his bond for the difference between his bid and the 
bidder t»whom the contract may be awarded, Specili'.ations may be had 
at the Department of Surveys, which will be strictly adhered to. The De- 
partment of Highways reserves the right to reject all bids not deemed satit- 
factory. No bid will be received from any bidder or bidders unless koomi 
to be skilled and regularly engaged in the consiruciion of sewers. 

All bidders may be present at the time and place of opening sud 
proposals. WM. BALDWIN, 

Chief Commissioner of Higkwtyt. 



Cimr EticiMEiii'a Offici 



id back-filling of a trench for the tbirly-indi 
-house of the Frankford Water Works, at 

the Wentz Farm, Twenty-third Ward. 
and back-filling of a trench for the twenty- 
the Wentz Farm to the Seven 



and Sprint Gardn Scnwf 
rnuadelphia, April lo^ tSyf, J 

Sealed proposals will be received at this office for each of For trendn fa 
the following items untU Tuesday, April tS. 1876, at 3 "vSSng^^S^ 
o'clock P. M., to be opened in the presence of the Water "onofraffoete" 
Committee o( Councils : 

First- For the 
pumping main from 
Lardner's Point, to t 

Second, For the 
inch distributing main from the reservoir 
Stars Hotel, Frankford. 

Third. For the excavation of the foundations of the engine and boiler 
house and slack at Lardner's Point, on the Delaware i for Ihe pile-drivbg 
and foundation of the engine and boiler house and stack, the foundatioDi 
for the engine and air-chambers, the forebay walls, the arched condui^ and 
the construction of the wharf and inlet channel. 

Specifications and blank forms for proposals will be furnished upon appli- 
cation at the Chief Engineer's office, and no proposal will be received unless 
written upon such blank. Each bid must be accompanied with a certificate 
that a bond of $500 h.is been deposited with the City Solicitor as per ordi- 
nance ol May 2;, i860, and the successful bidder will be required to furnish 
gecurilyin one half of the amount of the contract, as per ordinance of Julj 
"''o. The committee reserve the right to reject any or all bids. 

W. H. McFADDEN, ChUf Enginier. 
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Notice to Bridge Builders.' 
Sealed proposals will be received at this office until 12 o'clock M., Satur- 
day, April 3, 1876, for building a bridge over Paper Mill Run at West 
Walnut Lane, in the Twenty-second ward. Proposals must pora brideeortra 
stale the time in which to complete the work, and be ac- '""■ 
companied by a certificate that a bond has been filed in the Law Depart- 
ment, as directed by ordinance of May 25, i860. 

Plans, specifications, and form of proposal may be examined at the De- 
partment of Surveys, No. 224 South Fifth Street. 
The city'reservcs the right to reject any and all proposals. 

WILLIAM BALDWIN, 
Chief Commissioner of Highways. 



Nnw York, Sepl. i: 



■87^^ 



Proposals will be received at this office until 12 o'clock noon of the 4lh 
day of October, for the removal of so much of the pier FortonovBjoigor- 

1 structures at Stapleton, S. 1., heretofore erected and icn island. 

V maintained in the harbor of New York, by the New Vork and Statcn 
hiand Ferry Company, as are beyond the exterior line as fixed by law. 
Plans and particulars may be obtained at this office. 

By order of the Board, GEORGE W. BLUNT, 

Secretary. 



PHILADELPHrO, ApHl t>, 1876. j 

Proposals will be received at this office until 12 o'clock ^"L*'"?* ™''i^, 
.M., t4th inst., for supplying 4,000 cubic yards good clear adiive. 
iKairmount gravel on Chamounix drive. West Park, from Belmont to Cha- 
mounix. To be delivered before May 6, 1876. 

RUSSELL THAYER, 

Super in icnden t. 

Faiumdunt Park.— Ofucb qi' SuPEHmriiNDENT, { 
Belmont, April 3, 1S76. j 

Proposals will be received at this office until 12 M., nth inst., for deposit- 
bg about 6,000 cubic yards of materialf on Thirty-fifth For 6,0™ cubic 
street, near Girard avenue bridge; same to be obtained yanUofmaitri-d 
&on) the lot of ground on south side of Girard avenue, between Connect- 
ing Railroad Bridge and Junction Railroad bridge, and the work to be done 
b twenty days. RUSSELL THAYER, 

SuperiHlendent. 



_ "niB 

Ailiind ef » 



whtlher 



. The mtuce of the bridge. wheiJ 

1 oir ailraad, Ehould be sated. 

ad oa the lot wilhin tbc ^pecttied Iti 



rof w. 



rnrf-jsals ftv Sbme. 

Sealed proposals wiU be tewit^d at ihe ofSce of Ihe trustees of the Nt» 
York and Brooklyn bridge. No, 31 Water Street, Brooklyn, until 12 o'clocl 
noon, Saturday. October 9, far the delivery of 1,000 cubic |^^,J^'^^ 
yards cut kfx stone, and 731 oibk yards arch stone, all of mcDB 
limestone; also lor ibe deliver; of 85 cubic yards of granite comers, :;a 
cubic yards granite bee stone, and 31 cut»c yards granite arches. 

Printed spcciRcatioits n»; be had al tbb office. Plans may be seen is. 
engineer's oftice, comer Ctwn? aad Dover streets. New York city. 

3 CumnitAL ComnsTOHi, I 



Pttf^Mb fiw Intnitidmg Sleam-pover. 
Manufacturers of stean ■udinny are isvited to send to the Direnoi- 
General of the InicniUional Exhibitioa, at tbe office of the Conunissini, 
No. 9C4 Walnut stract, vaioi Saturday. April 10, 1875, proposiiions for m 
W inw« ttaUoiuu7 ensiaes, wiib or sitboui botkis, for driving the macbi' 
■t«ry in MachiiKrr HaU. No engine for lliis ptirpose of less than 180 hoix- 
power win be Mxepied. 
PropoMds will state 
t. biamenr of Cylicdcr. 
Ik LMtgttt of atroke. 
]. Number of revolotioBS per wiaKkt. 
4. Diameter and «>dth of dnnng piane«& 

It b euiHUtcd that 1.400 tncs«-po««r wifl be t e qanwl tar the uses of lb' 
Con>i»Uston. 

IVi|<oaab wilt idra be Kcen«d for badcrs wtt&ont the engines, to be cap 
hie of Mhly wiih^tandutg a ■ w t ing f mua t et loo povuKls per square incb 
above the fttmotphew. At p wipnnh ^ be w g nw c j to specify disdodlr 
whriher the foundatieas ai« hctaded. 

Pi<vtt«>s4li wiU aba he tetcivcd far »swe« Kaes of shafting, inclmfine 
h*n|ivr« and coupKnc^ tte iliiiMii, ifte M athu a eti in Machinerr HA '^ 
line of ahaftins t« be <$» ftct te k^fiK *bA » mnsdit iSo faoise-pova 
Ki tw ati|i1w4 M tki« vidJIe of the ska*, the bendngs to be S feel i|»n 
Thcrewitlbenr^vehNigiAsor ^tssbaftiagtoranatA speed of izoreva- 
luliona. *n^ bw leo^tka M nn «t a lipeed of 340 Rvolations per minciu. 
Ihe diameter of lW9Jtaffeb«Klun««ef -Wad~ ' " -_ - - 

4 inc>K« le^Minitir. 
^ iu »U «M» Mwt sMe ife aenns 
v(U tw furpJjikMi «Jtt tflMnaiit ceat «r> 
lh« tMtthttki*.«wKba^«f bebtstoapoai 

"^V HMi* *H«nt, water ud (JkMB i^a wiU be fKw^nl br tbe Ct^DiiiB- 

h>Uitpa«yfttfoi A ii g <naiaKs»hnile«wfll be m^ued nsupplT 

-'-^tlng )uv^ At vf tke abowe-BaeBeamed miMbiiii n. ivUitt 

^ tr«ws[^?rted, set up in ^b^e. bepC in ^^"^ -^A iiimui * >>■ 
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close of the Exhibition at the expense of the exhibitor. Engines, boilers 
and shafting to be in place ready for use by the 15 th day of January, 1876. 

All articles accepted ancl furnished will be subject to the control of the 
Commission from the 15th of January, 1876, until the close of the Exhi- 
bition. Such articles will be considered as Laving been entered for exhibition. 

The Centennial Commission reserves the right to reject any or all propo- 
sitions that may be made in answer to this circular. 

A. T. GOSHORN, 

John S. Albert, Director-GeneraL 

Chief of Bureau of Machinery, 
Philadelphia^ March 18, 1876. 

Bureau of Machinery. 

United States Cbntbnnial C*ommission, 7 

Ini'brnational Exhibition, Philaddphia, X876. > 

Proposals for Furnishing Shafting* 

Manufacturers of machinery are invited to send to the Director-General 
of the International Exhibition, at the office of the Commission, No. 903 
Walnut Street, until 4 o'clock, P. M., Saturday October 15th, 1875, prop- 
ositions for one to eight lines of shafting, including hangers, couplings, and 
main driving and guide pulleys, for supplying power in Machinery Building ; 
seven lines of shafting to be six hundred and twenty -four feet in length, and 
to transmit one hundred and eighty horse power, and one line to be three 
hundred and fifty-two feet in length, and to transmit one hundred and 
twenty horse power, to be applied at the ends of the shafts, the bearings, 
except for the head shafts, to be eight feet apart ; hangers to have thirteen 
inches drop, except those for the head shafts, which will be eleven inches. 

There will be seven lengths of this shafting to run at a speed of one hun- 
dred and twenty revolutions, and one length to run at a speed of two hun- 
dred and forty revolutions per minute ; generally, the diameters, exclusive 
of the ' head " and second shafts, will be 3 and 2 >i inches respectively. 

All of the above mentioned machinery to be transported, erected, and re- 
moved at the close of the exhibition, at the expense of the exhibitor, and 
must be ready for use by the ist of March, 1876. 

If accepted, it will be subject to the control of the Commission, from that 
date until the close of the exhibition, and will be considered as having been 
entered for exhibition. 

For more detailed information, parties wishing to make proposals will bo 
furnished with " tracings " on application, by the Chief of the Bureau of 
Machinery, 

The Centennial Commission reserves the right to reject any or all prop- 
ositions that may be made in answer to this circular. 

A. T. GOSHORN, 

John S. Albert, Director General. 

Chief of Bureau of Machinery, 
Philadelphia, Septeniber 20, 1875. 
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QUESTIONS ON THE FOURTH CHAPTER. 



Page 207. When and how should advertising be done ? State the gen- 
eral conditions of the U. S. law. 

Page 208. What information should the advertisement exhibit ? 

Page 209. Analyze the advertisements given in this chapter in a manner 
similar to that given on pages 209 to 214. 

Page 215. Point out some of the defects in the advertisements for a 
bridge over a run, and for 6000 cubic yards of material. 

The student should be required to prepare an advertisement for some constructiop to be selected by 
the Processor* 



CHAPTER V. 



Bids or Proposals. 

Bids or proposals are offers, usually in writing. Bids defined. 
to do a certain act, or to perform a certain work for a conside- 
ration. 

Bona fide bids are those made in good faith, and Genuine bids, 
with the intention of fulfilling them. 

*' Straw'* bids are those presented over an as- straw Mds. 
sumed name, or by an irresponsible party for fraudulent pur- 
poses. 

The engineer or agent letting the work is ex- Engineer to pre- 
pected to prepare and furnish to the bidders blank SSd insSctions. * 
forms, to be filled out by them, with instructions concerning the 
manner of so doing, time of presentation and opening, and 
whatever restrictions may be imposed upon parties desiring the 
work, with any other information deemed necessary. 

The manner of filling out the blanks, endors- Filing out blanks 
ing the bids, and the general conditions to be com- ^o"" p^posais. 
plied with as required in all proposals for Government work, are 
fully set forth in the following " Instructions for Bidders," 
which should always be attached to each blank proposal ^ and form 
part of the contract. 

Instructions for Bidders. 

(Printed on same paper with specifications, &c.) 

I. All bids must be made in duplicate upon printed forms to 
be obtained at this office, and enclosed in two envel- Endorsing and ad- 
opes. The outside envelope will be directed to the <^ssing bids, 
engineer in charge at this office; the inside one will be endorsed 
(" Proposals for Dredging at Cedar Keys, Florida.'') 
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2. The guarantee attached to each bid must be gmmum. cb. 
signed by two responsible guarantors, to be certi- s. officer 

fied to 33 good and sufficient guarantors by a United States dis- 
trict attorney, collector of customs, or any other officer undertlie 
United States government, or responsible person known to this 
office. 

3. When firms bid, the individual names of the indiyidiui »iei» 
members should be written out, and should be quimiiniuU, 
signed in full, giving the Christian names ; but the signers may, 
if they choose, describe themselves, in addition, as doing business 
under a given name and style as a firm. ^^ 

4. All signatures must have affixed to them s«i.iiiu«l^^B 
seals of wax or wafer. ^^H 

5. The place of residence ofeach bidder, surety puKisofmrfd^ 
and witness, with county and State, must be given *"'"" '" 
after his signature, which must be written in full. 

6. Prices must be written as well as expressed p™o vnaa. 
in figures. 

7. A percentage of ten (10) per centum, moreor Amoom «t»iMd. 
less, will be retained from each payment until the completion of 
the contract ;* except where (as in case in which no Eictpii™.. 
payment is to be made until a work is completed) such percent- 
age may, in the opinion of the officer in charge, properly be dis- 
pensed with. 

8. The contract which the bidder and guarantors -^'T"f°' "?J?" 
promise to enter into shall be, in its general pro- 
visions, that in use by the Engineer Department of the Army, 
blank forms of which can be inspected at this office, and will be 
furnished, if desired, to parties proposing to put in bids. Parties 
making bids are to be understood as accepting the terms and con- 
ditions contained in such form of contract. 

9. Reasonable grounds for supposing that any Frautiuknim m" 
U^idder is interested in more than one bid for the '"■''''"b pt=iui.iioi 

I cause the rejection of all bids in which 1: 
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The United States reserves the right to re- Rif^"" rrj«i «,y 
iect any and all bids ; also to disregard the bid ai 2J\y Jailing bid- 

or contractor known as such to the Engineer Department 
I II. The bidder must satisfy the United States ^b^™^"™'! 
lOf his ability to furnish the materials or perform the work for 
which he bids. 

Payments for each month's work will be ■nm^ of miking 
lade as soon after the first of the month as prac- p^y""^""- 
[cable. 

3, Transfers of contracts or of interests in con- ■^,^^,^^, ^, cnntnct 
•acts, are prohibited by law,* prohihucd. 

I' 14. In submitting proposals, the sealed envelope Endoraii.Epropo«i. 
must be so endorsed as to indicate before being opened the par- 
ficular work for which the bid is made. 

15. A bond of (an amount usually about one- ^"^2™''^™^ 
third that of the contract) dollars, with two suffi- *"''- 

'dent sureties, will be required to insure the commencement and 
mpletion of the work at the time stated, 

16. Proposals will not be received by telegraph NobidjbvMie- 
any time. p^p*^ 

17. Blankformsof proposals and guaranty must Blanks muM be 
properly filled out in regard to guaranty, price p^p^''^ '^^'^■ 

t)f doing work, time of commencement and completion, &c,, ex- 
actly in the manner prescribed by them. 

8. Detailed maps of the locality can be seen at jy„^„ , „ f,e 

this office. seenaloiBce. 

19. A copy of this advertisement and specifica- Adve>tisarei.B 

m will be attached to the contract and form part ^^J°™ '™" '^ 

>fit. 

Bidders are requested to be present at the aum preset at 

lining of the bids-f opening, 

il,Tn. Reused ttiauus, -U.S. J>l1v 17. iSSi—Na i:«IITacI ocoidcr, oi any inteiat [herein, 
« tnui^rred by xhe party lo wliam such contract or order is gLven, to txty Dlber party, aod any 



^Sllheteu 



:□ beniKdc 



f 
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21. No award of the work above advertised J^*'^ ^^- 
will be made until the bill making the appropria- i»"MmX 
tion for the same has been passed by Congress, and approved by 
the President of the United States. 

The object of these several provisions are so evident as to need 
no explanation. They are the results of a long tt,^ abo^ pro- 
experience, and are found to be necessary safe- "^""^ '■'«»™t- 
guards to ensure honesty and expedition in the execution of the 
contract. 

The Guarant>- provides that the contract shall be c^^-** 
entered into within ten (lo) days, more or less, of the time of 
making the award. This is to prevent irresponsible parties 
having no "plant" from entering, with the expectation that if 
successful thi:y will procure an equipment on credit, or sell out 
to other contractors for a '' bonus." 

Blank forms of Proposals as used in the U. S. Service with the 
Guaranty attached, are appended as guides, ^^ 



j§rapOBitls of.. 



Removing Snags, &c., 

SMpagi!.63,sii,ai9,>5i. 



\ KivER, Opened July 2, 1877. 



I, (or) We, the subscriber , do hereby propose to do the work of remov- 
ing' snags, &C., from ihe Minnesota River, a^eeably to the terms of yout 
advertisement and specifications dated June ad, 1877, (copies of which are 
hetelo attached) relating to "Improvement of Minnesota River," in the 
manner and upon the ternis specified below, viz.: 

For removing Boulders......... dollars and 

cents, ($ ) per cutic yard. 

For removing overhanging Trees from the banks, of the following dimen- 
sions, measured one foot above the roots : 

For those thirty-six inches in diameter and upwards, dollars 

..MOts, (« ) each. 

■iurly inches in diameter and upwards, not exceeding thirty-six 

............. dollars and cents, ($ ) each. 

inches in diameter and upwards, not exceeding thirty 
........... dollars and cents, ($ ) each. 
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exceeding twenty 



) = 



For those six inches in diameter and upwards, 

inches in diameter, dollars and ce 

For those four inches in diameter and upwards, not exceeding six inches 

in diameter dollars and cents, ($ ) each. 

For removing Snags, Logs, Stumps, and Trees with roots imbedded in 
the bottom of the river, of the following dimensions, measured two feet 
above the roots : 

For those thirty-six inches in diameter and upwards dollars 

and cents, ($ ) each. 

For those thirty inches in diameter and upwards, not exceeding thirty-six 

inches in diameter, dollars and cents ($ ) each. 

For those twenty inches in diameter and upwards, not exceedmg thirty 

inches in diameter, dollars and cents, ($ ) each. 

For those six inches in diameter and upwards, not exceeding twenty 

inches in diameter, dollars and cen 

For those four inches in diameter and upward, no 

in diameter, dollars and cents, {$ 

I (or) We further propose to commence the work on 

of April, 1878; and 1 (or) we pledge t 

contract with the United States, with good and approved security, within 
the space of ten days after being notiRed that the foregoing bid has been 
accepted. Your obedient servant, 

[L.S.] 



i, {$ ) each, 

exceeding six inches 

ir before the 1st day 



.. Witness. 

Of the town of county of State of. . 



Of the town of county of. . 



Of the town of. county of State o( 

To MAJOR F. U. FARQUHAR, 

Corps of Engineers. 
Curanty. 

We of the town of in the county 

of. .-. and Slate of. and of the town of 

in the county of. and State of. here- 
by, jointly and severally, covenant with the United States, and guarantee, 

in case the within bid of be accepted, that 

. ... .will, within ten days after being notified of the acceptance of said 

bid, execute a. contract of the character and form described in the accom- 
panying General Instructions for Bidders, and in conformity with the adver- 
tisement and specifications dated June 2d, 1S77, under which the bid was 
made, together with a bond, with good and suihcient sureties, in the sum 
of three thousand dollars; and in case the said 
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^Vhl fcil to mttr into a contract as aforesaid, we guxntntce U> malkc pt 
t beftrtn the offer by ihe said jd 

t n<-\i knrcti fnponiible bidder, or the person [o wbom ibe coaXBa im 
|%t awarded 

Ctvn iMKlct OUT hkiids and sca!s this day of tfTt- 

[LSI 

- ri-s.1 

f ttnitt ttmt, la the best of (ny knowledge and belieC t^e abm 
I ifMUAntare Are good and sufficient as sureties (or the amount fx 
«ta>'k »»irv nlfcr to be security. * 

TW (iMm >»f guaranty being the same for all Government pro- 
fitMlt* \* itiK altAclicd to any subsequent blanks. 



|lv>tv»i>i>i F'lv* Locks on thk Musclk Shoaj.s Canal, 
Tehnsssee River, 



lit' 

Witt, UluSTATKt 



t Uit) NVVi (h« tubtcribcr , do hereby propose to Airnish the mateiiali 

fM^ J^nhw w^'iV wquirtd in building Lock No agreeably lo 

drt^vtlis^t'' Vi*Hr advcttUcment snd specilicniions, dated April 18, jijj. 
. ^^j,^^ „( wliiih *rf hi-iPlo attaclied), telaiing to the building oflorkioo 
tkl \li«>U WUiwli t.'-ini)l. in the manner and on the ternis specified bdo«, 

\* 

y J\« ^Uh »»■*«>><»"»• J:cms (...) per cubic yard 1 

4 t»ii unk •»c*v*tloo jloUareand cents ($..) per cubicyari ' 

viHiiV'tlv>f old luckv... .dollars and cents ($..) per cubic yard 

«lil*MV»TO»*«»'y)»et--doIUisand cents ($.-) per cubic yard 

.' t„i „„ It fcpnvi»i»»ry "*'---*>''*'**'"' **"'* ($■-) per cubic yard 

i tM\ lulililemAiwnix, hid doUaisand cents ($..) per cubic yirf 

tm vW'*'"" '•"'• doUareand cents ($..) per cubic pnl 

\ll»V\IUtf '*" V'imeJ StJI« for stone taken from old locks, and used »s - 

It \ t)| tUiU» uwwWTy dollars and cents 1$..) per cubic t»1 

J Hi"t» l«4»m»»o*»y doUarsand cents ($..) per cubic y»rd 

I i.tili' tUIA<WTy..«> .doUarsand.. .. cents ($..) per cubicyud 



V, liwt' 





subscribers offer to furnish all the materials not furnished 
y the United States, and to do all the work necessary tc 
plete the earthwork and masonry of Dam No. 4, of the Kanawha River im- 
jprovemenC, in conformity with the terms of your advertisement, dated March 
I 1 , 1877, and with the specilications herewith, with the plans, and with such 
I directions as may from time to time be received from the engineer, for the 
I following prices for finished work, viz : 



■•Earth excavation per cubic yard 

l^ Rock excavation " " 

'~' Puddling " " in place.. 

~ Concrete " " " ... 

Coping " " laid 

J Cut stone masonry " " " .. . 



„>.„,: 
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Dressed rubble masonry per cubic yard, laid 

Rockfaced •* ** " " 

Rough rubble " ** " *' 

Slope wall, including lining, pet cubic yard, laid 

Rip-rap per cubic yard in place 

Paving ** ** " 

Timber and plank, per i,ooofeet, B. M., in place 

The above prices include all materials, workmanship, labor, scaflblding, 
tools and machinery, and every expense necessary to the completion of the 
whole work. 

In compliance with the specifications, we have visited either in person or 
by competent agent, the localities in question, and have made the investiga- 
tions recommended. 

further propose to commence the 

on or before the day of. 187 , and to com- 
plete the same on or before the 31st day of December, 1878 ; and I [or] we 

pledge to enter into a written contract with the United 

States, with good and approved security, within the space of ten ( 10) days, 
after being notified that the foregoing bid has been accepted. Your obedi- 
ent servant , 

Witnesses x 
[l. s.] 

[l. s.] 

Residences of Bidders. 



Of the Town of. County of State of. 



Of the Town of County of State of. 



Of the Town of County of State of. 



To MAJOR WM. P. CRAIGHILL, 

Corps of Engineers, 
Union Bank Building, Baltimore, Md. 
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U. S. Light-House Bureau. 

The forms in use in the U. S. Light-House Establishment 
differ somewhat from those of the Engineers. They are accom- 
panied by a guaranty or bond as well as by the oaths of the Bonds- 
/«^«, giving their pecuniary status and a certificate Requirements of 
of a Government officer relative to the solvency of House E^taSah- 
the bondsmen. "^ 

Form of Bid. 

See pages 77» "3t»54- 



I, (or we,) , of the , State of 

, engaged in iron-manufacturing business under the 

name and style of. , hereby agree to furnish 

all the materials and labor necessary to completely construct, erect at the 
workshops, take down after acceptance, and deliver on board vessel, (except 
the woodwork, the lens, the lamps, and other furniture belonging thereto,) 
at , the metal- work for the superstructure of the light- 
house for Southwest Ledge, Long Island Sound, in accordance with the ac- 
companying specifications and drawings, the work to be completed and de- 
livered on or before the day of. , 187 , for the sum 

of- Tinr dollars, ($ toiti ) in United States Currency ; 

and - - - . further agree to forfeit the sum of twenty dollars per day, as liqui- 
dated damages, for each day's delay in completing the work after said date, 
said amount to be deducted from any sum due me (or us) in the hands of 
the agent of the Light-House Establisnment 

(Signed) [L. S.] 

[L. S.] 

[L.S.] 

To GEN. L C. WOODRUFF, 

Engineer Third Light-House District^ 

Tomfkinsville, Staten Island^ New York^ 
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Form of Bond With Bid. 

Know all men by these presents, that we, and 

y citizens of. are held and firmly 

bound unto the United States of America in the full and just sum of 

dollars, ($ ,) lawful money of the United 

Slates, to be paid to the said United States, or to its proper agent or attor- 
ney duly authorized to receive the same^ as liquidated damages ; to which 
payment, well and truly to be made and done^ we bind ourselves and every 
of us, our and every of our heirs, executors^ and administrators, in the 
whole and for the whole, jointly and severally, firmly by these presents. 

Scaled with our seals and dated this of. '. . .anno Domini one 

thousand eight hundred and seventy 

The condition of the above obligation is such that if. 

and 

doing business under the name and style of. their heirs, 

executors, and administrators, tio, and shall well und truly, within ten days 

after notice of acceptance of. bid, enter into contract for the 

construction of the metal-work for the superstructure of a light-house for 
Southwest Ledge, Long Island Sound, in accordance with the terms of.... 
. . . .bid dated , 187 , conforming in all respects to the advertise- 
ment dated , 187 , calling for proposals, the same being hereto 

annexed, then the foregoing obligation to be void and of pone effect; 
otherwise, to remain in full force and virtue in law. 
Signed, sealed, and deli^^ered in the presence of — 

Witnesses : 

[L.S.] 

.....|L. S.] 

[L.S.] 

[L. S.] 

NoTBS.— All signatures of bidders and sureties should have affixed to them seals of wax or wafer. 

1 he residence of sureties and witnesses should be given. 

Bondatnen will qualify in double the amount of the bond, and will qualify in the forms fjHowing. 



Bondsmen^ s Oaths. 



State of 

County of. 



ss: 



, being duly sworn, deposes and says that he 

s at No , street, in the of. in the 

; and that the value of his property, over and above 



ntD^ OK i'RoMsAiiL ^ig 

til debts and liabilities incurred by him, is over dollars, 

($. .. ,) and that he is fully responsible for the amount of his obligation 

in the foregoing bond by him executed. 



Sworn and subscribed this day of , 187 , before me. 

[L.S.] 



State of , ) 

County of , -• , > 

, being duly sworn, deposes and says that 

he resides at No. , street, in the of. in 

the State of. ; and that the value of his property, over and 

above all debts and liabilitie's incurred by him, is over 

dollars, ($ ,) and that he is fully responsible for the amount of his 

obligation in the foregoing bond by him executed. 



Sworn and subscribed this- ...--. .day of. , 187 , before me. 

,[L. S.] 



Certificate of Solvency, 
I certify that I have made due and diligent personal inquiry as to the 
ability of the signers of the foregoing bond, and am satisfied that they are 

good and sufficient, and fully responsible for the sum of 

. . . .dollars, ($ ) each. 



Date: 



NoTBS.— The sureties' certificate of solvency must be signed by an officer of the Government knoivvn 
to the Treasuiy Department. 
Each surety ^vill qualify in double the amount of the bond. ^ 



Municipal Work. 

The fellowing bid is selected from a large number submitted 
for a sewer, and will serve to give some idea of the prices for 
that class of work. 

Accompanying it will be found the certificate of the City 
Solicitor as required by the Ordinance of May 25, i860, to 
which attention is called in the advertisement as published on 
page ai3. 
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The Snyder Avenue Main Sewer, 



OmSujMUr Avenue, from Sixih sireel to Delaware Avenuf, as authorised 
by Ordinance approved November' i, 1875. 

To Contractors. 

Proposils for the construction of the above work must be made upon 
Uie printed forms. They must have inserted the signatures of al least two 
responsible sureties, and also be accompanied by a certificate that a bond 
has been filed in the Law Department, as directed by Ordinance ot May 2;, 
iS6a 

No proposal will be received from any contractor unless known to be 
(killed and regularly engaged in the construction of sewers. 

Proposals which contain any omissions, erasures, alterations, additions nol 
Citllcd for, conditional bids or irregularities of any kind, will be rejected as 
informal. 

All prices must be written in words, and »lso stated in figures, and must 
be for the whole work. 

Hxlra work, when necessary, will be done and paid for according to the 
eitinwlC of the Chief Engineer and Surveyor. 

Contractors must make themselves acquainted with the conditions of the 
ground, whether the foundations will be rock, hard earth, or soft bottom, 
u> that they may make an intelligent bid. 



Proposal. 
Seepi>gM9°.«ia.=S9. ' Philadbij-hia, June m. I'JI 

To the Chief Commissioner of Highways. — Sir: — I hereby propose w 
furnish all the labor and materials necessary to perform the whole of the 
work, and submit to all conditions as represented, intended and implied, 
both particularly and generally in the plans, specifications and form of 
agreement examined at the Department of Surveys, and also in the Ordi- 
nance approved November i, 1875, " to authorise the construction of cer- 
tain sewers,'' and perform all additional work that may be required, upon 
the following terms, to wit ;^ 



For Sewer 5>^ fi. in diam. per lineal foot, the : 



For Sewer 6 ft. i 
For Sewer 6J II. 
For Sewer 7 ft. it 
for Sewer 7J ft. 
For Sewer 8 ft. ii 



per Uneal foot, the s 
n diam. per lineal fool, the 5 

diam. per lineal foot, the si; 
n diam. per Hneal foot, the = 

diam. per lineal fool, the su 



im of five dollars % j.oo 

1 of twelve dollars.. - . 12.00 
■n of fifteen dollars... IS^XJ 

1 of twenty dollars 30J» 

m of thirty dollars.- . 30.00 
1 of thirty dollars 30.QO 



i responsible sureties, the persons who have 
iicxcd certificate, and who are willing to be 
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bound with me jointly and severally, in the sum of one-half the estimated 
value of the work herein proposed to construct, for the due and satisfactory 
performance of the whole work comprised in the contract, as well as of such 
additional works that may be ordered, and to complete the same within 
twelve (12) months tifter the date of the notice given by the Chief Engi- 
neer and Surveyor to begin work. 
As witness my hand this twelfth day of July, 1877. 

(Signed) 

HUGH DEEHAN. 

Address — Hugh Deehan, No. 192 1 Hamilton Street. 

Certificate of Sureties. 

This certificate must be signed by two sure ties. 

We hereby certify that we are responsible sureties, and agree to be bound 
jointly and severally with the above-named Hugh Deehan, Contractor, In 
the sum of one-half the estimated value of the work herein proposed to 
construct, should this proposal be accepted. 

(Signed) 

JAMES DEEHAN, 

No. 807 North Sixteenth Street, 

CHARLES S. PANCOAST, 

No, 1907 Green Street. 

FRANCIS LOGUE, 

No. 803 North Eighteenth Street. 



■! 



Law Dbpaktmbnt, 
No. 3X3 South Fifth Street, 
Phila , March 3, 1877. 

This will Certify : 

That B. C. D. has complied with the ordinance of Councils, approved 
May 25th, i860, ''relating to proposals for work and materials,'' and has 
filed his bond with the requisite security, in $500, conditional that if his bid 

for the construction of a sewer on Street 

is the lowest, and he shall decline to do the said work or furnish said mate- 
rials, then he shall pay to the city the difference between the amount of his 
bid and the bid of him or them who shall actually perfotm said work or fur- 
nish said materials. 

W. N. A. 

Assistant City Solicitor. 
Proposals for Railroad Graduation and Masonry. 

See pages 150^ 280. 

The accompanying form of proposal is that in use at present upon the 
Pennsylvania Railroad and its branches. The prices are also written out in 
full in the contract of which this is a part, see page 220. 
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r the CINCINNATI SOUTHERN RAILWAY. Also, ihal he ha carefiiU 

n either or all the Sections, to which prices are affixed in the Schedule, according t 
, and execute a contract for the work at the following prices : — 







Macadamizing. 


Drain Pipe. 


Foundations. 
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BIDS OR PROPOSALS. 



Proposal fob the Superstrvcture ok an Iron Bridce. 



^^M 



Robert H. Sayre, Esq., 

Chief EHgineer, E. Sr-A. R. R.: 
The Keystone Bridge Company respeclfully submits the following prop- 
osition for the manulaclure and erection of a first-class wrought-iron bridge 
on the Easton & Amboy R. R., across Morris Canal and Lopatcong Creek; 
as per the accompanying diagram of strains and the following specilications : 
Bridge to be of double track, of span as given on prolile sent us. 
Bridges Co be proportioned to sustain a variable load of 3000 lbs. p>er lineai 
foot per track, on the chordsysiem and 3,500 lbs. per lineal foot on the panel 
system, in addition to the dead weight of structure with the following strains 
on materials, vu; 

Tensile strains 10,000 lbs. per square inch. 

Compression, upper chord 8,000 " " " 

" posts 7,500 to 7,000 " " " 

The tronlo be of best quality bridge iron of an ultimate tensile strength of 
55, 000 to 60|0oo lbs. per sq. inch, tested in usual way- 
Track to be carried on wrought-iron cross girders with heavy longitudinal 
' stringers and cross ties 

Through span Co have suspended cross girders at each post, wooden 
1 stringers and cross ties. 

Upper chords to consist of rolled channels, with lop plate opert on under 
I side to admit of repainting on inside. 

Posts to be Linville patent, also made open to admit of repaintiiig oa 

[ Lower chords, our patent weldless links. 

' Caps and bases of posts to be of cast-iron. 

! Deck spans to have no end posts, but to be supportedby masonry carried 

1 to upper chords. 

[ Through span to have inclined end posts and upper lateral bracing. All 

fc lateral struts to be of wrought-iron. 

B Pricefor the bridge erected complete ready for (he cross lies; iron worlt 

B painted one coat, will be as follows : 

■ Two deck spans 14605 ft. clear, $22,300 each $44,600.00 

I "e through span, askew, 66.75 "■ oncenlre line 6,500,00 



Total $51,1 00.00 

iipany to prepare masonry to suit plans and remove any existing 
•nd furnish and lay cross lies. 
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We have assumed that there is railroad communication to bridge site. 

Payments to be made monthly on material delivered at our works and 
work in progress, ten per cent, being retained until completion. We can 
execute the work promptly and have the bridge completed in time specified^ 

I am, yours very respectfully, 

April 15, 1874. J. H. LINVILLE, 

President 



Opening the Bids. 



All proposals should be opened publicly, and in proposals to be 
the presence of any bidders who may desire to at- ^^^^'^y^^^- 
tend, that there may be no opportunity for a charge of unjust 
discrimination, or for the suppression of any of the bids. 

At the time appointed in the advertisement, the Method of pro- 
parties authorized by law to examine and compare *^*****"«^- 
the bids, having assembled at the proper place, with such of the 
bidders or their proxies as may desire to be present, the ** sealed 
proposals are then opened one by one, and the contents read 
aloud that all present nicly take notes. The parties letting the 
work enter the several prices bid in a tabular form and proceed 
to determine the aggregate. If the number of proposals be 
numerous or the work extensive, this operation may continue 
several days, in which case the bidders may disperse after hear- 
ing the prices read, and await the announcement of results. It 
frequently happens that young and inexperienced contractors, to 
secure a piece of work will put in a bid at such low figures that 
it would be impossible to execute it at that price, and the attempt 
would only result in loss and delay to the operators. For this 
and other reasons, the clause reserving the right to reject any ^ 
or all bids if deemed necessary has been introduced. 

In opening the twelve proposals made for the Bids for Snydcr 
construction of the Snyder Avenue Sewer, (see Philadelphia. * 
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page 230), the prices bid ' 
tabulated as follows:— 
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This table is computed by multiplying the quan- Meihnjrf laieu' 
tity at the head of each column by the price bid in '"<'™^"- 
the same column, and adding these several products together for 
the total. For convenience in adding, it would be better to re- 
verse the positions of the bidders and quantities, so as to bring 
the partial products in vertical columns, thus — 
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An examination of the table shows a difference R™»rfu™t:Me. 
n the aggregates of nearly £32,000, and the highest bid is made 
mt in odd cents, which is but an affectation of extreme accuracy 
vhere none exists. The figures were doubtless assumed without 
my reference to an estimate. 

There are also serious objections to the method SSlSjb]? Sis'" 
af bidding by the lineal foot based on a certain esti- '^™- 
iiated amount of material, as it is impossible to foresee what kind 
3f foundations may be required, for in some cases piles and a gril 
lage may be needed ; in others, a bed of masonry, &c. This 
method of lineal measurement has recently been introduced in 
Philadelphia in consequence of difficulties in determining quanti- 
ses for the Hart Creek Sewer, but the same objection still holds, 
rhe former method of estimating, based on the actual amount of 
Mich kind of work done, being the better; the following form is 
innexed as showing the manner of tabulating the results of bids 
made on tliat principle. 
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A similar form will answer for atry kind of work. 
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Interal bracing and exclusive of road formation 
linear foot; for removing suspension bridge, in c 
roadway, Sioo; amount to be credited lo the city 
suspension bridge, including towers, cables and 
iron work in approaches, 9 cents prr pound, cast- 
Messrs. James F. Kennedy and John \V. Murp 
proposals: 

Excavation. 


above lop cord 
uding towers, 
upon contract or 

roadway, $roo; 
ton 7 per pound 
iy submitted th 
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Rock per cubic yard 

In shafts, with curbing, per cubic yard 

Removing masonry, old abutment, per cub. ya 


Removing piles, each 

tmbankment per cubic yard 

Masonry. 
Foundations per perch of 15 cubic ft 




Sh.tfl with base for stone columns, cu. ft 

Pitched ashler per perch of J5 "' . 

Drafted " " " " 

I'iers for columns •■ ■■ " 




Sioiie pcdwi»li ■■ ■' 

Coping eight Inthe* per tqunre foot 




Flagging inch« ■• *• 

Curbstone, twrniy^lh tnclm tlMp per Nneal ft. 
Curbiionc, iwelvp " " " . 
L urbtlonc r««et " -• '* . 




.40 
4-00 




Iron Work. 


Wcpnand 

^tttmnls per baeal fool. . . 


^^^^^^e. ...... .. .. 


^^^^^^^^^^■tt.._.i..^i. 
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One globe lamp and stand, with connections, each 
Three " " '* '' each 

Main brid J^e superstructure 

Thirtieth street trusses, &c 

Pneumatic piling, including masonry 

Removing old bridge 

Amount allowed to the city for materials of old 
bridge 



65.00 

120.00 

750.00 

128.00 

12,000.00 

4,500.00 



4,000.00 



Chief Engineer Kneass announced that he would be prepared to report 
upon the proposals submitted at an early day. Also, that it was understood 
by the contractors that all proposals were exclusive of the work on the west- 
em approaches, which would be done, it was proposed, by the Pennsylvania 
Railroad Company for $47,000, at a clear saving of $67,000 to the city. 
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QUESTIONS ON THE FIFTH CHAPTER. 



Page 219. Define genuine and straw bids. Who prepares the forms of 
bids and issues the instructions to bidders ? How should proposals be en- 
dorsed and presented ? 

Page 220. Who are the guarantors ? and how many are required in gov- 
ernment contracts? Why is not the name of a firm sufficient ? What is 
required concerning residence and prices ? What amount is withheld from 
the monthly or periodical payments ? and why ? What forms shall be used 
for the contract ? For what causes may bids be rejected ? 

Page 221. When will payments be made? Why are transfers of con- 
tracts prohibited ? What security is required for the performance of the 
work ? Why may bids not be received by telegraph ? Why should the 
advertisement and specifications be attached to the bids? Why should 
bidders be present at the opening ? State the law relating to the opening of 
bids. 

Page 222. Why is the time for beginning work limited to ten days from 
the date of signing the contract ? 

Page 223 et seq. Prepare and fill up a form of proposal. Fill up a 
blank guaranty, a bond, and form for bondsman's oath. 

Page 229 et seq. What are the requirements in bids for sewers? What 
is the form of proposal ? How should it be filled up ? What are the con- 
ditions of the bond ? 

Page 231 et seq. State the classification and method of arranging the 
items in bids for grading and masonry, as used on the P. R. R. 

Page 233. Give the headings in the tabular form for tunnel proposals. 

Page 234. What are the principal items in the bid for an iron bridge on 
the Easton & Amboy Railroad. 

Page 235. When should the bids be opened? Describe the method of 
proceeding. 

Page 236. State the form of table given for computing results of bids on 

sewers and its defects. What improvement is suggested ? 

Page 237. What criticisms are made on the bids ? What are the objec- 
tions to letting work of this kind by the lineal foot? 

Page 238. What is to be done when two bids are equal ? How are the 
successful parties to be notified ? 

Page 239 et seq. How are bids on the superstructure of bridges gener. 
ally made ? 

The student should fill up bids for any piece of work which may br advertised in the daily papers. 



CHAPTER VI. 



The Contract. 



Veritatis simplex, oratio esU 



A contract {con^ together, traho, to draw,) is an DefinitioB. 
agreement to do a certain thing, such as performing work, fur- 
nishing supplies, or delivering materials, and is based upon a 
mutual understanding of the amount and nature of the work to 
be done by the contracting parties. That there may be no mis- 
conception concerning the intention of the parties, everything 
tending to throw light upon the subject-matter should be em- 
bodied in and form a part of the contract. Hence it is that the 
advertisements^ specification, drawings, proposals and Component iMuts. 
agreements all form essential parts thereof. They should be made 
out in duplicate, that each party may retain a copy, ^^^^ ^^^ .^ ^upU- 
and if there be more than two parties, as sometimes ^^' 
occurs, each should be furnished a copy. 

There is practically no limit to the number of parties entering 
into a contract, although some authorities assert that there can 
be but two. There may be as many as there are interests in- 
volved in the proposed subject for agreement, as is instanced in 
the combination for mutual protection in the case of common 
carriers or transporters of merchandise or products. 

Contracts are classified with reference to their form and 
objects into 
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CONTRACTS. 



Contracts or Agreements 
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toNTRACtSl. ^ 

The Four Essential Constituent Elements of all The four eiemeiitft 
Contracts are — 

1. That there shall be appropriate parties, 

2. That there shall be mutual 4:onsent to the terms of the 
agreement. 

3. That there shall be a valid consideration, actual or pre- 
sumed. 

4. And that there shall be a definite subject-matter to be acted 
on. 

/. — The Parties. 

There must be at least two parties, either indi- ^mcJJT^**"''^^ 
viduals or corporations, but there may be more. Those having 
something to be offered or done are designated as or the first part 
of the first part ; those proposing to purchase or do the thing 
as the parties of the second part. All persons are ofthe second part. 
capable of entering into contracts excepting those ^ persons may 
who lack sufficient age, as infants ; or who may be ^^l^^^^ 
of unsound mind, as idiots or lunatics \ together idiots or lunancs, 

' > e> mamed women, 

with m^xrried women, aliens, seamen, drunkards, and ***«"^ !!*"*5* 

' ' ' ' drunkards and 

in some instances, bankrupts. By infancy, at law, is bankrupts. 
meant a person under twenty-one years of age, although some 
States make an exception in favor of women at eighteen. 

Idiots and lunatics being presumed to be incapable of under- 
standing the nature of an obligation, or its subject-matter, can- 
not, therefore, bind themselves in a contract. 

But insane persons having lucid intervals may make agree* 
ments under seal at those times. 

A contract signed by a person who has been in- Drunkards. 
toxicated by a drug or spirits to such an extent as to prevent rea- 
sonable action is void as having been obtained through fraud, 
before which nothing stands. So of a contract obtained through 
imposition upon weak minded persons. 

By marriage the legal rights of women are Married women, 
merged into those of their husbands, but in some States the laws 
are being relaxed in this respect 

Persons who are forced into contracts by duress, ^'J^f "^^"^ "*°*" 
either through imprisonment or reasonable fear of injury to life 
or limb, are excused from their fulfilment. 
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Parties may make contracts on their own behalf Agents, 
or by duly authorized agents or representatives. 

A corporation, however numerous its members Corporation*, 
may be, is regarded as a single individual, and it can generally 
only contract by deed under the corporate seal. 

2, — Mutual Consent 

There is no contract in law until the parties to it Agreement 
have agreed upon the same thing in the same sense. Fraud an- 
puls all obligation and all contracts into which it F«"d- 
enters, and the law relieves the party defrauded, but the party 
acting fraudulently cannot set his own fraud aside for his own 
benefit.* 

An assent to a proposition is a simple and direct Assent 
affirmative. If any condition be imposed by the party accept- 
ing, they must first be approved by the other party before a con- 
tract can be made. 

If any offer be made on time for which a con- offers on time, 
sideration is allowed, the party offering cannot withdraw before 
the expiration of that time, but if there be no consideration he 
may revoke it at any reasonable time tejore acceptance, but not 
iifler. 

An ofTfer made by letter holds good until a notice By correspondence 
of its withdrawal reaches the party to whom it was made; and 
an acceptance is complete as soon as the letter containing it is 
mailed, whether received or not. A withdrawal may be made 
by telegraph to anticipate the letter containing the proposal, be- 
fore it could have been received and accepted. 

J . — The Consideration. 

The consideration gives to a contract a legal, as distinguished 
from a moral validity ; for naked promises are not enforceable in 
law. The consideiation is the cause, price or rea- Defined— good or 
son for the promise. It may be what is technically ^^"^^^^ 
called good, as a natural affection, or it may be valuable pecuni- 
arily, as in the payment of money, performance of work, for- 
bearance to sue in certain cases, delivery of property, etc. 



Jeremiah xxii : xj. 



CONTRACTS. 

A legal consideration is necessary to the validity LEgaiconKidormnim 
of every contract, and a seal upon a written instru- '"'■'"^^■ 
ment is regarded in law as an evidence of such consideration. 
The validity is not affected by the adequacy of the Ad^uicy ?'j-"<- 
consideration, as that is a matter supposed to have affeci "aMiii-- 
been fully determined before the closing of the agreement. 

consideration be illegal or impossible, iu>.gai or imrossi- 
as from sickness, etc., the contract founded upon it '' ""'"''"""^' 
becomes nugatory. 

Or, should an apparently valuable and sufficient if ihcconsid.™- 
consideration become worthless before part per- wonhiMs. 
fbrmance on either side, the promise cannot be enforced, and 
money paid can be recovered. 

4..—-Sui>jfcl Matter. 

Contracts may be made upon any subject with the exception 
of anything illegal or immoral. The subject must ^jj'n^ ^"^'jji,"^ 
be some act agreed to be done, as some mechani- """=1 
cal labor in the production of articles, some personal service ren- 
dered, or some property transferred. 

It is understood that the parties contracting in- ^"y",Si^ii>'^ 
tend to do what is just and fair, and are not to be 
governed by the private intentions or mental reservations of 
either, but by the impressions produced upon one another by 
their mutual expressions, and as each must have understood tlie 
other. 

A perfect contract when made is in the nature of a perfect connaci 
a private law, and binds the parties according to 
their intentions. Hence in case of dispute upon an oral agree- 
ment, the intention must be proved by evidence, ^yhitita^Sto 
iiut if the contract be in writing it proves itself and S"|f ii'^^ira" '"" 
no evidence is admissible to vary the contract or affect its obli- 
gation. Evidence may be admitted, however, to prove the iden- 
tity of the parties or of the things forming the subject-matter or 
to explain its meaning, and for this purpose experts may be ad- 
mitted to testify.* 
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UfWTUCTS. 

"Gener^ly tpnking al! written isstniments are ^ fs? *"** 
COiUtnicd and interpreted by the I^w acccrd:r>g to tbe sinqiie, 
CUfftomuy and natural nwaning of the Vorxfa used." 

If the wording be so obscure as to con^-iry \to ^'"'^"" 
Idea of the tntcntton, the instrument must be set aside 

In detcrminijig the intention of the parties or the i^„_;, j„. 
mcaningii of the words used, f/«]to»( or Kidj^ * has """■■■•et 
great weight when it has been long established, and is not merely 
casual or is uniform and general, not personal and known to all 
the parties. But if the custom be illcg^, unreasonable or op- 
prcHJve, it will be inert, or it may be excluded by the express 
proviaionn of the contract even when welt established.t 

In addition to these four essential elements there ooia-umAiw 
arc other conditions which will modify the terms of the agre^ 
ment, such as the a*w^ and nmitner of making payments, Itme ef 
btginningand completing work, penal ties for non performance, slip- 
utalions concerning extra luork, provision for and precautions agmnst 
etecidents, &c.. all of which will be more fully explained and illus- 
trated in the following pages. 

General Duties. 

The general duties of each party should be stated D„,i„of ih= 
separately. The contractor agrees to perform a p""" 
certain piece of work which sliould be carefully described, and 
the employer to pay a certain reward in a specified manner and 
currency. The general stipulations concerning the -^.^^^^^ 
contractor arc 1st, that heshallyf««// ///f ifcr^; 2d, «>n"»=i"> 
to exercise care and skill in its performance ; 3d, that he shall 
complete it in a given time; 4th, to comply with particular stip- 
ulations as to the manner of performance, &c. These should alt 
be clearly expressed by themselves and not confused with those 
of the other party. 

The duties of the employer are ist, to make the yj„^ „f ^, 
payments at the times agreed upon ; ^d, to assist ""pi^y"' 
the contractor in the execution of his contract, and not imped* 



nd u hit men had voiWl iwdve anJ 
tamrjiai « tpcnt." 
f rmoD'f law* of BumwH. 



Aler 17 shillings d^j^lbrall ihc men he ciaplDy«l on 9 ' 
' by the Wiflj^ af ihat tr.lde "a day^' msinllCn houn 4r' 
lialr he was pcrmiucd to charge fificm ahiliiq^s for t% ^ 



CONTRACTS. 549 

him nor throw obstacles in his way. For instance, when the em- 
ployer agrees to provide the materials he should cause them to 
be delivered before required, that the contractor may not be un- 
necessarily delayed in the completion of his work. 

Payments. 

Payments may be made, by instalments based Payments, 
on monthly estimates of work done, or they may be made at 
once on the completion and delivery of the work. In the former 
case it is customary to reserve a portion of the amount due, 
varying from 10 to 20 per centum, to insure completion. 

In the latter case, i. e. when the work is to be Risk of accident 
finished before payment, the risk of all accidents, tor. 
either from fire, flood, or other agents, rests upon the contractor, 
but if there be no contract or custom requiring the work to be 
done before payment, the workman is entitled to pay for what he 
has done in the event of accident, fire, &c., provided it be not 
caused by his neglect of proper precautions. 

The contractor cannot claim a payment until the no payment before 
work has passed into the hands of his employer, <*«*i^'«T. 
but if the latter should decline to receive the work the contrac- 
tor may bring an action to compel acceptance. 

Payments may also be made by instalments, based Pavmcnis byin- 

.. •/•I .♦. r 1 T 1 stalment based on 

on a certai/i specified quantity of work. In such work done, 
cases nothing can be claimed until all the work required to en- 
title the contractor to a payment has been done. Should he stop 
before reaching that point, nothing can be recovered, but other- 
Wise he is entitled to be paid for his work as it proceeds. 

If the contractor be required to obtain the cer- certificates must 
tificate of an Engineer, Architect, or Inspector as to quired. 
the quality or quantity of the work, before payments are made, 
it must be done before he can claim a settlement. 

Payment of Penalties for Delays, 

If the contract provide for the payment of a pen- ^ rfo^aS'^'^ebt 
alty for delay in completing work it is a debt from «<> employer. 
the contractor to the employer, and may be recovered by an 
action; but should the contractor be delayed by if contractor be 
the employer in the commencement of the work ^pioycr.^ 
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or during its progress, he is not responsible for not completing 
in time or for the penalty. 

A breach of the contract by the employer which ^^'^ ^^ 
does not operate to prevent completion of work 
within the time specified, and which may be compensated in dam- 
ages, docs not excuse the contractor from performance or from 
the payment of the penalty for delay ; neither is he excused if 
additional work is ordered for which extra time e.„ „o,1i. 
has been allowed. 



When there is no time specified the work must be done within 
a reasonable period. 

The limit of a fixed time is the last moment of Lmii ofdme. 
the day named, that is twelve o'clock at night, and in estimating 
the time, the day from which it is counted should be excluded. 
When time is expressed in months, the calender cskndcr momiis. 
months are intended, as six months from the 15th day of January 
would b:; until the midnight between the 15th and i6th of the 
July following. 

Limitations. ^^ 

The Statute of Limitations differs in different linitaiioiu. ^^| 
states, but generally it enacts that all actions at law y„ .i^pfc bJ^| 
in simple cases, that is, those which do not rest on "* '^'^ ^^^ 
a seal or Judgment, must be entered within six years from the 
time when they become due, and in the case of sealed instru- 
ments an action at law may be entered at any time 
before the expiration of twenty years, Scoi™"?^ 

Guaranty. 
A guaranty is generally required of persons bid- G""""?- 
ding for public works, but not usually in contracts with corpora- 
tions or private parties. 

It is a special promise to be responsible for the i^""«i- 
payment of some debt or the performance of some obligation in 
case of the failure of another person who is primarily liable for 
such payment or performance. It requires all the 1 
nts necessary to give contracts validity. 
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Written Coniraets. 

The Statute of 2d June, 1862, relating to Government con- 
tracts in writing is as follows : 

% 3709. It shall be the duty of the Secretary of War, of the Secretary 
of the Navy, and of the Secretary of the Interior, to cause and require every 
contract made by them severally on behalf of the Government, or by their 
officers under them appointed to make such contracts, to be reduced to 
writing and signed by the contracting parties, with their names at the end 
thereof; a copy of which shall be filed by the officer making and signing the 
contract in the Returns Office of the Department of the Interior, as soon 
after the contract is made as possible, and within thirty (30) days, together 
with all bids, offers and proposals to him made by persons to obtain the 
same, and with a copy of any advertisement he may have published inviting 
bids, offers or proposals for the same. ' All the copies and papers in relation 
to each contract shall be attached together by a ribbon and seal, and 
marked by numbers in regular order, according to the number of the papers 
comprising the whole number. 

25 July, 1868. J 3733. No contract shall be entered into Appropriations re- 

•'/' " ^ ^^ /. . , . /. t-1- 1- -u- quired before mak- 

for the erection, repair or nnishmg of any public buildmg, ing contracts, 
or for any public improvement whatever, which shall bind the Government 
to piy a larger sum of money than the amount in the Treasury appropriated 
for the specific purpose. 

The annexed forms are given to fully illustrate the preceding 
principles. The first is the general form as used by the Engineer 
Corps U. S. A. with its accompanying bond. 

Articles of Agreement entered into this day of. ^ 

eighteen hundred and (18 ,) between.. 

, Corps of Engineers U. S. Army, for and in behalf of the United 

States of the first part, and , 

partners, doing business under the firm-name of. , 

of. , in the county of. , State of. , 

of the second part : 

This agreement witnesseth that the said parties have mutually agreed, 
and by these presents do mutually covenant and agree, to and with each 

other in the manner following, namely : That the said 

shall, in conformity with the advertisement aud 

specifications hereunto attached, and which form a part of this contract, . . . 
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That all materials furnished and work done under this contract shall, \>e- 
fjre being accepted, be subject to a rigid inspection by an inspeciot ap- 
pointed on the part of the Government, and such as not conform to 

the specifications set forth in this contract shall be rejected. The decision 
of the engineer officer in charge as to quality and quantity sh.tll be linaL 

That the said 

shall commence on or before the. 

day of , eighteen hundred and , ('S ,) and shall complete 

the on or before the day ot , eighteea 

hundred and. (i8 .) 

That piyment shall be made when the .... contracted for shjll 

have been delivered and accepted, reserving. . per centum from each 

payment until the whole. shall have been so delivered and accepted. 

And it is also agreed that if, in any event, the party of the second pail 
shall delay or fail to commence willi the delivery of the material or the per- 
formince of the work at the day apecllied herein, or shall, in the judgment 
of the engineer in charge, fail to prosecute faithfully and diligently the work 
in accordance with the specifications and requirements of this contract, then, 
in either case, the patiy of the first part, or his successor legally appointed, 
shall have power, with the sanction of the Chief of Engineers, to annul 
this contract by giving notice in writing lo that effect to the party (or par- 
ties, or either of them) of the second part ; and, upon the giving of such 
notice, all money or reserved percentage due or to become due to the party 
or parties of the second part by reason of this contract shall be and be- 
come forfeited lo the United States ; and the party of the first part shall be 
thereupon authorized, if an immediate performance of the work or delivery 
of the materials be in his opinion required by the public exigency, to pro- 
ceed to provide for the same by open purchase or contract, as prescribed in 
section 3709 of the Revised Statutes of the United States : Provided, how- 
ever, that if the parly (or parties) of the second part shall by freshets, ice, 
or other force or violence of the elements, and by no fault of his or their 
own, be prevented either from commencing or completing the work, or de- 
livering the materials at the time agreed upon in this contract, such addi- 
tional lime may, in writing, be allowed him or them for such c 
ment or completion as, in the judgment of the party of the first part, o 
successor, shall be just and reasonable ; but such allowance and e 
sh.iU in no manner affect the rights or obligations of the parties under this 
contract, but the same shall subsist, take effect, and be enforceable precisely 
as if the new date for such commencement or completion had been the date 
originally herein agreed upon. 

And it is further expressly understood and agreed that no claim whatever 
shall at any lime be made upon the United States by the parly or parties of 
the second part, for or on account of any extra work or material performed 
or furnished, or alleged to have been performed or furnished, under or by 
drtue of this contract, and not expressly bargained for and specifically in- 
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eluded therein, unless such extra work or materials shall have been expressly 
required in writing by the party of the first part or his successor, the prices 
and quantities thereof having been first agreed upon by the contracting 
parties, and approved by the Chief of Engineers. 

And it is also further agreed by the parties of the second part, as required 
by the 14th section of the act of Congress approved July 17, 1862, that 
neither this contract nor any interest therein shall be transferred to any 
other party or parties, and that any such transfer shall cause the annulment 
of the contract as far as the United States are concerned. 

No member of Congress, officer or agent of the Government, or any 
person employed in the public service, shall be admitted to any share here- 
in, or any benefit which may arise herefrom. 

In witness whereof the undersigned have hereunto placed their hands and 
seals the day and date first above written. 

(Executed in quintuplicate. ) 

Witnesses : 

[L S.]» 

[L. S.] 

I do solemnly swear that the copy of contract hereto annexed is an exact 

copy of a contract made by me personally with ; 

that I made the same fairly, without any benefit or advantage corruptly to 

the said or any other person; and that the 

papers accompanying include all those relating to the said contract as re- 
quired by statute in such case made and provided. 



- of Engineers. 

Subscribed .and sworn to before me this day of 



Bond. 

Know ail men by these presents, That we, 

- are held and firmly bound to the United 

States ui Amenca in the sum of. lawful 

money of the United States ; for which payment, well and truly to be made, 
^ve bind ourselves and each of us, our and each of our heirs, executors, and 
ct^dministrators, for and in the whole, jointly and severally, firmly by these 
presents. 

Sealed with our seals, dated the day of. in the year 

of our Lord eighteen hundred and seventy- (187 .) 

The condition of this obligation is such, that whereas certain articles of 

agreement, bearing date the day of. , 187 , have been 

«utered into by and between , Corps of Engineers, U. 

^. Army, acting for and in behalf of the said United States, and the above 

* I* S. Locus Si^iliy the plac^ of the seal. 
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bounden , for 

, at Now if the above 

bounden shall, for and during the per- 
iod during which the said articles of agreement shall, by their original 
terms, as well as by reason of any extension of time which, as provided in 
said articles, may be granted for their performance, continue in force, duly 
and fully observe, comply with, and perform all and singular the terms, 

conditions, covenants, and agreements which, on the part of the said 

, are in said articles of agreement covenanted and 

agreed to be observed, complied with, and performed, then this obligation 
shall be void ; otherwise, shall remain in full force and virtue. 

In presence of us : 






U. S. Light- House Board. 
s*N. «o,r*M! •, ,TT ,o. Contract, 

see pages I'j^ 3ix> 337. 

Articles of Agreement, made and entered into between 



, of the county of . . 

and State of of the first part, and Parties. 

acting for 

and in behalf of the United States of America, of the second part, wit- 
nesseth : 

That the part of the first pnrt, in consideration of the matters herein- 
after referred to and set out, and of the specifications at- Terms or condi- 

, , , - . /. 1 . Wowi for party of 

tached hereto, and formmg a part of this contract, covenant first part 
and agree , to and with the party of the second part, to furnish all the ma- 
terials and labor necessary to completely construct, erect at the workshop, 
take down after acceptance, and deliver (except the woodwork, the glasL for 
the lantern, the lens, lamps, and other furniture belonging thereto), on 

board vessel at the port of , on or before the 

day of - - ., anno Domini one thousand eight 

hundred and seventy- , the metnl work for the _. , . , 

r , . , , r <-. 1 T 1 T Place and time of 

superstructure for a light house for Southwest Ledge, Long delivering materials 

* Must be sealed with wax or other adhesive substance. 
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Island SoQnd, and ihat the said 

shall 






\ hundred 



on or before the day of. , 

and , (18 ). 

And the said part of the first part further agree to forfeit the s 
twenty dollars per day, as liquidated damages, for each and Liquidaicd 
every day's delay in completing the work after the said dale, ''^•i^s'^i. 
said amount to be deducted from any sum due the said part of the first 
part in the hands of the Light-House Establishment, and to conform in every 
particular to the stipulations and conditions specified in this Specificaiions 10 
contract, and to the specifications and drawings hereto an- ir^ct. 
nexed, and which are to be considered as a part of this contract. 

The part of the first part agree to be governed in all matters regard- 
ing the work by the party of the second part, or the aathorized agent thereof, 
and that every portion of said work shall be subjected to a rigid inspection 
by the party of the second part, or his agents appointed 
therefor, and that this inspection shall be final. 1 

And the parly of the second part covenants and agrees to ' 
pay the part of the first part, as full consideration and 
price of and for said light-house , 



upon receiving satisfactory evidence that the work has been "po" " 
completed and delivered in accordance with the terms of this contract, and 
to the 'Satisfaction of the authorized agent of the parly of the second part ; 

Provided, however, that in case the party of the second Fcr faiurc to mm- 
part shall at any time be of opinion that this contract is not wntiTmay'^U t" ™ 
duly complied with by the part of the first part, or that v™^'^ ■">'! P3"y 
it is not in due progress of execution, or that the said part damaEts, 

of the first part irregular or negligent, in such case he, the said 

party of the second part shall he authorized to declare this contract forfeited, 
and thereupon the same shall become null, and the part of the first part 
shall have no appeal from the opinion and decision aforesaid ; and the right 
lo except to or question the same, in anyplace or under any circumstances 
whatever, is hereby released by the part of the first part ; but the part 
of the first part shall remain liable to the party of the second part for the 
damages occasioned to him by the said non-compliance, irregularity, or neg- 
V^gence, and that all money or reserved percentage that may be due by vir- 
\iieofthe provisions of this contract will be forfeited to the party of the 
lecond part. 

And it is further stipulated and agreed that no member of improper influence 
CoagrcBS shall be admitted to any share or part of this con- iiacis or ip^p"»- 
•ract or agreement, or to any benefit to arise therefrom ; and "°°' ^ wmki. 
this contract shall be in all its parts subject to the ternas and requisitions ol 
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a.D act of Congress passed on the l went y -first day of April, ia the yearof onr 
Lord one thousand eight hundred and eight, entitled " An Act cuncerning 

And this contract is also expressly understood to be sub- Law lindttng 
ject to the terms and conditions of the joint resolution of la apprapiiaiiani. 
Congress approved April fourteenth, one thousand eight hundred and 
fifty-two, containing a proviso in the following terms, vi^ : " Provided noth- 
ing herein contained shall be so construed as to authorize any officer or agent 
of the United Stales to bind the United States by contract beyond the 
amount appropriated by Congress, or to sanction any such contract hereto- 
fore made." 

And it is further covenanted and agreed, thai no person KidudingmpiOT- 
connected with, or engaged in the Light-House Establish- cials under penally 
ment service shall be allowed to contract for labor or materials, nor to be in- 
terested in this contract, nor to any benefit to arise therefrom ; and for any 
violation of this covenant and agreement the part of the first part shall 

forfeit all moneys which may become due -''"^IM 

this contract. ^M 

Provided, a!so, that it is expressly understood and agreed Noi to be juM^^B 
that this contract shall not be sub-let nor assigned; but "'"™«™^ '^ 
that it shall be well and truly carried out and fulfilled in good faith by the 
above recited part of the first part, and that payment on Pavnifnu lahc 
account thereof shall Ije made to the aforesaid part of ^bJe"'"' ' '' 
the first part, heirs, executors, or administra- 

tors, or to such person or persons as may lawfully authorize, by 



ethe: 






And provided further, that this contract shall not be bind- 
ing upon the United States until it shall have been approved 
by the Light House Board. 

And for the true and faithful performar.ee of all and sin- 
gular the covenants, articles and agreements hereinbefore particularly 
forth, the subscribers hereunto bind theit.selves, jointly and severally, 
and each of their successors, heirs, executors, and administrators, 
Bonihmin's Oaths, 

State of , ) 

CoMtity of. ,5 ' 

, being duly sworn, deposes and says that he 

resides at No. , street, in the of in the 

Slate of- ; and that the value of his property, over and above 

all debts and liabilities incurred by him, is over dollars, 

($ ,) and that he is fully responsible for the amount of his obligation 

n the foregoing bond by him executed. 






woni and subscribed this day of.. 



, before mc^ 
....[L.S.] 
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State of , > 

County of. ,\ ' 

, being duly sworn, deposes and says that 

he resides at No street, in the of- in 

the State of. ; and that the value of his property, over and 

above all debts and liabilities incurred by him, is over 

dollars, ($ ,) and that he is fully responsible for the amount of his 

obligation in the foregoing bond by him executed. 



Sworn and subscribed this day of. , 187 , before me. 

,[L. S.] 



Certificate of Solvency, ' 

I certify that I have made due and diligent personal inquiry as to the 
ability of the signers of the foregoing bond, and am satisfied that they are 

good and sufficient, and fully responsible for the sum of..-^^ 

dollars, ($ ) each. 



Date : 



Notes.— The sureties' certificate of solvency mtist be signed by an officer of the Government knows 
to the Treasury Department. 

Each surety will qualify in double the amount of the bond. 

I^orm of Bond with Contract, 

Know all men by these presents that we, 

, citizens of. State of- 

are held and firmly bound unto the United States of America in the sum of 

/dollars, ($ ), lawful money of the said United States 

of America, as liquidated damages, to be paid to the United States of 
America or its authorized agent ; for which payment, well and truly to be 
made, we, and each of us, do bind ourselves, and each of our heirs, execu- 
tors, and administrators, jointly and severally, firmly by these presents. 

Sealed with our seals, and dated this day of. anno 

Domini one thousand eight hundred and seventy- 

Whereas the above bounden 

by an instrument in writing, under hand and seal , dated the 

of. , contracted with the United States of America to construct 

and deliver the metal work for the superstructure of the light-house for 
Southwest Ledge, Long Island Sound, on the conditions and for the consid- 
erations in the annexed and preceding contract, according to the specifica- 
tions contained in or annexed to said contract and the plans alluded or re^ 
ferred to in the same : 

Now, therefore, the condition of the above obligation is such, that if the 

said 

Q 
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shall well and truly, and in good, sufficient, and workmanlike manner, fur- 
nish and deliver the said light-house mentioned in the aforesaid contract, 
and complete the same in accordance with the terms and provisions therein 
stipulated, and in each and every respect fully comply with the conditions 
therein contained, then this obligation to be void ; otherwise, to remain in 
full force and virtue. 

Signed and sealed in the presence of — 

Witnesses : 

[L. S.] 

(L. S.] 

[L. S.] 

[L. S.] 

Notes.— AH the signatures of bidders, contractor and sureties cbould hare affixed to them seals of 
wax or wafer, and their first names should be written in full, 
The residence of sureties and witnesses should be given. 
The b«ndsmen must qualify in the forms following. 

Thus covenanted, made, and agreed by the parties this ^*'«- 

day of anno Domini one thousand eight hundred and seventy- 

, as witness their hands and seals. 

Seal. 

SeaL 

[Seal. 

[Seal.] 

[Seal.] 

Signed, sealed, and delivered in presence of — 

Witnesses : 

WknesMSe 



Signature of partier 
under seaL 
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Forms used for Municipal Work, 




For the Construction of the Snyder Avenue Main Skwee, on 
Snyder Avenue, prom Sixth Street to the Delaware River. 



This Agreement, made this hoelflh day of July, in the year of our 
Lord one thousand eight hundred and seventy -JtTen, between " The City of 
Philadelphia,'' hereinafter called the party of the first part, and Hugh 
Di-ehan, of the City of Philadelphia, hereinafter called the party of the 
second part, 

VVitnesseth, That the party of the second part, for and in consideration 
of the payments hereinafter specified and agreed to be made by the parly 
of the first part, hereby covenants and agrees to furnish and deliver all the 
materials and to do and perform all the work and labor required to be fur- 
nished and delivered, done and performed in and about the construction of 
a certain Miin Sewer on Ike line of Snyder Avenue, from Sixth Street to the 
Delaware River, in the City of Philadelphia, as authorized by Ordinance, 
approved, in strict and entire conformity with the plans on file at the Survey 
Department, and in strict and entire conformity with the Specifications, a 
copy of which is hereto annexed, and which said plans and specifications are 
hereby made part of this agreement, as fully and with the same effect as if 
the same had been set forth at length in the body of this agreement. 

The party of the second part further covenants and agrees that all of said 
materials shall be of the best of their several kinds and qualities, and that 
all of said work and labor shall be done and performed in the best and most 
workmanlike manner : and that all of said materials and work and labor 
shall be subject to the inspection and approval of the Chief Engineer and 
Surveyor of Ihe City of Philadelphia, or his duly authorized assistant, and 
e any of said materials or work shall be rejected by the said Chief En- 
gineer and Surveyor or his assistant, as defective or unsuitable, then the said 
materials shall be removed and replaced with other materials, and Ihe said 
i work shall be taken down and done anew to the satisfaction and approval of 
I the said Chief Engineer and Surveyor or his assistant, at the cost and expense 
I of the party of the second part. 

The party of the second part further covenants and agrees that all of said 
|i materials shall be furnished and delivered, and all of said work and labor 
Bshall be done and performed to the satisfaction and approval of the said 
■"Chief Engineer and Surveyor, on or before the expiration oitwelve months 
l&om the date of notice to commence work under this contract, and if for any 
, except for the written consent of the said Chief Engineer and Sur- 
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veyor, as hereinafter provided, the comptetlon nf the said work shall be 
layed beyond that date, then the party of the second part shall pay to 
party of the first part, as liquidated 4ai>iages and not as a. penally, the s 
of Twenty Dollars per day for each and every day during which the said 
work shall be so delayed. But ihe said Chief Engineer and Surveyor, upon 
written notice from the parly of the second part, of the existence of cj 
over which he has no control, which must delay the completion of the 
work, may extend the period of its completion, and in such case? 
damages for delay shall begin to run from the period to which the dat 
completion shall have been so extended. 

And it is further expressly understood and agreed by and b:^tweeri 
parties hereto, and it is hereby made part of this agreement, lh.it if ir 
opinion of the said Chief Engineer and Surveyor the party of the sccol 
part shall be prosecuting the said work wilh an insufficient fc 
men, or with an insufiicient stock of materials for (he prompt completion 
the said work, or shall be improperly performing ihe said work, 
continue the performance of said work before completion, or shall neglect 
or refuse to remove such materials or to take down and rebuild such work 
as shall be rejected by the said Chief Engineer and Surveyor as defective or 
unsuitable, ihcn in any such case, it shall be lawful for the said Chief Engi- 
neer and Surveyor, and he is hereby authorized and empowered to purchase 
such materials and to employ such contractors or workmen as in his opinion 
shall be required for the proper completion of the said work, at the cost 
and expense of the party of the second part. 

And the parly of the second part further covenants and aijrecs properly 
to enclose the said work and to place signal lights thereon all night, and lo 
he responsible for and pay all loss or damage which may in any 
arise by reason of the construction of the said work, during the progress 
the same. 

The party of the second part further covenants and agrees not lo as: 
transfer or sub-let this contract. It is further expressly unde'stood 
agreed by and between the p.irlies hereto, and it is hereby made part of 
this agreement, that nothing contained in this contr.ict or in the specifica- 
tions hereto attached, shall be taken or construed to preclude the party of 
Ihe first part from contesting the estimates or certificates of the Chief En- 
gineer or other Officer, or the claim of the party of the second part under 
ihis contract, or tinder such estimate or certificate, but the party of the first 
t shall be at full liberty to take every legal defense to the character, 
qiialily and quantity of the said work and materials, and to Ihe time and 
n which the same shall be furnished and done, notwithstanding the 
(s or approval of the said Chief Engineer or other Officer,* 
msidrration of the premises, the party of the first part hereby agrees 
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to pay to the party of the second part the following prices as full compensa- 
i for furnishing all Ihe material and labor in buildiriij and constructing, 
and in all respecls completing the aforesaid work and appurtenances, in the 
manner before specified, to wit: 

For furnishing the materials and building the sewer and appurtenances, 
according to the plans and specifications, and including all the excavation, 
whether rock, earth, quicksand, caves, or otherwise ; also all piles driven to 
such depths as may be ordered to render the work secure ; also all timber 
and plank used for sheet-piling, foundations and for supporting the banks 
ir sides of the excavation ; also all embankment for foundation or covering 
ir elsewhere; also the filling in of the earth around and over the sewer and 
appurtenances to the height which previously existed, unless otherwise di- 
rected; also the repairs to the water-pipes and gas-pipes; the removal and 
disposal ol all rock, rubbish, or surplus earth dug out of the trenches, the 
taking up and removing the paving stones, and the earth and sand from the 
trenches, to such part of the street or vicinity as may be directed by the 
Engineer ; also all the relaying of curb, gutters, flag and paving stonesi 
rendered necessary by the construction of the work ; also the furnishing of 
earth or sand for refilling the trenches, in case of deficiency ; also the pre- 
paration of the bottom, where rock has been blasted out ; also all pumping 
ind bailing rendered necessary by the character of the work; also the 
cleaning out of the sewer and drains, and the removal of all rubbish imme- 
diately after the completion of each section ; also all loss or damage to 
person or property, arising out of the nature of the work aforesaid or its 
prosecution, or from the action of the elements, or from any unforeseen ob- 
structions or difficulties which may be encountered in the prosecution of the 
; including also the furnishing of all necessary materials and labor, 
and the performance of the wholt of the work mentioned in the specifiea- 
.ions, and also all expenses incurred by or in consequence of the suspension 
ir discontinuance of said work as before specified, or of a faithful comphance 
*ith each and every of the requirements of this agreement, and for well 
»nd faithfully completing the same, and the whole thereof, in the manner 
elsewhere specified, to wit ; provided the amount to be paid under this con- 
tract shall not exceed in the aggregate the sum of fifty-seven thousand one 
hundred and twenty-five dollars. 

Tor sewer 5|i feet in diameter, per hneal foot, tive dollars,.- $ 5.00 

" " 6 " " " " twelve dollars ij.od 

" " 6>i " " " " fifteen dollars 15.00 

" " 7 " " " " twenty dollars 20.00 

" " 7'A " " " " thirty dollars 30.00 

" 8 " " " " thirty dollars 30.00 

Payment therefor to be made in monthly instalments, upon certificates 
furnished by the Chief Engineer and Surveyor aforesaid, of the amount of 
work satisfactorily executed during each month, less twenty per cent, to be 
retained until the completion and acceptance of the said work. The said 
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For Completiok of Cool Sfkhtg Resesxoik. WnjiixGTOx. Do* 

THTf A.-;;;r.r*rEK*: made this SrifcnUenth dav of Tm/v. one thoosauii 
rirri*. MinaT*L anc sn^nity-sn'm. between P. F^ C ' and J. K 

:n. . :> «;•' Phiuidrlphia, State of PcnnsyhtanidL^ of the first part, ani 
■^ v.*f. ^ -iJni.^nd. 'Jjnus Bradford and drsar A. Kodmy^ Water Coin- 
miiii^ionerf o:' the Cit> of Wihnin^on. State of Delaware, of the second 

The ahov; mentioned Commissioners were appointed by act of the Gen- 
rrn. Af«pmbJ> of the State of Delaware, passed at Dover on the twentietb 
ti.: n- Marv-h. One Thousand Ei;:ht hundred and Seventj'-Se^en. ) 

\\ :!n;*>sc»!h. that the- said P. F. C and J. K , in considciatioD 

cs \\>i rov£»r.an:i- of the said Corrmissioners, hereinafter contained, do cov- 
i-n;in: nr»t\ aj'-et tr and with the said Commissionei^ to complete the North 
lv;siv of thi v'^oo'. Sprir-iZ Reservoir in the time and manner as required by 
f]>< rtfiarh.V. p-mtcd Snecinrations (seepage 104) and in accordance wifs 
fiM p?:ir.v ant. tiirivtjors of the Engineer in charge of the said work ; abo 
. . '^'MT^'.^?* th. Souti. Basin of said Reservoir at such time as mav hereafter 
!s * v,^. \ ^ viw. v"omm;ssi oners and under the conditions of section first of 
l|.. -iff -« I'i*''!. stvv'»vm;'0^>. 

\i*<. 1^^. '-I'* * on Mr»;^i oners do covenant and agree to pay to the said 

/ s . tin >v]ir. of Thirty-three thousand dollars (833,000)3: 

^^^^ !,,„,„ .,.., .. M>r mannor spcriried in article thirty-four (34) of the ai- 

^ih^«tM x|><N»'^ :»«»«^">*' ♦^^ **^^ material and labor icqaired to complete tbe 
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North Basin of the said Reservoir, and also to pay the said C ' &* K 
at the times and in the manner specified in Article Thirty-four (34) of the 
attached specifications, the sum of Thirty -six thousand dollars (36,000) sub- 
ject to the conditions of Article First of said specifications for the labor and 
material required to complete the South Basin of said Reservoir. 

And it is mutually agreed by both parties to this contract that they shall 
be governed in all things relating to the work at Cool Spring Reservoir by 
the attached printed specifications or by such -alterations or modifications of 
the same as shall hereafter be agreed upon by said parties. 

In witness whereof we have hereunto set our hands and seals this seven- 
teenth day of July, one thousand eight hundred and seventy-seven. 

Signed, J. P. A , (seal) 

J AS. B , (seal) 

Witnesses : C. A. R , (seal) 

JOB. H. J , Water Commissioners, 

WM. F , 

P. F. C , (seal) 

J. K , (seal) 

Contractors. 



Boston Aqueduct, 

Contract for Iron Pipe. 

Articles of agreement, made and concluded the day 

of in the year eighteen hundred and forty-seven, 

between 



of the one part, and the Water Commissioners of the City of Boston, of the 
other* part, whereby it is covenanted and agreed as follows, to wit : the said 



hereby covenant and agree that ' will construct, furnish and 

deliver, in a good and sound condition, agreeable to the specifications here- 
inafter contained, on some wharf in the City of Boston, as may be designated 
by said Commissioners, a quantity of cast iron water pipes, as follows, 
to wit : 



including such variety of branch, curve, bevel hub, double hub, hydranf 
bends, taper pipes, sleeve pieces, and such other pieces for connecting with 
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those above desigf'ated, as may be required by ihe said commissioners. It 
is understood that the diameter of pipes refers to the interior diameter. 

The pipes to be constructed so as to form, in laying down, KinJuijomt. 
the connection designated as the faucet and spigot joint. The dimension! 
and form of the hub, or socket end, and also the bead c-n the spigot end, 
are to be made in conformity with the plan submitted by the Chief Engineer, 
in the employ of the Water Commissioners. 

The single hub pipes, including taper pipes and curved pipes, with the 
ordinary straight pipes, are to be made in lengths of 9 feet, L«iph oipiKd 
including the hub or socket. The double hub pipes are to be in lengths or 
pieces of 4 feet. The branch pieces are to have such length as will allow 
Ihe joints to be conveniently made, beyond the curvatures of the several 
branches. 

The sleeve pieces will vary in dimensions, so as to suit the dtfferent-aied 
pipes, according to the drawing of the aforesaid engineer. 

The thickness of metal to be, fur 30-inch pipes, i inch ; Tludcn™e(BBil 
for 74-ini;h pipes, ^; for 20 and i&-inch pipes, ^; for 12, 6 and 4'inch 

The pipes to be made from pig iron, of a quality ChBracinofajiinB 

to m.ike a sound and strong casting, and such as will bear drilUng and Gling, 
and be cast from a cupola or air furnace. All straight pipes to be 

cast in a vertical position with tlic hub end down, and all other pipes Co be 
cast in the same position, so far as their form will permit. 

Care shall be taken to guard against the pipes falling short Unifonniiy in 
of the specified diameter in the inside, and that they do not 
exceed the specified diameter more than 3-16 of an inch, for i6-iiich pipes, 
and a proportionate excess for pipes of intermedi.ite and smaller sizes ; and 
th.1t in all cases they have such uniformity in diameter as will not impair 
the facility of making the lead joint ; and to guard against inconvenience in 
assorting the pipes, the said contractor agree to put a conspicuous mark 
on each end of each piece of pipe that exceeds the exact diameter, by.which 
the varying diameters may be designated and known, to wit; those that 
exceed the exact diameter by the least amount, are to be designated as No. 
I. Those that exceed the exact diameter by the next largest amount, as 
No. z. And those that exceed the exact diameter by the largest amount, 
as No. 3. 

The pipes shall be uniform in the thickness of metal, as Thickn™ of nwui, 
specified for the several different sizes or diameters, and care 
taken that they shall not be less than the specified thickness, nor exceed the 
same, more than will produce an extra weight, or a deficiency of weight of 
one hundred pounds per piece of 3Ci-inch pipe, eighty pounds per piece of 
r^-inch pipe, seventy pounds per piece of 20-inch pipe, fifty-five pounds per 
piece of 1 6- inch pipe, forty pounds per piece of 1 2-inch pipe, twenty pounds 
~ece of 6-inch pipe, and ten pounds per piece of 4-inch pipe, over a 
lotion ol the contents specified, which is to be computed at theiy 
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of twenty-seven hundredths of a pound to one cubic inch of metal. And 
pipes not conforming to this specification shall be rejected. 

By uniformity of thickness is understood that the pipes shall not vary from 
the specified thickness more than i- 16 of an inch on either side. This uni- 
formityy and also the quality of the metal, shall be tested, in any manner the 
said engineer shall deem satisfactory. 

After delivery on the wharf, as before provided, the 30, 24 and 20-inch 
pipes are to be subjected to a proof of two hundred and fifty Proof. 
pounds pressure per square inch ; and all other pipes to a pressure of three 
hundred pounds per square inch. The pipes to be inspected and proved by, 
and under the direction of, the aforesaid engii^eer, and at, the expense of 
the aforesaid commissioners. If any pipes are increased in thickness of 
metal, a corresponding increase of pressure in the proof will be applied. 

The pipes, branches and other pieces, to be furnished in Ordet of delivery, 
such order, in regard to the different kinds, as may be required by the 
aforesaid engineer, who will give bills specifying the order for delivery. 

The time of delivery to be as follows, to wit : 

Tons. 
(( 



(< 

it 

(< 
<( 



The said commissioners may increase the quantity of .Quantity may be 

increased. 

pipes, beyond what is herein provided for, to any extent, 
not exceeding 10 per cent, of the specified amount, provided notice is given 
the Contractor of their decision to require it, at least three months before 
the time for the last delivery. 

In this contract a ton weight is understood to mean a Ton Weight, 
gross ton, or to contain 2,240 pounds. 

And the said Commissioners do hereby engage that, whenever in the 
opinion of the said Chief Engineer, this contract shall be wholly completed 
on the part of the said contractor , they will pay for said work as follows : 

For straight and taper pipe. 

For curved and branch pipe. 

The prices above specified to be in full compensation, and to include 
every charge for materials, workmanship and safe delivery, as provided in 
this contract. 

During the prosecution of this contract, the said Com- Monthly estimates 
mtssioners agree to pay, on the certificate of said Engineer, as the pipe are 
delivered in accordance with the terms and provisions of this contract, as 
foUoirs :-*Tliat on the delivery of a lot or parcel, as herein provided, the 
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Commissioners shall have, and is hereby invested with all the powers here- 
inbefore given to the said Chief Engineer in the premises. 
Signed, Sealed and Delivered in presence of 



See page xia 

Articles of Agreement Between the Trustees of the Univer- 
sity OF Pennsylvania and Messrs. Struthers & Sons. 

Aticles of Agreement made and entered into the day of March, 
in the year of our Lord one thousand eight hundred and seventy-one 
' (187 1 ), between the Trustees of the University of Pennsylvania, of the 
first part, William Struthers, John Struthers, and William Struthers, Jr., 
'all of the city of Philadelphia, copartners as contractors and builders, under 
the firm of Struthers & Sons, of the second part. 

The said William Struthers, John Struthers, and William Struthers, Jr., 
copartners as aforesaid, for themselves jointly and severally, and for their 
respective executors and administrators, and for every of them do, and 
each of them doth hereby covenant and promise, and agree to and with the 
said The Trustees of the University of Pennsylvania, and their successors 
in manner following ; that is to say, that they, the said William Struthers, 
John Struthers, and William Struthers, Jr., copartners as aforesaid, their 
several executors and administrators, for and in consideration of the sum of 
two hundred and thirty-one thousand nine dollars, to be paid to them by 
the said parties of the first part, at the times and in the proportions herein- 
after set forth, shall and will at their own proper costs and expense for all 
material, carriage, labor, machines, insurance, and other charges,, before the 
first day of August, in the year of our Lord one thousand eight hundred 
and seventy-two, with the best materials of the kinds specified and suitable 
for the proper purpose, substantially and in true workmanlike manner, to 
the entire satisfaction and under the supervision of Thomas W. Richards, 
the Architect appointed by said parties of the first part, and also with the 
approval of the Building Committee of the said The Trustees of the Uni- 
versity of Pennsylvania, erect, build, set up, and finish according to the 
true intent and meaning of, and conformably in every respect with the 
plans, elevations, sections, drawings, and dimensions hereby adopted, and 
the specifications hereunto annexed, a Building with its appurtenances for 
I the use and accommodation of the said The Trustees of the University of 
Pennsylvania and their successors, on the lot of ground bounded by Thirty- 
fourth and Thirty-sixth streets, and by Locust and Spruce streets in the 
city of Philadelphia, and upon the site therein designated by the said Ar- 
chitect and Banding Committee — it being hereby agreed and covenanted 
W ^d between the said parties of the first and second part that the sped- 
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ficatioiis severally signed by the respective parties, and hereunto annexed 
before the execution of these presents, together with the plans and draw- 
ings by attestation of the said parties bearing even date herewith, shall be 
as valid and as binding to all intents and purposes as if in these Articles 
particularly set forth or incorporated : and further, that the decision of the 
said Thomas W. Richards, the architect aforesaid, shall be final and con- 
clusive in any dispute which may arise by and between the parties hereto 
relative to the true purport and meaning of the plans and drawings hereby 
adopted, and of the specifications hereunto annexed ; and it is hereby cove- 
nanted and agreed, and distinctlv understood by and between the parties to 
this Agreement, that the said William Struthers, John Struthers, and Wil- 
liam Struthers, Jr., copartners as aforesaid, shall not let or transfer this 
contract for erecting the said BuUding to any other person or persons, but 
will severally give their supervision to its complete performance ; and it is 
hereby fiirther covenanted and agreed by and between the said parties 
hereto, that upon notice from the Architect aforesaid, or from the Building 
Committee of the said parties of the first part, the said William Struthers, 
John Struthers, and William Struthers, Jr., copartners as aforesaid, their 
respective executors or administrators, shall and will take down, change, 
alter and reconstruct at their own proper cost and expense, any and all 
unfit and unsatisfactory workmanship or materials made use of in the con- 
struction of the said Building, and the said Architect and Building Com- 
mittee shaU jointly have the right to object to and to require the removal, 
change, and alteration of any and aU materials and work not correspond- 
uig in quality and manner to those respectively designated in the specifica- 
tions hereunto annexed, provided ne\*ertheless, that such removal, change, 
or alteration shall be required within two wteeks next after the setting up or 
use of the materials or doing of the work objected to as aforesaid. And it 
is further covenanted and agreed by and between the said parties, that if 
the said parties of the first part shall, within three calendar months next 
after the date of these presents determine to have the said Building con- 
structed without the two Towers now marked on the plans hereby adopted, 
or to postpone the erection thereof, the sum of four thousand five hundred 
dollars shall be allowed by the said parties of the second part, and be de- 
ducted from the consideration money hereinbefore named ; and further, 
that if by like determination and direction, the terra cotta chimne^-s and 
pinnacles according to the said plans and specifications, shall be omitted, 
the sum of eight thousand dollars shall be allowed and deducted from the 
consideration money aforesaid, provided nevertheless, that notice in writing 
of such intended omissions or alterations shall be gi\'en by the said parties 
of the first part within the said three months to the said parties of the 
second part. And it is hereby further co\-enanted and agreed by and be- 
twtren the parties hereto, that in case any other omissions, al^rations^ ad- 
ditions or extra work from or to the said designs^ plans, and specifi* 
^bsdljf fay the said Building Committee, be thought neces- 
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sary or expedient to be made or done during the course of the erec- 
tion or construction of any part of the said Building or its appurtenances, 
the said omissions, alterations, additions, or extra work shall not in any 
way affect or invalidate these Articles of Agreement, but the particulars in 
writing of such proposed omissions, or alterations, or additions shall be 
signed and delivered by the said Building Committee, or the Chairman 
thereof, to the said William Struthers, John Struthers, and William 
Struthers, Jr., copartners as aforesaid, their several executors or administra- 
tors, who shall and will thereupon make and perform such additions or allow 
such omissions accordingly; and thereupon if the said parties of the first 
and second part cannot forthwith agree upon the proper increase to or 
abatement from the consideration money hereinbefore named on account of 
the said additions, alterations, extra work, or omissions, then the same shall 
be referred to the decision of three disinterested persons, one of whom shall 
be chosen by each of the said parties, and they two shall call in an umpire, 
and the joint award or determination of a majority of the said referees rela- 
tive to the value of the said additions, extra work, alterations, or omissions, 
and of the consequent increase or abatement of the consideration money 
aforesaid shall be conclusive and binding upon both the said parties, their 
successors, or their executors and administrators respectively. 

And it is hereby further covenanted and agreed by and between the said 
parties of the first and second parts, that during the construction of the said 
Building, and until the completion thereof and its delivery to the said The 
Trustees of the University of Pennsylvania, and their successors, the said 
William Struthers, John Struthers, and William Struthers, Jr., copartners 
as aforesaid, their several executors or administrators, shall and will save 
and keep harmless and indemnified the said parties of the first part and 
their successors from all actions, suits, costs, and penalties, by reason of any 
neglect of city ordinances, encroachments upon neighboring premises, or 
from any other misfeasance or nonfeasance, accident, neglect, or other 
cause whatsoever, by or through the acts or defaults of any person or per- 
sons employed by the said parties of the second part in the erection of the 
Building, and all losses, costs, damages, penalties, or expenses thereby in- 
curred or occasioned, shall be borne, suffered, and paid for by the said par- 
ties of the second part, their several executors or administrators. And it is 
hereby further covenanted and agreed by and between the said parties here- 
to, that the said parties of the second part, when and as often as by the 
said Building Committee so required, shall and will insure the said Build- 
ing, at the cost of the said contractors, from all general and special risks 
for such sums not exceeding two hundred thousand dollars* and in such fire 
insurance companies as the said Building Committee may approve, and 
shall and will forthwith assign and transfer the several polices of insurance 
to the said The Trustees of the University of Pennsylvania, and their suc- 
cessors, to be held by them unt I the completion and delivery of the said 
Building, as security against any loss that might occur by the destruction or 
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injury of the said premises. And the said parties of the second part io 
hereby covenant and agree to and a'ith the said parties of the first part, thai 
nti the first Monday of each and every month, commtncing with the first 
Monday of June next ensuing ihe dale hereof, and thereafter until the laid 
Iluilding shall be finished, they, ihe said William Slruthers, John Strulheis, 
and William Struthcrs. Jr., copartners as aforesaid, their several executors < 
or administrators, shall and will make out and furnish to the said Architect, 
or to the said iSuilding Committee, a careful and detailed statement and ex- 
hibit of the materials used in and towards the actual erection and construc- 
tion of the said Building, and of the work done thereon during the month 
next preceding, not including in such statemcn*. any materials intended or 
prepared for use therein, if ihc same be not at the date of such statement 
actually and permanently set up or worked into the said Building, in ac- 
cordance with the plans and specifications hereby adopted, which said siate- 
menl and exhibit shall be submitted to the said Architect, who shall ex- 
amine and verify the same, and shall thereupon determine the fair cash 
value of the materials and work therein specified, and from and out of the 
amount of each and every monthly valuation as aforesaid, ten per centum 
thereof shall be reserved and retained by the said The Trustees of the Uni- 
versity of Pennsylvania, and their successors, upon making each mnolhly 
payment as hereinafler provided, as a security and guaranty for the true 
and faithful performance of the agreements and covenants of the parties of 
the second part herein contained. And the said parties of the second part 
do hereby further covenant and agree with the said parties of the first part, 
that in case default shall be made in completing and finishing the said 
Building and its appurtenances, in accordance with these Articles of Agree- 
ment, and delivering the same lo the said The Trustees of the I'nivcrsiiy 
of Pennsylvania, and their successors, on or before the first day o( August, 
in the year of our Lord one thousand eight hundred and seventy-two, it 
shall and may be lawful for the said parties of the first part to keep and re- 
tain out of any moneys in their possession to which, upon final settlement 
as hereinafter provided, the said William Siruthers. John Struthera, and 
William Struthers, Jr., copartners aa aforesaid, their executors or adminis- 
trators, might or would be entitled, the sum of two thousand dollars for each 
and every calendar month, o r the pari of any calendar month, that default 
shall be made as aforesaid, not as a penalty, but as liquidated damages 
due by and received from the said parties so in default, and which 
liquidated damages the said William Siruthers, John Struthers, and 
William Struthers, Jr., copartners as aforesaid, jointly and severally, 
and for Iheir several executors and administrators, do and each cl 
them doth hereby covenant and consent to be charged with, and lo 
pay in the manner aforesaid lo the said The Trusiees of the University 
of Pennsylvania, and thtir successors. And the said The Trustees 
of the University of I'enusylvania, for themselves and their successors, do 
ity ravcnant, promise, and agree to and with the said William 
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Stnithersy Jolin Struthers, and William Struthers, J r., copartners as afore- 
said, their several executors and administrators, that for and in considera- 
tion of the erection, construction, and finishing of the aforesaid Building 
with its appurtenances, in conformity with the plans and specifications here- 
by adopted or hereunto annexed, as well as of the true and faithful perform- 
ance of all and every the covenants and agreements herein contained, on the 
part of the said parties of the second part, the said parties of the first part 
shall and will well and truly pay, or cause to be paid unto the said parties 
of the second part, the sum of two hundred and thirty-one thousand nine 
hundred dollars, subject to abatement therefrom or increase thereto in man- 
ner aforesaid, in the several instalments, and at the respective times herein- 
after mentioned for the payment thereof, that is to say, in each and every 
month during the construction of the said Building, such sum as by the 
statement of materials used and work done, and the valuation thereof by 
the said Architect, shall appear to be due, whenever and as soon as such 
valuation shall be determined, first, nevertheless, deducting therefrom ten 
per centum of the amount thereof, to be reserved by the said parties of the 
tirst part. as hereinbefore covenanted ; and when and as soon after the said 
Building with its appurtenances shall be completely erected, constructed, 
and finished, aiid ready for immediate occupancy, and all stone, soil, rub- 
bish, and superfluous matter shall have been entirely removed, and the said 
premises delivered up to the said The Trustees of the University of Penn- 
sylvania, that then the said The Trustees of the University of Pennsylvania, 
and their successors, shall and will well and truly pay or cause to be paid 
unto the said William Struthers, John Struthers, and William Struthers, 
Jr., copartners as aforesaid, their several executors and administrators, the 
full and entire balance and residue of the said sum of two hundred and 
thirty-one thousand nine hundred dollars (subject to abatement therefrom 
or increase thereto, in manner aforesaid, or deduction therefrom on default 
of completing the said building within specified time) then remaining due 
and unpaid, including all sums of ten per centum reserved from each and 
every monthly settlement as aforesaid, it being understood that no interest 
shall accrue or be payable upon any sums so reserved. 

And the said parties of the first part for themselves and their successors 
do hereby further covenant and agree to and with the parties of the second 
part, that upon the completion and delivery of the said building, they, the 
said "The Trustees of the University of Pennsylvania," and their success- 
ors, shall and will purchase all policies of insurance effected as hereinbefore 
provided, to an amount not exceeding two hundred thousand dollars, and 
^Upay, therefore the amount of premium paid by the said parties of the 
second part for the said several insurances, excepting, nevertheless, such 
part of the said premiums as shall at any time have been paid for extra risks 
while building. And it is hereby further covenanted and agreed by and 
hetween the said parties hereto, that whenever so required by either of the 
^ parties of the first or second parts, the work done, and the materials 
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tiienid ** The Trustees of the University of Pennsylvania," and all said 
agreements and acts of the said building committee shall be as valid and 
binding to all intents and purposes upon the said " The Trustees of the 
University of Pennsylvania," and their successors, and upon the said Wil- 
liam Struthers, John Struthers, and William Struthers, Jr., copartners as 
aforesaid, their several executors or administrators, as if formally entered 
into by and with the said " The Trustees of the University of Pennsylvania*' 
under their corporate seal. 

In testimony whereof the said ** The Trustees of the University of Penn- 
sylvania " have caused these presents to be sealed with their corporate or 
common seal, and the said William Struthers, John Struthers aiid William 
Struthers, Jr., copartners as aforesaid, have hereunto severally set their 
hands and seals the day and year first before written. 

This was followed by an agreement authorizing the majority of the 
" Building Committee'* to represent the trustees. 



General Form of Contract Between a Firm and Contractor. 

Articles of Agreement, made and concluded this day of 

Anno Domini One Thousand Eight hundred and 
by and between 

party of the first part, and 
party of the second part. 

Witnesseth, That for and in consideration of the payments and cove- 
nants hereinafter mentioned to be made and performed by the said party 
of the second part, the said party of the first part doth hereby covenant 
and agree to 



The whole of the said work to be erected, constructed and finished, in con- 
forauty with the instructions which shall from time to time be given by the 
Engineers and Architects of the party of the second part, and in full ac- 
cordance with the plans thereof prepared by 

and with the specifications, a copy of 

trhidils hereunto attached, which plans and specifications are understood 
asfermingpart of this agreement. The aforesaid work to be commenced 

and finished on or before the day of 

Anno Domini One Thousand Eight Hundred and 

Aad the said party of the second part doth hereby promise and agree to 
R 



pay to the said party of the first part for the full and raitlifnl peHbnnanee 
of this contract the sum of dotUn. 

Payment to be nude in the following manner, to wit : ^^ 



And when all the work embraced in this contract is completed agreeably to 
the specihc^tionii and in accordance with the directions and to the satisfac- 
tion of the Engineers and Architects, there shall be a final estimate made 
of the quantity, character and value of said work, agreeably to the terms of 
this agreement, when the balance appearing due to the said party of the 
!ir»t part, shall be paid to upon giving a release 

under seal to the said party of the second part from all claims or demands 
whatsoever growing in any manner out of this agreement, and upon 

presenting clear evidence satisfactory to the Engineers and Archi- 
tects that all bills and claims against that in any way might 
remain as a lien against this work are fully paid and discharged. 
The said parly of the first part further agrees that before any payments 






n the SI 



satisfactory security 
ance of this conirac 
from all loss, cost o 
mands for materials, 
damages arising fr» 
construction of said building, 
streets on which the 



by said party of the second part under this ct 
will execute to said party of the second part bonds 
dollars, with 
said party of the second part for the faithful perform- 
and indemnif\ing the said parly of the second pari 
damages, for or by reason of any liens, claims or de- 
ir from laborers, mechanics and others, or from any 
1 accidents to mechanics or laborers employed in the 
for damages resulting Id persons passing on 
being constructed, or for damage done 



to adjacent properties by the construction of said 
positing material in such a manner as to damage either I 
dividual ; said bonds and security to be and remain in fori 
months after &aid shall hav 

and accepted. 

it is further agreed 
refuse, neglect or fron 
men and supply of m 
Architects for its cor 
then and in that ca^e 






r the in- 



npleled 



and understood that should the party of the first part 
n any cause fail to prosecute the work with a force of 
alerials sufficient in the opinion of the Engineers and 
npletion within the time specified in this agreement, 
the Engineers and Architects or such agent as they 



shall designate, may proceed to employ such .1 number of workmen, < 
seers and laborers and purchase such materials as may in the opinion of" 
said Engineers and Architects be necessary to insure the completion of the 
work within the time hereinbefore limited at such wages and prices as they^ 
may ftnd it necessary or expedient to give, pay all indebtedness so incurred, 
and charge over the amount so paid to the party of the first pan as for s^ 
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much money paid to said party of the Grst part on this contract : 
said Engineers and Architects may at their discrt^tion, for the faHare to 
prosecute the work »ith 3D adequate farce, for non-comphance with their 
direclipns in regard to the manner of constructing it, or for any other 
omission or neglect of the requirements of this agreement and specifica- 
tions on the part of the party of the first part, declare this contract or any 
portion or section of it forfeited ; which declaration and forfeiture shall -ex- 
onerate the said party of the second part from any and all obligations and 
liabilities arising under this contract, the same as if this agreement had 
never been made, and any reserved percentage or balances unpaid upon 
any work done by the said party of the first part may be retained forever 
by said party of the second part. 

It is mutually agreed between the parties to this agreement, that if any - 
changes, alterations or omissions are made in the building during the 
progress of the work, the value of such changes, omissions or alterations 
shall be decided by the Engineers and Architects, who shall make an equita- 
ble allowance for such changes, omissions or alterations, and shall add the 
amount of said allowance to the contract price fi>r the work if the cost erf 
the work has been increased, or shall deduct the amount from the contract 
price if the cost of the work has been lessened, as they the said Eagineers 
and Architects may deem just and equitable. 

And it is mutually agreed and distinctly understood that the decisaoo of 
the Engineers and Architects shall be final and conclusive in xay dispute 
which may arise b^ween the parties to this agreement, relative to or touch- 
ing the same, and each and every of said parties do hereby waive any ri^t 
of action, suit, or suiis or other remedy in law or otherwise, by vtrtoe of 
said covenants, so thui the decision of the said Engineers and Architects 
shall in the nature ot ^a award be final and conclusive on the rights and 
claims of said parties. 

Is witnoas whereof 



f OKM PMt " Ricmr or Wat " Gkutt ix Fee. 

This ImKiTTUKE, made this day of 187 

bcf w <rf the Comatj of 

St^c of PcBHryhrania, party of tlK first part, and iIk 

Company, parlies of the ^Kond part, witnc^cA: 

7h< far, and in cuaadciatiDn of one doOai:, bwhd iBoaey, faj tbe pailiB 

•ffte seooad part to the said panty of the fast part well and trvly paid 

,htSaK Ibe ensealing xad delivery of these pccsenb, tbe receipt mi atai b 

.IlVRbf aKfanowkdged; tai^eet to the farther piyiMeMt of 
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dollars, to be paid when work is commenced on the lands of the party of the 
first port, the said party of the first part does hereby grant, bargain, sell, 
assign, convey, conlinn, release and set over unto the said parties of the 
second part, their iiuccessors and assigns, a certain strip of land lying along 
the located line of the Company, as the 

same has been now, is, or may hereafter be located, not to exceed one-half 
rod on each side o{ said centre line, with the right of said party of ihc second 
part by themselves or their employees, to enter upon s^iid lands lying in the 
county aforesaid, for the purpose of constructing one or more lines of pipe 
with necessary stations and telegraph, and of maintaining the same forever. 
Reserving, however, the right to the party of the first part in all cases where 
the land is under or ausceplible of cultivation, to use the lame for thai pur- 
purpose, and also reserving all minerals therein. 

And the snid 
for himself and his heirs, executors and admmistrators, doth covenant with 
the parties of the second part and their successors and assigns, to war- 
rant and defend the said parties of the second part and (heir successors and 
assigns, in the full and free enjoyments of all, and singular the premises 
and rights hereby granted, against all persons whomsoever. 

In witness whereof, the said parlies of the first part have hereunto set 
their hands and seals the day and year first above written. 

Signed, sealed and delivered [Seal.] 

in presence of 

[Se.1.1 



County of 1 ^^H 

.State of Pennsylvania. £ '^' 

This d.iy of A. D, 1S7 before me, the subscriber 

a of said county, personally appeared the above named 

who, in due form of law, acknowledged the foregoing 

Indenture to be .icl and deed, and desired that the same might be 

recorded as such. 

Witness my hand and seal the day and year last above written, 



[L.! 
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Prelimimarv Agreement to Grant a " Right of Way,' 




Know all men by these presents, that 

for and in consideration of the advantaECs to be derived 

from the location and construction of the railroad as hereinafter mentioned, 

and of the sum of. dollars to in hand paid by The 

Company at or before the execution hereof, the receipt where- 

s hereby acknowledged, and of the further sum of. dollars 

lawful money to be paid to by the said Company upon the execution 

and delivery of the conveyance or release hereinafter mentioned, do hereby, 

for heirs, executors, administrators, and assigns, grant to the said 

Company, their successors and assigns, the privilege of surveying, locating, 
constructing, and using, by themselves, their engineers, contractors, agents, 
employees, a railroad upon such line or route therefor as may be 
adopted by said Company, through, over, and upon a certain tract or par- 
eel of land belonging to situate in Township, County, and 

Slate of. - - . .a plan whereof, more particularly showing said line or 

route of said railroad, may be hereto attached 

And do also, for heirs, executors, administrators, and assigns, 

hereby covenant and agree to execute and deliver to the said The 

■ , Company, their successors and assigns, a proper deed of conveyance, or re- 
lease for the right of way for the said railroad, through the whole length or 
breadth of the above mentioned tract of land, if required, said right of waj 

e not over feet wide, with such additional widths for slopes at dee; 

cuttings, embankments, retaining- walls, bridges, and drains as may be re- 
quired for the proper construction, maintaining, and operating of said raiU 
Toad ; and further, to release the said Company, their successors and as 

signs, from all claims and demands for damages which may accrue to 

heirs, executors, administrators, or assigns by reason of the taking an^ 
using of the said land for said railroad, or by reason of the construction, 
maintaining, and operating said railroad on and over said tract or parcel ol 



I 



Witness hand and seal, the. 

dred and 

Sealed and delivered in presence of 



day of. . 



e thousand eight hun 



- (Seal) 

(Seal) 

(Seal) 

On the day of. A. D. l8- .before me, the subscriber, 

personally appeared the above named who id 

due form of law acknowledged the foregoing agreement to be act aiM 

deed, and desired that the same might be recorded as such. 
Witness my hand and seal the day and year aforesaid. 

(L.3 




C0KTRACT3. 



Deed for Right of Wav; 




Kkcw all Men hy these Presents, That whereas the 
Company have located 
upon and through certaiii ti 

of land, situate in 
County, State of 



r are about lo locale iheir 
cl , piece or 

Township, ^^H 

bounded by lands of ^^H 

', therefore, B^| 



and being the properly of the undersigned ; Now, therefore, 

for And in consideration of the location of the said n 
lands, and of the advantages which may accrue to therefrom, and 

also of the sum of dollars ta 

in hand paid, at and before Ihe ensealing of these presenis, 
have gran'cd, bargained, sold and conveyed, and by these presents do grant, 
bargain, sell and convey to the said Company, 

their successors and assigns, for the uses and purposes of iheir rail 
and the construction of works connected therewith, the rightof way through 
and aver said lands the whole distance ol said rail through the same, 

and in width feet, and with such additiona! width as may be 

required and necessary in the construction arid use of a double-track rail 
at deep cuttings and cmhanktnents, one-half thereof on each side 
of the centre line of the double track of said rail apian of which said 

strip of land and premises is hereto annexed, and the full liberty to make, 
maintain and use the said rail over s:iid lands, with the usual road- 

bed, slopes, berms, ditches, spoil-banks and borrow pits, and also the righi 
lo take and use any water from springs or streams upon said lands, and lo 
conduct and carry water, by pipes or otherwise, over or through said lands, 
and to establish water stations thereon. 

To Have and lo Hold the said strip of land and the said rights and priv- 
ileges to the said Company, their suc- 
cessors and assigns, so long as the same shall be required for the uses and 
purposes of said rait , . And for the considerations aforesaid, 
dojjerebyfor heirs, executors, admin istratiirs, 
and assigns, release the said 

Company, their successors or assigns, from any further payments for or an 
•-.count of the appropriation and occupancy of the said strip of land, as well 
y and all damages which have accrued, «r which may hereafter a c- 



tOHttLACti. if§ 

Crue, by reason of the location, construction, and operating ot the said rail 
over and upon the said lands> 



In Witmss Whereof, have hereunto set hand and seal 

the day of A. D* one thousand 

eight hundred and 

Sealed and delivered in the presence of us : ) [L. S.] 

[L. S.] 

[L.S.] 

[L. S.] 
Received, The date of the within indenture, of th© 

Company, the sum of being 

the full consideration money within memtioned. 

Witnesses present : 



.s s. 



On the- day of Anno Domini i8 before me, 

one of the in and for the said 

personally appeared the within>named 

and in due form of law acknowledged 
the within instrument of writing to be act and deed, and desired 

that the same might be recorded as such. And the said 
being of full age, and separate and apart from said husband by 

me thereon privately examined, and the full contents of the within instru- 
ment of writing being by me first made known unto did thereupon 
declare and say, that did voluntarily, and of own free will 
and accord, sign, seal, and as act and deed, deliver the within in- 
strument of writing, without any coerdon or compulsion of said 
husband. 

Witness my hand and seal the day and year aforesaid. 
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County of ) 

> ss. 
State of Pennsylvania. ) 
Recorded in the office for recording deeds, &c., in and for the County 
aforesaid, in Deed-book No. page &c. 

Witness my hand and seal of office, this day of A. D. i8 . 



/ 



Plan of the land referred to in the annexed deed Scale feet to one 

inch. 

(N. B.— It is of vital importance that the plot of the property with the direcdon of the line of the 
improvement be entered in this place.) 



Contract 

For Graduation and Masonry of Roads and Railroads as used 
ON THE Pennsylvania, and Philadelphia & Reading Railroads. 

Soe pages 150, 333. 

Articles* of Agreement, made and concluded this day of 

A. D. one thousand eight hundred and seventy between 

of the first part, and of the 

second part, witnesseth, that for and in consideration of the payments and 
covenants hereinafter mentioned, to be made and performed by the said - 
party of the second part, the said party of the first part doth hereby cove- 
nant and agree to construct and finish, in the most substantial and work- 
manlike manner, to the satisfaction and acceptance of the Engineer of the 

all the graduation, masonry, and such other 
work as may be required on of said 

road ; the said work to be finished as described in the following specifica- 
tions, and agreeably to the directions, from time to time, of the said En- 
gineer or his assistants, on or before the day of in the year one 
thousand eight hundred and 

(Note. — The specifications as printed on page 150 are here introduced.) 
And the said party of the second part doth promise and agree to pay to 
the said party of the first part, for completing this contract, as follows, viz.: 
For excavation of earth, cents per cubic yard. For loose 

rock, cents per cubic yard. For solid rock, 

cents per cubic yard. For embankment, cents per cubic 

yard. For masonry of rectangular culverts, dollar 

cents per cubic yard. For semi-circular or other culverts with curved arches, 
dollar cents per cubic yard. For bridge masonry, 

first quality, dollar cents per cubic yard. For. 

bridge masonry, second quality, dollar cents per 

cubic yard. For paving in foundations of culverts, dollar 

cents per cubic yard. For vertical wall, dollar 

cents per cubic yard. For slope wall^ dollar 
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cents per cubic yard. For rip rap For timber 

laid in foundation of bridges and culverts, per cubic foot, 

cents. 

On or about the first day of each month, during the progress of this 
work, an estimate shall be made of the relative value of the work done, to 
be judged of by the Engineer ; and upon his certificate of the amount be- 
ing presented to the said party of the second part, or such disbursing agent 
as they may appoint, four-fifths of the amount of said estimate shall be paid 
to the party of the first part, between the loth and 20th of each month, at 
such time and place as the said disbursing agent may designate : Provided, 
The amount due on said estimate to the party of the first part shall be more 
than three hundred dollars ; and when all the work embraced in this con- 
tract is completed agreeably to the specifications, and in accordance with the 
directions and to the satisfaction and acceptance of the Engineer, there shall 
be a final estimate made of the quality, character, and value of said work, 
agreeably to the terms of this agreement, when the balance appearing due 
to the said party of the first part shall be paid to upon giving a 

release, under seal, to the said party of the second part, from all claims or 
demands whatsoever growing in any manner out of this agreement. It is 
also understood, that the part/ of the first part will make all pay- 

ments, for the work herein contracted for, in such funds as may receive 

from the party of the second part. 

It is further covenanted and agreed between "the said parties, that the said 
party of the first part shall not let or transfer this contract, nor any part 
thereof, to any other person, (excepting for the delivery of materials,) with- 
out the consent of the party of the second part, but will give personal at- 
tention and superintendence to the work. Nor shall the said party of the 
first part employ any person or persons who commit depredations on the 
neighborhood, or insult travelers or other persons ; and all such disorderly 
persons shall be discharged from employment, whenever the said party oi 
the first part shall be directed so to do by the Engineer in charge of the 
work. The said party of the first part further bind not to keep, 

or suffer to be kept or used, any ardent spirits in any house or tenement 
built or occupied by or by the workmen, or boarding-house keepers 

under on or near said road ; and to discharge from employment 

any workman, laborer, or boarding-house keeper who is guilty of a breach 
of this regulation, when required by the Engineer. 

The Chief Engineer shall have the right to regulate, from time to time, 
the wages of labor upon the line of the work, so as to maintain a proper 
distribution of the force, and prevent the injurious effects of competition 
among the contractors for hands. * 

It is further agreed and understood that the work embraced in this con- 
tract shall be commenced within days from this 

* ThbdaiiMis not in use on the Pcnnsylvamia Railraad. 
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date, and prosecuted with such force as the Engineer shall deem adeqiiatt 
to its completion within the time specitied; and if, at any tine, tbe said 
party of the first part shall refuse or neglect to prosecute the work with a 
force sufficient, in the opinion of the said Engineer, for its completion within 
e specified in this agreement, then, and in that case, the Engineer in 
charge, or such other agent as the Engineer may designate, may proceed lo 
employ such a number of workmen, laborers, and overseers as may, in ihc 
opinion of the said Engineer, be necessary to insure the completion of the 
work within the time hereinbefore Umiled, at such wages as he may find ii 
necessary or expedient lo give ; pay all persons so employed, and charge 
over the amount so paid to the party of the first part, as for so much money 
paid 10 said party of the first part on this contract : or the said Engineer 
may, at his discretion, for the failure to prosecute the work with an adequate 
force, for non-compliance with his directions in regard to the manner of con- 
structing it, or for any other omission or neglect of the requirements of this 
agreement and specifications on the part of the party of the first part, — de- 
clare this contract, or any portion or sections embraced in it, forfeited ; which 
declaration and forfeiture shall exonerate the eald party of the second part fron 
any and all obligations and liabilities arising under thiscontract.lhesameasif 
this agreement had never been made ; and the reserved perecntageofone 
upon any work done by the party of the first part may be re- 
tained forever by the said pany of the second part ; and it is mutually agreed 
and distinctly understood, that the decision of the Chief Engineer of 'he 
said Railroad shall be final and conclusive in 

any dispute which may arise between the parties lo this agreement, relaii« 
to or touching the same ; and each and every of said parlies do hereby 
waive any right of action, suit or suits, or other remedy in law or otherwise, 
by virtue of said covenants, so that the decision of said Eiigineer shall, ii> 
the nature of an award, be final and conclusive on the rights and claims o( 
said parties. 

In witness whereof, Ihc said parlies 



ba hereunto si 
Witness: 



hand and seal the day and year first above writlef-' 

[Se.l). 
[Ml. 

[S»l!. 
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QUESTIONS ON THE SIXTH CHAPTER. 



Page 243. What is a contract ? What are its component parts ? How 
many copies should be signed ? 

Page 244. How are they classified ? Define the different grades. 

Page 245. What are the four essential elements ? Who may be parties 
to a contract and who not ? Of what value is a compulsory signature ? 

Page 246. Is a party bound by the signature of his agent ? How are 
corporations regarded ? What is mutual consent ? How does fraud affect 
the validity of a contract ? What is assent ? What is an offer on time ? 
How long is an offer by letter good ? Of what use is the consideration ? 
Define it. What is the distinction between a ^ood and a valuable consider- 
ation ? 

Page 247. How is the existence of a seal to be interpreted ? Is the val- 
idity affected by the adequacy of the consideration ? What is the effect if 
it be illegal or impossible? What if a valuable consideration becomes 
worthless before part performance ? Upon what subjects may contracts be 
made ? How i§ the intention of the parties to be interpreted ? What is the 
difference between an oral and written agreement ? Upon what points may 
evidence be received in written contracts ? 

Page 248. How are words to be interpreted ? If wording be obscure 
what results ? What influence has the customary or local meaning of a 
word or phrase ? What other elements may be introduced in an agree- 
ment to modify its terms and conditions ? How are the duties of the par- 
ties to be stated ? What are those of the contractor ? of the employer ? 
How may payments be made ? Upon whom does the risk rest ? May con- 
tractor claim a payment before acceptance of work ? What are the stipula- 
tions when payments are made by instalment ? May the certificates of an 
expert be required ? What is the ruling in case of penalties for delay ? 

Page 250. How does a breach of contract by the employer affect the ob- 
ligations of the contractor ? What effect has extra work ? What time may 
be allowed when none is specified ? When does a given time expire ? What 
is meant by a month ? What is the limitation for simple cases ? for sealed 
instruments ? When is the guaranty required ? What is it? 

Page 251. Give the substance of the law relating to Government con- 
tracts; relating to appropriations for public works. Analyze the form 
given for use by the U. S. Engineers, indicating the general and several 
duties of the parties. 

^^ge . 53. Fill up the bond. 



2&4 QUESTIONS. 

Pages 254, 256, 257. What are the conditions imposed in the form of 
Li^ht-Hduse contract? What bonds and certificates are required ? 

Page 259. Analyze carefully the form of contract for a sewer. 

Pages 262, 263. What are the elements of the contracts for a Reservoir 
and the general form for Iron Pipes for Aqueduct on page 273 ? 

Page 275. What are the stipulations for a Grant of Right of Way in 
fee? 

Page 277. State the conditions of the preliminary agreement for Right 
of Way. 

Page 278. What is the form of deed for Right of Way for a R. R., &c. 

Page 280. Analyze the form of Agreement for Graduation and Masonry. 

(Students should now be required to prepare all the papers for a complete 
contract, including the proposals and drawings, and endorse them for filing 
away.) 
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APPENDIX A. 



Gekzkal Specificatioks 

rOR A WROOGHT IRON RAILWAY DRAW BRIDGS TO SB ERECTED FOR THR 

CHICAGO. 1CIL.WACKEB AXD ST. PAUL RAILWAY COXFAHY OVER 

CANAL IX THE CITY OF MILWACREE, WISCOXSCC 

The gnage of the Railway is four feet e^fat and one-half inches 

The entire saperstmctnre will be of wrought iron, iarlnding floar-beams 
md track-strii^ers^ except wheel tracks and wheels for turn table and end 
idjustments^ rack and pinion for tumii^ and centre pedestal, which any be 
)f cast iron or steeL 

The stru c tur e will be a double track ihroi^h span, and may have either 
:wo or three trusses^ If the former, the tracks wUl be placed twelve (12/ 
feet apart between centres^ and the width in the clear between trusses miBi 
be twenty-six (26) foet. If the latter, there must be fourteen (14) lect in 
the clear iir each roadway. The hdght in the clear from top of rail to any 
upper lateral member must be at least nineteen ( 19) feet. 

Length of ^an, — ^The length of the qian must be such as to fit the 
Crosang shown on the following diagram, with the proviso that die centre 
ot the end bearings must be at least four (4) feet inside of the dock hne; 
measured from the dock line on a line parallel to the line iA track. 

Line of North 




4 fl 



/ 



. Doekiodocko]iliiieorBAilwar-i»t.:Oft 
Line of Sooth TnmL / 




The span may be built either square or skew ended, provided tfiat in the 
itter case it is properly balanced on the turntable. 

The he^ht from top of masonry of pivot pier to base of rail must not 
^c^cd ten ( 10) feet. 
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The draw span will be rolated by hand powc^, and the end screwy 
lalches, etc., must be arranged ta work rapidly and from the middle cf the 
span. 

Quality of Iron. — The iron subject to tensile strain shall be lough, 
ductile and of uniform quahly, capable of sustaining not less than 50,000 
lbs, per square inch of sectional area when tested in large and long lengths, 
to have an elastic limit of not less than 26,000 lbs. per square inch; the 
reduction of breaking area shall average 25 per cent,, and the elonganon of 
the bar before ruplure to be at least 1 ; per cent,, and when cold a round bar 
l/^inch diameter must bend lijrough 180° without sign of fracture. 

The iron subject to compressive strain must be lough, fibrous, uniform in 
quality, and have an elastic limit of not less than 25,000 lbs per square inch. 

All cast iron in wheels or in minor details must be of good, tough metal, 
of such quality that a bar five feet long, one ( 1 1 inch square, 4 feet 6 inches 
between knife edge suppons will sustain a weight of 500 lbs, on knife edge 
at centre wiihout breaking. 

The pins and all parts subject to shearing or bending strains shall be of 
the best quality of wrought iron. 

Weight of Structure and Moving L^xd. — In determining ilie total weight 
of the structure for the purpose of calculating strains, add to the total weight 
of iron in the trusses, lateral system, floor beams and track stringers, 700 lbs. 
per foot of bridge for weight of rails, splices, spikes, cross lies and guard 
limbers for the two tracks. From the dead weight thus determined and the 
live lo.id hereinafter specified the proportion of parts will be determined. 

Chords will be proporlioned as follows : 
Case i. — Spans swinging and unloaded, 

Casb 2. — Spans in position and ends touching their bearings, but 
without end reactions ; and both spans covered wiih a uniform 
rolling load of 2,600 lbs. per foot on each track. 
Case 3. — Spans closed and the ends raised until the points of contra- 
flexure are one-third of each span distant from llie turntable sup- 
ports, and both tracks of one arm loaded with a uniform load of 
2,800 lbs. per fool on each track. 

Strains in Main-ties wii! be determined from cases of loading i and t, 
and by assuming a train on each track weighing 2,800 lbs. per foot, headed 
by an engine occupymg 24 feet of track, and concentrating 72,000 lbs, on 
three (3) pairs of drivers in 12 feet, and moving abreast from one end pier 
to the centre. 

Strains in Coiinter-ties will be determined by assuming that the above 
described trains are moving from the centre to the end of one arm while the 
bridge is raised at the ends, as in case 3, 

The maximum strains in each case shall be taken in proportioning any 
tie, counter-tie or post. 

Tensile Members. — The tension members sliali be so proportioned that 
•timum strdns produced by the weight of the structure, and the speci- ■ 




APPENDIX J 



Provided tliat the section thus found sliall nol be less than required by 
the foregoing specifications for members in tension, or the following sped fi' 
itions for members in compression : 
Crippling Strains .—T\s^ ultimate crippling strength in lbs. per square 
inch of sec I ion of the several forms of posts, struts and chords will be 
<deiermtned by the following formulae, in which formula; H equals the length 
'between the end bearings in tenns of the least diameter. 
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I fied moving and engine load shall in no instance exceed the following, vii : 

r tendle strains >n primary members of the 

ir those upon which the principal weight 

s directly from the floor-beam, . . 8,000 lbs. per square inch. 

n secondary members, or those which 

heir principal strains through (he 

primaries, 9.000 lbs. per square inch. 

Strains in tertiary members 10,000 lbs. per square 'nch, 

d suspenders, .... 8,000 Ib?^. per square inch, 

ramon iloor-beam suspenders, . 4.000 lbs. per square inch. 

The foregoing are the strains to be used where the specified members are 

eyebars or bolls, but if they consist of riveted sections the strains allowed 

shall be as follows : 

For splice plates in tension, . . . 7.500 lbs. per square inch. 

For riveted rnembers in tension in chords, . 8,500 lbs. per square inch. 
For riveted members in tension in web, , 8,000 lbs. per square inch. 

When any member is exposed to strains in opposite direction?, the seclions 
shall be determined by the following formula, in which S represents the 
sectional area in square inches required, and the column strength per square 
iii:h is determined by the formulae hereinafter given. 

COMPRESSION, 



rength per square inch. 



One 1 I 3S.500 

Pin \ rrr^ 



1+s 






Pin 1 l + H" 



.16. ^■Jo 



j6^ 



iT;?riTi^ii+ 



The pin being 
10 placed that the 

!S,asneara5prac- ^1 

[icable, equal on .^H 

30th sides of ^H 

lame, use formu- ^^^| 

Is for square cot ^^^| 
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The maximum sir^n permiited in any purely compressive memberirifi 

be the quotient resulting from dividing the uhimale strength, as decenniticd 
by ihe above formulsE, by a coefficient of safe'y. equal to 44-^JL "H" 
ai before being the measure of length in terms of least diameter. 

Wnrf S/raini shall be calculated al 30 lbs. per square fool on twice [fat 
surface of one truss, plus ten (10) square feet per fool of bridge for car surface, 
and Ihe resulting strains therefrom shall beresistedby lateral and vertical rods 
proportioned to 13,000 lbs. per square inch in tension, and lateral ttruEspny 
portioned lo a factor of safety of four (4). 

Shearing and bending strains at the lateral connections shall be calculated 
with the same precision as the main strains, and shall be resisted by mem- 
bers proportioned so that the maximum shearing strain shall not exceed 
10,000 lbs, per square inch, and the maximum ilexure or bending strainihall 
not exceed ai,;oo lbs. per square inch. 

F/oor- Beams and Track'Slringtrs. — The floor-beams shall be propor- 
tioned for the concentration of weight produced by two of the followirrg 
engines (one upon each track) resting with their middle drivers on the suiK 
floor-beam or aver the same panel-poiot 
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To this live load there shall be added 2; per cent. 
the dead weight of the tloor and stringers ; and the resulting si 
from shall not exceed 8,000 lbs. per square inch in compression or 10,0 
per square inch in tension. 

The stringers immediately under the rails shall he proportioned It 
the above described engine weight plus 30 per cent, for momentum »"" 
their proper proportion of floor, and subject to the same conditions as to lil***' 
of tensile and compressive strains as specified above for floor-beams. 

If the floor-beams and stringers are of built sections, the rivets must t>f 
» spaced that between the points of application of the load and the po**^^' 
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of support there arc rivets enough to transmit the ffange strains to the web 
and from the web to the flange, without exceeding a shearing strain of 7,S(W 
lbs. persquare inch upon ihe rivets, or of B.ooo lbs. per square inch of mean 
pressure on the scmi-inirados of the riret holes. 

In case the bridge is designed with three Ii 
pair of iron safety slringers placed 3 feet c 
each Irack, In case the bridge is designed w 
iron safely stringer 3 lect outside of the ouW 
track and one midway between the inner m 
tracks. These safety slringers will be proportioned U 
of the track slringers under the rails. 

Pins. — The shearing strain on any pin must not exceed 7,500 lbs. per 
square inch of its seclional area. The strain on extreme fibres caused by 
bending, must not exceed l;,ooo lbs, per square inch, and in determining 
this bending strain, the leverage distance shall be considered as from f 
of eyebar to centre of bearing or of opposite eyebar. 

No pin shall have a less diameter than two-thirds of the width of the 
widest eyebar coming upon it. 

The bearing surface of any pin on chord, lie or post shall not be exposed 
to a greater strain than 8,000 lbs. mean pressure on the semi extrados. 

Pins must be turned true to siie and straight, no error of more than -^ of 
a.n inch in diameter being allowed, 

£vedtirs. — Pinholes in eyebars shall be bored to exact siies and distances, 
»nd to a true perpendicular to the line of strain. No error in length of bar 
or diame;er of pinhole exceeding ^( of an inch will be allowed. 

TTie section of meia! in the eye opposite the centre of the pinhole and 
peipendicular to the line of strain, shall be proportioned according to the 
fullowing table, the diameter of the bar being the unit : 

HYDRAULIC FORGED EVES. 

ON WELDLEES BARS. 



..1.70 

....85 



No eye on a weldless bar shall have a metal section less than 1 y^ ti 
the area of bar, and for hammered eyes the least eye-section shall be i j^ 
the section of the bar. 

A drawing of the standard shape of the eye proposed to be used must be 
inled with each proposal. 
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^W^^t\i ¥\HS^ V'/>^ ^iut^ ise aiu r j rasgvy jpfiODEi^ -saif ::&r crvvcs amat be «f 
♦it*- »<i?^ 'jtt*!**/ <i/ ^v?? ^Jf^ ^^ ysrg0iim^ mad asmgSi 

All ^1y^9 ^K^ fjr^ti^JMid ^<»(1*» 'sr BKadis aioc fenedceacnntr «bi 
»^ f)¥*(U #trVlir Ar<: I^'^/ie ecucT in :^ nvcc Me or ma&tr dkr ifanUer. lUl 

Kiv^l ^/k% ^t:^: r^^ be s^kM les dcaa 2^ 
tiHl- fH'^^ ^^'>*^ '^' r;flr.<% the thsckoess of the thinnest 

fHit t'tff^ h^"^ ^'^»I ^ Iet« than i^ dizmezen from die end €€ a plarc, or 
1 14 »lM^rMrf^« ff^ym «he wU: fA a ptatc^ W3r ruer nearer dian i !^ inches from 

t}(^ tilHfft^^ fA the bole shall in no case be more than ^ of an inch 
wmi^ fl»rt'» f>»^ 4uff»^ef </f the rivet. 

Whrrr iwh m ttuire thirknesses of plate are riveted together in com- 
u{it44)v^ ti}fftt}rfr% lUt outer row of rivets shall not be more than three 
t ^1 i\\iilMit'.r% irout tfie %*(\t edge of plates. 

Alt joifff rivfTt hol#;« niuntbe so accurately ^>aced that rivets of the proper 
kUI* ' f*rf tir p4%%ed through all the holes in the joint after the parts are 
Mirtiff'l i'f |Hi%i'iori without the use oft drift pins. 

t/ffIrM Mtxitting Hurfaces are machine-faced the transmission of com- 
u||itit)hr Mr»in«i Mmll be considered as entirely through the medium of rivets 
AHtl < <HiMri lion pliiteN, and these munt be proportioned accordingly. 

No irnti < iir«itc or otherwise defective work will be accepted under any 
vih unidtMnf m in connection joints of riveted work. 

Ih tnrtnbrrii consisting of two or more pieces of shape iron connected by 
\i\\\\{tt or Uu ing htirH, there shall be connection plates at each end, the row 
wi tivrt«iin which hhiill be not less than one diameter of ttie member in 

\\\ ull poHtH und chords the connecting rivets within two diameters of the 
P\\\U nhall be equal to the sectional area of three joined pieces, and in posts 
ik\\\\ rUrwhrre in all riveted work the distance between rivet supports across 
\\\p )>latc ^haU not exceed thirty (30) times the thickness of the plate, and no 
vU»*ed !*ectii»nj< shall have ntembers of less thickness than ^^ of an inch. 

All rivets in splice or tension joints must be symmetrically arranged so 
\hM eavh half ol a tensiitn member or splice plate will have the same uncut 
i^iva on each side of its centre line. 

Kv^r rt\ ete\l members in compression the rivet holes need not be deducted, 
t«ut K^r memlnris in tension only the minimum uncut section will be 

VXM\NXxte»f\U 

No r \ c; shall Ik e\VK>$e^l to more than 7,500 lbs, per square inch in diear. 
OS t^^oit' t^a^'. ^.vvv Ibv mean jvessure ^^r square inch of semi-extrados. 

,v^x« ,-\«.vy .:*,: y^t^i >J»rfiK'rfs. — The bed plate supporting turn table 
vt'J^try' $KaIv be $1.^ pn>p^vrtionevl that the pressure on the masonnr shall roc 
<^\<t<>i ^>vW> Ibs^ per s^ujtfe tooc w'atle the span is rotating and tibe pressure 
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rof Ihe wheel (rack and end suppons of span on ihe masonry shall not 
^exceed this tiriiit when the bridge is fully loaded as heretofore specified, 
I Tu^n Table. — The turn lable may be a centre-bearing, rim-bearing, or 
combined rim and centre bearing lable. If the first, it must be so designed 
, that the rim wheels bear no weight while the bridge is turning, and the t 
-or girder by which the weight is carried to the centre must be proportioned 
I -according to the same specifications as for the n 

If a wearing or friction centre-pin is used, the pressure while rotating shall 
not exceed 6,ooa lbs. per square inch, and the construction shall be such that 
' the weight can be readily transferred from the pin to the rim wheels in order 
i to put in a new pin or friction disc. 

If a lubricated centre-pin is used, the weight while turning i 
' exceed 1,000 lbs. per square inch on the spindle bearing. 

If a Sellers centre 15 used, the rotating load per lineal inch on the steel 




irolli 



I 



shall n 
steel plate: 



ceed that given by the following formula for steel rollers 



P=^|/ 3,072, ocxj.d in which formula 
P=pressure per lineal inch of rolli 






n diameter in inches. 
If a rim-bearing table is used, the circular girder must be of sufficient 
! Hrength at the points of application of the load to carry the weight when the 
■ l^n is loaded, to the adjoining wheels, in case the wheel immediately under 
the point of support is not bearing. With this class of table the wheels must 
be faced to an exact size, the upper and luwer wheel tracks planed to the 
;[rue level, be of a face ^ of an inch wider than the tread of the wheels, and 
during the rotation of the span all the wheels must turn. 

The load per hneal inch of face of wheel while the span is turiung shAll 
Ot exceed that given by the formula 

P=] 352.'»o.d 
fur cast iron wheels upon wrought iron wheel track. 

t iron wheels upon cast iron wheel track, the load per lineal inch 
efface of wheel while the span is turning shall not exceed that given by the 

For steel wheels upon steel track, uw the following formula as to 
Emit of pressure per lineal inch of wheel (ace, viz r 
P^[/'l,Z96,ooo.d 
Fw steel wheels upon wrought iron track, use 

And for steel wheels upon cast iron wheel track, use the formula 

Tile edges of the rim of the bearing and trailing wheels will be beveled 
to an angle of 45^^ from the line efface for a widih of ^ inch on each side, 



and the tread will be of the width necessary to meet the requirements of the 
given fonnulx as to limit of pressure; and the metal forming said rim ind 
that forming the web and hub of the wheel shall be of such ihickncss and 
form as will insure a strength proportionate to that of any part of the 
structure. 

Jf a combmed rim and centre hearing table is used, the divison of ihf 
weight between the two systems shall be clear and unambiguous, and the 
proportions, etc., shall be determined by the foregoing specifications. 

In any ca5e, the arrangement must be such that the bearing or trailing 
wheels, or rollers, can be readily removed if broken, and the IVictional 
constant at the centre line of the outer wheel circle shall not excctd 
TiHJO of the rotating weight. 

The table shiU be so designed that it will not require a masonry centre- 
pier of more than 32 feet in diameter. 

-The lower circular track, circular rack, centre pedestal and end btd 
plates shall be securely bolted to the masonry, and in such manner as "ill 
easily permit adjustment in case of unequal settlement of the stoneworL 

Workmanship, Fainting, iT"!.— All workmanship must be first class, 
abutting join; s must be truly planed and dressed so as to secure a perfect 
bearing, and the pinholes in chords and posts shall be bored as truly as is 
specified for eyebars. 

The pjrts composing the posts or struts, must be of ei 
spilling between end bearings. 

All clo5ed work, such as posts, struts, chords, 1 
CD^iti of approved melalic paint and boiled oil on thi 
ore coat on ll;e exterior surface before leaving the shop. 

All tiirr.ed and faced parts to receive a coat of tallow mixed with wliile 
lend befuie shi;--incni. All rivets driven at the bridge site shall receive ooe | 
cuat of paint and all nuts must be checked. I 

In all tiie exposed iron work, enclosed spaces must be so constructed or I 
provision made so as to prevent the lodgement of water. 

Any work or part necessary to complete the entire structure in all 
respccis in a first class manner, and which is not definitely specified heremi 
sliall be supplied without extra charge by the contractor, and to the entire 
satisfaction of the Engineer of said Railway Company. 

All detail drawmgs, before going into the shop to be worked from, sliall 
be submitted for the approval of the Chief Engineer ; ard no work shall be 
1/cgun or finished according to drawings which have not received 1"* 
approval and signature; but such approval and agnalure will not relieve lb* 
coritiactor from making good at his expense any error in said drawings ih""- 
may, through oversight, escape the observation of said Chief Engineer. 

Ki/j.— A skilled inspector will be retained by the Railway Compan"^" 
who will examine and test the iron at the rolling mill before it leaves for ll"^' 
shop, and who will have the shop work under his constint s ujjer vision, wiC^--' 
("ull power ofrejccllon whenever the specifications are not complied with. 
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The said Engineer of the Railway Company shall have the privilege of 
selecting, at any time before the erection of the bridge, any of the 
manufactured iron members and submit the same to such tests as he may 
deem proper, and should any of the members thus tested fail to be of the 
standard demanded, this will be considered sufficient evidence that the iron 
for the bridge does not comply with the specification, and will cause its 
rejection. 

Reasonable compensation will be allowed for all finished material of 
g^ood quality destroyed in making such tests. 

All bars subject to tensile strain shall be tested by the contractor, under 
:he direction of said inspector of the Railway Company, to 18,000 lbs. per 
iquare inch of sectional- area. 

On completion, the bridge, after being in current use for one day, will be 
tested with trains loaded approximately to the maximum specified, and after 
remaining on the ^ans for thirty minutes and then removed, no permanent 
set should take place. 

liaise IVorkSt etc, — ^The Railway Comany will remove the present single 

track wooden bridge on the site of the proposed structure, support the track 

on a pile bridge, and build the masonry centre pier and abutments of such 

dimenaons and heights as will meet the requirements of the said structure. 

Will furnish and put in the lower falsework for erecting the new span, and 

also furnish the necessary timber for the upper false work. The work of 

erecting the upper false work and also of the structure, shall be done by and 

at the expense of the contractor, without interfering with the passage of 

trains, and under regulations to be approved by the Superintendent of the 

Railway Company. 

The upper false works necessary for erecting the structure shall be 
removed by and at the expense of the contractor on completion of tlie work. 
The lower false works will be removed by the Railway Company. 

The Railway track iron and cross ties will be furnished and placed in tnt 
structure by the Railway Company. 




nomenclature: and classification of masosry. 

A careful analysis of a large number of masonry specificaliorj has 
revealed the fact that serious discrepancies exisi in the use and meanings ot 
the terms employed to deagnalc the several classes and grades of woik, 
giving rise to misundersianding between the contracting parties, ll is ihe 
object of this paper to attempt the removal of these ambiguities by* 
comparing carefully the numerous authtu^ties available, and staling ifae 
conclu-ions obtained in such form as may be readily referred to. 

In the preparation and manipulation of stones for building purposes three 
classes of artisans are employed, vii.: the guarryman, the itetu-cutUr and 
the mutson. It is the duly of the first lo de:ach the stone from its natural or 
quarry bed, in a rough state, constituting rubble ; of the second, lo reduce the 
mass tc prescribed dlmensons with a specified finish, constituting cut or 
dressrd itPHt : and of the third, to lay the stone with lis proper bed and bond 
in the structure, constituting masonry. 

Hence arise two geneial clas"<s of masonry— -jne based upon the 
preparation of the individual stones or the finish, and the ether, upon llic 
method of laying, or Iki bond. Toe first of the above classes naiurall]' 
resolves itself into the subdivisions of ctT OR dressed and cscirr OR rouoh 
stones. The second may also be subdivided into masonry, in which ll t 
horitontal joints are ctmtaaunu throughout the structure, or regular 
OODRSED ; and that in which they are not cmfaiaKUs, but broken in offsets. 

constituting IRREGt.1_tR-CIX'RSED UR RANDt-'M If ASOSRV. 

Id designating masonr)', iherefore. it is seen that to give a clear idea of 
the kind intended, not only the bond but the finish should be distinctly 
specified, and care should be taken that there be no ambiguity in regard 10 
the ordinary meanings of the lernis used. 

The terms ashlar and rubble do not appear to be clearly understood, anil 
even the authorities are not in perfect accord on this subject. In a paper 
read before the American Society of Civil Engineer^ November 7th, 1877, 
by Messrs. Croes, Merrill and \'an Winkle, ashlar masonry is defined to be 
■Equivalent to cut-sioi>e masonry. ' ■ ■ As a rule the courses 
are continuous but sometimes they aic bnikea by the introduction of 
Hualler stones of ihc same kind, aod it ts then called broken ashlar. 
• • • From this derivailoB, ashlar apparently means laije, 
« blocks, hut practice seems to hare made it sjnonymous with "cul- 

bf PlsT. I. W. HaufK. 
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stone,' and this secondary meaning has been retained fof canvenience." 
And the same autiiorities define "cui-sione" lo be those w .ich arp "squared 
and have smoothly- dressed beds and joints," Another authority defines 
ashlar to be composed of "stones dressed and pitched well and properly so 
that the/u« of each be a polygon of straight sides not to exceed six in 
number." This is called broJien ashlar; but if ashlar be squared stone, as 
above defined, this class must be excluded ; and since it is more than rubble, 
having i\i^ joints dressed, it must belong to the genera of "cut stone ;" yet 
according to the definition given by the committee of the American Society 
of Civil Engineers the joints should be at right angles or squared, which they 
are not, hence it is desirable lo make a distinction between ashlar and "cut- 
stone" by omitting the word jpaafvrf from the definition of the latter, and 
calling the work just described dressed rubble. By so doing it is excluded 
from the species ashlar, yet included in the genera " cut-stone," 

It would appear then that definitions based on the relative position and 
kind of joints would preserve the distinction between the two grand ,di visions 
of ashlar and rubbk'. . So long as the stones are "squared," that is, having 
beds and vertical joints atdght angles to each other, the masonry built of 
them is ashlar, whether the courses be continuous or not. If continuous and 
of equal heights it is " regular ashlar" if discontinuous it is •'broken-range,'' 
"irregular," tir " randoiit ashlar." (These three terms are practically 
synonymous.) Ifconiinuous but of unequal height it is simply range work 
\i ttoek-in-course. 

If the stones are not "squured" but have hewn joints perpendicular to ihe 
face, and making any angles with each other, it is " dressed rubble," and if 
unhewn or in a natural state, amply "rubble." Tlie face of "dressed 
rubble" may be hewn, pitched, or rough. 

Ashlar. 
GwtLT defines ashlar as " common or freestone, as brought from the quarry — 

also the facing given to square stones on a front of a building." Webster 

quotes from Gwilt, 
Rankin says, ashlar or hewn stone, consists of blocks of regular figures, 

generally rectangular, and built in courses of an uniform depth, seldom 

less than one fool, 
lURN, in Worhing Drawings and Designs, defines it as a facing of hewn and 
I dressed stone given lo walls, the back of which is rubble. 
I ViviQm, American Mechanical Di£eionary,tnake%':vioc\3S,x=,: (a) Rough, 
I a block of freestone as brought from the quarry, [b) Smooth, a block 

dressed ready for use. 
Parker, in his Glossary of Architecture, is most explicit, and says it is hewn 

or squared stone, used in building, as distinguished from that which i* 
I unhewn or rough as it comes from the quarry ; It is called by different 

names at the present day, according lo the way in which it tj worke I, 

and is used for the facings of walls, and set in regular courses as i 
I disliMguishtd/rom rubble, i 



c reduced to i recti 
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BrandB and Cox dedae ashlar as being s 

TOMUNSON, as stone squared and dressed lo given dimensioi 

Rubble. 
Paskkr defines rubble as "stones not large but iircgular in size and shane 
and not so flat-bedded as in rag work; it Is generally used for the 




backing." 
ATKiriccM Encyrlopadia, as coi 
Brandb and Cox. as any ston 
It subjected li 



se walling of rough stones. 

broken from the quarry in rough, irregular 



iny further dressing. 
ToMLifJSON, stones used without being squared. 

From the aulhorilies already quoted it is evident that the chief distinction 
between ashlar and rubble consists in the shape of the stone, the first being 
squared, the second not', and yel we find a reliable authority defining 
dressed fwW/^aseonsisiing of j-c«aAcrfslone (not less than i8 inches high. 
with no bed less than iSinches or less than the height of the stone) T^e 
term is a misnomer, as such masonry should be classed under the generic 
term ashlar and may be either range-tvork, ranilom or irregular asklar or 
"rock-fact pitched ashlar, etc., according to circumstances. 

Anollier authority says "rubble will be built of stone at least nine inches 
thick, and each stone must have one-fourth more bed than rise, and a length 
not less than twice nor more than four times the rise. Tlic coursing may be 
irregular." The stones herein described are evidently squared and 
consequently cannot properly be classed as rubble. 

In addition to the laxity existing in the use of terms, another source of 
trouble arises from the introduction of impossible conditions conccrnin- 
dimensions. For instance, the specifications for first-class bridge masonry 
used on an important railroad, read as follows : 

"Courses of stone in abutments, piers and walls are to be not less than 
ten nor more than thirty inches thick. SlreUkers lobe not less than two and 
a half nor more than six feet long and not less than one and a half feet 
wide, nor less in width than one and a fourth times the depth." This would 
make the least allowable depth 14..4 inches, whereas above it may be 10 
inches. Again, "headers must not be less than three and a half feet ncr 
more than four and a half feet long, where the thickness of the wall will 
admit the Fame, and not less than one and a half feel ivide nor less in width 
than they are in depth of course. The joints, well broken, in no case less 
than twelve inches." These requirements give as the least width of header 
iji feet, and for lap of joint la inches on either side, making two feet more 
or 3>i feet for least allowable length of stretcher, whereas above it may be 
but a Si feet. 

Since masonry is also specified as first, second and third-class, it is 
duirable to prescribe if Do«sible Oic characteristics of these various classes 
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The requirements of first-class masonry are found generally to be as 
follows : 

Courses not less than twelve nor more than thirty inches in height. 

Stretchers not less than four and a half nor more than six foet long» 
height equal that of the course, and width one-fourth greater than the height 
for courses under i6 inches, and where course is greater it should at least 
be equal to height. 

Headers not less than three and a half feet long (unless in a narrow wall); 
height equal to that of the course, and width equal to height. The headers 
should occupy from one-fifth to one-third the face of the wall. 

joints should not be more than three-eighths of an inch wide, and the 
vertical joints should be dressed back at least one foot from the face. The 
beds should be dressed true and out of wind. If the surface be " rock-face " 
it should be pitched and the projections should seldom exceed four inches, 
though the limits vary from one to six. It is frequently drafted. 

In SECONi>CLASs MASONRY the stones are smaller and need not be laid 
in continuous courses. It, therefore, includes random, broken-range and 
irregular ashlar. The joints are not so closely dressed, varying from ^ to 
^ of an inch, but should be horizontal and vertical. 

Third-class masonry consists of rubble either dressed or rough, but 
well scabbled and with close joints well filled with mortar and small stones 
(chips or spalls). There should be no spaces greater that six inches to be 
filled with mortar. 

Many combinations may be made of bond and finish, as rock-face 
pitched ashlar, regular-coursed smooth ashlar, regular-coursed polished 
ashlar, random-coursed toothed ashlar, etc. 

There are also other classes of masonry, based upon its use, as arch 
culvert, box, etc., to which the preceding remarks may be readily applied. 
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SPECIFICATIONS FOR TRACK LAYING. 

Delivery of Materials. — The track materials, consisting of the rails, 
cross-ties, switch timbers, spikes, splice-bars, frogs and switches, and their 
appurtenances, timber and plank for cattle guards and road crossings, and 
spikes, etc., for the same, as approved by the company or its engineer or in- 
spector, will be delivered at such convenient points accessible by railroad, river 
or canal as the contractor may designate (excepting where materials may have 
been already delivered before making contract). After being so delivered, 
they will be considered as being in his custody and he will be held respon- 
sible for their safe keeping. 

Sub delivery. — The contractor will be required, at his own cost and 
expense, to provide all labor and appliances required for handling and sub- 
delivery from these points. 

Laying Track and Setting Grade Stakes. — Preparatory to laying track, 
grade stakes will be set one hundred (loo) feet apart, or opposite to every 
hundred-foot station of centre line, on straight lines ; grade stakes will also 
be set opposite each end of curves' and at changes of grade. For each track 
on curves they will be set fifty (50) feet apart, and must be on inside of the 
curves. Grade stakes will be set at right angles to the centre line of railway, 
at a uniform distance from it. 

Grading. — Before a tie is laid, and just before the track laying is begun, 
a small gang of experienced graders will go ahead of the tie layers and 
shape up the road bed, bringing it to sub-grade where deficient. 

The graders, in charge of a competent foreman, must be provided with 
the necessary sight-boards, and other tools and implements required, and will 
carefully level off the surface of the road-bed to the grade stakes set for 
same, and no indifferent leveling of grading will be allowed. 

Cross-Ties. — Cross-ties must number not less than 2,816 to the mile of 
single track; they must be uniformly spaced between the rail joints, except 
the joint ties, which must be spaced in conformity with the drawing of 
standard track hereto attached. They must be laid truly at right angles to 
the rails on straight lines, with their outer ends laid to a true line parallel 
with, and four feet distant from, centre line of track for eight-foot-cross-ties 
and four and one-fourth feet for eight and one-half foot cross-ties. 

2o/^ 
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attested by its Secretary, and the Contractor ha hereunto set. 
hand and seal the day and year first above written. 



President of the. 
Attest: 



Secretary of the. 
WITNESSES 



[l. s.] 

' [l. s.] 

[l. s.] 

CONTRACTOR. 

State of 



OF. 

County of 






On this day of. 189 , 

before me personally appeared 

to me known to be the person described in, and who executed the foregoing agree* 

ment and acknowledged that executed the same. 



GENERAL SPECIFICATIONS FOR CROSS-TIES. 

FOR 



Timber. — Cross-ties will be accepted of the following varieties of timber : 
Oaks of the various kinds known as " White," " Black," '' Yellow," " Rock," 
•• Burr," and " Post," (no Red Oak will be Received), second growth White 
Chestnut, Red Beech, Red Elm, Cherry, Maple, Butternut, Tamarack, and 
Yellow Pine of the long- leaved, Southern, hard Pine variety, cut fi:om un- 
tapped trees and grown not north of South Carolina. Hemlock may be 
accepted but only under special contracts. 
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Size.— Frrti c/ats.— Eight and one-half (8>i') feet in length, sevenfll 
inches in thickness, and not less than seven (7") inches width of f>o 
both sides at the small end. 

Second class, — Eight (8') fret in length, six (6") inches in thicknca,«i 
not less than seven (7") inches width of face on both sides at the small eni: 
and in each das; there must be at least one-fourth of the whole numberllui 
will be nol less ihan ten (10") inches in width of faeces. 

MANifFACTL'RE.— Al! tics niust bp made fron sound, thrifty liveorgnw 
timber, free from loose or rotten knots, worm-holes, dry-rot, wind-shakR 
splils, or any oiher imperfections afTeciing the slrenglh or durability of As 

Not more than one{i") inch of "sap wood" will be allowed ontheedgB 
or corners, and none at all on either face of the Ties ; they mtist be heiet 
or sawed with the faces perfectly true and parallel, of the exact tbickaea 
specified; the faces must be out of "wind," smooth, and free from snj 
inequalities of surface, deep score marks or splinters ; they must be cu 
sawed square on the ends to the exact lengths given and be genetaSf 
straight in all directions, and will nol be accepted if more than three (3') 
inches out of straight in any direction; and must be peeled d 
entirely free from ihe bark before being delivered. 

No "square Ties," either hewed or sawed, will be accepted exfepni? 
under special contracts. No split Ties will be accepted under any oKiio- 
stances, and "culls" only al the option of the Company, and at such ptirts 
as may be agreed upon from lime to time. 

Deliverv.— All Ties delivered along the line of the Railway n 
stacked up in neat square stacks of fifty {50) Ties in each, with alteroltt 
layers crossing each other, and on ground, wherever possible, as high w 
higher than the grade of the Railroad, and in such position as to adniTloi 
being counted and inspected with ease and facility. Ties dehveied at 
suitable and convenient places, acceptable to the Company, willbeinspectti 
and bills made for ail received and accepted up to the last day of « 

month, and payment will be made for same on or about the. „._dayiif 

the succeeding month. 

CAi^f Enpn. 



SPECIFICATIONS FOR STANDARD I'lLK AND TIMBER TRESTLE 

BRIDGING. 

DRAWiNGS.^The drawings are to the scale indicated and marked; W 

n all cases where figures are shown, they will be taken in pretereaceto 

s hy scale. 

—The piles may be ai . All to be not less ihM 

9 inches in diameter at the small end, and twelve (13) inches at llx 

^ed oif; ihey must be perfectly straight, and be trimmed close, 




and driven into hard bottom until they do not move more than one-hidf (^) , 
inch under ihe blow of a hammer weighing two thousand (2.000) pounds, 
falling twenty-five feel at the last blow. All piles under track stringers must 
be accurately placed and driven vertically, and in each bent the brace 
piles will be driven at the angle shown on plan. 

Capping. — The capping will be composed of twu six (6) by twelve (12) 
inch clamp timbers, and a three (3) by twelve (12) tenon will be formed at 
top of piles, as shown on detail plan. The clamps will be thoroughly 
bolted through tenons and to each other, as shown. The bracing will be as 
shown, of three (3) by ten {10) inch plank. Also the four (4) by twelve 
(12) inch clamps ai high water, or ground line. 

Bolts. — The cap clamps, braces and base clamps, and braces will be 
bolted, as shown on plan, with three-fourths (J) inch diameter bolts, with 
heads, nuts and washers. 

Track Strikgers. — Each track stringer will be composed of two eight (8) 
by sixteen (16) inch sticks, and, as the bents will be fourteen (14) feet between 
centres, the stringer sticks will be generally twenty-eight (28) feet long, so 
arranged as to break joints, no two joints in any compound stringer being 
allowed to come opposite to each other. Over each pair of transverse caps 
on piles, and between the track stringers, will be a four (4) by eighteen (iS) 
inch by four (4) feet packing block, with bolts, nuts and washers, as shown 
on plan. In the centre between bearings,or trestle bents, the stringers will be 
secured to each other by bolts and spool washers, as shown. Packing 
blocks will also be placed between each pair of stringers at each end of 
tresde bridge, of the same dimensions as above described, and bolted in 
like manner. 

When trestle bridging ends on an embankment, the stringers shall extend 
at least eight (8) feet back on bank from top of slope, and be supported on 
an eight (8) by twelve (ii) inch mud sill, equal in length to the width of 
embankment. 

All packing blocks will be notched down over caps (also mud sills), as 
ihown on detail plan ; and the stringers will be drift-bolted to the pile caps 
and mud sills. There will be sixteen (16) three-fourths {|) inch square bolts 
to each bent ; bolts twenty-two (22) inches long. 

Cross-Tieb.— The cross-ties, size eight (8) by eight (8) inches, will be 
placed eight (8) inches apart, and notched down one-half (J) inch over the 
track stringers. All cross-ties will be spiked once over each compound 
stringer, with spike of given dimensions, spike alternating in each tie with 
the one preceding, 

Gdard Timbers. — All guard timbers, size seven (7) by nine (9) inches, 
Will be notched down one inch over the ties, and will be secured to every 
Ihirdtie with three-fourths (J) inch diameter bolts, with nut, head an d wrought 
Washer. The guard timbers will be thoroughly bolted to the first and last 
tie of all trestle or pile bridging. 
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All posi'., brac». clamps, sinngers. packing; blocks., ties, guaid limbai , 
mud sills, and all timber generally, will be of the exact dimensions givci 
and figured on plan. All to b« sound, clear, reasonably well seasontd, 
straight grained, square edged and free from any and every defect calco- 
Uted to impair its strength and durability. 

All framing timber lo be of oak or white pine. 

When timber is used in place of the piles in bents it must be in full aceorf- 
ance with the standard plan for "Timber" trestle and these spccificatioiis. 

Iron Work, — All bolts must be perfect in every respect. andhavenuB 
and screws lo the full standard sijes due lo their diameters. The thickness 
of the nuls shall not be less than the diameter of the bolt, and thesizeofiB 
square not less than iwice the diameter of the bolt. The heads of all bdta 
lo be round button heads with cast cup washers, as per detail drawing. 

The holes for all bolts shall be bored wilh an auger one-eighth (J) of m 
inch smaller than the diameter of the boll, in order to secure perfectly lijfc 
fit of the bolt in the hole. 

Wrought Iron", — All wrought iron must be of the best quality of Ameri- 
can refined iron, tough, ductile and capable of stariding a tensile strainof 
fifty thousand (50,000) pounds per square inch. 

Cast-Ihon. — Alt castings must be from good, tough pig metal, ofaijiulii! 
capable of bearing a weight of five hundred and fifty (<J5o) pounds, suspfn 
ded in the cenlre of a bar one (1) inch square, four and one-half {jjjk; 
between supports. All manufacture n 
ter. All castings must be full t( 

Framing. — All framing shall be a 



first-class, well-finished charac- 

given,lrue, smooth and souni 

itely fitted ; no blocking or shiw 

All timbers must be squaredai 



ming will be allowed in making joi 
with ihe saw, no axe to be used. 

Where any timber or pile trestle bridge is buiit on a curve the bloctid? 
for elevation of outer rail, or other means for elevating the outer rail,* 
be as per standard drawings for ihe same, a copy of which will be funiislwl 
from the Chief Engineer's office. 

The entire work is to be finished subject to the approval of the Chief En- 
gineer, or his authorised agent. 
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GENERAL SPECIFICATIONS FOR GRADING AND BUILDING 

EARTH ROADS. 



The alignment, width, grades, crown, drains, ditches, cross-drains and all 
dimensions, shall be those determined upon by the engineer, superintendent, 
supervisor, commissioner, or others having charge of the work. They Shall 
be ample to meet the requirements of the prospective traffic, and will be 
clearly stated in the blanks prepared for and which must be used by the 
bidders. 

Contractors will be required to conform strictly to the dimensions, grades 
and forms as thus specified, and any departure therefrom must be sanctioned 
by written authority to entitle the contractor to extra compensation, and, 
unless otherwise expressly stated, such additional authorized work shall be 
paid for at the same rate as that bid for similar material in the original con- 
tract. 

Classification of Materials. 

The material and work will be classified into clearing and grubbing, earth, 
hard pan, loose rock, solid rock, iron pipe, terra-cotta and stone drains, 
"trunks," catch-water drains and berm ditches, sodding, paving, fencing 
and masonry. Bridges and culverts may be let separately or may be in- 
cluded in the same contract with the grading at the discretioii of the 
proper authority. 

By earth will be meant ordinary clay, sand, gravel, top soil, humus or 
other alluvial material commingled with loose or imbedded stones which do 
not exceed one cubic foot in size or about 175 lbs. in weight. 

Hard Pan is defined to include tough, indurated clay or cemented gravel 
so compact, as, in the opinion of the engineer or road supervisor, to require 
blasting for its removal. ^ 

Loose Rock will include all loose boulders between one cubic foot and 
one cubic yard in size or all mineral deposits, in mass, which may be 
quarried by sledge and crowbars, such as the inter-stratified sedimentary 
rocks ; as clay, shales or slates, sandstones, limestones, decomposed schists, 
soapstone, &c., where the strata are not more than eight inches in thickness, 
and where blasting is unnecessary, even though it may be resorted to by the 
contractor, at his option. 

307 



308 APPENDIX D. 

Solid Rock shall include all other indurated mineral deposits in situ^ which 
require blasting for removal. 

Ditches will include all open surface conduits, whether parallel to the road 
or leading away therefrom. When paved they will be known z&gutten. 

Drains are covered conduits, underlying the road bed or the soil in its 
vicinity. They may be composed of broken stone, when they are termed 
blind drains ; of rough rubble, laid dry, but leaving an open channel, known 
as French drains ; of pipes of different material, such as iron, cement^ or terra- 
xotta^ clay or unglazed pipe ; of wooden boxes, called ''trunks;*' of rough 
masonry, scabbled and laid to line, either dry or in mortar, *' box culvert;'^ 
or of cut-stone masonry with arched top or invert, '* arch culvert^ * 

Clearing and Grubbing. 

In opening a new road through timber lands or underbrush, the under- 
growth and small trees less than six inches in diameter shall be cut close to 
the surface for the full width of the right-of way, and the parts not suitable 
for cord-wood, for fencing, for fascines or for mats in swampy bottoms shall 
be piled for burning. 

Trees of large diameter shall be cut up into the most profitable commer- 
cial forms for the available market, the limbs and tops being split up fur 
fencing and the brush reserved for facinage or piled for burning. 

All roots and stumps within the width of the wagon-way or foot-path, if 
there be one, shall be removed to a depth of eighteen inches below finished 
grade, by grubbing, blasting or other means. 

Grading. 

The mould, top-soil or humus containing vegetable matter must be exca- 
vated from the bed of the road and may be deposited in spoil banks at points 
designated by the engineer or other officer, where it will not wash into the 
road, ditches or drains ; or it may be spread over adjacent farms, with the 
consent of the owners, where it will not injure the property or crops. 

The sub-soil, if of good quality for roads, should be disturbed as little as 
possible but should be "crowned " and graded to conforift to the neat lines 

* Note, — The size of the waer wjy for cu' verts and drains may l:e computed from 
the following formula as given by Rudolph Hering, c. £. 

4 

A 
Where Q = the number of cubic feet, per acre per second reaching the mouth of 
a drain or pipe, 
c == a coefficient ranging fr^m .31 to .75, depending on the nature of the 

surface. Average recommended is .62. 
r = average intensity of rain fall in cubic feet per acre per second. 
S = the general grade of the area, per thousand. 
A = the area drained in acres. 
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of the profile and sections determined upon ; not with the plough when 
near sub-grade, but with the scraper, pick, or shovel. All stones exceeding 
two inches in diameter should be removed from the surface, which should 
be throughly rolled after the material has been spread and crowned, by a 
roller weighing not less than one-half of a ion per lineal foot. 

In heavy clay soils, where practicable, sand and gravel may be added to 
the surface in the proportion of sixty-two parts of gravel to twenty-two of 
sand. After being thoroughly and uniformly mixed it should be spread of 
equal thickness over the previously prepared bed and be rolled until it will 
sustain a static load of one ton per square foot without depression. 

This surface should be " crowned " with slopes of not less than two inches 
to the yard, rising uniformly from the ditch toward the centre, but no mud, 
muck or wash from ditches shall be used for this purpose. The grades for 
an earth road should be limited, where practicable, to live feet per hun- 
dred (5 per cent.) 

The width of the traveled way should not be less than one rod (giving two 
acres to the mile) and for the right of way four rods (between fences). 

Drainage. 
In general, ditches shall be opened on both sides of the wagon way, of 
such dimensions and grades as shall be prescribed by the engineer or other 
authority. When specified, drains may be substituted, or they may be 
omitted entirely where, at the discretion of the engineer, they may be un- 
necessary or detrimental. Catch-water and berm ditches shall be built as 
required by the topography or soil. Cross-drains, mitre-drains, pipes or 
trunks shall be built on or under the bed of the road wherever specified or 
required, and be made to accord with the exigencies developed during con- 
struction. The outlet drains shall be opened at as frequent intervals as 
possible into natural channels, and shall have a uniformly descending grade 
not exceeding one foot per hundred (1 per cent.) where practicable. The 
line of such oudets shall be so selected as to produce the least injury to 
property, and be placed at such points as may be required. They shall be 
made to discharge freely into the natural water courses. Care should be 
taken, as much as possible, to conduct the drainage away from the road bed 
rather than toward it, and to this end the grades, where practicable and 
expedient, shall be kept above the general level of the adjacent lands. In 
thorough cuts the surface water shall be intercepted by berm ditches where 
it flows toward the road, and the side slopes should be sown in grass after 
the top soil has been spread over them, when the expense is not too great. 

Box Culverts 

shall be of good rubble masonry, well scabbled, or of squared stones well 
laid. The ends for a length of four feet from the face shall be laid in good 
iT, the remainder of the side walls may be laid dry. The tops shall be 
made level and solid. The bottom, when paved, shall be laid with suitable 
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stone set on end or edge, well bedded and made to break joini. Slop 
plank or sheet piling shall be driven under the bed, when and where 
required, to prevent wash-outs. 

The cap-stones for spans, varying from six to four feet, shall have a ibick- 
ness of not less than ten (lo) inches, and a lap at each end of one foot. 
For a four-foot culvert, or less, the cap-stones may be not less than six 
inches thick, and have a lap of at least eight inches- 
All the material and workmanship shall be subject to approval bv the 
engineer or other proper authority. 

Foundation trenches shall be dug to the required depth by the contractor, 
who shall construct the necessary flumes, dams and sluices for keeping 
them dry during the laying of the masonry. He shall also provide such 
temporary works as may be necessary to afford a passage for the irafGi: 
without interruption or danger, and to provide fencing to preserve crops or 
other property from injury or trespass, and all tools, plant, false-works, or 
scaffolding necessary for the proper execution of h 



Retaining and Six>pe Walls. 

Retaining walls for heavy clay or loamy soils dipping toward the road 
bed and liable to slide, shall be of substantial masonry laid in cement mor. 
tar. They may be of a trapezoidal seclion, having a uniform batter on the 
face of six lo twelve feet vertical to one horizontal. The top thickness shall 
not be less than two feet ; the bottom not less than one-third the height of 
the wall. The back may be stepped off in courses from three to five fret 
in height with level, but random, berms. 

Weepers, or drain tiles, shall be inserted at or near the bottom of the wall 
at intervals not to exceed ten (lo) feet and of sufficient size to afford ample 
drainage, and they shall be connected in rear of the wall by coarse back 
filling of rip-rap, gravel, or other loose material. Where such is not avail- 
able, brush without leaves may be used, laid in bundles or fascines. The 
back-filling which resti immediately against the wall, shall be of such coarse 
texture as readily to permit water to pass down to the outlet drain pipes to 
md freezing. This precaution should be rigidly ob- 



prevent lodgment 
The weepers n 



t be placed so high as to prevent their becoming clogged 



:r ends by deposits in the ditches along the toe of the walls. 



General Conditions Applicable to all Work, 
All materials used in the construction of the road will be subject to the 
classification, inspection and acceptance of the engineer, who will submit 
them to such tests as he may desire. 

Commodious passing places, fur public and private roads, shall be made 
kept in good condition by the contractor, and he shall provide and 
ain good and sufficient fences, for keeping up enclosures and the pre- 
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Sftirvation o{ crdps. The contractor will be held responsible for trespass or 
damage to the adjacent properties or the public, for any acts or omissions 
on the part of himself or his employes. 

Any parties under the direction of the engineer shall be permitted to pass 
or haul any material required for the road over any section, such persons 
not interfering with the work of the contractor. Right of way and neces- 
sary lands for borrow pits, spoil banks, channels, ditches, roads, etc., will 
be provided by the supervisor or county commissioners, as early as practi- 
cable, but they are not to be held responsible for any delay caused by legal 
proceedings beyond their control. 

Contractors must carefully preserve bench marks and stakes ; in case of 
neglect they will be charged accordingly. Falls and slips, if not occasioned 
by the negligence of the contractor, are to be paid for the same as the regu- 
lar classification. 

The contractors shall take all risks from floods and casualties of every 
description, and shall make no charge for detention from such causes, but 
shall be entitled to a reasonable extension of the time for the completion of 
the work. 

The quantities marked on the profile are an approximation, and will not 
govern the final estimate. 

Disorderly and quarrelsome persons must be discharged by the contractor, 
if in the opinion of the engineer the good of the road requires it. 

Contractors will not themselves, nor by their agents, give nor sell any 
ardent spirit to their workmen, or any person at or near the lii^e of the road- 
way ; or allow any to be brought on the works by the laborers or any other 
persons, and will do all in their power to discountenance their use in the 
vicinity of the work by persons in their employ ; and they will not allow any 
person in their employ to commit trespass on the premises of persons in the 
vicinity of the works, and will forthwith, at the request of the trustees or en- 
gineer, discharge from their employ any that niay be guilty of committing 
damage in this respect. 

Contractors must satisfy themselves of the nature of the soil ; of the gen- 
eral forms of the surface of the ground ; of the quantity of materials required 
for forming the embankments or other work, and all matters which can in 
any way influence their contract; and no information upon any such mat- 
ters derived from the maps, plans, profiles, drawings or specifications, or 
from the engineer or his assistants, will in any way relieve the contractor 
from all risks or from fulfilling all the terms of this contract. 

The contractors will remove, at their own expense, any materials disap- 
proved by the engineer, and will remove and re-execute any works, without 
extra charge, and within such time as fixed by the engineer, appearing 
during the progress or within twelve months after completion, to be un- 
soundly or improperly executed, notwithstanding any certificate as to the 
due execution of the same. 

The contractor will give personal attention to the work. 
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The engineer shall have power ta direct the application of force to any 
portioa of the wtn:k which in his judgmest requires it. And to order the 
increase or diminntioa of force at any point he may indicate. 

MoscTKLT Estimates. 

Measurements and estimates shall be made by the engineer, once in each 
month, by means of which may be known approximately the amount of 
work done, and the contr ac t o r shall be entitled to payment therefor, at such 
rates below his contract price as nxay be agreed npon by the parties to the 
contract ; it beng understood tEiat the contractor has no claim on account 
of any material not laid in its place in the roadway, or for labor bestowed 
thereon ; and the quantities shall be estimated from the dimensions when so 
laid, though, on the advice of the engineer, advances may be made on such 
material when delivered for use, in which case it becomes the property of 
the company, in the contractor's care and keeping, and he becomes liable 
for its loss or injury. 

Upon completion of the work all refuse, rubbish, or useless material shall 
be removed, and the site be left in neat and proper order. 
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OF TECHNICAL TERMS USED THROUGHOUT THIS WORK. 



Abutment — That portion of the masonry of a bridge or dam upon which the ends rest, 
and which connect the superstructure with the adjacent banks. 

Air Registers — Ventilators of iron or other material, covering apertures in walls, win- 
dows, or doors, to permit a free circulation of air. 

Angle Iron — A strip of flat bar iron bent longitudinally at right angles. 

Arch Caps — Voussoirs. 

Architrave — The lowest, principal division of an entablature, resting immediately ovef 
the abacus. 

Arris — The edge in which two surfaces meet ; the intersection of two planes. 

Ashlar — In masonry a stone squared and hewn, used for facing work when laid in 
regular beds or joints. Tooled ashlars are blocks marked w.th parallel flutings or 
grooves. 

Axed — in masonry, dressed with a stone hammer to a smooth surface. 

B 

Backed — In masonry, built in on the rear face. 

Backed — In carpentry, is applied to joists having their upper surfaces hewed or planed 
off near the ends, decreasing to the middle, causing them to be slightly roimd on 
top, to allow for settling. 

Backed — In earthwork, filled, returned to place. 

Baluster — A small pillar supporting a rail. 

Balustrade — A railing composed of balusters. 

Base — Lower portion of a post or column, but is generally used to designate the lowest 
portion of arfy structure. 

Basil — ^The angle at the cutting edge of a tool or instrument. 

Bats— Broken bricks. 

Batter or batir — The slope or inclination given to the front or face of a wall. It is ex- 
pressed by dividing the height by the horizontal distance from the vertical to the 
fiace ; thus ^ represents a slope of $ feet vertical for every i horizontal. 

Batten — A strip of board less than four inches in width, generally used for covering 
cracks or joints. 

Battlement — A notched or indented parapet, of which the higher parts are called merlons, 

and the openings or lower portions, embrasures or loops. 
Bay — ^in plastering, the distance between the screeds. 

Bay windowt {auriel or onef) — A window forming a bay or recess in a room, obma 
ccnniptly called a bow window. 
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rtead— A small round moulding, of lemi-circular 
[leam -A gensml lerm lo deaignale the principa 

specific name Is girCQ by prefixing another term 

Belt Stones or CoutMs— Horizontal bands or lones of 

lending through a wail. 
Elertne or Beno — A narrow level strip of earth or stone 
Berm-dilch— A ditch just ouuide the benn, fr 



Bevel or Splay— A sloped or ino: 

different from a right angle. 
Bindots— In laaximj, stones sxtc 




iirCace making with adjacent s 
through a wall or from the Imeet well ietA^ 






Blaxling— Displacing rock or hard matflrial by the use ofan eipla-^ive a 
Blocked Apart— Held apart by small blocks or keys of hard wood. 
Blocked — Having triangular blocks glued in the angles lu prevent chani 
Blockings — Pieces of material U'>ed to raise barrels, Sec, oft the ground, to prevent de- 
terioration of the contents from dampness. 
Block Plan— A general plan showing relative positions of objects on a comporallvel/' 

small scale. 
Blocks — Pieces of material cut into a prescribed form for a particular purpose. ^^ 

Hoard Measure— The measure used in estimating the contents of lumber. TheO^H 

a square foot of surface one inch thick or 144 cubic inches. j^H 

Body Bound.— Pitting so snugly as to have to be driven into place, as in bolts, Ac. ^| 
Holslei Blocks— Plates on the lower side ol a bolster to diminisli the friction, as in ■ 

bridge seat. 
Bond— The manner of arranging iho materials In masonry. 10 as to unite the parUlinnly. 
Bonus — A ecnsideraiion ; a premium or award offered for work completed before a giver 

time, hence It has become the synonym for work which has been hastily and liiv 

properly done. 
Borrowed — In earthwork ; when the materials fumishsd by the excavation 

dent to form the embankment, the deficiency is supplied from points ^fT the toad 

bed. Such material is said to be borrowed. 
Borrow Pit— The excavation from which borrowed mmotial is obuUnod. 
Boss — In architecture, a projecting omamonl placed at the intenection of Ihe 

ceilings: a projeclioo. 

Brace — An inclined member of a frame or truss. It may be subject 

compression, when it is a ilriit, or of tension, when it w a lu, 
Bradded- lo glaiiag, fastened in with brrids. 
Bronie Fumilure — A term applied to door knobs, washers, KCutchions, 



•I lufii 
henT^* 



Build— In masonry, thai dimension of thest 
BiUl's Eye — A small round window, or ligh 
Buoy — A floating body of wood or iron 



le which is perpend 



ularlo 



He quarry bed 



lush Hammer— A mason's large breaking hammer 

lult — A term applied lo the ordinary door hinge. 

-trass— A proj'eciioQ built against the aul'l./e ol 

•^ on Ihe inside it becomes a. couRUrforl. 
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<Tiste »c'"i..tr cuu ! »eij i !:r ^^rea t^ a trass to stU fe ", 9l 
CuBBLrser or 0.-Tr' -wer — A projeciii^ tuBber iaosae 
to viai p iTi. e»«Si. CT'i"i."i:irs cr bojiscaaes. 
:i5isLry jc seme cr wood. 
il — Tie JbSLt zc zic re x. sr^nrx. 
CappcBgis — The ±ir sr-mrr cu'rsrrz^ rczrreses. gmbSes. Jbc 
Okss — (CtMir.iw. mt' • xoaxccrsif. 
CatauBazaB — -A 2exTj 2ssc=>viu9£usf «^£3a far trsK^toftiB^ lii^ Ufadls 

Centze > 



— ^ frime 3 -voiif ar jnc xx s 



icscE ^3C p;ysyr ^scsZr t'ijkf^nz ao ■*» wi^ 
Chaxxs — Caffrings osef 22 sicpcir: :iie e>±s cf rails or 

r — Aa 2rrs cr «e^e w^aii s pored of^ bgrried. 



Cheek BUxks — A ^ibek one s5e zi -v^Lic^ b iacBied bj Tim cdaci: ^Boe ^■^-''^^^ !t^ s 

fixed oqnec fcraas^ :3e soersde. 
Chipped — lL*MJ i % snaH ZDsaes uc s-g~Ht bcT^en oJtihe ct^esL 
^^^'ll'^g F^ece — ^T^ zcz^neszunr ~xaot. z£ irjo ac& oa a. i ■ "i^ iar dhe jwu.ji;m k zi itiiJu^ 

Chisel Mzrkaci — ggiiius a cm&e& ««r f'xV'^^rVv^ r^r h»- ^ fV»a^' •>^ <ft*^M- -fw. 




"J. aZ wrck !*ac v.ifa r of ■ 
Cleac — A *- - ' \ j- dL irzfid. -f? ^TPrrTtnf jZ izizthxr i> arfrg-faea =:. or x 

or Ocarsiir?: — ^Ajtt vfaiii-a- or t^tt c^ 'vtxi2c<«s ir lie Ujtjn pnr: ^i ^mTiS- 
f^jf, osasZ-x 2cciies£ 'H ^^e "xccer pocr of ^le vni"'a" a^ie oc a lauica. sz. »'^'g*» mr 



cTjii'ik rre n«i«s ic ±e iic ayi'e^. 



-A iBngrjcsTf ^ul bcilr ay<riff a. pjer =r a£E± 3r 

CoOs — Rape 7a.:cf xc nxx^ ^fr^^ftitt- £uce 3a ^^^gr 

-A ecmocsciuL ^ briksL s::4:e. !r.:i i *{if zad <nyf posa^smc -rsr ^iluj c l-* i» 
asci ised larsLT izr omadzroscs or f'-irg 



"fc 



Ccmdasaes — -Ines ^f vxssr P7«s "irg.-frr^ frsoL ±e ncc as ine vsC jr fhrTTr. 

CooseroKTze 3xez:sxrE3>sxr3 — A~cflr2=css eirzas. 

Contaizaer.. — A pyrf juiced zi Triri*r-iJ2«S3 r> i<i'jf i siccjy sf ^u^.n- 

::»» "f.fr 'tr' & jg:in^ yrmffi 5-nTTrg ^ lUMn mu g nmr*^ jx. a> 
ai a :in?»:dia. fr^m. "ii* 




Copper Paacffied — Z-zioctsr incri vui tm. 

CocfaeE — ^A pniacrtn^ sssne *tr vjen.* ic -racer sirocrfn^ a *.ii jw iin'iiiinr'ii w^-^fxr, 

Canaet — Tbe itzrL^znvat.' mcoafed. zx: jjtrjzs-jo, -^ 

pars oc a ^aflt^ju^ 
Coaoeibeved — Zngrief -?rri. ax x/fss as 2. zrzje 

Cooaecnfc — T» je in. ax a xnrm^ k, ih^xz ±e itra.^ saZ, 

ScTTce iir ircnxu^ tttjijzgsiz pLrt= ir rebecs. 

car^-rr^,. r:« liirj** si^fics -mrrrfirrg mris ine ^xn Tnnr siat sx si 
i^ciL tie mi-ii. 
nfccXe 3iaii»uirT i^nlr ar^nait aad. zxiLsm -fie '•'^"*^'***- 
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■ailing' 



ing ibe ridgs of (he roof of a bulldlns. 

in the form of an X balweon joists tosliCbod 



Crmtiog ) „ 
Crest RailineJ-™ 
Ctoas Bridging — Short be 

and prevent twisting. 
Cross Section — The section made by cutting across or through an object. 
Cross Section Paper— The pjpei used for plotting the cross or transverse 

earlhwork upon. 
Crown— The highest point in the curve of an arch. 
Culled — assorted, picked oui, selecied. 
Cut Stone Mosoniy— That built of stones liaving plane joints and smooth 




thrown against the surface to Lie covered^ 
I upon a vessel or bnlcooy for ihopurposeof 
ers rest upon the upper chord and the trains 

In the mouldinp of Ionic. Carlnthiaaai 
ib or arm which can be n 



■■ Dashed and Broomed " — Having mortar 

raising boats or weights. 
Deck Bridge— One in which the track beai 

p3ss over the (op. 
Deafened— So arranged as (o Inlemipt the 
Dentils — Ornaments resembling teeth, usee 

Composite cornices. 
Derrick — .\ kind orciane having a hinged 

ptamr.. 
Diagonals - Boards or liihs nailed on (he studding diagonally. 
Diamond Chic kota — Diamond shaped cavities or projections In an iron floor to roughen H. 
Dimension Slone — Is that which is qiuuried of such aiisa and shapes as to have, when 

dressed, certain given dimensions. 

Door Jamb — The vortical portion of (he framo ; the sides. 

Dormers— Windows pierced Ihroueh Incllnod roofs and having their frames verlicaU, 
Double Hung — Windows having two s»-.hes separated by parting strips. 
Double Trimmeis — Two par.illel joist arranged to receivj aud support olhen 

joist B( right an les to them. 
Dowel — A straight pin of wood or metal inserted part way into each of iwa feces whiA 



Drafts— In stone culling. 


are lines c 


ut upoti the faces t 


be^iseda 


a guides in dieisl 


hLying. 










Dtafied— Having drafts c 


ut upon the surface. 
















Drift Bolls— A rod used 1 


o drive ou 








Dump— An embankmen 


where m 


leiial js deposited 


from cart 


s, cars or bamj 


Dump Scow— A bateau h, 


iving a m 


vaWe bottom. 






Dumping Ground— Any 


ite where 


waste material or r 


fuse may 


be deposited. 


Kaves — Thai portion of a 


roof which projects beyond t 


he walls. 




Eitrados— The exterior c 


jrveofan 


aich, measured on 




Paeadfr— The exterior faci 


s or front ofa building. 






The tope used with 


pulleys in 


hois,i:.K. 






■ broad fillet, b 






generally in com 
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Fence Stone. —Long rectangular stones suitable for fence posts. 

Fillet — A small flat band used principally between mouldings to separate them. 

Finial — The carved or ornamental terminal inserted in gables, canopies, &c., in Gothic 

architecture. 
Flagstones or Flags — Large flat slabs used for paving. 
Flashings — Broad strips of sheet lead, copper or tm having one edge inserted in he 

joints of brickwork or masonry, an inch or more above a roof. The opposite edge 

is flattened down upon the roof and covered by slate shmgles, &c., to prevent leaks. 
Flat Work — In plastering, is that having no projections, beads or mouldings. 
Flatted Timber — That which is hewn or sawed on two sides only. 
Float — A plasterer's trowel, used \x\. floating plaster on a wall. It is sometimes so long 

as to retjuire two men to use it. 
Flush— Even with ; being upon the same level. 
Flush Bolt — A screw bolt whose head is »unk to the level of the surrounding surface ; 

a sliding bolt let into the face or edge of a door. 
Flume — An artificial channel for conducting water around or through a piece of work 

in progress. 
Footings — The bottom of a trench for foundations. 
Frieze — The middle division of an entablature in architecture, lying between the ar^ 

chitrare and the cornice. 
Function — A quantity or expression depending for its value upon that of some variable 

which it contains. 
Furring — Pieces inserted to bring others up to a required level as in joists ; a kind of 

chock. 



Gable— lliat portion of the end wall of a building above the eaves of a sloping roof. 
Girder — A beam which sustains the joists of a floor when the distance between walls 

renders additional support necessary. 
Girth or Girt — The periphery or bounding line limiting a right section of an/ body. 
Grillage — A platform of heavy timber notched together to support a structure in com- 

pressible soils. 
Grouting — A thin mortar or cement poured into the joints .of masonry and brick work 

to fill the interstices. 
Grubbing — Removing roots and stumps from the surface ; clearing. 

H 

Halved — In carpentry, cut half away so that two timbers may pass each other and yet 

have their faces in the same planes. 
Hammer-Dressed — Dressed to a plane surface by repeated blows of the patent dressing 

hammer. 
Hanger — An iron bracket or projection depending from a ceiling for supporting shafting. 
Hard Pan — A stiff clay which it is sometimes necessary to remove by blasting. 
Hatchings — In topographical drawings, are shade lines drawn in the direction of falling 

water to indicate the direction of the slope. Its angle or intensity is represented by 

the number and thickness of such lines in a given length of contour. 
Haunches — Those portions of an arch lying between the crown and the pier or abutment. 
Headers — Those bricks or stones having their ends in the face of a wall and their lengths 

perpendicular thereto. 
Heading — In tunneling, a gallery or drift excavated in advance of the bottom to iieiciU* 

tate the work. 
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Head Light— The light carried in front of a locomotive to illumine the wajandactas 

a signal. 
Head Shaft — The main shaft connecting directly with the engine. 
Hearting — The interior filling of a wall. 
Hip Roof — One that slopes four ways, forming ridges or hips. 
Hollow Quoins — Cylindrical recesses or comers in canal locks in which are placed Ibe 

posts of the gates. 
Honey Combed — Vesicular, spongy, full of holes. 
Hood — ^A cap or covering of stone, metal or wood. 
Horses—The inclined notched ribs which support the steps in a staircase. 

I 

Impost — The horizontal block of masonry at the point of junction between the arch 
and its piers. 

Isometrical — Of equal measure ; in drawing it is that method of representing objects 
on the fiat by which their three dimensions are laid off upon three axes making 
with each other angles of 120O and the scale is the natural cosine of the angle 
made by the edges of a cube with a plane perpendicular to its diagonal. 

Invert — ^An arch built on the ground, concave upwards, to support piers or walls and 
distribute the superincumbent pressure. 

J 

• 
Jambs—The side of a door, window, chimney, &c. 
Jettee or Jetty— A pier, mound or mole projecting into the water to protect a harbor or 

river bank. 
Jogs — In masonry indents or offsets either in the stones themselves or in the manner of 

laying them. 
Joist — Timber used in supporting fioon. and ceilings. 

K 

Knees — Crooked timbers used in ship building for uniting the ribs to the deck timbers; 

any angular pieces of wood or metal similarly applied. 
Keystone — The top stone or vov.ssoir at the crown of an arch. 



Laterals — The braces in the side of a truss. 

Lathing — The thin strips nailed to the studding to support the plaster. 

Lead — The length of haul from the pit to the dump. 

Lining — The arch of a tunnel or culvert. 

Lintel — A honzontal beam over an opening in a wall; when the span is great and the 

beam supports heavy masonry, it is called a breastsummer or hressummer. 
Light — A pane of window glass. 
Lock — A chamber of masonry closed ^t the ends by gates to pass boats from one leve 

to another in canals. 
Lock- pit — The excavation for the masonry of a lock chamber. 
Lumber — Sawed timber, either boards, plank or squared pieces. 
Lligs— Small projections upon the surface of a casting by which it may be lifted or iur 

ttned in place. 
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M 

^fanhole — An opening into a sewer, drain or culvert large enough to admit a man. 

Manilla — A fibre oDtained Irom the Mma textilus in the PhiUppine Islands, used for 
making roF>es and paper. 

Mantel — A covering. 

Maul — A large mallet of hard wood bound with iron rings. 

Mean Low Water — The mean height of low tides* and the datum surface to which 
geodesic levels are referr -d. 

Meeting-Rail — The central vertical rail of shutters. 

Mineral Furniture — Knobs, escutcheons, &c., made of clay, porcelain or other mineral 
substances. 

Mitre — The line formed by the intersection of mouldings, beams or parts of a frame 
meeting at an angle. 

Mitre Sill — The sill against which lock gates rest when closed. 

Mitre Posts — Those meeting over the mitre when the gate is closed. 

Modillions — Projecting brackets under the corona of the Corinthian and composite or- 
ders. 

Mortise — A hole or recess cut in the face of a timber to receive the tenon projecting 
from the end of another. 

Moulding — A general term given to all linear ornaments whether projections or cavi- 
ties, as the fillet, bead, ogee, &c. 

Muck — Soft mud containing much vegetable matter. 

Muck- Bar — Bar iron which has passed once through the rolls. It is usually cut into 
lengths, piled and re-rolled. 

Mull ions — The vertical strips separating window panes. 

Muntins — The horizontal strips separating window panes. 

N 

Nave — The part of a building in which the audience assembles. 

Neat Lines — Those by which the work is laid out. 

Neat Work — Work wrought to the neat lines. 

Newel — The central column around which the steps of a circular stairway wind ; the 

princip \\ post at the angles and foot of a staircase. 
Normal— Perpendicular to any surface or line 
Nosing — The slight projection upon the front edge of a step or wmdow sill. 

O 

Ogee — A moulding of an S shape. 

One- Man-Stone — A stone of such size as to be readily lifted by one man. 

Out of Square — Askew, oblique. 

Out of Wind -Perfectly straight or flat. ^ 

Outlets — Openings through which gas pipes enter rooms. 

P 

Parget — The plastering applied to the interior surface of chimneys. 

Pediments — That portion of the end wall of a building which corresponds to the gable ; 

but it is much less acute at the top. The teim is often applied to the triangular 

decorations over doors and windows. 
Parting Strips — The thin vertical strips in a window frame to separate the sash. 
Pinnacle— A shaft surmounted by a small spire and finial. 
Pilaster — A square column or pillar generally attached to a wall from which it pi^'- 

a third, fourth, fifth or sixth of its breadth. It is sometimes disengaged. 
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Am GoanaeCioiit— Tbe Iron pins used In wdtlng «he sevetal meniben of a 1il4Ke« 

roof truss at the posts. 
Ptantn— Smalt stones driren into joints to wedge otlien. 
Pfanied— Held in place by wooden pins or tree nails. 
Pit— A hole or excaTation from which material has been removecL 
PUob^The slope of a roof, inclination, distance between teeth of a cog whedv Ai 

threads of a screw. 
•• Pitched **— Chiselled to a line ; also rubble woik in which the blocks unfUdtdim 

place with a certain degree of regularity, so aa to bind one another in pises, h 

in the upper courses of breakwaters, jetties, An. 
Planb— The general arrangement of the machinery in any manufinctory orproeoi; Ik 

tools and apparatus required in any operation, 
Plander— The soffit or under side of the corona of a comlcre in ftiairfr^ai aichitedsn. 
Plinth— A square member forming the lower division of the base d a column; stethi 

plain projecting &ce at tne bottom of a wall. 
Plumb— Vertical, upright 
Pointed — ^Dressed with a point and mallet to true planes ; sJao baring joints filkd wit 

cement or mortar and lined with a trowel or pointing t(K>l. 
Primed— Having the first coat of paint or «* priming ** laid on. 
Porcelain Furniture— Knobs, ftc.. of porcelain. 
Purlins or Purlines— The horiaontal strips placed upon imften to lupport the loof ear 

ering. 

Q 

Queen-Posts*— The two vertical members of a roof truss composed of two stntssidi 

straining beam, ties and rafters. 
Quoin — ^The hollow into which the quoin post of a canal lock gate fits; sboiki 

dressed stones on the vertical edges of buildings. 



Racked Back — Built in steps or olTsets out of plumb. 

Radiators — Coils or drums used in heating by steam or hot air. 

Rabbet or Rebate — A half groove along the edge of a board or moulding fvirmii^t 

longitudinal recess. 
Raked Out — Cleaned out with a scraper. 
Range Work — Built in horizontal layers of uniform thickness. 
Relieving Arches — Those built against the back of a wall and having their axes per* 

pendicular thereto to relieve the wall from the pressure of a backing of earth. 
Rendering — Plastering on a wall without laths. 

Registers — The open work castings inserted in walls for air passages. 
Return — The termination of the drip stone or hood-moulding of a window or door. 
Return Walls — Wing walls used to support the side slopes of an embankment and 

keep open a passage way. 
Reveal, Revel — The sides of an opening for a doorway, window, &c., between the 

framework and the outer surface of the wall. 
Ridge — The line in which the slopes of a roof meet. 
Ring — To make a sonorous vibration. 
Rip-Rap— A covering or apron of rubble stones thrown over a bank to protect it from 

washing, 
Riser — The vertical part of the face of a step. 
Rock Range Pitch Face — Masonry with roughly scabbled faces, but with «• beds " an^ 

** builds" cut square and tnie. 
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Rock Face— Not dressed or hammered to a plane on the face. 

Rostrum — An elevated platform in a hall, with a sedilia. 

Rough Cast — A mode of finishing outside work by dashing over the second coat of 

plaster while quite wet, fine washed gravel in lime. 
Rubble Woric — Masanry in which stones are used in the rough without being dressed 

to size. 
Running Foot — ^A foot measured in the direction of the length of the material, without 

reference to the other dimensions. 



Saddle Heads—- Hollow castings resting, on the heads of columns to sustain another 

series above and allow beams to pass through. 
Salmon Bricks— Pale yellow, undeibumt bricks. 
Sand Finish, Floated — Plastering in which the finishing coat is composed chiefly of sand 

put on wkth the float and straight edge. 
Sash — The frame of wood or iron supporting the glass in windows. 
Sash Fasteners — ^The spring catches attached to the meeting rails to lock them. 
Sash Lifts — The buttons or hooks attached to the lower rail of window sash. 
Scabbled — ^Chipped off roughly with a stone hammer. 
Scarf— A longitudinal joint made in timber by notching and overlapping their ends, 

which are secured by "bolts, straps and fish-plates. 
Scotia — ^A hollow moulding resembling a pulley. 
Screeds — Strips of plaster both horizontal and vertical, forming guides for the straight 

edge. 
Scroll — ^An ornamental form arranged like a band in undulations or convolutions. 
Seasoned — Dried either by exposure to weather or by artificial means. 
Second Shaft — The counter shaft connecting with the main or head shaft. 
Secret Nailed— In flooring nailed through the tongue so that the heads of the nails are 

invisible. 
Segmental Heads — Of doors and windows, arched so as to form an arc of circle. 
Separators — Thimbles or small pieces of iron inserted between girders to keep them 

apart. 
Set (n)— A permanent bend or deflection produced by straining a beam beyond its 

limit of elasticity. 
Set (v) — Hardened — a cement, according to Vicat, is said to have set when it will bear 

a wire 1-24 in. in diameter weighted with one pound. 
Shaft — A vertical pit or well ; the main part of a column. 

Shade — ^That part of an opaque object from which light is obscured by the object itself. 
Shadow — That part of an object from which light is obscured by the interposition of 

an opaque body. 
Shakes — Longitudinal cracks in timber which has grown in localities exposed to the 

wind. 
Shank — The body of a bolt excluding the head ; the long straight part of many things. 
Skew-Back — The angular block supporting the end of an arched or inclined member. 
Square Droved — ^In masonry, cut by a broad chisel into small lines square with the 

edge. 
Splay— A surface making with another an angle differing from a nght angle. 
Stepped — Cut out in offsets resembling steps, as in loundatiou on sloping ground, &c. 
Stites (Styles) — In joinery, the upright pieces of a frame as of a door, shutter, screen, 

or other panel work. The horizontal pieces are termed rails. 
Stop-Bead — ^A small bead or projection on a metal surface to prevent a pipe or sash 
>from slipping past. 
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Straining-Beam — A horizontal beam placed between two stmts inclined in oppogk 

directions, producing a strain of compression. 
•• Straw " Bids — Fraudulent bids. 
Strapped — Bound around with flat bands of iron. 
Stretchers — Bricks or stones placed with their longest dimensions parallel to the Uotd 

a wall. 
String Course — A projecting horizontal band or line of mouldings in a building. 
Stringers— Longitudinal beams generally used to support a uniform load. 
Stripping Grounds or Grounds — Strips of wood fastened to blocks in a wall to soppoft 

architraves and mouldings. 
Struck Joints — Those fil ed with mortar which is pressed out and struck oifwithi 

trowel. 
Struck Measure — One in which all material projecting above the top of the vessel is 

scraped off. 
Stirrup — A pendant band of iron, supporting girders. 

Stud — A short stout projecting pin ; a prop; the vertical pieces in a stud partition. 
Sub-Panel — One of the lower panels in a door, &c. 
Sub-Plinth — The lowest portion of the plinth. 
Suites — Adjoining apartments. 
Swedged — Hammered with the swedge hammer which has a cylindrical groore of 

proper diameter traversing its butt. 
Swivel — A revolving link in a chain consisting of a ring or hook ending in a hcadedpis 
which turns in a link. 



Tail Joist — Short pieces of joist extending between two beams, girders or trimmeis. 
Tap Screws — A screw of hard steel with a square head for cutting threads on nuts. 
Tap Bolt- -A bolt which simply passes into its socket without penetrating it. 
Tapped — Reamed out. 
Templet or Template — A form or pattern. 

Tenon A projection from the end of a timber made to fit a mortice. 

Terra Cot'a — A substance manufactured from clay and sand or chamotte (ground terra 

cotta.) 
Thimble — A short piece of tube slipped over a rod to separate i>arts of a structure as, a 

post or chord. 
Through Bridge — One in which the vehicles pass through, the road bed bdng supponcd 

on the lower chord. 
Thickening Washers — Additional or extra washers used when the thread is not cutiar 

enough (m a bolt. 
Topped Out — Having a splay outward at the top as in chimneys. 
Toothing— Unfinished brickworks© arranged that every alternate brick projects half iti 

length. 
Tool Dressed — Hammered to a plane surface, not smoothed. 
Transept — That part of an auditorium which projects at right angles to the body or 

nave, making it cruciform. 
Transom — A horizontal cross bar or mullion for a door or window usually separating 

the dooi from a light over head. 
Trap — A horizontal door, as in a floor ; a bend in a pipe to retain water and pretcnt 

foul g'isses from flowing through. 
Tread — The flat or horizontal part of a step. 
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Trimmer — A short cross timber, framed into two joists to sustain the ends of intermed- 
iates where they would otherwise find no support. 

Turn Buckles — A small fiastening turning about a screw through its centre ; a nut with a 
right and left handed screw for tightening up tie rods. 

Two-Men Stone — Stone capable of being conveniently lifted by two men. 

Three Coat Woik — Plaster or paint pot on in three layers. 

Tongued and Grooved — Having a rib projecting firom the edge of one board and fit- 
ting a corresponding longitudinal recess in another, as in flooring. 

U 

Upset (or Stove Up) — Hammered back to thicken the end of an iron bar as in forming 
an eye or head for a bolt. 



Valley — A re-entrant angle formed by the intersection of two parts of a roof. 
Veneered— Cqvered by a thin sheeting of ornamental wood. 

W 

Wainscoting— A wooden £aicing around the walls of rooms about three feet high. 

Wall Plate — The plank laid on the side walls of a house on which the roof trusses rest. 

Wash Boards^The boards surrounding a room, at the floor, to a height of less than a 
foot. 

Wasted — Thrown aside. 

Water Closet Containers — ^The basins above the goose neck forming a trap. 

W^ater Table — A horizontal band or offset in a wall sloped on the top to shed the water : 
usually between the foundation and superstructure. 

Weather Boarding — An outer covering of boards which are generally placed horizon- 
tally so that the higher board overlaps the one below, sometimes arranged vertical- 
ly with battens over the joints. 

Weir — An opening in the breast of a dam or an embankment to discharge the ex- 
cess of water. 

Weld— The junction of two metals made by heating and hammering them together in 
connection with a flux. 

Web — The flat metalic sur£ux connecting two or more ribs or flanges. 

Wind — Twist, warp. 
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CONTRIBUTIONS TO SCIMNCS. 



The frequent calls for the publications of the undersigned having 
nearly exhausted the supply, the writer has determined to reprint some of 
the more important pamphlets for sale, and will be pleased to fill any 
orders which may be addressed to him, enclosing the price. 

LEWIS M. HATTPT, C. E., 107 N. 85th St., Philadelphia, Pa. 



MUNICIPAL ENGINEERING. 

1. The Best Arrangement of City Streets, $0.25 

2. Rapid Transit, with colored chart, . . .25 

3. Cobble Stone Pavements, 10 

4. Feasibility of Underground Railwajrs in Philadelphia, 25 

5. Street Pavements, A Study of, 25 

6. Permeability of Cements; two pamphlets (10 pages and 13 pages), . . . .35 

7. The Holly System of Steam Heating (H. Haupt), 25 

MARITIME ENGINEERING. 

RIVERS AND HARBORS. 

8. Harbor Studies, illustrated, 50 

9. Public Works of the United States (Rivers and Harbors), 25 

10. Jetties for Improving Estuaries, 25 

11. Physical Phenomena of Harbor Entrances, . . I.oo 

(For which the American Philosophical Society awarded the Magellanic Premium.) 

12. Discussion on the Dynamic Action of the Ocean in Building TJars. (Sequel), .50 

13. Improvement of Tidal Rivers, 50 

14. Levels of the Great Lakes, Discussion, 50 

15. Harbor Bar Improvements, 25 

16. How to Obtain Deep Water on the Gulf, 25 

17. Littoral Movements of the New Jersey Coast, , . 1. 00 

18. Movable Dams in the United States, 50 

TRANSPORTATION. 

19. Great Transportation Areas of the United States, 25 

20. The Commercial Paradox ; Rivers vs. Railways, .25 

21. Country Roads — Economics, Construction, Etc., $0 

22. Canals and Their Economic Relation to Transportation, 50 

23. Use of Compressed Air for Street Car Motors (H. H.), 50 

MISCELLANEOUS BOOKS, Etc. 

24. Engineering Specifications and Contracts, 8vo, 3.00 

25. The Topographer, profusely illustrated and with maps, 8vo, 3.00 

26. How to Establish a True Meridian (pamphlet), 50 

27. Use of Solar Compass, with Examples (4 pages), ID 

28. The Meigs System of Elevated Railroads (H. H.), 25 

29. Tunneling by Machinery (H. H.), I.00 

30. Specifications for Common Roads, ^ 20 

31. Tables of Map Equivalents and Stadia Reductions, ^ 
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SHOEMAKER, VOUTE & BIRCH, AOEBTS, 

f2B South DelawarB Avenue, Philadelpliia. Pa 
SAMUEL JACKSON'S 

OFFICE. 12e SOUTH SEVENTH STREET. 

WACTOBT. CBHarxa. pa.] Bttdenre, HU KlUUForth at., 

PHILADELPHIA. PA. 



COLORED FIRES (or- Uluminafions. Tableaux and flight Proeestions. Sea-Rockti 
and Ship Signals. Rockets and Signals far Surre/ing Purposes. 
Railroad Fuses and Caps. 
FIRE-WORKS F. 



REFERENCE LIBRARY FOR ENGINEERS, 

DAVIS', FORMULA FOR RAILROAD EARTHWORKS. J. W. DAVIS, School of 

Min«, N. V.Ciiy |l M 

DRINKER, H. S., TUNNBLINC, EXPLOSIVE COMPOUNDS AND ROCK 

DRILLS. WylLeaSDn,N. Y 

FROME, COL., ON SURVEYINQ. John Wtjlc, Lmdon. D. Viui NoBninit N. Y. Cily. 
UELMORE, GEN'L Q. A . CONSTRUCTION OF ROADS, STREETS AND PAVE. 

MENT3. Puhliihed hv D. Van NoElrand, N. V j 00 

CILMORE, GEMX Q A,. TREATISE ON LIMES^ HYDRAULIC CEMENTSJAND 

MORTARS. D VanNo^irand 4 00 

HAUPT, GEN. HERMAN, ON BRIDGE CONSTRUCTION. ApplMon &Co. Y. V.... 

HENCKS FIELD BOOK FOR ENGINEERS 

ROBERTS' RULES OF ORDER. Maj. Hary M Robcni, U. S.Qupi EngiiKwr. i Qo 

STONEY, ON STRAINS. D. Van No-mmd. Nfw Yntk, N. Y.. u gg 

TRAUTWINE'S ENGINEERS' POCKET COMPANION „ g jg 

_ VOSE'S MANUAL FOR RAILROAD ENOINEURs. [" 

H WELLINGTON, ECONOMIC THEORY OP LOCATION. R R GaiMie, N. Y 1 » 

K WORTHEN'S CYCLOPEDIA OF DRAWINS. D. Applcion & Co , N, V. 
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Mathematical Jnstruments. 

Drawing Instrumenls, Transits, Levels, Compasses, Tape Measures. Scales, 
T Squares, Pocket Levels, Parallel Rulers. Drawing Papers.Water 
Colors, India Ink. Dravning Pencils, Hand Levels, Sur- 
veying Chains, Aneroid Barometefs, &.c., &c. 

JAMES W. QUSEJV4- CO.. 924 CJiesinui St., Philadelphia. 
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TOWNE SCIENTIFIC SCHOOL, 
UNIVERSITY OF PENNSYLVANIA. 



The Course of Study in this department extends over four years, the first 
two of which are regarded as preparatory, and embraces : 

In the Freshman Year, 

The English, French and German Languages, History, Drawing, Mathe- 
matics and Chemistry. 

In the Sophomore Year, 

Rhetoric, Compositions and Declamations, Philology, French, German, 
Drawinj, Mathematics, Chemistry, Geology and Physical Sciences. 

In the Junior Year, 

Logic, Compositions and Declamations, Physical Science, Geology, Chem- 
istry, Mineralogy, Metallurjjy, Mathema*^'cs, Surveying, Drawing, Archi- 
tecture, Engineering and Modeling. 

In the Senior Year, 

History, International Law, S cial Science, Compositions and Declamations, 
Astronomy, Physical Science, Geology, Chemistry, Mineralogy, Metal- 
lurgy, Drawing, Surveying, Geodesy, Engineering, Mechanics, Modeling 
and Architecture. 

For requirements for admission and graduation, details of studies, tuition, 
%c. apply for the annual catalogue. 

In addition to the above, instruction is given in the Towne Scientific 
School in five parallel courses, viz.: 

I. Chemistry — Dr,F,A. Genth, 

II. Geology and Mining Engineering — Prof, J. P. LesUy, 
IV. Dynamical Engineering — Dr, Wm, Lh Marks. 

V. Architecture — Prof Thomas If. Richards, 
VL A course preparatory to Medical Studies. 

The remaining Departments of the University are those of Medicine, Law, 
Music and the Arts: for information concerning which application should 
be made to the Provost. 
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Revised and Enlarged Edition, 8vo. Cloth, 247 pages. 

Scot by Mall, oa Receipt of Price, Free of Postage— 52 Cuti- 
25 Plates — Sheeti of Ctiaita and UIuatratioDS. 
In preiiariiiK and enlarging this work, the author has endeavored to 
keep il up to the requirementu of the beet American practice, and to 
thiB end he has added new material and frequent iliustrHtione, relative 
to the |)eciiliar physical features produced hy certain natural agencies. 
He b&f ehown the iotiniate relation Bhi.p, existing between certain forms 
and the forces producing them, whereby the eiiateiice of the one will 
auggesC, inferentlally, that of the other. 

The application of Photography to Surveying are outlined in 
an abridged paper, printed as an appendix. The tables have been re- 
vised and extended, and the price lowered. 

pill be iwtter shown by a digest of the con- 
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CliAi'TKU IX.— Tlie Level uid its «: 



Chaitkr X.—HurT eying aiid FUline 
OnAPTKu X!.— Hjclroerftplilo Sarroys. 
OnAi-TKH XII.— Subiaarlne Topo 

IPTKR XIII.— OomputBtiona. 

ClIAPTKK XIV.— Mortelltne. 

OiiAT^EK XV.— Field SketcbiDg. 

OUAPTKR XVI.— ApplloadonB tc 

rnllrostla, canals, pipe lines. In 
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ErnilacuilbyPbvsluil AienulM. emhikc- 
le Eartb BhapinE, Wave work. Stream 
work. loe wort- Snbmeraance and Ein- 
I. CllHa. Terraces. Ridges. SbnreB, 
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work, plotti 

I to S3.00. 
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Price reduced from M.tt 
direct to the Author, or to Messrs. H. 
Walnut Street, Philadelphia. 

Also, by the same author. Engineering Specifications and 
ontracts, enlarged and reviseti, $3.0O 

<t« on Municipal, Maritime, and Miscellaneous 
labjecls at various prices. Hend for circular. 




